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The figures indicated in the catalog are based 
on experiences gathered within the
Freudenberg Group in the field of research
over several decades for the development
and manufacture of seals and they are in line 
with today’s state-of-the-art expertise.
However, the sealing effect provided by
numerous products mentioned in the catalog is 
not only generated by the component proper. 
It is rather based to a very large extent – 
depending on the specific application involved –  
on other parameters such as the place of 
installation and counter rotation, the pressure 
applied, the operating temperature, the media 
to be sealed, the lubrication, vibration-related 
influences and possible dirt from outside. These 

and further unknown factors are likely to exert 
a tangible influence on the function of seals in 
practical applications.
Against this background, no standard statements 
can be made about the function of the products 
mentioned in the catalog. The data stated in the 
latter merely represent general, non-binding 
reference values which cannot be applied to every 
case of application. As a result, we recommend 
that you discuss concrete cases of application 
with our consulting services.
In the event of higher and special stresses,
e.g. exerted by aggressive media, the seal 
should be selected in cooperation with us, as 
functional reliability tests are frequently
indispensable.
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Merkel Heavy Industry is the market leader 
in the field of seals for heavy industry. With 
innovative solutions and definitive products 
for all sectors, we rank among the world’s 
best-thought-of experts on sealing technolo-
gy. The quality of Merkel seals is recognized 
worldwide.

Their high functional reliability, coupled 
with excellent static and dynamic sealing 
effects, is regularly confirmed in compara-
tive tests by all our customers at home and 
abroad, not least on a cross-sectoral basis.

For customized solutions to challenging 
problems, take advantage of our exper-
tise in applications engineering, our pro-
found expertise in material selection in 
conjunction with Freudenberg Research 
Services, and our sophisticated production          
technology. 

Merkel Heavy Industry:
sealing technology acknowledge worldwide

Merkel Seals and Sealing Systems for        
Ferrous & Non-Ferrous Processing Industries
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Merkel seals: Merkel Heavy Industry
meeting all requirements

This will not only give you the cutting edge,
but will result in less downtime, less
maintenance and significantly reduced
repair costs.

Merkel Heavy Industry is one of the leading
manufacturers of sealing systems for the
heavy industry.
Major plant engineering and construction
companies in the metallurgical industry
rely on the outstanding quality of Merkel
products and the high standard of Merkel
sealing technology. Close cooperation during
development projects ensures a realisation
that is close to the market, field-exprienced
and tailor-made for the application, even in
harsh environments.
Take advantage of our superior product

range for your systems, and rely on the
expertise and know-how of a leading
company.

Merkel sealing systems are renowned for
their outstanding material quality, coupled
with high extrusion stability and a perfectly
matched geometry.
Absolute performance under high pressures,
at high speeds or in adverse weather is a
matter of course for Merkel sealing systems.
With Merkel sealing systems your processing
equipment will operate

 a lot faster
 better
 more economic
 and safer.
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Development work is a crucial element in 
our globally successful product policy.
The system incorporating the high-speed
rotary shaft seal Radiamatic RHS 51 and
the water guard will offer you ideally suited 
sealing effects. Merkel Radiamatic RHS 51 
will continue to provide a safe sealing effect 
even on shafts offset by up to 3 mm, while 
ensuring reliable speeds of more than 
35 m/s.
The Radiamatic RHS 51 is self-locking and
incorporates a new type of spring system in
order to achieve a uniform contact pressure.

Customized, field-proven, cost-efficient:
the best sealing system for every requirement

Our experienced team of material scientists
and design engineers have developed a
complete range of high performance
sealing elements using Finite Element
Analysis and other modern design tools.
Our seals are offered in a uniquely wide
range of highly engineered materials
including premium polyurethanes, PTFE
compounds, NBR, fluoroelastomers, and
many others.
For a diverse number of metal processing
applications Merkel Heavy Industry offers
high performance sealing systems, such as:

 Automatic gauge control cylinders
 Caster segment cylinders
 Work-roll bending cylinders
 Back-up roll balancing cylinders
 Roll-neck bearings
 Strand guide cylinders
 Hydraulic quick change cylinders
 Coiler and looping cylinders
 Straightening withdrawal unit segment

 cylinders
 General hydraulic and pneumatic 

 cylinders
 Pumps, valves, etc.
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Due to their high extrusion resistance and 
their superior material quality, Merkel seals 
have no trouble standing up to high speeds 
and a wide range of temperatures. This 
means your machines can produce not only 
faster, but at significantly higher efficiencies 
into the bargain.

The superior sealing effect can be relied 
upon to prevent leaks and resultant machine 
failures, thus saving you costly downtimes. 
At the same time, both service and repair 
outlays are reduced. 

Merkel Heavy Industry is part of Merkel 
Freudenberg Fluidtechnic GmbH in 
Hamburg, Germany. Around 800 
employees develop, produce and sell 
seals and sealing systems for industrial 
applications. 

Merkel Freudenberg Fluidtechnic GmbH 
belongs to the Freudenberg Seals and 
Vibration Control Technology business unit, 
forms part of the globally operating 
Freudenberg Group, and is thus integrated  
into one of the world’s biggest global 
partnership and sales networks for sealing 
technology. 

Merkel seals: 
Your competitive advantage

About:
Merkel Heavy Industry
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Typical applications

Merkel supplies compact sealing systems 
that ensure reliable sealing even under the 
extreme conditions encountered in the wide 
field of ferrous & non-ferrous processing  
industries. The individual elements involved  
are optimally matched in terms of both 
materials and functionality, since all 
individual seals are developed as a system 
solution, and supplied from a single source. 
By selecting materials specifically matched 
to these requirements, a very high pressure 
resistance capability is achieved, assuring 
long, functional life.

Sealing Systems for the Ferrous & Non-Ferrous Processing Industries

Sealing systems
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Sealing Arrangement for Hydraulic Automatic Gauge Control (HAGC) Cylinders

Hydraulic Roll Load Cylinder for Cold 
Strip Mill – Double-Acting Cylinder

Merkel sealing system consists of Omegat 
OMS-MR rod seal, wiper PT 2, Omegat OMK-MR
piston seal and Guivex guide rings.

 Very low friction, no stick-slip
 Outstanding sealing performance 

 and service life
 Developed for short strokes at high frequencies
 Prevents contaminants from entering into the   

   system even in the dirtiest environments

Typical operating parameters

Movement linear

Pressure 28/5 MPa

Stroke operating <2 mm

Running frequency 15 Hz

Diameter rod 500 mm

Diameter piston 630 mm

Hydraulic Roll Load Cylinder for Hot Strip 
Mill – Double-Acting Cylinder

Merkel sealing system consists of Omegat OMS-S 
rod seal, wiper PT 2, Omegat OMK-S
piston seal and Guivex guide rings.

 Very low friction, no stick-slip
 Superior sealing performance and long service  

   life even under high loads
 Can handle large gaps and extremely dirty 

 environments 
 Developed for short strokes at high frequencies

Typical operating parameters

Movement linear

Pressure 28/5 MPa

Stroke operating <2 mm

Running frequency 15 Hz

Diameter rod 850 mm

Diameter piston 1050 mm
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Sealing Arrangement for Hydraulic Automatic Gauge Control (HAGC) Cylinders

Hydraulic Roll Load Cylinder, Single-
Acting – Standard Design for Retrofitting 
Existing Cylinders

Merkel sealing system consists of an Omegat 
OMK-ES piston seal and a special shaft seal as
a wiper.

  Optimised retrofit design for improving 
 performance of existing equipment

Typical operating parameters

Movement linear

Pressure 28,5 MPa

Stroke operating <2 mm

Running frequency 15 Hz

Diameter rod 1415 mm

Diameter piston 1460 mm

Sealing systems
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Sealing Arrangement for Bending and Balance Cylinders

Work-Roll Bending Cylinder 

Merkel sealing system consists of Omegat OMS-
MR rod seal,wiper PT 2, Omegat OMK-MR piston 
seal and guide elements.
 Excellent sealing performance
 Very low friction, no stick-slip
 Long service life

Back-up Roll Balancing Cylinder 

Merkel sealing system consists of Omegat OMS-S 
rod seal, wiper PT 2 and guide elements.

 Designed to withstand high side load and 
 large gaps

 Very low friction, no stick-slip

Typical operating parameters

Movement linear

Pressure 28/5 MPa

Stroke operating <2 mm

Running frequency 15 Hz

Diameter rod 220 mm

Diameter piston 250 mm

Typical operating parameters

Movement linear

Pressure 20 MPa

Stroke operating <2 mm

Running frequency 15 Hz

Diameter rod 360 mm

Diameter piston 380 mm
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New Design for Segment Cylinders

Merkel sealing system consists of Omegat OMK-S 
piston seal, Omegat OMS-S rod seal,
Double-acting wiper PT 1 and guide elements.

 Extremely low friction
 No stick-slip performance
 Double wiper PT 1 provides excellent wiping 

 and secondary sealing
 Excellent pump-back capability
 Suitable for high radiant heat environments

Standard Design

Merkel sealing system consists of Type ESV 
V-packing on the rod, wiper P 6 in FKM and
Type EKV V-packing for the piston.

 Proven design 
 Rugged construction for long service life 
 Made from FKM to withstand 

 high temperatures

Sealing Arrangement for Continuous Caster

Typical operating parameters

Movement linear

Pressure 28 MPa

Stroke 80 mm

Running speed 0,005 m/s

Diameter rod 350 mm

Diameter piston 400 mm

Typical operating parameters

Movement linear

Pressure 28 MPa

Stroke 80 mm

Running speed 0,005 m/s

Diameter rod 350 mm

Diameter piston 400 mm

Sealing systems
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Sealing Arrangement for Roller Bearings – Work-Rolls and Back-up Rolls

System Radiamatic R 37

Sealing system consists of Simmerring 
Radiamatic R 37 and a Merkel Water Guard 
Type WA 8074 (or Seal WA-A,WA-AX)*.

 Capable of operating at speeds up 
 to 20 m/s

 Space saving design utilises integrated 
 lubrication grooves

 Designed for oil lubricated bearings

System Radiamatic R 35

Sealing system consists of Simmerring 
Radiamatic R 35 and a Merkel Water Guard 
Type WA 8074 (or Seal WA-A,WA-AX)*.

 Capable of operating at speeds up 
 to 20 m/s

 Designed for oil lubricated bearings

Typical operating parameters

Movement rotation

Pressure 0,02 MPa

Running speed 17 m/s

Diameter shaft 500 - 1000 mm

Typical operating parameters

Movement rotation

Pressure 0,02 MPa

Running speed 17 m/s

Diameter shaft 500 - 1000 mm

* Which kind of the Water Guard is dependent of the application
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System Radiamatic R 58

Sealing system consists of Simmerring 
Radiamatic R 58 and a Merkel Water Guard Type 
WA 8074 (or Seal WA-A,WA-AX)*.

 Specifically designed for grease lubricated   
   bearings

 Seal lip engineered to provide higher radial  
  sealing force 

 Capable of operating at speeds up 
 to 15 m/s

Sealing Arrangement for Roller Bearings – Work-Rolls and Back-up Rolls

Typical operating parameters

Movement rotation

Pressure  0,01 MPa

Running speed 12 m/s

Diameter shaft 500 - 1000 mm

* Which kind of the Water Guard is dependent of the application

Sealing systems
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Typical operating parameters

Movement rotation

Pressure 0,02

Running speed 20 m/s

Diameter shaft 1000 mm

Very low friction, long service life and 
resistance to aggressive media.
New Design System Radiamatic RHS 51

Sealing system consists of Simmerring 
Radiamatic RHS 51 High Speed Seal and a Merkel
Water Guard Type WA 8074 (or Seal WA-A, 
WA-AX)*.

 Effective sealing even up to 3mm of shaft 
 deflection

 Can operate at high speeds, up to 35 m/s, 
 40 m/s intermittent 

 New spring system exerts evenly distributed  
   radial force

 Self-retaining through integrated steel 
 band-ensures tight fit on the OD

 Designed for oil lubricated bearings

* Which kind of the Water Guard is dependent of the application
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Rod Seals
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Merkel Rod Seal Omegat OMS-MR

Rod seal especially suitable for use within a 
sealing system.
   Very high stability under pressure 
   Good thermal conductivity
   Very good extrusion safety
   High resistance to abrasion
   Low friction, stick-slip free

Two-piece seal set for sealing piston rods, 
consisting of a PTFE Profile ring and an 
O-ring as a prestressing element. 

O-ring

Profile-ring

Product description

Product advantages

PTFE Profile ring

Material Designation Color

PTFE-glass-fiber-
MoS2 compound

PTFE GM201 light-gray

PTFE-bronze compound PTFE B602 brown

O-ring

Material Designation

Nitrile rubber NBR

Fluoroelastomer FKM

Other material combinations available on request.

Material

Operating conditions

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s
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Operating conditions

The figures given are maximum values and must not 
be applied simultaneously.

 

Material PTFE B602/FKM 

Hydraulic oils, HL, HLP -10 ... +200 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -10 ... +200 °C

Water -

HETG (rape-seed oil) –10 … +80 °C

HEES (synth. ester) –10 … +100 °C

HEPG (glycol) –10 … +80 °C

Mineral greases –10 … +200 °C

Pressure 40 MPa

Running speed 5 m/s

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

The long-time behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface.

A precise description and assessment of the sur-
face is thus indispensable.
Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed 
in the table below. With these new characteristics 
derived from the material content, the hitherto 
merely general description of the material content 
is significantly improved, not least in regard to the 
abrasiveness of the surface.
See also Merkel Technical Manual. 

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently 
apply for ceramic or semi-ceramic counterfaces.
See also Merkel Technical Manual.

Peak-to-valley heights Ra Rmax

Sliding surface 0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Rod Seals

Material PTFE GM201/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids +5 ... +60 °C

HFB fluids +5 ... +60 °C

HFC fluids -30 ... +60 °C

HFD fluids -

Water +5 ... +100 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s
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Gap dimension
The dimension D2 is determined by factoring in the maximum permissible extrusion gap, the tolerances, 
the guide clearance and the deflection of the guide under load. 
The maximum permissible extrusion gap with a one-sided position of the piston rod is significantly deter-
mined by the maximum operating pressure and the temperature-dependent dimensional stability of the 
seal material.  
See also Merkel Technical Manual.

At an operating temperature of above 90°C, and simultaneous exposure to an operating pressure of more than 
26 MPa, we recommend the use of the material compound PTFE B602.

Tolerances

Diameter D Tolerance

< 500 H8

> 500 H7

The tolerance for the diameter d and D2 is specified in connection with the gap dimension calculation. 
In Typeical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance fields f7 and f8 
or H7 and H8 are usually chosen.

Installation & assembly
Flawless functioning of the seals is conditional on meticulous installation.
See also Merkel Technical Manual.

Profilmaß Max. zulässiges Spaltmaß

L Profil 16 MPa 26 MPa 32 MPa 40 MPa

3,2 3,65 0,4 0,35 – –

4,2 5,35 0,5 0,4 0,3 –

6,3 7,55 0,55 0,45 0,35 0,3

8,1 10,25 0,6 0,5 0,4 0,4

8,1 12 0,7 0,6 0,55 0,5

9,5 13,65 0,75 0,65 0,6 0,55
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Rod Seal

d D H L Profile C R1 Material Article No.

20,00 27,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24102890

20,00 27,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223117

20,00 27,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24245538

20,00 30,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24126068

20,00 30,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178433

20,00 30,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24263334

20,62 27,92 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307462

20,62 27,92 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307596

22,00 29,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131171

22,00 29,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223120

22,00 29,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307954

22,00 29,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24332956

22,00 32,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131206

22,00 32,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178434

22,00 32,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24290506

22,23 29,53 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307463

22,23 29,53 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307597

23,00 33,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 527997

23,80 31,10 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307464

23,80 31,10 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307598

24,00 31,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 529975

25,00 32,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131172

25,00 32,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223123

25,00 32,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24245536

25,00 35,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131207

25,00 35,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178435

Further dimensions on request.
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d D H L Profile C R1 Material Article No.

25,00 35,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24344719

25,40 32,70 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307465

25,40 32,70 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307599

25,40 40,50 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307489

26,00 36,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24373908

26,97 34,27 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307466

26,97 34,27 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307600

26,97 42,07 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307490

28,00 35,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131173

28,00 35,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223126

28,00 35,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24296908

28,00 35,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 49034768

28,00 38,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131208

28,00 38,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178436

28,00 38,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24311631

28,58 35,88 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307467

28,58 35,88 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307601

28,58 43,68 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307491

30,00 37,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131174

30,00 37,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223129

30,00 37,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24268382

30,00 37,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307953

30,00 40,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24108645

30,00 40,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178437

30,00 40,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24263335

30,15 37,45 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307468

30,15 37,45 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307602

30,15 45,25 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307492

31,75 39,05 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307469

31,75 39,05 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307603

31,75 46,85 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307493

32,00 39,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131175

32,00 39,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223132

32,00 39,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24250622

32,00 42,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24122880

32,00 42,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178438

32,00 42,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24296466

33,32 40,62 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307470

Further dimensions on request.
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Rod Seal

d D H L Profile C R1 Material Article No.

33,32 40,62 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307604

33,32 48,42 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307494

34,00 41,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 531851

34,93 42,23 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307471

34,93 42,23 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307605

34,93 50,03 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307495

35,00 42,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131176

35,00 42,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223135

35,00 42,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24309807

35,00 45,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131209

35,00 45,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178439

35,00 45,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24296131

36,00 43,30 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24131177

36,00 43,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24223138

36,00 43,30 3,00 3,20 3,65 3 0,5 PTFE B602 / FKM 24246483

36,00 46,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24113843

36,00 46,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24178440

36,00 46,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24315180

36,50 43,80 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24307472

36,50 43,80 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307606

36,50 51,60 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307496

37,00 47,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24298971

38,00 48,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24196775

38,00 48,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223141

38,00 53,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24223144

38,00 53,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24223679

Further dimensions on request.
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38,10 45,40 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307607

38,10 48,80 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307476

38,10 48,80 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307610

38,10 53,20 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307497

38,10 53,20 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307631

39,00 49,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24334988

40,00 47,30 3,00 3,20 3,65 3 0,5 PTFE B602 / NBR 24334196

40,00 50,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131178

40,00 50,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223147

40,00 50,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24238040

40,00 55,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24113841

40,00 55,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178441

40,00 55,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24262761

40,00 55,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 49008558

40,50 51,20 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 49023393

41,00 51,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24257621

41,28 48,58 3,00 3,20 3,65 3 0,5 PTFE GM201 / NBR 24307608

41,28 51,98 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307477

41,28 51,98 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307611

41,28 56,38 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307498

41,28 56,38 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307632

42,00 52,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131179

42,00 52,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223150

42,00 52,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24300453

42,00 57,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24131210

42,00 57,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178442

42,00 57,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24314958

44,00 54,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24327355

44,00 59,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24298970

44,45 55,15 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307478

44,45 55,15 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307612

44,45 59,55 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307499

44,45 59,55 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307633

44,45 59,50 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24354866

45,00 55,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131180

45,00 55,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223153

45,00 55,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24260922

45,00 56,00 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24343009

Further dimensions on request.
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45,00 60,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24101569

45,00 60,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178443

45,00 60,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24334150

46,00 56,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24342771

46,00 61,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24338408

46,70 57,40 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24359510

47,00 62,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24351654

47,63 58,33 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307479

47,63 58,33 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307613

47,63 62,73 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307501

47,63 62,73 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307634

48,00 58,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24360762

48,00 63,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24233638

49,50 60,20 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 49023396

50,00 60,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131181

50,00 60,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223156

50,00 60,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24232029

50,00 65,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24131211

50,00 65,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178444

50,00 65,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24262762

50,80 61,50 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307480

50,80 61,50 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307614

50,80 65,90 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24299047

50,80 65,90 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307502

51,00 61,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24355760

51,50 62,20 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 49020322
Further dimensions on request.
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52,00 62,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24343702

52,00 67,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24329222

52,00 67,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24329223

53,50 64,20 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 49042171

53,98 64,68 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307481

53,98 64,68 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307615

53,98 69,08 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307635

54,00 69,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307503

55,00 65,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24262485

55,00 65,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24262488

55,00 65,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24344722

55,00 70,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24131212

55,00 70,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178445

55,00 70,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24245798

56,00 66,70 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24131183

56,00 66,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223159

56,00 66,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24244976

56,00 71,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24101265

56,00 71,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178446

56,00 71,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24265478

57,00 72,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 49001987

57,15 67,85 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307482

57,15 67,85 4,00 4,20 5,35 3,5 0,8 PTFE GM201 / NBR 24307616

57,15 72,25 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307504

57,15 72,25 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307636

58,00 68,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24333843

58,00 73,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24289230

60,00 70,70 4,00 4,00 5,35 3,5 0,8 PTFE GM201 / NBR 24131184

60,00 70,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24223162

60,00 70,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / FKM 24250623

60,00 75,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24105984

60,00 75,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178447

60,00 75,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24288710

60,33 71,03 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307483

60,33 75,43 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307505

60,33 75,43 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307637

62,00 72,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24360764

62,00 77,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 49024836

Further dimensions on request.
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62,50 73,20 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 49023395

63,00 73,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 49001988

63,00 78,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24131213

63,00 78,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24190727

63,00 78,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24245797

63,50 74,20 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307484

63,50 78,60 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307506

63,50 78,60 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307638

64,00 79,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24356043

65,00 80,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24131214

65,00 80,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178449

65,00 80,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24344723

66,00 73,60 3,20 3,20 3,65 3 0,5 PTFE GM201 / NBR 24369498

66,68 77,38 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307485

66,68 81,78 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307507

66,68 81,78 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307639

68,00 83,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24359517

69,85 80,55 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307486

69,85 84,95 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307508

69,85 84,95 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307640

70,00 80,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24334160

70,00 85,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24110738

70,00 85,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178450

70,00 85,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24245800

72,80 87,90 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24359518

73,03 83,73 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307487

Rod Seal

Further dimensions on request.
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73,03 88,13 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307509

73,03 88,13 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307641

75,00 90,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24121487

75,00 90,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178451

75,00 90,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24263440

76,20 86,90 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24307488

76,20 91,30 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307510

76,20 91,30 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307642

77,00 92,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 528708

78,00 93,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24345481

79,38 94,48 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307511

79,38 94,48 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307643

80,00 90,70 4,00 4,20 5,35 3,5 0,8 PTFE B602 / NBR 24334161

80,00 95,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24121483

80,00 95,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24178452

80,00 95,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / FKM 24275322

81,00 96,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24369226

81,00 96,10 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24369639

82,00 97,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24333838

82,55 97,65 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 24307512

82,55 97,65 5,90 6,30 7,55 5,5 1,2 PTFE GM201 / NBR 24307644

83,00 98,10 5,90 6,30 7,55 5,5 1,2 PTFE B602 / NBR 49002024

85,00 100,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24110740

85,00 100,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24178453

85,00 100,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24329122

85,73 100,83 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307513

85,73 100,83 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307645

88,00 103,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 532498

88,90 104,00 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24290835

88,90 104,00 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307646

88,90 104,00 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24359949

90,00 105,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24111803

90,00 105,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24178454

90,00 105,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24294068

90,00 105,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24334402

90,00 110,50 7,60 8,10 10,25 7,5 2,00 PTFE B602 / NBR 24359742

91,50 106,60 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24350154

92,08 107,18 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307514

92,08 107,18 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307647
Further dimensions on request.
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94,00 109,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24375344

95,00 110,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 528679

95,00 110,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24213071

95,00 110,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24223698

95,25 110,35 6,15 6,30 7,55 6 1,2 PTFE B602 / NBR 24307516

95,25 110,35 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307648

98,43 113,53 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307517

98,43 113,53 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307649

100,00 115,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131215

100,00 115,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24178455

100,00 115,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24314801

101,60 116,70 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307518

101,60 116,70 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307650

101,60 122,10 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307542

103,00 118,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 532499

104,78 119,88 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307519

104,78 119,88 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307651

104,78 125,28 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307543

105,00 120,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24138660

105,00 120,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24214072

105,00 120,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24302829

107,00 122,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24264452

107,95 123,05 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307520

107,95 123,05 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307652

108,30 123,40 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 49063998

110,00 125,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24119466

Rod Seal

Further dimensions on request.
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110,00 125,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179236

110,00 125,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24301675

111,10 126,20 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24375984

111,13 126,23 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307521

111,13 126,23 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307653

111,13 131,63 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307545

113,00 128,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 532500

114,30 129,40 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307522

114,30 129,40 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307654

114,30 134,80 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307546

115,00 130,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131216

115,00 130,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179237

115,00 130,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24344729

117,48 132,58 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307523

117,48 132,58 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307655

117,48 137,98 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307547

118,00 133,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24356045

120,00 135,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24196902

120,00 135,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24214075

120,00 135,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24292144

120,65 135,75 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307524

120,65 135,75 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307656

123,83 138,93 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307525

123,83 138,93 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307657

123,83 144,33 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307549

125,00 140,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131217

125,00 140,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179238

125,00 140,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24332957

126,00 141,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24241599

127,00 142,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307526

128,00 143,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24380364

130,00 145,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24193747

130,00 145,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24214077

130,00 145,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24298480

130,00 145,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24346876

130,18 145,28 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307527

130,18 145,28 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307658

132,00 147,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24347998

Further dimensions on request.
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133,35 148,45 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307528

133,35 148,45 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307659

135,00 150,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24213365

135,00 150,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24223165

135,00 150,10 6,30 6,30 7,55 6 1,2 PTFE GM201 / FKM 24380769

136,53 151,63 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307529

136,53 151,63 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307660

138,00 153,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24380372

138,20 153,30 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24380375

139,70 154,80 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307530

139,70 154,80 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307661

140,00 155,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131218

140,00 155,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179239

140,00 155,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24332958

142,88 157,98 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307531

142,88 157,98 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307662

145,00 160,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24314587

145,00 160,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24380689

146,05 161,15 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307532

146,05 161,15 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307663

147,00 162,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24359534

149,23 164,33 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307533

149,23 164,33 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307664

150,00 165,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131219

150,00 165,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179240

150,00 165,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24265511

Rod Seal

Further dimensions on request.
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151,00 166,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 49002207

152,40 167,50 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24301245

152,40 167,50 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307665

152,40 172,90 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307558

155,00 170,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24331789

155,00 170,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24343181

156,50 171,60 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24234934

157,00 172,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24359536

158,75 173,85 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307534

158,75 173,85 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307666

160,00 175,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131220

160,00 175,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179241

160,00 175,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24269037

165,00 180,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24329893

165,00 180,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24331858

165,00 180,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 49008556

165,00 180,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 49061412

167,00 182,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 531319

170,00 185,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24133133

170,00 185,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24214082

170,00 185,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24249007

170,00 189,40 9,20 10,00 9,70 6 1,2 PTFE GM201 / NBR 24137332

171,45 186,55 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307536

171,45 186,55 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307668

173,00 188,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24327394

175,00 190,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24379243

176,50 191,60 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24359537

177,00 192,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24380430

177,80 192,90 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307537

177,80 192,90 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307669

180,00 195,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24131221

180,00 195,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24179242

180,00 195,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24316384

184,15 199,25 6,15 6,30 7,55 6 1,2 PTFE B602 / NBR 24307538

184,15 199,25 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307670

185,00 200,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24292413

185,00 200,10 6,15 6,30 7,55 6 1,2 PTFE B602 / NBR 24335093

185,50 200,60 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24373690

Further dimensions on request.
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187,50 202,60 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 49063999

188,00 208,50 5,90 8,10 10,25 7,5 2 PTFE GM201 / NBR 24261680

189,00 204,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 49002206

190,00 205,10 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24216295

190,00 205,10 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24223168

190,00 205,10 5,90 6,30 7,55 6 1,2 PTFE B602 / FKM 24348307

190,00 210,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24361227

190,50 205,60 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307539

190,50 205,60 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307671

196,85 211,95 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307540

196,85 211,95 5,90 6,30 7,55 6 1,2 PTFE GM201 / NBR 24307672

200,00 220,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24131222

200,00 220,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24179243

200,00 220,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24258145

203,20 218,30 5,90 6,30 7,55 6 1,2 PTFE B602 / NBR 24307541

205,00 225,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24335588

205,00 225,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24335733

205,00 225,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24357230

205,60 226,30 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24359538

206,80 227,30 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 49064000

210,00 230,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24121485

210,00 230,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223171

210,00 230,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344732

215,00 235,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24350016

215,00 235,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24355466

215,90 236,40 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307567

Rod Seal

Further dimensions on request.
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215,90 236,40 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307699

219,00 239,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 49067556

220,00 240,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24214085

220,00 240,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24223690

220,00 240,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24340955

225,00 245,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24275173

225,00 245,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24335734

228,60 249,10 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307568

228,60 249,10 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307700

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24174789

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223174

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24352984

233,20 253,70 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 49064001

235,00 255,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24315039

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24105394

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223177

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344734

241,30 261,80 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307569

241,30 261,80 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307701

245,00 265,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24377707

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24179920

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24214087

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344735

250,00 269,40 9,20 10,00 9,70 7,5 2 PTFE GM201 / NBR 24137330

254,00 274,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307570

254,00 274,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307702

255,00 275,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24358978

259,00 279,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 49067555

260,00 284,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223180

260,00 284,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24223691

260,00 284,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24258139

265,00 289,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275172

265,00 285,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 49002205

265,00 289,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 49007307

270,00 294,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24123234

270,00 294,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223183

270,00 294,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344736

275,00 299,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24314588

Further dimensions on request.
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225,00 245,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24275173

225,00 245,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24335734

228,60 249,10 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307568

228,60 249,10 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307700

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24174789

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223174

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24352984

233,20 253,70 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 49064001

235,00 255,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24315039

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24105394

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223177

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344734

241,30 261,80 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307569

241,30 261,80 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307701

245,00 265,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24377707

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24179920

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24214087

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344735

250,00 269,40 9,20 10,00 9,70 7,5 2 PTFE GM201 / NBR 24137330

254,00 274,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307570

254,00 274,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307702

255,00 275,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24358978

259,00 279,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 49067555

260,00 284,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223180

280,00 304,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24177957

280,00 304,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24214089

Rod Seal

Further dimensions on request.
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225,00 245,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24275173

225,00 245,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24335734

228,60 249,10 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307568

228,60 249,10 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307700

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24174789

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223174

230,00 250,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24352984

233,20 253,70 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 49064001

235,00 255,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24315039

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24105394

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24223177

240,00 260,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344734

241,30 261,80 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307569

241,30 261,80 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307701

245,00 265,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24377707

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24179920

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24214087

250,00 270,50 7,60 8,10 10,25 7,5 2 PTFE B602 / FKM 24344735

250,00 269,40 9,20 10,00 9,70 7,5 2 PTFE GM201 / NBR 24137330

254,00 274,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24307570

254,00 274,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 24307702

255,00 275,50 7,60 8,10 10,25 7,5 2 PTFE B602 / NBR 24358978

259,00 279,50 7,60 8,10 10,25 7,5 2 PTFE GM201 / NBR 49067555

260,00 284,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223180

280,00 304,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24177957

280,00 304,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24214089

d D H L Profile C R1 Material Article No.

280,00 304,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344737

280,00 304,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24348306

285,00 309,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24357557

290,00 314,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223186

290,00 314,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24223692

290,00 314,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24336138

295,00 319,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49027157

300,00 324,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24213516

300,00 324,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24214091

300,00 324,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344739

307,00 331,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24359616

308,00 332,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24300813

308,00 332,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24328301

310,00 334,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223189

310,00 334,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344740

310,00 334,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24348308

315,00 339,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24250765

315,00 339,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24360278

315,00 339,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 49027877

320,00 344,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24214093

320,00 344,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24223694

320,00 344,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24311132

320,00 347,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24360032

325,00 349,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49003815

327,50 351,50 7,60 8,10 12,00 8 2 PTFE B602 / FKM 49041973

330,00 354,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223192

330,00 354,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24223695

330,00 354,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344741

330,20 354,20 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24358310

335,00 359,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24351685

340,00 364,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223195

340,00 364,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24223696

340,00 364,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344742

345,00 369,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24354127

350,00 374,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24223198

350,00 374,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24223697

350,00 374,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344743

350,00 377,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24380585

355,00 379,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24377705

Further dimensions on request.
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360,00 384,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24196617

360,00 384,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24214095

360,00 384,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24243374

370,00 394,00 7,60 7,60 12,00 8 2 PTFE GM201 / NBR 24275883

370,00 394,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275719

370,00 394,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344744

373,00 397,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24379294

375,00 399,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24297525

375,00 399,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24297527

380,00 404,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275731

380,00 404,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275871

380,00 404,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344745

385,00 409,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24372728

390,00 414,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275745

390,00 414,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275912

390,00 414,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344746

392,00 416,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49040092

395,00 419,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24328302

400,00 424,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24259183

400,00 424,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275913

400,00 424,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24357273

400,00 427,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24373987

400,00 427,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24377936

406,40 430,40 8,10 8,10 12,00 8 2 PTFE B602 / NBR 24361396

410,00 434,00 7,60 7,60 12,00 8 2 PTFE GM201 / NBR 24275910

410,00 434,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275730

Rod Seal

Further dimensions on request.
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360,00 384,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24196617

360,00 384,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24214095

360,00 384,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24243374

370,00 394,00 7,60 7,60 12,00 8 2 PTFE GM201 / NBR 24275883

370,00 394,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275719

370,00 394,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344744

373,00 397,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24379294

375,00 399,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24297525

375,00 399,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24297527

380,00 404,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275731

380,00 404,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275871

380,00 404,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344745

385,00 409,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24372728

390,00 414,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275745

390,00 414,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275912

390,00 414,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344746

392,00 416,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49040092

395,00 419,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24328302

400,00 424,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24259183

400,00 424,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275913

400,00 424,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24357273

400,00 427,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24373987

400,00 427,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24377936

406,40 430,40 8,10 8,10 12,00 8 2 PTFE B602 / NBR 24361396

410,00 434,00 7,60 7,60 12,00 8 2 PTFE GM201 / NBR 24275910

410,00 434,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275730

d D H L Profile C R1 Material Article No.

410,00 434,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344748

415,00 439,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24379205

420,00 444,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275718

420,00 444,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275882

420,00 444,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344749

425,00 449,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24355467

430,00 454,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275744

430,00 454,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275870

430,00 454,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344750

431,80 455,80 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24342999

435,00 459,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24308272

440,00 464,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24265249

440,00 464,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275751

440,00 464,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344751

445,00 469,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49006959

450,00 474,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24243371

450,00 474,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275756

450,00 474,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275900

450,00 474,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24346723

460,00 484,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275729

460,00 484,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275909

460,00 484,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344752

470,00 494,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24269646

470,00 494,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275881

470,00 494,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24327514

470,00 494,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344753

475,00 499,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49018009

480,00 504,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24268686

480,00 504,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24268688

480,00 504,00 8,10 8,10 12,00 8 2 PTFE B602 / FKM 24344754

485,00 509,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24344483

485,00 509,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24352001

490,00 514,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24269412

490,00 514,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275869

490,00 514,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344755

495,00 519,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24267645

498,00 522,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24358445

500,00 524,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24264956

Further dimensions on request.
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500,00 524,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275911

500,00 524,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24357274

508,00 532,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24351659

510,00 534,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275750

510,00 534,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275908

510,00 534,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344757

515,00 539,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24339493

520,00 544,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275716

520,00 544,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275899

520,00 544,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344758

525,00 549,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49067203

530,00 554,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275728

530,00 554,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275880

530,00 554,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344759

530,00 554,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24357275

540,00 564,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24261155

540,00 564,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275868

540,00 564,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344760

550,00 574,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24233563

550,00 574,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24234533

550,00 574,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344761

555,00 579,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24314953

558,80 582,80 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24361618

560,00 584,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24243496

560,00 584,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24263331

560,00 584,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275702

Rod Seal

Further dimensions on request.
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500,00 524,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275911

500,00 524,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24357274

508,00 532,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24351659

510,00 534,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275750

510,00 534,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275908

510,00 534,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344757

515,00 539,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24339493

520,00 544,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275716

520,00 544,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275899

520,00 544,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344758

525,00 549,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 49067203

530,00 554,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275728

530,00 554,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275880

530,00 554,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344759

530,00 554,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24357275

540,00 564,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24261155

540,00 564,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275868

540,00 564,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344760

550,00 574,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24233563

550,00 574,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24234533

550,00 574,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344761

555,00 579,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24314953

558,80 582,80 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24361618

560,00 584,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24243496

560,00 584,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24263331

560,00 584,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275702

d D H L Profile C R1 Material Article No.

570,00 594,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275715

570,00 594,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275898

570,00 594,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344762

580,00 604,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275732

580,00 604,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275907

580,00 604,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344763

590,00 614,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275727

590,00 614,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275879

590,00 614,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24316068

590,00 614,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344764

600,00 624,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275742

600,00 624,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275867

600,00 624,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344765

610,00 634,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275703

610,00 634,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275890

610,00 634,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344766

620,00 644,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275714

620,00 644,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275897

620,00 644,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344767

630,00 654,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24268690

630,00 654,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24268692

630,00 654,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344768

635,00 659,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24376193

640,00 664,00 7,60 8,10 12,00 8 2 PTFE B602 / NBR 24275726

640,00 664,00 7,60 8,10 12,00 8 2 PTFE GM201 / NBR 24275878

640,00 664,00 7,60 8,10 12,00 8 2 PTFE B602 / FKM 24344769

650,00 677,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275734

650,00 677,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275866

650,00 677,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344770

660,00 687,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275704

660,00 687,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275889

660,00 687,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344771

670,00 697,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275713

670,00 697,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275896

670,00 697,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344772

673,10 700,40 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24370576

680,00 707,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24268702

680,00 707,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24269482

Further dimensions on request.
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680,00 707,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275906

680,00 707,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344773

690,00 717,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275725

690,00 717,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275877

690,00 717,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344774

700,00 727,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275741

700,00 727,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275865

700,00 727,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344775

710,00 737,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275705

710,00 737,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275888

710,00 737,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344776

720,00 747,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275712

720,00 747,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275895

720,00 747,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344777

730,00 757,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275724

730,00 757,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275905

730,00 757,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344778

735,00 762,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24350580

740,00 767,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275749

740,00 767,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275876

740,00 767,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344779

750,00 777,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275736

750,00 777,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275864

750,00 777,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344780

760,00 787,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275706

760,00 787,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275887

Rod Seal

Further dimensions on request.
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760,00 787,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344781

767,00 794,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24357892

770,00 797,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275723

770,00 797,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275894

770,00 797,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344782

780,00 807,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275711

780,00 807,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275904

780,00 807,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344783

787,40 814,70 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24331506

790,00 817,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275748

790,00 817,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275875

790,00 817,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344784

795,00 822,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24344330

800,00 827,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275737

800,00 827,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275863

800,00 827,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344785

810,00 837,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275707

810,00 837,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275886

810,00 837,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344786

820,00 847,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275722

820,00 847,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275893

820,00 847,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344787

830,00 857,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275747

830,00 857,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275903

830,00 857,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344788

840,00 867,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275752

840,00 867,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275874

840,00 867,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344789

850,00 877,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275738

850,00 877,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275862

850,00 877,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344790

860,00 887,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275708

860,00 887,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275902

860,00 887,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344791

870,00 897,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275721

870,00 897,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275892

870,00 897,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344792

875,00 902,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 528024

Further dimensions on request.
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880,00 907,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275746

880,00 907,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275885

880,00 907,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344793

890,00 917,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275753

890,00 917,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275873

890,00 917,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344794

900,00 927,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275739

900,00 927,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275861

900,00 927,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344795

910,00 937,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275709

910,00 937,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275901

910,00 937,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344796

915,00 942,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 49067202

920,00 947,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275720

920,00 947,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275891

920,00 947,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344797

930,00 957,30 8,70 9,50 13,65 11 2 PTFE B602 / NBR 24275754

930,00 957,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275884

930,00 957,30 8,70 9,50 13,65 11 2 PTFE B602 / FKM 24344798

940,00 967,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275872

950,00 977,30 8,70 9,50 13,65 11 2 PTFE GM201 / NBR 24275860
        
        
        

        
        
        

Rod Seal

Further dimensions on request.
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Merkel Rod Seal Omegat OMS-S

Rod Seal

    Very high stability under pressure
    High torsional safety
    Very good extrusion safety
    High resistance to abrasion
    Low friction, stick-slip free
    High contact pressure due to the 
    elastomer Profile ring

Product description

Product advantages

PTFE Profile ring

Material Designation Color

PTFE-glass-fiber-MoS2 
compound

PTFE GM201 light-gray

Elastomer Profile ring

Material Designation Hardness

Nitrile rubber         NBR 80 Shore A

Application

Two-piece seal set for sealing piston rods, con-
sisting of a PTFE Profile ring and an elastomer 
Profile ring as a pre-stress element. The seal set is 
intended for demanding hydraulic applications 

Material

Elastomer-Profile-ring

PTFE-Profile-ring

Other material combinations available on request.

Operating conditions

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

The long-time behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface.

A precise description and assessment of the sur-
face is thus indispensable.
Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed 
in the table below. With these new characteristics 
derived from the material content, the hitherto 
merely general description of the material content 
is significantly improved, not least in regard to the 
abrasiveness of the surface.
See also Merkel Technical Manual. 

Peak-to-valley heights Ra Rmax

Sliding surface 0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

The figures given are maximum values and 
must not be applied simultaneously.

Especially designed for heavy-duty 
AGC-cylinder
Especially designed for large dimensions 
Seal set for tough applications
Seal set suitable for large gaps 

Material PTFE GM201/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids +5 ... +60 °C

HFB fluids +5 ... +60 °C

HFC fluids -30 ... +60 °C

HFD fluids -

Water +5 ... +100 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s
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Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

Profile dimension Max. permissible gap dimension

L Profile 16 MPa 26 MPa 32 MPa 40 MPa

12,5 12,5 0,75 0,65 0,55 0,5

15 15 0,75 0,65 0,55 0,5

17,5 17,5 0,75 0,65 0,55 0,5

20 20 0,8 0,7 0,6 0,55

When fitting the Omegat OMS-S the elastomer profile ring is first placed in the housing groove, then the 
profile ring is deformed to a kidney shape and sprung info place.
During this process it is to be ensured no sharp kinks are produced in the PTFE profile ring and that the 
sealing edge is correctly arranged in relation to the direction of the pressure. The entire fitting operation 
is only allowed to be performed over rounded edges.

Gap dimension might vary for special applications e. g. AGC-cylinder. Further details on request.
Please note our general design remarks in the Merkel Technical Manual. 

Surface finish of the sliding surfaces

The limit values listed in the table do not currently apply for ceramic or semi-ceramic counterfaces.
See also Merkel Technical Manual.

Gap dimension
The dimension D2 is determined by factoring in the maximum permissible extrusion gap, the tolerances, 
the guide clearance and the deflection of the guide under load. 
The maximum permissible extrusion gap with a one-sided position of the piston rod is significantly deter-
mined by the maximum operating pressure and the temperature-dependent dimensional stability of the 
seal material. See also Merkel Technical Manual.

Tolerances

Diameter D Tolerance

< 500 H8

> 500 H7

The tolerance for the diameter d and D2 is specified in connection with the gap dimension calculation. 
In Typeical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance fields f7 and f8 
or H7 and H8 are usually chosen.

Installation & assembly

Design notes
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d D H L Profile C R1 Material Article No.

70,00 85,00 7,00 7,50 7,50 7,5 0,3 PTFE GM201 24096135

75,00 95,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096136

80,00 100,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096137

85,00 105,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096138

90,00 110,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096139

100,00 120,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096140

100,00 120,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24369231

105,00 125,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24239117

110,00 130,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096141

110,00 130,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24375256

111,70 131,70 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24234942

113,30 133,30 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24214297

115,00 135,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096142

115,00 135,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24275259

120,00 140,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24182344

130,00 150,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24124096

130,00 150,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24375615

140,00 160,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096144

140,00 160,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24367092

145,00 165,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24138538

150,00 170,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096145

150,00 170,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 49040644

158,00 178,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24234939

160,00 180,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096146

170,00 190,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24106817

Rod Seal

Further dimensions on request.
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d D H L Profile C R1 Material Article No.

175,00 195,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24187339

180,00 200,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096147

180,00 200,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24367094

165,00 185,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 49039714

200,00 220,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24096148

200,00 220,00 9,40 10,00 10,00 7,5 0,4 PTFE GM201 24222590

200,00 225,00 11,70 12,50 12,50 10 0,4 PTFE GM201 49000277

210,00 235,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24374728

220,00 245,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24147048

221,40 246,40 11,70 12,50 12,50 10 0,4 PTFE GM201 24234931

230,00 255,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24224744

237,20 262,20 11,70 12,50 12,50 10 0,4 PTFE GM201 24186690

240,00 265,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24224748

247,70 272,70 11,70 12,50 12,50 10 0,4 PTFE GM201 24247181

250,00 275,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24195054

260,00 285,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24177004

270,00 295,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24224737

270,00 300,00 14,00 15,00 15,00 10 0,8 PTFE GM201 24132488

280,00 305,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24192379

290,00 315,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24195056

300,00 325,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24208689

300,00 325,00 11,70 12,50 12,50 10 0,4 PTFE GM201 24357990

310,00 340,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24194530

315,00 345,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24250718

320,00 350,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24209894

325,00 355,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24294165

330,00 360,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24141409

335,00 365,00 14,00 15,00 15,00 12 0,8 PTFE GM201 531547

340,00 370,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224735

350,00 380,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24214029

354,00 384,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24370682

360,00 390,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224746

370,00 400,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224751

377,00 407,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24258066

380,00 410,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24182881

390,00 420,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224739

398,00 428,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24349031

400,00 430,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24183343

Further dimensions on request.
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d D H L Profile C R1 Material Article No.

410,00 440,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24197943

415,00 445,00 14,00 15,00 15,00 12 0,8 PTFE GM201 49065710

420,00 450,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224742

430,00 460,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224749

435,00 465,00 14,00 15,00 15,00 12 0,8 PTFE GM201 526056

440,00 470,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24193472

445,00 475,00 14,00 15,00 15,00 12 0,8 PTFE GM201 49008473

450,00 480,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24177002

458,00 488,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24370976

460,00 490,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224740

465,00 495,00 14,00 15,00 15,00 12 0,8 PTFE GM201 528992

470,00 500,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24137929

470,00 500,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24315325

480,00 510,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24193226

490,00 520,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24224738

500,00 530,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24135188

510,00 545,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24199480

520,00 555,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24198653

530,00 560,00 14,00 15,00 15,00 12 0,8 PTFE GM201 24181189

540,00 575,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224759

545,00 580,00 16,40 17,50 17,50 12 1,2 PTFE GM201 49001641

550,00 585,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24191359

560,00 595,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224747

570,00 605,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224756

580,00 615,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224760

590,00 625,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224753

Rod Seal

Further dimensions on request.
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d D H L Profile C R1 Material Article No.

600,00 635,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224745

605,00 640,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24377267

610,00 645,00 16,40 17,50 17,50 12 1,2 PTFE GM201 49068069

620,00 655,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24186170

630,00 665,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24356724

640,00 675,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24226250

650,00 685,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224750

655,00 690,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24374060

660,00 695,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24377265

670,00 705,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24224741

680,00 715,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24238543

690,00 725,00 16,40 17,50 17,50 12 1,2 PTFE GM201 528031

699,00 734,00 16,40 17,50 17,50 12 1,2 PTFE GM201 24330038

700,00 740,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24191357

710,00 750,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24370725

720,00 760,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224754

730,00 770,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24263626

740,00 780,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224763

750,00 790,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24236499

755,00 795,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24377266

760,00 800,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224765

770,00 810,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24357244

790,00 830,00 18,70 20,00 20,00 12 1,2 PTFE GM201 49015688

800,00 840,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224758

810,00 850,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24370506

820,00 860,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224762

830,00 870,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24344383

850,00 890,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24215728

860,00 900,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224755

890,00 930,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24264039

890,00 930,00 18,70 20,00 20,00 12 1,2 PTFE GM201 49071050

900,00 940,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224764

914,40 954,40 18,70 20,00 20,00 12 1,2 PTFE GM201 24236526

920,00 960,00 18,70 20,00 20,00 12 1,2 PTFE GM201 49008662

950,00 990,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24261553

950,00 990,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24262250

950,00 990,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24294117

1.000,00 1.040,00 18,70 20,00 20,00 12 1,2 PTFE GM201 24224757

Further dimensions on request.
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Roof-shaped ring

Support ring

Seal set for tough applications, predominantly for 
spares supply at old installations.

Rod Seal

    field-proven under ultra-tough conditions
    long useful lifetime
    can be optimally matched to the applica  
     tion concerned
    functions for a certain period even on   
    poor surfaces
    depending on the application and design 
    involved, fluctuations in the leakage and    
    friction behavior must be anticipated

Pressure ring

Product description

Application

Merkel Roof Shaped Seal Set ES/ESV

Roof-shaped-ring

Pressure ring

Support ring

Multi-part seal set for sealing piston rods, compri-
sing one thrust ring, at least three V-rings and one 
support ring. The Roof shaped seal seal sets are 
put together in 3 different versions.
Type A
has 3 to 5 fabric seals, and can be installed in re-
adjustable and non-re-adjustable sealing spaces.
Type B
has 3 to 5 fabric seals, a rubber-mounted support 
ring and can be installed in non-re-adjustable 
installation spaces. Constant axial prestress.
Type C
has 2 to 4 fabric seals, one rubber seal and can 
be installed in re-adjustable and non-re-adjustable 
installation spaces.
For an enhanced sealing effect:
Type A and Type B can be supplied in an open 
version. Type C is always supplied in an endless 
version.

Product advantages

Material

Material

Operating conditions

Material BI-NBR/85 NBR

Hydraulic oils HL, HLP –30 … +100 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids –

Water +5 … +100 °C

HETG (rapeseed oil) –30 … +80 °C

HEES (synthetic ester) –30 … +80 °C

HEPG (glykol) –30 … +60 °C

Grease -30 ... +100 °C

Pressure 40 MPa

Sliding speed 0,5 m/s

Type Material Designation

ES Cotton fabric/NBR BI-NBR

ESV Cotton fabric/FKM BI-FKM

Type Material Designation

ES Cotton fabric/NBR BI-NBR 

ESV Cotton fabric/FKM BI-FKM

Type Material Designation

ES Cotton/NBR or 
POM

BI-NBR or 
POM

ESV Cotton/FKM BI-FKM

Type Material Designation

ES NBR 85 NBR

ESV FKM 85 FKM
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Material BI-FKM

Hydraulic oils HL, HLP –15 … +140 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –15 … +60 °C

HFD fluids –15 … +140 °C

Water +5 … +80 °C

HETG (rapeseed oil) –15 … +80 °C

HEES (synthetic ester) –15 … +100 °C

HEPG (glykol) –15 … +80 °C

Mineral greases -30 ... +140 °C

Pressure 40 MPa

Sliding speed 0,5 m/s

Operating conditions

Peak-to-valley 
heights Ra Rmax

Sliding surface 0,05 … 0,3 µm ≤2,5 µm

Groove base ≤1,6 µm ≤6,3 µm

Groove sides ≤3,0 µm ≤15,0 µm

Surface finish

Profile bearing length ratio M>50% up to max. 90% with 
average depth c = Rz/2 and reference line 
C ref = 0%.c = Rz/2 and reference line Cref = 0 %

The long-time behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface.
A precise description and assessment of the sur-
face is thus indispensable.
Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed 
in the table below. With these new characteristics 
derived from the material content, the hitherto 
merely general description of the material content 
is significantly improved, not least in regard to 
the abrasiveness of the surface.
See also Merkel Technical Manual. 

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently 
apply for ceramic or semi-ceramic counterfaces.
See also Merkel Technical Manual.
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Rod Seal

Housing

Re-adjustable installation spaces have the advantage of an 
optimal adjustment option for the sealing effect with minimal 
idling friction. After a lengthy period of running and incipient 
wear on the seal, tightening the gland can extend the useful 
lifetime and significantly delay a system standstill.
For re-adjustable installation spaces, an extension of 2.5 % 
and a re-adjustability level of 7.5 % of the „L“ dimension is 
recommended.
Non-re-adjustable installation spaces have the advantage of 
more affordable production, since shims are not required. 
For these installation spaces, the Type B seal set is particularly 
recommended. The rubber-mounted support rings handle the 
function of initial compression and of re-adjustment continu-
ously during operation. There is no need for maintenance of 
the seal. The seal set’s lifetime is optimally utilized.

Installation & assembly
Careful fitting is a prerequisite for the correct function of the seal. Before installation all individual parts 
of the seal set must be greased. Mineral-oil-based greases can be used so long as they have a good 
seal-compatibility. The rod must be in the cylinder’s installation space before installation. Merkel Chev- 
ron Seal Sets can also be built-in in an open form. This has the advantage that in the event of a repair 
and replacement of the seal set, e.g. in a large system, it does not require a large amount of work for 
installation. The sealing rings are installed on the plunger or the piston rod and pushed into the housing 
one by one. See also Merkel Technical Manual. 

Gap dimension
In the case of the ES and ESV series, the gap on the side facing away from the pressure will depend on 
the metal guide being used, and the fit pairing. In order to avoid gap extrusion, the fits listed in the table 
below should be used. See also Merkel Technical Manual

Tolerances

Diameter D d

< 500 H11

> 500 H10

Nominal-Ø d d

≤80 H9/f8

>80 … 120 H8/f8

>120 … 500 H8/f7

> 500 … 630 H8/f7

> 630 … 800 H8/f7

> 800 … 1000 H8/f7

>1000 … 1250 H8/f7
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Housing

Housing d D L C Type Material Type Article No.
ISO 16 26 18,5 3 C closed BI-FKM ESV 24148034

20 28 14,5 3 C closed BI-NBR ES 24120639
20 30 13,5 3 C closed BI-NBR ES 24077934

ISO 20 30 13,5 3 C closed BI-FKM ESV 24192811
ISO 20 30 16 3 C closed BI-NBR ES 24220043

20 30 16 3 C closed BI-FKM ESV 24219984
20 30 18,5 3 C closed BI-NBR ES 24070179
20 30 18,5 3 C closed BI-FKM ESV 24139067

ISO 20 32 22,5 3 C closed BI-FKM ESV 24139053
22 30 14,5 3 C closed BI-NBR ES 24120640
22 32 13,5 3 C closed BI-NBR ES 24062158

ISO 22 32 13,5 3 C closed BI-FKM ESV 24144548
ISO 22 32 16 3 C closed BI-NBR ES 24220044

22 32 16 3 C closed BI-FKM ESV 24219986
22 32 18,5 3 C closed BI-NBR ES 24070180

ISO 22 32 18,5 3 C closed BI-FKM ESV 24148036
ISO 25 33 14,5 3 C closed BI-NBR ES 24120641
ISO 25 35 16 3 C closed BI-NBR ES 24220045

25 35 16 3 C closed BI-FKM ESV 24219988
25 37 16,5 3 C closed BI-NBR ES 24062166
25 37 16,5 3 C closed BI-FKM ESV 24219989
25 37 22,5 3 C closed BI-NBR ES 24070181

ISO 25 37 22,5 3 C closed BI-FKM ESV 24148037
ISO 28 38 16 3 C closed BI-NBR ES 24120642

28 38 16 3 C closed BI-FKM ESV 24219990
28 40 16,5 3 C closed BI-NBR ES 24062159
28 40 16,5 3 C closed BI-FKM ESV 24144546
28 40 22,5 3 C closed BI-NBR ES 24070182

ISO 28 40 22,5 3 C closed BI-FKM ESV 24139068
ISO 28 43 25 5 C closed BI-NBR ES 24220046

28 43 25 5 C closed BI-FKM ESV 24219991

Further dimensions on request.
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Housing d D L C Type Material Type Article No.
30 42 16,5 3 C closed BI-NBR ES 24220047
30 42 16,5 3 C closed BI-FKM ESV 24219992
30 42 22,5 3 C closed BI-NBR ES 24070183
30 42 22,5 3 C closed BI-FKM ESV 24139069

ISO 32 42 16 3 C closed BI-NBR ES 24120643
ISO 32 42 16 3 C closed BI-FKM ESV 24219993

32 44 16,5 3 C closed BI-NBR ES 24078187
32 44 16,5 3 C closed BI-FKM ESV 24191167
32 44 22,5 3 C closed BI-NBR ES 24070184
32 44 22,5 3 C closed BI-FKM ESV 24139070

ISO 32 47 25 5 C closed BI-NBR ES 24327287
ISO 32 47 25 5 C closed BI-FKM ESV 24219994

35 47 16,5 3 C closed BI-NBR ES 24062171
35 47 16,5 3 C closed BI-FKM ESV 24219995
35 47 22,5 3 C closed BI-NBR ES 24070185
35 47 22,5 3 C closed BI-FKM ESV 24139071

ISO 36 46 16 3 C closed BI-NBR ES 24120644
ISO 36 46 16 3 C closed BI-FKM ESV 24219996

36 46 22,5 3 C closed BI-FKM ESV 527783
36 48 16,5 3 C closed BI-NBR ES 24084373
36 48 16,5 3 C closed BI-FKM ESV 24149112
36 48 22,5 3 C closed BI-NBR ES 24070186
36 48 22,5 3 C closed BI-FKM ESV 24138994

ISO 36 51 25 5 C closed BI-NBR ES 24327286
ISO 36 51 25 5 C closed BI-FKM ESV 24219997
ISO 40 50 16 3 C closed BI-NBR ES 24120645
ISO 40 50 16 3 C closed BI-FKM ESV 24219998

40 52 16,5 3 C closed BI-NBR ES 24062173
40 52 16,5 3 C closed BI-FKM ESV 24175597
40 52 22,5 3 C closed BI-NBR ES 24070187
40 52 22,5 3 C closed BI-FKM ESV 24139072

Rod Seal

Further dimensions on request.
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Housing d D L C Type Material Type Article No.
ISO 40 55 25 5 C closed BI-NBR ES 24220050
ISO 40 55 25 5 C closed BI-FKM ESV 24219999
ISO 45 55 16 3 C closed BI-NBR ES 24120646
ISO 45 55 16 3 C closed BI-FKM ESV 24220000

45 60 16,5 5 C closed BI-NBR ES 24062175
45 60 16,5 5 C closed BI-FKM ESV 24149108
45 60 22,5 5 C closed BI-NBR ES 24070189
45 60 22,5 5 C closed BI-FKM ESV 24138993

ISO 45 60 25 5 C closed BI-NBR ES 24327285
ISO 45 60 25 5 C closed BI-FKM ESV 24220001
ISO 50 60 16 3 C closed BI-NBR ES 24120647
ISO 50 60 16 3 C closed BI-FKM ESV 24220002

50 65 16,5 5 C closed BI-NBR ES 24062178
50 65 16,5 5 C closed BI-FKM ESV 24186958
50 65 22,5 5 C closed BI-NBR ES 24070190
50 65 22,5 5 C closed BI-FKM ESV 24139074

ISO 50 65 25 5 C closed BI-NBR ES 24327284
ISO 50 65 25 5 C closed BI-FKM ESV 24220003

55 70 16,5 5 C closed BI-NBR ES 24063126
55 70 16,5 5 C closed BI-FKM ESV 24194608
55 70 22,5 5 C closed BI-NBR ES 24070191
55 70 22,5 5 C closed BI-FKM ESV 24129136
55 75 30 5 C closed BI-FKM ESV 24139318
56 71 16,5 5 C closed BI-NBR ES 24112157
56 71 16,5 5 C closed BI-FKM ESV 24149111
56 71 22,5 5 C closed BI-NBR ES 24070192
56 71 22,5 5 C closed BI-FKM ESV 24139076

ISO 56 71 25 5 C closed BI-NBR ES 24327283
ISO 56 71 25 5 C closed BI-FKM ESV 24220004
ISO 56 76 32 5 C closed BI-NBR ES 24220054
ISO 56 76 32 5 C closed BI-FKM ESV 24220005

56 76 37 5 C closed BI-FKM ESV 24139131
60 75 16,5 5 C closed BI-NBR ES 24062181
60 75 16,5 5 C closed BI-FKM ESV 24194385
60 75 22,5 5 C closed BI-NBR ES 24070193
60 75 22,5 5 C closed BI-FKM ESV 24148038
60 80 37 5 C closed BI-FKM ESV 24103349
63 78 16,5 5 C closed BI-NBR ES 24114075
63 78 16,5 5 C closed BI-FKM ESV 24220006
63 78 22,5 5 C closed BI-NBR ES 24070194
63 78 22,5 5 C closed BI-FKM ESV 24148039

ISO 63 78 25 5 C closed BI-NBR ES 24327282
ISO 63 78 25 5 C closed BI-FKM ESV 24220007
ISO 63 83 32 5 C closed BI-NBR ES 24220056
ISO 63 83 32 5 C closed BI-FKM ESV 24220008
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65 80 16,5 5 C closed BI-NBR ES 24062183
65 80 16,5 5 C closed BI-FKM ESV 24220009
65 80 22,5 5 C closed BI-NBR ES 24070195
65 80 22,5 5 C closed BI-FKM ESV 24139077
70 85 16,5 5 C closed BI-NBR ES 24062188
70 85 16,5 5 C closed BI-FKM ESV 24144001
70 85 22,5 5 C closed BI-NBR ES 24070196
70 85 22,5 5 C closed BI-FKM ESV 24138992

ISO 70 85 25 5 C closed BI-NBR ES 24327280
ISO 70 85 25 5 C closed BI-FKM ESV 24220010
ISO 70 90 32 5 C closed BI-NBR ES 24220058
ISO 70 90 32 5 C closed BI-FKM ESV 24220011

70 90 40 5 C closed BI-FKM ESV 24104730
75 90 16,5 5 C closed BI-NBR ES 24061639
75 90 16,5 5 C closed BI-FKM ESV 24220012
75 90 22,5 5 C closed BI-NBR ES 24070197
75 90 22,5 5 C closed BI-FKM ESV 24148040
80 95 16,5 5 C closed BI-NBR ES 24062194
80 95 16,5 5 C closed BI-FKM ESV 24149110
80 95 22,5 5 C closed BI-NBR ES 24070198
80 95 22,5 5 C closed BI-FKM ESV 24139078

ISO 80 95 25 5 C closed BI-NBR ES 24060905
ISO 80 95 25 5 C closed BI-FKM ESV 24220013
ISO 80 100 32 5 C closed BI-NBR ES 24220060
ISO 80 100 32 5 C closed BI-FKM ESV 24220014

80 100 40 5 C closed BI-FKM ESV 24104763
85 100 16,5 5 C closed BI-NBR ES 24078907
85 100 16,5 5 C closed BI-FKM ESV 24194607
85 100 22,5 5 C closed BI-NBR ES 24070199
85 100 22,5 5 C closed BI-FKM ESV 24106403
90 105 22,5 5 C closed BI-FKM ESV 24138991
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ISO 90 105 25 5 C closed BI-FKM ESV 24220015

90 110 30 5 C closed BI-NBR ES 24062197
90 110 30 5 C closed BI-FKM ESV 24194606

ISO 90 110 32 5 C closed BI-NBR ES 24220061
ISO 90 110 32 5 C closed BI-FKM ESV 24220016

90 110 40 5 C closed BI-NBR ES 24070231
90 110 40 5 C closed BI-FKM ESV 24119600

100 115 30 5 C closed BI-FKM ESV 24099496
100 120 30 5 C closed BI-NBR ES 24062201
100 120 30 5 C closed BI-FKM ESV 24220017

ISO 100 120 32 5 C closed BI-NBR ES 24126541
ISO 100 120 32 5 C closed BI-FKM ESV 24220018

100 120 39 5 C closed BI-NBR ES 24132386
100 120 40 5 C closed BI-FKM ESV 24104764

ISO 100 125 40 7,5 C closed BI-NBR ES 24220062
ISO 100 125 40 7,5 C closed BI-FKM ESV 24220019

110 125 30 5 C closed BI-FKM ESV 24099500
110 130 30 5 C closed BI-NBR ES 24062205
110 130 30 5 C closed BI-FKM ESV 24220020

ISO 110 130 32 5 C closed BI-NBR ES 24220063
ISO 110 130 32 5 C closed BI-FKM ESV 24220021

110 130 40 5 C closed BI-NBR ES 24070233
110 130 40 5 C closed BI-FKM ESV 24107792

ISO 110 135 40 7,5 C closed BI-NBR ES 24220064
ISO 110 135 40 7,5 C closed BI-FKM ESV 24220022

115 140 34 7,5 C closed BI-NBR ES 24081735
115 140 34 7,5 C closed BI-FKM ESV 24220023
115 140 46 7,5 C closed BI-NBR ES 24070234
115 140 46 7,5 C closed BI-FKM ESV 24119599
125 140 34 7,5 C closed BI-FKM ESV 24139062

ISO 125 145 32 5 C closed BI-NBR ES 24220065
ISO 125 145 32 5 C closed BI-FKM ESV 24220024

125 150 34 7,5 C closed BI-NBR ES 24062207
125 150 34 7,5 C closed BI-FKM ESV 24220025

ISO 125 150 40 7,5 C closed BI-NBR ES 24220066
ISO 125 150 40 7,5 C closed BI-FKM ESV 24220026

125 150 46 7,5 C closed BI-NBR ES 24070235
125 150 46 7,5 C closed BI-FKM ESV 24139162
140 155 34 7,5 C closed BI-FKM ESV 24139063

ISO 140 160 32 5 C closed BI-NBR ES 24194357
ISO 140 160 32 5 C closed BI-FKM ESV 24220027

140 165 34 7,5 C closed BI-NBR ES 24220067
140 165 34 7,5 C closed BI-FKM ESV 24220028

ISO 140 165 40 7,5 C closed BI-NBR ES 24220068
ISO 140 165 40 7,5 C closed BI-FKM ESV 24220029

140 165 46 7,5 C closed BI-NBR ES 24070236
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140 165 46 7,5 C closed BI-FKM ESV 24139305
150 180 45 7,5 A closed BI-NBR ES 24061736
150 180 45 7,5 A closed BI-FKM ESV 24220030
150 180 60 7,5 A closed BI-NBR ES 24070237
150 180 60 7,5 A open BI-NBR ES 24170282
150 180 60 7,5 A closed BI-FKM ESV 24148030
160 180 40 7,5 A closed BI-FKM ESV 24139064

ISO 160 185 40 7,5 A closed BI-NBR ES 24220069
ISO 160 185 40 7,5 A closed BI-FKM ESV 24220031

160 190 45 7,5 A closed BI-NBR ES 24061737
160 190 45 7,5 A closed BI-FKM ESV 24220032

ISO 160 190 50 7,5 A closed BI-FKM ESV 24220033
160 190 60 7,5 A closed BI-NBR ES 24070238
160 190 60 7,5 A open BI-NBR ES 24087331
160 190 60 7,5 A closed BI-FKM ESV 24107183
180 200 40 7,5 A closed BI-FKM ESV 24143887

ISO 180 205 40 7,5 A closed BI-NBR ES 24220071
ISO 180 205 40 7,5 A closed BI-FKM ESV 24220034

180 210 45 7,5 A closed BI-NBR ES 24061739
180 210 45 7,5 A closed BI-FKM ESV 24149739

ISO 180 210 50 7,5 A closed BI-NBR ES 24131959
ISO 180 210 50 7,5 A closed BI-FKM ESV 24220035

180 210 60 7,5 A closed BI-NBR ES 24070239
180 210 60 7,5 A closed BI-FKM ESV 24139298
190 220 60,5 7,5 A closed BI-FKM ESV 533505

ISO 200 225 40 7,5 A closed BI-NBR ES 24220072
200 230 45 7,5 A closed BI-NBR ES 24064261
200 230 45 7,5 A closed BI-FKM ESV 24173014

ISO 200 230 50 7,5 A closed BI-NBR ES 24076302
ISO 200 230 50 7,5 A closed BI-FKM ESV 24220037

200 230 50,5 7,5 A open BI-NBR ES 24218873
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200 230 50,5 7,5 A closed BI-NBR ES 24219156

ISO 200 230 51,5 7,5 B open BI-NBR ES 24145843
200 230 52 7,5 B closed BI-NBR ES 24218713
200 230 60 7,5 A closed BI-NBR ES 24070240
200 230 60 7,5 B open BI-NBR ES 24079136
200 230 60 7,5 A open BI-NBR ES 24135050
200 230 60 7,5 A closed BI-FKM ESV 24107185
200 230 61,5 7,5 B closed BI-NBR ES 24146349

ISO 220 250 50 7,5 A closed BI-NBR ES 24061745
220 250 50,5 7,5 A open BI-NBR ES 24114136
220 250 50,5 7,5 A closed BI-NBR ES 24219165
220 250 52 7,5 B open BI-NBR ES 24218512
220 250 52 7,5 B closed BI-NBR ES 24218722
220 250 60 7,5 A closed BI-NBR ES 24063737
220 250 60 7,5 A open BI-NBR ES 24218891
220 250 61,5 7,5 B closed BI-NBR ES 24100511
220 250 61,5 7,5 B open BI-NBR ES 24114159
225 255 50,5 7,5 A closed BI-NBR ES 24100216
225 255 50,5 7,5 A open BI-NBR ES 24218892
225 255 60 7,5 A closed BI-NBR ES 24067706
225 255 60 7,5 A open BI-NBR ES 24218895
225 255 61,5 7,5 B closed BI-NBR ES 24064015
225 255 61,5 7,5 B open BI-NBR ES 24218517
240 270 50,5 7,5 A open BI-NBR ES 24218903
240 270 50,5 7,5 A closed BI-NBR ES 24219174
240 270 52 7,5 B open BI-NBR ES 24218522
240 270 52 7,5 B closed BI-NBR ES 24218734
240 270 60 7,5 A closed BI-NBR ES 24061635
240 270 60 7,5 A open BI-NBR ES 24177276
240 270 61,5 7,5 B closed BI-NBR ES 24083267
240 270 61,5 7,5 B open BI-NBR ES 24083524
250 280 50,5 7,5 A closed BI-NBR ES 24100419
250 280 50,5 7,5 A open BI-NBR ES 24218910
250 280 52 7,5 B open BI-NBR ES 24218527
250 280 52 7,5 B closed BI-NBR ES 24218737
250 280 60 7,5 A closed BI-NBR ES 24061638
250 280 60 7,5 A open BI-NBR ES 24218913
250 280 61,5 7,5 B closed BI-NBR ES 24104086
250 280 61,5 7,5 B open BI-NBR ES 24218529
260 290 50,5 7,5 A closed BI-NBR ES 24067374
260 290 50,5 7,5 A open BI-NBR ES 24218917
260 290 52 7,5 B open BI-NBR ES 24218534
260 290 52 7,5 B closed BI-NBR ES 24218739
260 290 60 7,5 A open BI-NBR ES 24218920
260 290 60 7,5 A closed BI-NBR ES 24219178
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260 290 61,5 7,5 B closed BI-NBR ES 24101540
260 290 61,5 7,5 B open BI-NBR ES 24218537
280 310 50,5 7,5 A closed BI-NBR ES 24219179
280 310 60 7,5 A closed BI-NBR ES 24066929
280 310 60 7,5 A open BI-NBR ES 24218933
280 310 61,5 7,5 B closed BI-NBR ES 24064013
280 310 61,5 7,5 B open BI-NBR ES 24071155
280 320 80 10 A closed BI-NBR ES 24072791
280 320 80 10 A open BI-NBR ES 24114214
280 320 81,5 10 B closed BI-NBR ES 24113699
280 320 81,5 10 B open BI-NBR ES 24121893
300 330 50,5 7,5 A open BI-NBR ES 24218941
300 330 52 7,5 B open BI-NBR ES 24121478
300 330 58 7,5 A closed BI-NBR ES 24074670
300 330 60 7,5 A open BI-NBR ES 24218944
300 330 61,5 7,5 B open BI-NBR ES 24071159
300 340 80 10 A closed BI-NBR ES 24073340
300 340 80 10 A open BI-NBR ES 24078123
300 340 81,5 10 B closed BI-NBR ES 24066737
300 340 81,5 10 B open BI-NBR ES 24114599
320 350 50,5 7,5 A open BI-NBR ES 24218956
320 350 52 7,5 B open BI-NBR ES 24218559
320 350 60 7,5 A open BI-NBR ES 24218959
320 350 61,5 7,5 B open BI-NBR ES 24071163

ISO 320 360 64,5 10 B open BI-NBR ES 24145831
320 360 80 10 A closed BI-NBR ES 24066450
320 360 80 10 A open BI-NBR ES 24218961
320 360 81,5 10 B closed BI-NBR ES 24084628
320 360 81,5 10 B open BI-NBR ES 24111755
340 370 50,5 7,5 A open BI-NBR ES 24099882
340 370 52 7,5 B open BI-NBR ES 24218566
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340 370 58 7,5 A open BI-NBR ES 24081906
340 370 60 7,5 A open BI-NBR ES 24218968
340 380 80 10 A closed BI-NBR ES 24063605
340 380 80 10 A open BI-NBR ES 24218969
340 380 81,5 10 B closed BI-NBR ES 24069050
340 380 81,5 10 B open BI-NBR ES 24148207
360 390 50,5 7,5 A open BI-NBR ES 24218979
360 390 50,5 7,5 A closed BI-NBR ES 24087305
360 390 52 7,5 B open BI-NBR ES 24218577
360 390 58 7,5 A closed BI-NBR ES 24097554
360 390 60 7,5 A open BI-NBR ES 24218982
360 390 60 7,5 A closed BI-NBR ES 24219196
360 390 61,5 7,5 B open BI-NBR ES 24073530
360 390 61,5 7,5 B closed BI-NBR ES 24218775

ISO 360 400 64,5 10 B open BI-NBR ES 24145834
360 400 80 10 A closed BI-NBR ES 24061644
360 400 80 10 A open BI-NBR ES 24084039
360 400 81,5 10 B closed BI-NBR ES 24068143
360 400 81,5 10 B open BI-NBR ES 24123407
370 400 50,5 7,5 A open BI-NBR ES 24218984
370 400 52 7,5 B open BI-NBR ES 24218580
370 400 60 7,5 A open BI-NBR ES 24218987
370 400 61,5 7,5 B open BI-NBR ES 24107401
370 410 80 10 A closed BI-NBR ES 24099626
370 410 80 10 A open BI-NBR ES 24218989
370 410 81,5 10 B open BI-NBR ES 24097789
370 410 81,5 10 B closed BI-NBR ES 24194332
380 410 50,5 7,5 A open BI-NBR ES 24218990
380 410 60 7,5 A open BI-NBR ES 24218993
380 410 61,5 7,5 B open BI-NBR ES 24213225
380 420 80 10 A closed BI-NBR ES 24069067
380 420 81,5 10 B closed BI-NBR ES 24069165
390 420 50,5 7,5 A open BI-NBR ES 24218996
390 420 52 7,5 B open BI-NBR ES 24218588
390 420 60 7,5 A open BI-NBR ES 24187142
390 420 61,5 7,5 B open BI-NBR ES 24126556
390 430 80 10 A open BI-NBR ES 24145527
390 430 81,5 10 B open BI-NBR ES 24100035
400 430 50,5 7,5 A open BI-NBR ES 24219000
400 430 50,5 7,5 A closed BI-NBR ES 24219197
400 430 52,5 7,5 A open BI-NBR ES 24198468
400 430 52,5 7,5 A closed BI-NBR ES 24219198
400 430 60 7,5 A open BI-NBR ES 24087212
400 430 60 7,5 A closed BI-NBR ES 24219200
400 430 61,5 7,5 B open BI-NBR ES 24071209
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400 430 61,5 7,5 B closed BI-NBR ES 24087903
400 440 70 10 A open BI-NBR ES 24219002
400 440 70 10 A closed BI-NBR ES 24219201
400 440 79 10 A closed BI-NBR ES 24219202
400 440 80 10 A closed BI-NBR ES 24071557
400 440 80 10 A open BI-NBR ES 24219004
400 440 81,5 10 B closed BI-NBR ES 24086147
400 440 81,5 10 B open BI-NBR ES 24113319
400 440 89 10 A closed BI-NBR ES 24219203
400 440 90,5 10 B open BI-NBR ES 24218593
410 440 52,5 7,5 A open BI-NBR ES 24219006
410 440 54 7,5 B open BI-NBR ES 24218594
410 440 60 7,5 A open BI-NBR ES 24219007
410 440 61,5 7,5 B open BI-NBR ES 24116167
410 445 60 10 A closed BI-NBR ES 24114451
410 450 70 10 A closed BI-NBR ES 24108466
410 450 70 10 A open BI-NBR ES 24219008
410 450 71,5 10 B closed BI-NBR ES 24140331
410 450 71,5 10 B open BI-NBR ES 24218595
410 450 79 10 A open BI-NBR ES 24219009
410 450 79 10 A closed BI-NBR ES 24219204
410 450 80 10 A closed BI-NBR ES 24196025
410 450 80 10 A open BI-NBR ES 24219010
410 450 80,5 10 B open BI-NBR ES 24218596
410 450 80,5 10 B closed BI-NBR ES 24218780
410 450 81,5 10 B open BI-NBR ES 24136066
410 450 81,5 10 B closed BI-NBR ES 24218781
410 450 89 10 A open BI-NBR ES 24219011
410 450 89 10 A closed BI-NBR ES 24219205
410 450 90,5 10 B closed BI-NBR ES 24218782
410 450 90,5 10 B open BI-NBR ES 24218597
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415 455 61,5 10 B open BI-NBR ES 24267389
415 455 81,5 10 B open BI-NBR ES 24128991
420 450 52,5 7,5 A open BI-NBR ES 24219012
420 450 54 7,5 B open BI-NBR ES 24218598
420 450 60 7,5 A open BI-NBR ES 24219013
420 450 61,5 7,5 B open BI-NBR ES 24071213
420 460 60 10 A closed BI-NBR ES 24098516
420 460 60 10 A open BI-NBR ES 24289410
420 460 70 10 A closed BI-NBR ES 24109496
420 460 70 10 A open BI-NBR ES 24134937
420 460 71,5 10 B open BI-NBR ES 24069492
420 460 71,5 10 B closed BI-NBR ES 24074765
420 460 79 10 A open BI-NBR ES 24219014
420 460 79 10 A closed BI-NBR ES 24219206
420 460 80 10 A closed BI-NBR ES 24077332
420 460 80 10 A open BI-NBR ES 24219015
420 460 80,5 10 B open BI-NBR ES 24218599
420 460 80,5 10 B closed BI-NBR ES 24218783
420 460 81,5 10 B open BI-NBR ES 24129597
420 460 81,5 10 B closed BI-NBR ES 24218784
420 460 81,5 10 B closed BI-NBR ES 24218785
420 460 89 10 A open BI-NBR ES 24219016
420 460 89 10 A closed BI-NBR ES 24219207
420 460 90,5 10 B open BI-NBR ES 24218600
425 465 70 10 A open BI-NBR ES 24090496
425 465 71,5 10 B open BI-NBR ES 24121155
425 465 81,5 10 B open BI-NBR ES 24083265
430 460 52,5 7,5 A open BI-NBR ES 24219017
430 460 54 7,5 B open BI-NBR ES 24218601
430 460 60 7,5 A open BI-NBR ES 24219018
430 460 61,5 7,5 B open BI-NBR ES 24218602
430 470 60 10 A open BI-NBR ES 24298359
430 470 61,5 10 B open BI-NBR ES 24082970
430 470 70 10 A open BI-NBR ES 24219019
430 470 71,5 10 B open BI-NBR ES 24177234
430 470 79 10 A open BI-NBR ES 24219020
430 470 80 10 A open BI-NBR ES 24219021
430 470 80,5 10 B open BI-NBR ES 24218603
430 470 81,5 10 B open BI-NBR ES 24097838
430 470 89 10 A open BI-NBR ES 24219022
430 470 90,5 10 B open BI-NBR ES 24218604
440 470 52,5 7,5 A open BI-NBR ES 24219023
440 470 54 7,5 B open BI-NBR ES 24218605
440 470 60 7,5 A open BI-NBR ES 24219024
440 470 61,5 7,5 B open BI-NBR ES 24218606
440 480 60 10 A closed BI-NBR ES 24072171
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440 480 61,5 10 B closed BI-NBR ES 24148125
440 480 70 10 A closed BI-NBR ES 24099123
440 480 70 10 A open BI-NBR ES 24219025
440 480 71,5 10 B closed BI-NBR ES 24137057
440 480 71,5 10 B open BI-NBR ES 24218607
440 480 79 10 A open BI-NBR ES 24219026
440 480 79 10 A closed BI-NBR ES 24219208
440 480 80 10 A closed BI-NBR ES 24073676
440 480 80 10 A open BI-NBR ES 24219027
440 480 80,5 10 B open BI-NBR ES 24218608
440 480 80,5 10 B closed BI-NBR ES 24218786
440 480 81,5 10 B open BI-NBR ES 24104141
440 480 81,5 10 B closed BI-NBR ES 24218787
440 480 89 10 A open BI-NBR ES 24219028
440 480 89 10 A closed BI-NBR ES 24219209
440 480 90,5 10 B open BI-NBR ES 24218609
440 480 90,5 10 B closed BI-NBR ES 24218788
450 480 52,5 7,5 A open BI-NBR ES 24219029
450 480 54 7,5 B open BI-NBR ES 24218610
450 480 60 7,5 A open BI-NBR ES 24219030
450 480 60 10 A closed BI-FKM ESV 49008946
450 480 61,5 7,5 B open BI-NBR ES 24218611
450 490 60 10 A closed BI-NBR ES 24071968
450 490 60 10 A open BI-NBR ES 24082110
450 490 61,5 10 B closed BI-NBR ES 24083442
450 490 61,5 10 B open BI-NBR ES 24287165
450 490 70 10 A open BI-NBR ES 24072716
450 490 70 10 A closed BI-NBR ES 24114458
450 490 71,5 10 B open BI-NBR ES 24149535
450 490 71,5 10 B closed BI-NBR ES 24218789
450 490 79 10 A closed BI-NBR ES 24144269
450 490 79 10 A open BI-NBR ES 24219031
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450 490 80 10 A closed BI-NBR ES 24066931
450 490 80 10 A open BI-NBR ES 24089042
450 490 80,5 10 B open BI-NBR ES 24218612
450 490 80,5 10 B closed BI-NBR ES 24218790
450 490 81,5 10 B open BI-NBR ES 24075890
450 490 81,5 10 B closed BI-NBR ES 24087320
450 490 89 10 A open BI-NBR ES 24219032
450 490 89 10 A closed BI-NBR ES 24219210
450 490 90,5 10 B open BI-NBR ES 24021861
450 490 90,5 10 B closed BI-NBR ES 24218791
460 490 52,5 7,5 A open BI-NBR ES 24219033
460 490 52,5 7,5 A closed BI-NBR ES 24219211
460 490 54 7,5 B open BI-NBR ES 24218614
460 490 54 7,5 B closed BI-NBR ES 24218792
460 490 60 7,5 A open BI-NBR ES 24219034
460 490 60 7,5 A closed BI-NBR ES 24219212
460 490 61,5 7,5 B open BI-NBR ES 24218615
460 490 61,5 7,5 B closed BI-NBR ES 24218793
460 500 60 10 A closed BI-NBR ES 24235023
460 500 60 10 A open BI-NBR ES 24355016
460 500 70 10 A open BI-NBR ES 24219035
460 500 70 10 A closed BI-NBR ES 24219213
460 500 71,5 10 B open BI-NBR ES 24135172
460 500 71,5 10 B closed BI-NBR ES 24148439
460 500 79 10 A closed BI-NBR ES 24138356
460 500 79 10 A open BI-NBR ES 24219036
460 500 80 10 A open BI-NBR ES 24219037
460 500 80 10 A closed BI-NBR ES 24219214
460 500 80,5 10 B open BI-NBR ES 24218616
460 500 80,5 10 B closed BI-NBR ES 24218794
460 500 81,5 10 B closed BI-NBR ES 24076722
460 500 81,5 10 B open BI-NBR ES 24188047
460 500 89 10 A closed BI-NBR ES 24079459
460 500 89 10 A open BI-NBR ES 24219038
460 500 90,5 10 B open BI-NBR ES 24218617
460 500 90,5 10 B closed BI-NBR ES 24218795
470 500 52,5 7,5 A open BI-NBR ES 24219043
470 500 54 7,5 B open BI-NBR ES 24218622
470 500 60 7,5 A closed BI-NBR ES 24114088
470 500 61,5 7,5 B open BI-NBR ES 24218623
470 500 61,5 7,5 B closed BI-NBR ES 24218799
470 510 60 10 A closed BI-NBR ES 24077623
470 510 60 10 A open BI-NBR ES 24328827
470 510 61,5 10 B closed BI-NBR ES 24261800
470 510 70 10 A closed BI-NBR ES 24086461
470 510 71,5 10 B open BI-NBR ES 24218624
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470 510 71,5 10 B closed BI-NBR ES 24218800
470 510 79 10 A open BI-NBR ES 24219046
470 510 79 10 A closed BI-NBR ES 24219219
470 510 80 10 A closed BI-NBR ES 24086152
470 510 80 10 A open BI-NBR ES 24102327
470 510 80,5 10 B open BI-NBR ES 24218625
470 510 80,5 10 B closed BI-NBR ES 24218801
470 510 81,5 10 B closed BI-NBR ES 24073484
470 510 81,5 10 B open BI-NBR ES 24218626
470 510 89 10 A closed BI-NBR ES 24219220
470 510 90,5 10 B open BI-NBR ES 24218627
470 510 90,5 10 B closed BI-NBR ES 24218802
470 520 102 12,5 B open BI-NBR ES 24195501
475 505 61,5 7,5 B open BI-NBR ES 24350425
475 515 61,5 10 B open BI-NBR ES 24266457
475 515 71,5 10 B open BI-NBR ES 24191587
475 515 81,5 10 B open BI-NBR ES 24076698
480 510 52,5 7,5 A open BI-NBR ES 24219048
480 510 54 7,5 B open BI-NBR ES 24218628
480 510 60 7,5 A open BI-NBR ES 24219049
480 510 61,5 7,5 B open BI-NBR ES 24218629
480 520 60 10 A closed BI-NBR ES 24067704
480 520 61,5 10 B closed BI-NBR ES 24234854
480 520 70 10 A closed BI-NBR ES 24105043
480 520 70 10 A open BI-NBR ES 24219050
480 520 71,5 10 B open BI-NBR ES 24088276
480 520 71,5 10 B closed BI-NBR ES 24218803
480 520 79 10 A open BI-NBR ES 24219051
480 520 79 10 A closed BI-NBR ES 24219221
480 520 80 10 A closed BI-NBR ES 24073331
480 520 80 10 A open BI-NBR ES 24219052
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480 520 80,5 10 B open BI-NBR ES 24218630
480 520 80,5 10 B closed BI-NBR ES 24218804
480 520 81,5 10 B open BI-NBR ES 24083647
480 520 81,5 10 B closed BI-NBR ES 24097319
480 520 89 10 A open BI-NBR ES 24219053
480 520 89 10 A closed BI-NBR ES 24219222
480 520 90,5 10 B open BI-NBR ES 24218631
480 520 90,5 10 B closed BI-NBR ES 24218805
490 520 52,5 7,5 A open BI-NBR ES 24219054
490 520 54 7,5 B open BI-NBR ES 24218632
490 520 60 7,5 A open BI-NBR ES 24219055
490 520 61,5 7,5 B open BI-NBR ES 24149532
490 530 70 10 A open BI-NBR ES 24219056
490 530 71,5 10 B open BI-NBR ES 24218633
490 530 71,5 10 B closed BI-NBR ES 24218806
490 530 79 10 A open BI-NBR ES 24219057
490 530 80 10 A open BI-NBR ES 24219058
490 530 80,5 10 B open BI-NBR ES 24218634
490 530 80,5 10 B closed BI-NBR ES 24218807
490 530 81,5 10 B open BI-NBR ES 24077972
490 530 81,5 10 B closed BI-NBR ES 24218808
490 530 89 10 A open BI-NBR ES 24219059
490 530 90,5 10 B open BI-NBR ES 24218635
490 530 90,5 10 B closed BI-NBR ES 24218809
500 530 54 7,5 B open BI-NBR ES 24135092
500 540 60 10 A closed BI-NBR ES 24073680
500 540 60 10 A open BI-NBR ES 24289408
500 540 61,5 10 B closed BI-NBR ES 24101974
500 540 70 10 A closed BI-NBR ES 24078095
500 540 70 10 A open BI-NBR ES 24219060
500 540 71,5 10 B open BI-NBR ES 24071463
500 540 71,5 10 B closed BI-NBR ES 24122836
500 540 79 10 A open BI-NBR ES 24219061
500 540 79 10 A closed BI-NBR ES 24219223
500 540 80 10 A open BI-NBR ES 24069526
500 540 80 10 A closed BI-NBR ES 24075177
500 540 80,5 10 B open BI-NBR ES 24218636
500 540 80,5 10 B closed BI-NBR ES 24232446
500 540 81,5 10 B closed BI-NBR ES 24084839
500 540 81,5 10 B open BI-NBR ES 24089167
500 540 89 10 A open BI-NBR ES 24219062
500 540 89 10 A closed BI-NBR ES 24219224
500 540 90,5 10 B open BI-NBR ES 24218637
500 540 90,5 10 B closed BI-NBR ES 24218810
500 550 100 12,5 A open BI-NBR ES 24219064
500 550 102 10 B closed BI-NBR ES 24021863

Further dimensions on request.
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510 550 61,5 10 B open BI-NBR ES 24124812
510 550 70 10 A open BI-NBR ES 24111575
510 550 70 10 A closed BI-NBR ES 24266458
510 550 71,5 10 B open BI-NBR ES 24087359
510 550 81,5 10 B closed BI-NBR ES 24287922
510 560 100 12,5 A closed BI-NBR ES 24082070
510 560 100 12,5 A open BI-NBR ES 24219068
510 560 102 12,5 B closed BI-NBR ES 24124279
510 560 102 12,5 B open BI-NBR ES 24218642
520 550 60 7,5 A open BI-NBR ES 24246917
520 560 61,5 10 B open BI-NBR ES 24250502
520 560 70 10 A open BI-NBR ES 24219069
520 560 71,5 10 B open BI-NBR ES 24098086
520 560 80 10 A open BI-NBR ES 24080048
520 560 81,5 10 B open BI-NBR ES 24096048
520 570 100 12,5 A open BI-NBR ES 24183857
520 570 102 12,5 B open BI-NBR ES 24218644
525 565 81,5 10 B open BI-NBR ES 24147763
530 570 60 10 A closed BI-NBR ES 24214284
530 570 70 10 A open BI-NBR ES 24219071
530 570 70 10 A closed BI-NBR ES 24219226
530 570 71,5 10 B open BI-NBR ES 24109362
530 570 71,5 10 B closed BI-NBR ES 24218812
530 570 80 10 A open BI-NBR ES 24219072
530 570 80 10 A closed BI-NBR ES 24219227
530 570 81,5 10 B open BI-NBR ES 24071221
530 570 81,5 10 B closed BI-NBR ES 24218813
530 580 100 12,5 A closed BI-NBR ES 24114578
530 580 100 12,5 A open BI-NBR ES 24184291
530 580 102 12,5 B closed BI-NBR ES 24218815
535 575 60 10 A open BI-NBR ES 24339801

Rod Seal

Further dimensions on request.
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540 580 60 10 A closed BI-NBR ES 24145861
540 580 61,5 10 B open BI-NBR ES 24250612
540 580 70 10 A open BI-NBR ES 24219074
540 580 70 10 A closed BI-NBR ES 24219228
540 580 71,5 10 B open BI-NBR ES 24218645
540 580 71,5 10 B closed BI-NBR ES 24218816
540 580 80 10 A open BI-NBR ES 24075336
540 580 80 10 A closed BI-NBR ES 24170936
540 580 81,5 10 B open BI-NBR ES 24076138
540 580 81,5 10 B closed BI-NBR ES 24218817
540 580 90,5 10 B closed BI-NBR ES 24251957
545 585 81,5 10 B open BI-NBR ES 24198570
550 590 60 10 A closed BI-NBR ES 24067721
550 590 61,5 10 B closed BI-NBR ES 24146457
550 590 70 10 A open BI-NBR ES 24099983
550 590 70 10 A closed BI-NBR ES 24114443
550 590 71,5 10 B open BI-NBR ES 24093548
550 590 71,5 10 B closed BI-NBR ES 24218818
550 590 80 10 A closed BI-NBR ES 24068523
550 590 80 10 A open BI-NBR ES 24076184
550 590 81,5 10 B open BI-NBR ES 24092719
550 590 81,5 10 B closed BI-NBR ES 24118024
555 595 70 10 A open BI-NBR ES 24219077
555 595 70 10 A closed BI-NBR ES 24219229
555 595 71,5 10 B closed BI-NBR ES 24218819
555 595 80 10 A open BI-NBR ES 24219078
555 595 80 10 A closed BI-NBR ES 24219230
555 595 81,5 10 B open BI-NBR ES 24218647
555 595 81,5 10 B closed BI-NBR ES 24218820
560 600 60 10 A closed BI-NBR ES 24067725
560 600 61,5 10 B closed BI-NBR ES 24146345
560 600 70 10 A closed BI-NBR ES 24079662
560 600 70 10 A open BI-NBR ES 24219079
560 600 71,5 10 B open BI-NBR ES 24079390
560 600 71,5 10 B closed BI-NBR ES 24218821
560 600 80 10 A closed BI-NBR ES 24066933
560 600 80 10 A open BI-NBR ES 24219080
560 600 81,5 10 B closed BI-NBR ES 24064031
560 600 81,5 10 B open BI-NBR ES 24071225
560 600 90,5 10 B closed BI-NBR ES 24244771
560 610 100 12,5 A closed BI-NBR ES 24066944
560 610 102 12,5 B closed BI-NBR ES 24218823
570 610 71,5 10 B open BI-NBR ES 24243007
570 610 80 10 A open BI-NBR ES 24343524
570 610 81,5 10 B open BI-NBR ES 24101408
580 620 60 10 A open BI-NBR ES 24330921

Further dimensions on request.
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580 620 60 10 A closed BI-NBR ES 24340889
580 620 61,5 10 B open BI-NBR ES 24268708
580 620 70 10 A closed BI-NBR ES 24114437
580 620 70 10 A open BI-NBR ES 24219083
580 620 71,5 10 B closed BI-NBR ES 24218824
580 620 71,5 10 B open BI-NBR ES 24233518
580 620 80 10 A closed BI-NBR ES 24114580
580 620 80 10 A open BI-NBR ES 24145786
580 620 81,5 10 B open BI-NBR ES 24218649
580 620 81,5 10 B closed BI-NBR ES 24218825
580 630 100 12,5 A closed BI-NBR ES 24219231
580 630 102 12,5 B open BI-NBR ES 24107260
580 630 102 12,5 B closed BI-NBR ES 24218827
590 630 60 10 A closed BI-NBR ES 24114340
590 630 70 10 A closed BI-NBR ES 24091257
590 630 70 10 A open BI-NBR ES 24219084
590 630 71,5 10 B open BI-NBR ES 24218651
590 630 71,5 10 B closed BI-NBR ES 24218828
590 630 80 10 A closed BI-NBR ES 24083741
590 630 81,5 10 B closed BI-NBR ES 24009812
590 630 81,5 10 B closed BI-NBR ES 24218829
600 630 52,5 7,5 A open BI-NBR ES 24199064
600 640 60 10 A closed BI-NBR ES 24116145
600 640 70 10 A closed BI-NBR ES 24078738
600 640 70 10 A open BI-NBR ES 24219086
600 640 71,5 10 B closed BI-NBR ES 24063849
600 640 71,5 10 B open BI-NBR ES 24232447
600 640 80 10 A closed BI-NBR ES 24219232
600 640 81,5 10 B closed BI-NBR ES 24068954
600 640 81,5 10 B open BI-NBR ES 24071227
600 650 100 12,5 A open BI-NBR ES 24219089

Rod Seal

Further dimensions on request.
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600 650 102 12,5 B open BI-NBR ES 24132508
600 650 102 12,5 B closed BI-NBR ES 24218831
610 650 70 10 A open BI-NBR ES 24316425
610 650 80 10 A open BI-NBR ES 24222956
610 650 81,5 10 B open BI-NBR ES 24351998
620 650 52,5 7,5 A open BI-NBR ES 24346337
620 660 61,5 10 B open BI-NBR ES 24291254
620 660 70 10 A open BI-NBR ES 24219092
620 660 71,5 10 B open BI-NBR ES 24218655
620 660 80 10 A open BI-NBR ES 24219093
620 660 81,5 10 B open BI-NBR ES 24087689
620 670 100 12,5 A open BI-NBR ES 24219095
620 670 102 12,5 B open BI-NBR ES 24218657
630 670 61,5 10 B closed BI-NBR ES 24064701
630 670 61,5 10 B open BI-NBR ES 24106809
630 670 70 10 A open BI-NBR ES 24084675
630 670 70 10 A closed BI-NBR ES 24219238
630 670 71,5 10 B open BI-NBR ES 24218658
630 670 71,5 10 B closed BI-NBR ES 24218835
630 670 80 10 A open BI-NBR ES 24219096
630 670 80 10 A closed BI-NBR ES 24219239
630 670 81,5 10 B open BI-NBR ES 24218659
630 670 81,5 10 B closed BI-NBR ES 24218836
630 680 100 12,5 A open BI-NBR ES 24219098
630 680 102 12,5 B open BI-NBR ES 24218661
640 680 70 10 A open BI-NBR ES 24219099
640 680 71,5 10 B open BI-NBR ES 24218662
640 680 80 10 A open BI-NBR ES 24087777
640 680 81,5 10 B open BI-NBR ES 24218663
640 690 100 12,5 A open BI-NBR ES 24219101
640 690 102 12,5 B open BI-NBR ES 24148978
650 690 70 10 A open BI-NBR ES 24219102
650 690 70 10 A closed BI-NBR ES 24219240
650 690 71,5 10 B open BI-NBR ES 24074106
650 690 71,5 10 B closed BI-NBR ES 24218839
650 690 80 10 A open BI-NBR ES 24081546
650 690 80 10 A closed BI-NBR ES 24172074
650 690 81,5 10 B open BI-NBR ES 24116502
650 690 81,5 10 B closed BI-NBR ES 24218840
650 700 100 12,5 A open BI-NBR ES 24267972
660 700 70 10 A open BI-NBR ES 24219103
660 700 71,5 10 B open BI-NBR ES 24218665
660 700 80 10 A open BI-NBR ES 24219104
660 700 81,5 10 B open BI-NBR ES 24218666
660 710 80 12,5 A closed BI-NBR ES 24197590
660 710 100 12,5 A open BI-NBR ES 24219106

Further dimensions on request.
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660 710 102 12,5 B open BI-NBR ES 24218668
670 710 81,5 10 B open BI-NBR ES 24071181
670 720 100 12,5 A closed BI-NBR ES 24176117
670 720 100 12,5 A open BI-NBR ES 24219108
670 720 102 12,5 B open BI-NBR ES 24218670
670 720 102 12,5 B closed BI-NBR ES 24218842
675 725 100 12,5 A open BI-NBR ES 24103976
680 710 60 7,5 A open BI-NBR ES 24348073
680 720 70 10 A open BI-NBR ES 24219109
680 720 71,5 10 B open BI-NBR ES 24218671
680 720 80 10 A open BI-NBR ES 24219110
680 720 81,5 10 B open BI-NBR ES 24218673
680 730 100 12,5 A open BI-NBR ES 24219112
680 730 102 12,5 B open BI-NBR ES 24218672
685 725 81,5 10 B open BI-NBR ES 24192820
690 730 61,5 10 B closed BI-NBR ES 24293797
690 730 70 10 A open BI-NBR ES 24219113
690 730 70 10 A closed BI-NBR ES 24219242
690 730 71,5 10 B open BI-NBR ES 24218674
690 730 71,5 10 B closed BI-NBR ES 24218843
690 730 80 10 A open BI-NBR ES 24219114
690 730 80 10 A closed BI-NBR ES 24219243
690 730 81,5 10 B open BI-NBR ES 24109229
690 730 81,5 10 B closed BI-NBR ES 24218844
695 735 80 10 A open BI-NBR ES 24296289
700 730 60 7,5 A open BI-NBR ES 24120063
700 740 60 10 A closed BI-NBR ES 24106925
700 740 61,5 10 B open BI-NBR ES 24193914
700 740 70 10 A closed BI-NBR ES 24078869
700 740 70 10 A open BI-NBR ES 24219115
700 740 71,5 10 B open BI-NBR ES 24103215
700 740 71,5 10 B closed BI-NBR ES 24218845

Rod Seal

Further dimensions on request.
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700 740 80 10 A open BI-NBR ES 24219116
700 740 80 10 A closed BI-NBR ES 24219261
700 740 81,5 10 B open BI-NBR ES 24218675
700 740 81,5 10 B closed BI-NBR ES 24218846
700 740 90,5 10 B closed BI-NBR ES 24239435
700 750 100 12,5 A open BI-NBR ES 24219118
700 750 102 12,5 B open BI-NBR ES 24128272
710 750 60 10 A closed BI-NBR ES 24195814
710 750 61,5 10 B closed BI-NBR ES 24238814
710 750 70 10 A closed BI-NBR ES 24074993
710 750 70 10 A open BI-NBR ES 24219121
710 750 71,5 10 B closed BI-NBR ES 24082443
710 750 71,5 10 B open BI-NBR ES 24218679
710 750 80 10 A open BI-NBR ES 24219122
710 750 80 10 A closed BI-NBR ES 24219245
710 750 81,5 10 B open BI-NBR ES 24071177
710 750 81,5 10 B closed BI-NBR ES 24218849
710 750 90,5 10 B closed BI-NBR ES 24129422
710 760 100 12,5 A closed BI-NBR ES 24114586
710 760 100 12,5 A open BI-NBR ES 24186413
710 760 102 12,5 B open BI-NBR ES 24218680
710 760 102 12,5 B closed BI-NBR ES 24218851
720 760 70 10 A open BI-NBR ES 24219123
720 760 71,5 10 B open BI-NBR ES 24218681
720 760 80 10 A open BI-NBR ES 24187283
720 770 100 12,5 A open BI-NBR ES 24219125
720 770 100 12,5 A closed BI-NBR ES 24219247
720 770 102 12,5 B open BI-NBR ES 24218684
720 770 102 12,5 B closed BI-NBR ES 24218853
740 780 60 10 A open BI-NBR ES 24249215
740 780 70 10 A open BI-NBR ES 24219126
740 780 71,5 10 B open BI-NBR ES 24083448
740 780 80 10 A open BI-NBR ES 24219127
740 780 81,5 10 B open BI-NBR ES 24218685
740 790 100 12,5 A open BI-NBR ES 24219129
740 790 102 12,5 B open BI-NBR ES 24218687
750 790 60 10 A closed BI-NBR ES 24095999
750 790 61,5 10 B closed BI-NBR ES 24180151
750 790 70 10 A open BI-NBR ES 24219130
750 790 70 10 A closed BI-NBR ES 24219248
750 790 71,5 10 B closed BI-NBR ES 24132429
750 790 71,5 10 B open BI-NBR ES 24218688
750 790 80 10 A open BI-NBR ES 24219131
750 790 80 10 A closed BI-NBR ES 24219249
750 790 81,5 10 B closed BI-NBR ES 24213562
750 790 81,5 10 B open BI-NBR ES 24218689

Further dimensions on request.
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750 800 100 12,5 A closed BI-NBR ES 24193397
750 800 100 12,5 A open BI-NBR ES 24193398
750 800 102 12,5 B open BI-NBR ES 24140930
750 800 102 12,5 B closed BI-NBR ES 24218854
760 800 80 10 A open BI-NBR ES 24235532
760 810 89 12,5 B open BI-NBR ES 24259129
775 825 71,5 12,5 B open BI-NBR ES 24343719
780 820 60 10 A open BI-NBR ES 24256704
780 820 61,5 10 B open BI-NBR ES 24291255
780 830 100 12,5 A open BI-NBR ES 24239957
780 830 102 12,5 B open BI-NBR ES 24134874
790 840 100 12,5 A open BI-NBR ES 24308317
800 840 60 10 A open BI-NBR ES 24188792
800 840 60 10 A closed BI-NBR ES 24339222
800 840 70 10 A closed BI-NBR ES 24259099
800 840 71,5 10 B open BI-NBR ES 24218691
800 840 80 10 A open BI-NBR ES 24219134
800 840 80 10 A closed BI-NBR ES 24259100
800 840 81,5 10 B open BI-NBR ES 24071169
800 850 70 12,5 A open BI-NBR ES 24192354
800 850 80 12,5 A closed BI-NBR ES 24067763
800 850 82 12,5 B closed BI-NBR ES 24077894
800 850 100 12,5 A closed BI-NBR ES 24066922
800 850 100 12,5 A open BI-NBR ES 24094794
800 850 102 12,5 B closed BI-NBR ES 24103851
800 850 102 12,5 B open BI-NBR ES 24104080
810 850 81,5 10 B open BI-NBR ES 24353087
820 860 71,5 10 B open BI-NBR ES 24263168
820 870 100 12,5 A closed BI-NBR ES 24114587
820 870 100 12,5 A open BI-NBR ES 24219137
820 870 102 12,5 B open BI-NBR ES 24218694

Rod Seal

Further dimensions on request.
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820 870 102 12,5 B closed BI-NBR ES 24218857
825 875 102 12,5 B open BI-NBR ES 24267024
830 880 100 12,5 A open BI-NBR ES 24342533
840 880 81,5 10 B open BI-NBR ES 24335687
840 890 100 12,5 A open BI-NBR ES 24357980
850 890 60 10 A closed BI-NBR ES 24339224
850 890 61,5 10 B closed BI-NBR ES 24263169
850 890 70 10 A closed BI-NBR ES 24114461
850 890 70 10 A open BI-NBR ES 24219138
850 890 71,5 10 B open BI-NBR ES 24218695
850 890 71,5 10 B closed BI-NBR ES 24218858
850 890 80 10 A open BI-NBR ES 24131119
850 890 80 10 A closed BI-NBR ES 24219250
850 890 81,5 10 B closed BI-NBR ES 24077013
850 890 81,5 10 B open BI-NBR ES 24218696
850 900 70 12,5 A closed BI-NBR ES 24114382
850 900 100 12,5 A open BI-NBR ES 24219140
850 900 100 12,5 A closed BI-NBR ES 24219252
850 900 102 12,5 B open BI-NBR ES 24218698
850 900 102 12,5 B closed BI-NBR ES 24218860
860 900 60 10 A open BI-NBR ES 24359911
860 910 102 12,5 B open BI-NBR ES 24199041
870 920 100 12,5 A open BI-NBR ES 24219142
870 920 100 12,5 A closed BI-NBR ES 24219254
870 920 102 12,5 B open BI-NBR ES 24117560
870 920 102 12,5 B closed BI-NBR ES 24218862
875 925 100 12,5 A closed BI-NBR ES 24101244
875 925 102 12,5 B open BI-NBR ES 24085902
880 930 101 12,5 B open BI-NBR ES 24244245
900 940 70 10 A closed BI-NBR ES 24219257
900 940 71,5 10 B closed BI-NBR ES 24218865
900 940 80 10 A closed BI-NBR ES 24219258
900 940 81,5 10 B closed BI-NBR ES 24218866
900 950 100 12,5 A closed BI-NBR ES 24066945
900 950 100 12,5 A open BI-NBR ES 24219146
900 950 102 12,5 B open BI-NBR ES 24218703
900 950 102 12,5 B closed BI-NBR ES 24218868
925 975 100 12,5 A open BI-NBR ES 24351206
930 980 102 12,5 B open BI-NBR ES 24261784
950 1000 91 12,5 B closed BI-NBR ES 24214711
950 1000 100 12,5 A closed BI-NBR ES 24114590
950 1000 100 12,5 A open BI-NBR ES 24219150
950 1000 102 12,5 B open BI-NBR ES 24218707
950 1000 102 12,5 B closed BI-NBR ES 24218870
960 1010 100 12,5 A open BI-NBR ES 24073190
960 1010 102 12,5 B open BI-NBR ES 24218709

Further dimensions on request.
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975 1015 61,5 10 B open BI-NBR ES 24263162
980 1020 81,5 10 B open BI-NBR ES 24078616
1000 1040 61,5 10 B open BI-NBR ES 24267847
1000 1040 71,5 10 B open BI-NBR ES 24218710
1000 1040 81,5 10 B open BI-NBR ES 24071280
1000 1050 100 12,5 A closed BI-NBR ES 24114995
1000 1050 100 12,5 A open BI-NBR ES 24219155
1000 1050 102 12,5 B closed BI-NBR ES 24137135
1000 1050 102 12,5 B open BI-NBR ES 24218712
1020 1070 102 12,5 B open BI-NBR ES 24343588
1050 1100 100 12,5 A closed BI-NBR ES 24071553
1060 1110 100 12,5 A open BI-NBR ES 24356608
1070 1120 100 12,5 A open BI-NBR ES 24352076
1080 1130 102 12,5 B open BI-NBR ES 24359160
1100 1140 80 10 A open BI-NBR ES 24098392
1100 1150 102 12,5 B open BI-NBR ES 24122700
1130 1170 60 10 A open BI-NBR ES 24144932
1150 1200 70 12,5 A open BI-NBR ES 24175251
1220 1270 100 12,5 A closed BI-NBR ES 24335019

Rod Seal

Further dimensions on request.
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PTFE Profile ring

Material Designation Color

PTFE-glass-fiber-
MoS2 compound PTFE GM201 light-gray

PTFE-bronze 
compound PTFE B602 brown

Merkel Piston Seal Omegat OMK-MR

O-ring

PTFE-profile-ring

Product description 

Two-piece seal set for sealing pistons, consisting of 
a PTFE Profile ring and an O-ring as the prestres-
sing element.

Product advantages

Enhanced operating reliability with tough opera-
ting parameters
No „blow by“ with fast load changes, due to 
pressure activation grooves
Very good pressure resistance capability and 
hardness
Good thermal conductivity
High resistance to abrasion
Low friction, stick-slip-free

Material Designation

Nitrile rubber NBR

Fluoroelastomer FKM

Material

Material

Application

The OMK-MR is used with pistons stressed from 
both sides in: rolling mills, handling equipment, 
marine hydraulics injection-molding machines, 
presses, agricultural machinery, truck loading 
cranes, control and regulating devices.

Operating conditions

Other material combinations are available on request.

Other material combinations are available on request.

O-ring

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s
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Piston Seal

Operating conditions

The figures given are maximum values and must not 
be applied simultaneously.

 

Material PTFE B602/FKM 

Hydraulic oils, HL, HLP -10 ... +200 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -10 ... +200 °C

Water -

HETG (rape-seed oil) –10 … +80 °C

HEES (synth. ester) –10 … +100 °C

HEPG (glycol) –10 … +80 °C

Mineral greases –10 … +200 °C

Pressure 40 MPa

Running speed 5 m/s

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

The long-time behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface.

A precise description and assessment of the sur-
face is thus indispensable.
Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed 
in the table below. With these new characteristics 
derived from the material content, the hitherto 
merely general description of the material content 
is significantly improved, not least in regard to the 
abrasiveness of the surface.
See also Merkel Technical Manual. 

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently 
apply for ceramic or semi-ceramic counterfaces.
See also Merkel Technical Manual.

Peak-to-valley 
heights Ra Rmax

Sliding surface 0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material PTFE GM201/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids +5 ... +60 °C

HFB fluids +5 ... +60 °C

HFC fluids -30 ... +60 °C

HFD fluids -

Water +5 ... +100 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s
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Profile dimension Max. permissible gap dimension

L Profile  16 MPa 26 MPa 32 MPa 40 MPa

4,2 5,5 0,5 0,4 0,3 –

6,3 7,75 0,55 0,45 0,4 0,35

8,1 10,5 0,6 0,5 0,45 0,45

8,1 12,25 0,7 0,6 0,55 0,5

9,5 14,0 0,75 0,65 0,6 0,55

Gap dimension
The dimension d2 is determined by factoring in the maximum permissible extrusion gap, the tolerances, 
the guide clearance, the deflection of the guide under load, and the pipe expansion. (See also Merkel 
Technical Manual).
The maximum permissible extrusion gap with a one-sided position of the piston is significantly deter-
mined by the maximum operating pressure and the temperature-dependent dimensional stability of the 
seal material.

At an operating temperature of above 90°C, and simultaneous exposure to an operating pressure of 
more than 26 MPa, we recommend the use of the material compound PTFE B602.

Diameter d Tolerance

 < 500 h8

> 500 h7

Tolerances

The tolerance for the diameters D and d2 is specified in connection with the gap dimension calculation. 
In typical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance fields f7 and f8 
or H7 and H8 are usually chosen.

Design notes
Please note our general design remarks in the Merkel Technical Manual. 

Installation & assembly
Please note our general remarks on hydraulic seal assembly in the Merkel Technical Manual.
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Piston Seal

D d H L Profile C R1 Material Article No.

40,00 29,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24106357

40,00 29,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178464

40,00 29,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24260917

42,00 31,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24131856

42,00 31,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178465

42,00 31,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24306482

43,00 32,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24308874

44,00 33,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24244703

44,00 33,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24355423

44,00 33,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24359292

44,50 33,50 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24300874

45,00 34,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24108643

45,00 34,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178466

45,00 34,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24348358

48,00 37,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24251038

48,00 37,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24301063

50,00 39,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24109476

50,00 39,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178467

50,00 39,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24246484

51,60 40,60 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24217901

52,00 41,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24288829

53,00 42,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24290123

55,00 44,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24131857

55,00 44,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / FKM 24236605

55,00 44,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24260918

56,00 45,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24131858

56,00 45,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178469

Further dimensions on request.
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58,00 47,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24329145

60,00 49,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24131859

60,00 49,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178470

60,00 49,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24288831

60,00 49,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24290302

62,00 51,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24328992

63,00 52,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24123140

63,00 52,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24178471

63,00 52,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24263382

65,00 54,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24104068

65,00 54,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24191950

65,00 54,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24348360

68,00 57,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24328993

70,00 59,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24131860

70,00 59,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24213776

70,00 59,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24348379

70,00 54,50 6,30 6,3 7,75 8 1,2 PTFE B602 / NBR 24213778

70,00 54,50 5,90 6,3 7,75 8 1,2 PTFE GM201 / NBR 24258071

70,00 54,50 6,30 6,3 7,75 8 1,2 PTFE B602 / FKM 24332341

72,00 61,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24298763

72,00 56,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24261989

73,00 62,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24333839

74,00 63,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24328994

75,00 64,00 4,00 4,2 5,5 6 0,8 PTFE GM201 / NBR 24145486

75,00 64,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24213780

75,00 64,00 4,00 4,2 5,5 6 0,8 PTFE B602 / FKM 24348361

75,00 59,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24213782

75,00 59,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24348378

78,00 67,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24328995

80,00 64,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24178473

80,00 64,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24258031

80,00 59,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213784

82,60 67,10 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24301475

85,00 69,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24213788

85,00 69,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24348873

85,00 64,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213786

88,00 72,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24329148

90,00 74,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24178474

90,00 74,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24315179

Further dimensions on request.
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90,00 69,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213790

90,00 69,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348872

93,00 77,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24328140

95,00 79,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24213794

95,00 79,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24266812

95,00 74,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213792

95,00 74,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348837

100,00 89,00 4,00 4,2 5,5 6 0,8 PTFE B602 / NBR 24259017

100,00 84,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24178475

100,00 84,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24257247

100,00 79,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213796

100,00 79,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348838

101,60 86,10 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24342417

105,00 89,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24213798

105,00 89,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24348381

107,80 92,30 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24315420

110,00 94,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24178476

110,00 94,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24337969

110,00 89,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213802

112,00 96,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24328986

113,10 97,60 5,90 6,3 7,75 8 1,2 PTFE GM201 / NBR 24357972

115,00 99,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24178477

115,00 99,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24348382

Piston Seal

Further dimensions on request.
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115,00 94,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24193795

115,00 94,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348874

120,00 104,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24213805

120,00 104,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24348383

120,00 99,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213807

122,00 106,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24302257

125,00 109,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24178478

125,00 109,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24245799

125,00 104,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213809

125,00 104,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24340950

130,00 114,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24213813

130,00 114,50 5,90 6,3 7,75 8 1,2 PTFE B602 / FKM 24348366

130,00 109,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213811

130,00 109,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348365

135,00 114,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24235337

138,60 117,60 7,70 8,1 10,5 10,5 2 PTFE GM201 / NBR 24355430

140,00 119,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24178479

140,00 119,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24236496

142,00 121,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24343340

145,00 124,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24236854

150,00 129,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24178480

150,00 129,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24340951

150,00 129,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348367

155,00 134,00 7,70 8,1 10,5 10,5 2 PTFE GM201 / NBR 24361559

155,00 134,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24377858

160,00 139,00 8,10 8,1 10,5 10,5 2 PTFE B602 / NBR 24213816

160,00 139,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24267553

165,00 144,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24287221

170,00 149,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179245

170,00 149,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24340954

170,00 149,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348368

175,00 159,50 5,90 6,3 7,75 8 1,2 PTFE B602 / NBR 24361027

175,00 154,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24246987

Further dimensions on request.



88

D d H L Profile C R1 Material Article No.

175,00 154,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24313231

176,80 155,80 7,70 8,1 10,5 10,5 2 PTFE GM201 / NBR 24355436

178,00 157,00 7,70 8,1 10,5 10,5 2 PTFE GM201 / NBR 24359929

180,00 159,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179246

180,00 159,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24288832

184,10 163,10 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24300942

185,00 164,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24231189

187,00 166,00 7,70 8,1 10,5 10,5 2 PTFE GM201 / NBR 24354715

190,00 169,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179247

190,00 169,00 8,10 8,1 10,5 10,5 2 PTFE B602 / FKM 24331109

190,00 169,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348369

200,00 179,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179248

200,00 179,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24306875

203,20 182,20 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24363331

205,00 184,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24259749

206,50 185,50 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24342419

210,00 189,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24236852

210,00 189,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348384

215,00 194,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24233505

237,00 216,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24301326

216,50 195,50 7,70 8,1 10,5 10,5 2 PTFE GM201 / NBR 24355440

220,00 199,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179249

220,00 199,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24315138

220,00 195,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24377428

225,00 204,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24288833

229,00 250,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24288709

230,00 209,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24275475

230,00 209,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24338431

Piston Seal

Further dimensions on request.
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230,00 209,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348385

235,00 214,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24315953

240,00 219,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24191703

240,00 219,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348370

245,00 224,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24287245

248,50 227,50 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24342420

250,00 229,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179250

254,00 233,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24343870

255,00 234,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24351087

260,00 239,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24192188

260,00 239,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348386

270,00 249,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24191949

270,00 249,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24258180

275,00 254,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24260962

280,00 259,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179251

280,00 259,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24340952

280,00 259,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348371

290,00 269,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24263947

290,00 269,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24275526

290,00 269,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348372

295,00 274,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24368366

300,00 279,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24213824

300,00 279,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24266419

305,00 284,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24287583

310,00 289,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24251064

310,00 289,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24348840

315,00 294,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24337374

320,00 299,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24179252

320,00 299,00 7,70 8,1 10,5 10,5 2 PTFE B602 / FKM 24288835

325,00 304,00 7,70 8,1 10,5 10,5 2 PTFE B602 / NBR 24302264

330,00 305,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275529

330,00 305,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24348373

330,20 305,70 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24363330

340,00 315,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24213827

340,00 315,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24348374

345,00 320,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24348869

350,00 325,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275527

350,00 325,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24328250

350,00 325,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24348387

Further dimensions on request.
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355,00 330,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24330845

360,00 335,50 7,70 8,1 12,25 12 2 PTFE GM201 / NBR 24118300

360,00 335,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24179253

360,00 335,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24333319

370,00 345,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24251062

370,00 345,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24348375

375,00 350,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24342373

380,00 355,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275530

380,00 355,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24311133

385,00 360,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24361089

390,00 365,50 7,70 8,1 12,25 12 2 PTFE GM201 / NBR 24145902

390,00 365,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275528

390,00 365,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24348309

400,00 375,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24179254

400,00 375,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24340953

410,00 385,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275480

410,00 385,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349353

420,00 395,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24234537

420,00 395,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24344111

430,00 405,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24274578

430,00 405,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349354

440,00 415,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275478

440,00 415,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349355

450,00 425,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24269426

450,00 425,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349356

452,00 427,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24359162

457,20 432,70 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24349891

Piston Seal

Further dimensions on request.
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460,00 435,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24259026

460,00 435,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349357

470,00 445,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275477

470,00 445,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349358

480,00 455,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275483

480,00 455,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349359

482,00 457,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24367350

490,00 465,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275479

490,00 465,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24328252

500,00 475,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24268694

500,00 475,50 7,70 8,1 12,25 12 2 PTFE GM201 / NBR 24268696

500,00 475,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349360

508,00 483,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24358308

510,00 485,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275482

510,00 485,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349361

520,00 495,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24269669

520,00 495,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24327515

520,70 496,20 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24349893

530,00 505,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275489

530,00 505,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349362

540,00 515,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275492

540,00 515,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349363

550,00 525,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275494

550,00 525,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349364

560,00 535,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275490

584,20 559,70 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24343001

610,00 585,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24234535

620,00 595,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275487

630,00 605,50 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24275498

660,00 635,50 7,70 8,1 12,25 12 2 PTFE B602 / FKM 24349374

660,40 635,90 7,70 8,1 12,25 12 2 PTFE B602 / NBR 24361509

690,00 662,00 9,00 9,5 14 13 2 PTFE B602 / FKM 24349460

700,00 672,00 9,00 9,5 14 13 2 PTFE B602 / FKM 24349461

762,00 734,00 9,00 9,5 14 13 2 PTFE B602 / NBR 24370578

865,00 837,00 9,00 9,5 14 13 2 PTFE B602 / FKM 24353417

910,00 882,00 9,00 9,5 14 13 2 PTFE B602 / NBR 24275516

920,00 892,00 9,00 9,5 14 13 2 PTFE B602 / NBR 24269457

930,00 902,00 9,00 9,5 14 13 2 PTFE B602 / NBR 24275520

970,00 942,00 9,00 9,5 14 13 2 PTFE B602 / NBR 531898
Further dimensions on request.
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Merkel Omegat OMK-S

Piston Seal

Elastomer profile ring

Two-piece seal set for sealing pistons, consisting of 
a PTFE profile ring and an elastomer Profile ring 
as a pre-stress element. The seal set is designed 
for demanding hydraulic applications.

Very high stability under pressure
High torsional safety
Very good extrusion safety
High resistance to abrasion
Good thermal conductivity
Low friction, stick-slip free
High contact pressure due to the elastomer 
profile ring

Material Designation Color

PTFE-bronze-
compound PTFE B602 brown

PTFE-glass-fiber-
MoS2 compound PTFE GM201 light grey

Elastomer profile ring

PTFE profile ring

Material PTFE GM201/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids -

Water +5 … +100 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s

Product description 

Product advantages

Material

PTFE profile ring

Application

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

Surface finish

The long term behavior of a sealing element and 
its dependability against early failures are cru-
cially influenced by the quality of the counterface. 
Therefore a precise description and assessment of 
the surface is critical.

Material Designation

Nitrile rubber NBR

Other material combinations are available on request.

The figures given are maximum values and must not 
be applied simultaneously.

Especially designed for heavy-duty 
AGC-cylinder
Especially designed for large dimensions 
Seal set for tough applications
Seal set suitable for large gaps 

We recommend material PTFE GM201/NBR for 
short-stroke/ high frequency applications e. g. 
AGC-cylinder.
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Profile dimension Max. permissible gap dimension

L Profile 16 MPa 26 MPa 32 MPa 40 MPa

10 10 0,60 0,50 0,40 0,40

12,5 12,5 0,75 0,65 0,55 0,50

15,0 15,0 0,75 0,65 0,55 0,50

17,5 17,5 0,75 0,65 0,55 0,50

20,0 20,0 0,80 0,70 0,60 0,55

Based on recent findings, we recommend supplementing the above definition of surface finish for the 
sliding surface by the characteristics detailed in the table below. With these new characteristics derived 
from the material content, previous more general descriptions of the material content are significantly 
improved, especially in regard to surface roughness See also Merkel Technical Manual.

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently apply for ceramic or semi-ceramic counterfaces.

Gap dimension
The dimension d2 is determined by factoring in the maximum permissible extrusion gap, the tolerances, 
the guide clearance, the deflection of the guide under load, and the pipe expansion. (See also Merkel 
Technical Manual).
The maximum permissible extrusion gap with a one-sided position of the piston is significantly deter-
mined by the maximum operating pressure and the temperature-dependent dimensional stability of the 
seal material.

Diameter d Tolerance

 < 500 h8

> 500 h7

The tolerance for the diameters D and d2 is specified in connection with the gap dimension calculation. 
In typical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance fields f7 and f8 
or H7 and H8 are usually chosen.

Design notes
Gap dimension might vary for special applications e. g. AGC-cylinder. Further details on request.
Please note our general design remarks in the Merkel Technical Manual. 

Installation & assembly
Please note our general remarks on hydraulic seal assembly in the Merkel Technical Manual.
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D d Profile H L C R1 Material Article No.
70,00 55,00 7,20 7,5 7,5 7,5 0,4 PTFE GM201 24096102
80,00 60,00 9,60 10 10 7,5 0,4 PTFE GM201 24096103
80,00 60,00 9,60 10 10 7,5 0,4 PTFE GM201 24096862
90,00 70,00 9,60 10 10 7,5 0,4 PTFE GM201 24360341
100,00 80,00 9,60 10 10 7,5 0,4 PTFE GM201 24096105
100,00 80,00 9,60 10 10 7,5 0,4 PTFE GM201 24224130
110,00 90,00 9,60 10 10 7,5 0,4 PTFE GM201 24096106
110,00 90,00 9,60 10 10 7,5 0,4 PTFE B602 24230204
110,00 90,00 9,60 10 10 7,5 0,4 PTFE GM201 24371157
115,00 95,00 9,60 10 10 7,5 0,4 PTFE GM201 24096107
120,00 100,00 9,60 10 10 7,5 0,4 PTFE GM201 24088300
125,00 95,00 14,50 15 15 12 0,8 PTFE GM201 24103524
125,00 105,00 9,60 10 10 7,5 0,4 PTFE GM201 24096108
125,00 105,00 9,60 10 10 7,5 0,4 PTFE GM201 24196709
130,00 110,00 9,60 10 10 7,5 0,4 PTFE GM201 24090826
140,00 120,00 9,60 10 10 7,5 0,4 PTFE GM201 24096109
140,00 120,00 9,60 10 10 7,5 0,4 PTFE GM201 24143994
140,00 120,00 9,60 10 10 7,5 0,4 PTFE GM201 24353223
145,00 115,00 14,50 15 15 12 0,8 PTFE GM201 24108961
146,00 116,00 14,50 15 15 12 0,8 PTFE GM201 24259120
150,00 125,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24090827
150,00 125,00 12,10 12,5 12,5 10 0,4 PTFE GM201 49003034
155,00 130,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24237358
160,00 135,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096110
160,00 135,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096864
163,60 138,60 12,10 12,5 12,5 10 0,4 PTFE GM201 24183662
165,00 140,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24237355
170,00 145,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24090828
170,00 145,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24261693

Piston Seal

Further dimensions on request.
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D d Profile H L C R1 Material Article No.
70,00 55,00 7,20 7,5 7,5 7,5 0,4 PTFE GM201 24096102
80,00 60,00 9,60 10 10 7,5 0,4 PTFE GM201 24096103
80,00 60,00 9,60 10 10 7,5 0,4 PTFE GM201 24096862
90,00 70,00 9,60 10 10 7,5 0,4 PTFE GM201 24360341
100,00 80,00 9,60 10 10 7,5 0,4 PTFE GM201 24096105
100,00 80,00 9,60 10 10 7,5 0,4 PTFE GM201 24224130
110,00 90,00 9,60 10 10 7,5 0,4 PTFE GM201 24096106
110,00 90,00 9,60 10 10 7,5 0,4 PTFE B602 24230204
110,00 90,00 9,60 10 10 7,5 0,4 PTFE GM201 24371157
115,00 95,00 9,60 10 10 7,5 0,4 PTFE GM201 24096107
120,00 100,00 9,60 10 10 7,5 0,4 PTFE GM201 24088300
125,00 95,00 14,50 15 15 12 0,8 PTFE GM201 24103524
125,00 105,00 9,60 10 10 7,5 0,4 PTFE GM201 24096108
125,00 105,00 9,60 10 10 7,5 0,4 PTFE GM201 24196709
130,00 110,00 9,60 10 10 7,5 0,4 PTFE GM201 24090826
140,00 120,00 9,60 10 10 7,5 0,4 PTFE GM201 24096109
140,00 120,00 9,60 10 10 7,5 0,4 PTFE GM201 24143994
140,00 120,00 9,60 10 10 7,5 0,4 PTFE GM201 24353223
145,00 115,00 14,50 15 15 12 0,8 PTFE GM201 24108961
146,00 116,00 14,50 15 15 12 0,8 PTFE GM201 24259120
150,00 125,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24090827
150,00 125,00 12,10 12,5 12,5 10 0,4 PTFE GM201 49003034
155,00 130,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24237358
160,00 135,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096110
160,00 135,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096864
163,60 138,60 12,10 12,5 12,5 10 0,4 PTFE GM201 24183662
165,00 140,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24237355
170,00 145,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24090828
170,00 145,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24261693

D d Profile H L C R1 Material Article No.
180,00 155,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24083159
180,00 155,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24238021
180,00 155,00 12,10 12,5 12,5 10 0,4 PTFE B602 24352520
185,00 160,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24237361
185,50 160,50 12,10 12,5 12,5 10 0,4 PTFE B602 24349376
187,00 162,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24240812
190,00 165,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096111
190,00 165,00 12,10 12,5 12,5 10 0,4 PTFE B602 24328186
200,00 170,00 14,50 15 15 12 0,8 PTFE GM201 24090829
200,00 175,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096112
200,00 175,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24127171
200,00 175,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24344248
200,00 175,00 12,10 12,5 12,5 10 0,4 PTFE B602 24374707
200,00 175,00 12,10 12,5 12,5 10 0,4 PTFE B602 49018526
205,00 180,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24263860
210,00 185,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24142938
212,00 187,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24245465
215,00 190,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24240809
218,00 193,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24269666
220,00 195,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24096113
225,00 195,00 14,50 15 15 12 0,8 PTFE GM201 24146980
225,00 200,00 12,10 12,5 12,5 10 0,4 PTFE B602 24344249
225,00 200,00 12,10 12,5 12,5 10 0,4 PTFE GM201 49000416
230,00 205,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24224701
230,00 205,00 12,10 12,5 12,5 10 0,4 PTFE B602 49066142
235,00 210,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24292289
240,00 210,00 14,50 15 15 12 0,8 PTFE GM201 24224707
240,00 215,00 12,10 12,5 12,5 10 0,4 PTFE GM201 24224705
240,00 215,00 12,10 12,5 12,5 10 0,4 PTFE B602 24349379
245,00 215,00 14,50 15 15 12 0,8 PTFE GM201 24214298
250,00 220,00 14,50 15 15 12 0,8 PTFE B602 529429
250,00 220,00 14,50 15 15 12 0,8 PTFE GM201 24096114
250,00 220,00 14,50 15 15 12 0,8 PTFE GM201 24275248
250,00 220,00 14,50 15 15 12 0,8 PTFE B602 24344250
250,00 220,00 14,50 15 15 12 0,8 PTFE GM201 24355718
250,00 220,00 14,50 15 15 12 0,8 PTFE GM201 49063391
253,00 223,00 14,50 15 15 12 0,8 PTFE B602 24357149
255,00 225,00 14,50 15 15 12 0,8 PTFE B602 24357148
260,00 230,00 14,50 15 15 12 0,8 PTFE GM201 24129020
260,00 230,00 14,50 15 15 12 0,8 PTFE B602 24373893
265,00 235,00 14,50 15 15 12 0,8 PTFE B602 24361983
268,00 238,00 14,50 15 15 12 0,8 PTFE GM201 24248945
270,00 240,00 14,50 15 15 12 0,8 PTFE GM201 24214997
275,00 245,00 14,50 15 15 12 0,8 PTFE GM201 24224541

Further dimensions on request.
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D d Profile H L C R1 Material Article No.
275,00 245,00 14,50 15 15 12 0,8 PTFE B602 24269621
280,00 250,00 14,50 15 15 12 0,8 PTFE B602 527108
280,00 250,00 14,50 15 15 12 0,8 PTFE GM201 24075829
280,00 250,00 14,50 15 15 12 0,8 PTFE B602 24333120
280,00 250,00 14,50 15 15 12 0,8 PTFE GM201 49002652
280,00 270,00 14,50 15 15 12 0,8 PTFE B602 525547
282,00 252,00 14,50 15 15 12 0,8 PTFE GM201 24240814
285,00 255,00 14,50 15 15 12 0,8 PTFE GM201 24215698
290,00 260,00 14,50 15 15 12 0,8 PTFE GM201 24224702
300,00 270,00 14,50 15 15 12 0,8 PTFE GM201 24064404
300,00 270,00 14,50 15 15 12 0,8 PTFE GM201 24222592
300,00 270,00 14,50 15 15 12 0,8 PTFE B602 24374282
305,00 275,00 14,50 15 15 12 0,8 PTFE GM201 24199259
310,00 280,00 14,50 15 15 12 0,8 PTFE GM201 24136342
316,20 286,20 14,50 15 15 12 0,8 PTFE GM201 24237799
320,00 290,00 14,50 15 15 12 0,8 PTFE B602 529431
320,00 290,00 14,50 15 15 12 0,8 PTFE GM201 24096115
320,00 290,00 14,50 15 15 12 0,8 PTFE B602 24333122
320,00 290,00 14,50 15 15 12 0,8 PTFE GM201 49002653
325,00 295,00 14,50 15 15 12 0,8 PTFE GM201 24250595
327,50 297,50 14,50 15 15 12 0,8 PTFE B602 24349382
330,00 300,00 14,50 15 15 12 0,8 PTFE GM201 24137235
330,00 300,00 14,50 15 15 12 0,8 PTFE B602 24296867
335,00 300,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24090832
335,00 305,00 14,50 15 15 12 0,8 PTFE GM201 24235222
340,00 310,00 14,50 15 15 12 0,8 PTFE GM201 24075894
340,00 310,00 14,50 15 15 12 0,8 PTFE B602 24378518
350,00 320,00 14,50 15 15 12 0,8 PTFE GM201 530934
350,00 320,00 14,50 15 15 12 0,8 PTFE GM201 24141407
350,00 320,00 14,50 15 15 12 0,8 PTFE B602 24362218

Piston Seal

Further dimensions on request.
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D d Profile H L C R1 Material Article No.
355,00 325,00 14,50 15 15 12 0,8 PTFE GM201 24214995
355,60 325,60 14,50 15 15 12 0,8 PTFE B602 49035302
360,00 330,00 14,50 15 15 12 0,8 PTFE B602 529432
360,00 330,00 14,50 15 15 12 0,8 PTFE GM201 24096116
360,00 330,00 14,50 15 15 12 0,8 PTFE B602 24371159
370,00 340,00 14,50 15 15 12 0,8 PTFE GM201 24193346
380,00 350,00 14,50 15 15 12 0,8 PTFE GM201 24129082
380,00 350,00 14,50 15 15 12 0,8 PTFE B602 24333123
380,00 350,00 14,50 15 15 12 0,8 PTFE GM201 49063390
382,60 352,60 14,50 15 15 12 0,8 PTFE GM201 24226330
390,00 360,00 14,50 15 15 12 0,8 PTFE GM201 24175268
390,00 360,00 14,50 15 15 12 0,8 PTFE GM201 24258069
390,00 360,00 14,50 15 15 12 0,8 PTFE B602 24338621
400,00 370,00 14,50 15 15 12 0,8 PTFE GM201 24096117
400,00 370,00 14,50 15 15 12 0,8 PTFE B602 24301151
400,00 370,00 14,50 15 15 12 0,8 PTFE GM201 49064732
405,60 370,60 17,00 17,5 17,5 12 1,2 PTFE GM201 24274785
420,00 385,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24128871
420,00 390,00 14,50 15 15 12 0,8 PTFE B602 49020202
440,00 405,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24209080
450,00 415,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24141888
450,00 415,00 17,00 17,5 17,5 12 1,2 PTFE B602 24338025
455,00 420,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24235223
460,00 425,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24090834
460,00 425,00 17,00 17,5 17,5 12 1,2 PTFE B602 24337032
460,00 430,00 14,50 15 15 12 0,8 PTFE GM201 24373069
470,00 435,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24261687
475,00 440,00 17,00 17,5 17,5 12 1,2 PTFE B602 528872
480,00 445,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224712
500,00 465,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24130656
500,00 465,00 17,00 17,5 17,5 12 1,2 PTFE B602 24344252
510,00 475,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24357906
520,00 485,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24179374
520,00 485,00 17,00 17,5 17,5 12 1,2 PTFE B602 24348197
530,00 495,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24195593
540,00 505,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24090835
540,00 505,00 17,00 17,5 17,5 12 1,2 PTFE GM201 49060826
550,00 515,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24135192
550,00 515,00 17,00 17,5 17,5 12 1,2 PTFE B602 24344462
560,00 525,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24108716
565,00 530,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24227409
565,00 530,00 17,00 17,5 17,5 12 1,2 PTFE B602 24378479
570,00 535,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24127145
570,00 535,00 17,00 17,5 17,5 12 1,2 PTFE B602 24351056

Further dimensions on request.
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D d Profile H L C R1 Material Article No.
580,00 545,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24215675
580,00 545,00 17,00 17,5 17,5 12 1,2 PTFE B602 24344253
583,00 548,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24375265
590,00 555,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24144379
600,00 565,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224706
600,00 565,00 17,00 17,5 17,5 12 1,2 PTFE B602 24338026
610,00 575,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224709
620,00 585,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24191196
620,00 585,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24315328
620,00 585,00 17,00 17,5 17,5 12 1,2 PTFE B602 24349775
630,00 595,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24139430
630,00 595,00 17,00 17,5 17,5 12 1,2 PTFE B602 24344254
630,00 595,00 17,00 17,5 17,5 12 1,2 PTFE GM201 49054350
640,00 605,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224708
640,00 605,00 17,00 17,5 17,5 12 1,2 PTFE B602 24342904
650,00 615,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224711
650,00 615,00 17,00 17,5 17,5 12 1,2 PTFE B602 49055511
655,00 620,00 17,00 17,5 17,5 12 1,2 PTFE GM201 49015993
660,00 625,00 17,00 17,5 17,5 12 1,2 PTFE GM201 49027324
670,00 635,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224714
680,00 645,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224724
680,00 645,00 17,00 17,5 17,5 12 1,2 PTFE B602 24344255
690,00 655,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224729
700,00 665,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24143108
710,00 675,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24188274
710,00 675,00 17,00 17,5 17,5 12 1,2 PTFE B602 24367548
711,20 676,20 17,00 17,5 17,5 12 1,2 PTFE GM201 24243964
720,00 685,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24178331
720,00 685,00 17,00 17,5 17,5 12 1,2 PTFE B602 24338732
730,00 695,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224726

   

Piston Seal

Further dimensions on request.
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D d Profile H L C R1 Material Article No.
740,00 705,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24224731
750,00 715,00 17,00 17,5 17,5 12 1,2 PTFE GM201 24191361
760,00 720,00 19,50 20 20 15 1,2 PTFE GM201 24224718
770,00 730,00 19,50 20 20 15 1,2 PTFE GM201 24146978
770,00 730,00 19,50 20 20 15 1,2 PTFE B602 24310590
775,00 735,00 19,50 20 20 15 1,2 PTFE GM201 24377268
780,00 740,00 19,50 20 20 15 1,2 PTFE GM201 24224727
790,00 750,00 19,50 20 20 15 1,2 PTFE GM201 49071857
800,00 760,00 19,50 20 20 15 1,2 PTFE GM201 24100549
800,00 760,00 19,50 20 20 15 1,2 PTFE GM201 24149064
800,00 760,00 19,50 20 20 15 1,2 PTFE GM201 49032525
800,00 760,00 19,50 20 20 15 1,2 PTFE B602 49041153
812,80 772,80 19,50 20 20 15 1,2 PTFE GM201 24250017
813,00 773,00 19,50 20 20 15 1,2 PTFE B602 49035171
830,00 790,00 19,50 20 20 15 1,2 PTFE GM201 24224717
840,00 800,00 19,50 20 20 15 1,2 PTFE GM201 24194420
850,00 810,00 19,50 20 20 15 1,2 PTFE GM201 24193103
850,00 810,00 19,50 20 20 15 1,2 PTFE B602 49043282
855,00 815,00 19,50 20 20 15 1,2 PTFE GM201 24239928
860,00 820,00 19,50 20 20 15 1,2 PTFE GM201 49055215
870,00 830,00 19,50 20 20 15 1,2 PTFE GM201 24358273
876,30 836,30 19,50 20 20 15 1,2 PTFE GM201 24374117
880,00 840,00 19,50 20 20 15 1,2 PTFE GM201 24188752
890,00 850,00 19,50 20 20 15 1,2 PTFE GM201 24192177
900,00 860,00 19,50 20 20 15 1,2 PTFE GM201 24140132
910,00 870,00 19,50 20 20 15 1,2 PTFE GM201 49063667
914,40 874,40 19,50 20 20 15 1,2 PTFE GM201 24236377
920,00 880,00 19,50 20 20 15 1,2 PTFE GM201 24224723
920,00 880,00 19,50 20 20 15 1,2 PTFE B602 24348198
930,00 890,00 19,50 20 20 15 1,2 PTFE GM201 49011296
940,00 900,00 19,50 20 20 15 1,2 PTFE GM201 24234404
950,00 910,00 19,50 20 20 15 1,2 PTFE GM201 24224728
952,50 912,50 19,50 20 20 15 1,2 PTFE GM201 24236527
964,00 924,00 19,50 20 20 15 1,2 PTFE GM201 49022358
965,00 925,00 19,50 20 20 15 1,2 PTFE GM201 24128975
965,00 925,00 19,50 20 20 15 1,2 PTFE B602 49044575
970,00 930,00 19,50 20 20 15 1,2 PTFE GM201 49056365
980,00 940,00 19,50 20 20 15 1,2 PTFE GM201 24224716
980,00 940,00 19,50 20 20 15 1,2 PTFE B602 24340415

1.000,00 960,00 19,50 20 20 15 1,2 PTFE GM201 24132056
1.000,00 960,00 19,50 20 20 15 1,2 PTFE B602 49011614
1.014,00 974,00 19,50 20 20 15 1,2 PTFE GM201 49002346
1.050,00 1.010,00 19,50 20 20 15 1,2 PTFE GM201 24209083
1.050,00 1.010,00 19,50 20 20 15 1,2 PTFE GM201 49046825

Further dimensions on request.
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1.060,00 1.020,00 19,50 20 20 15 1,2 PTFE B602 49002539
1.080,00 1.040,00 19,50 20 20 15 1,2 PTFE GM201 49065785
1.090,00 1.050,00 19,50 20 20 15 1,2 PTFE GM201 530622
1.100,00 1.060,00 19,50 20 20 15 1,2 PTFE GM201 24217067
1.120,00 1.080,00 19,50 20 20 15 1,2 PTFE GM201 24224715
1.150,00 1.110,00 19,50 20 20 15 1,2 PTFE GM201 49060891
1.160,00 1.120,00 19,50 20 20 15 1,2 PTFE GM201 49002143
1.170,00 1.130,00 19,50 20 20 15 1,2 PTFE GM201 49064544
1.200,00 1.160,00 19,50 20 20 15 1,2 PTFE GM201 49036180
1.200,00 1.160,00 19,50 20 20 15 1,2 PTFE GM201 49045570
1.200,00 1.160,00 20,00 20 20 15 1,2 PTFE B602 49020486
1.220,00 1.180,00 19,50 20 20 15 1,2 PTFE GM201 49067494

      Piston Seal

Further dimensions on request.
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Merkel Omegat OMK-ES

Elastomer profile ring

Product description

Two-piece seal set for sealing single-acting 
pistons, consisting of a PTFE profile ring and an 
elastomer profile ring as a pre-stress element.

Product advantages

Very high stability under pressure
High torsional safety
Very good extrusion safety
High resistance to abrasion
Good thermal conductivity
Low friction, stick-slip free
High contact pressure due to the elastomer 
Profile ring

Material Designation Color

PTFE-bronze-
compound PTFE B602 brown

PTFE-glass-
MoS2-compound PTFE GM201 light grey

Elastomer profile ring

Material Designation

Nitrile rubber NBR

Material
PTFE profile ring

PTFE profile ring

Application
Omegat OMK-ES is intended for use with one-
side-impacted pistons. The Omegat OMK-ES 
series is specially designed for large-diameter and 
heavy hydraulic applications

Material PTFE GM201/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids -

Water +5 … +100 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s

Operating conditions

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Running speed 5 m/s

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

Surface finish

The long term behavior of a sealing element and its de-
pendability against early failures are crucially influenced 
by the quality of the counterface. Therefore a precise 
description and assessment of the surface is critical.

The figures given are maximum values and must not 
be applied simultaneously.
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       Piston Seal

Profile dimension Max. permissible gap dimension

L Profile 16 MPa 26 MPa 32 MPa 40 MPa

10 10 0,60 0,50 0,40 0,40

12,5 12,5 0,75 0,65 0,55 0,50

15,0 15,0 0,75 0,65 0,55 0,50

17,5 17,5 0,75 0,65 0,55 0,50

20,0 20,0 0,80 0,70 0,60 0,55

Based on recent findings, we recommend supplementing the above definition of surface finish for the sliding surface 
by the characteristics detailed in the table below. With these new characteristics derived from the material content, 
previous more general descriptions of the material content are significantly improved, especially in regard to surface 
roughness See also Merkel Technical Manual.

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently apply for ceramic or semi-ceramic counterfaces.

Gap dimension
The dimension d2 is determined by factoring in the maximum permissible extrusion gap, the tolerances, 
the guide clearance, the deflection of the guide under load, and the pipe expansion. (See also Merkel 
Technical Manual).
The maximum permissible extrusion gap with a one-sided position of the piston is significantly deter-
mined by the maximum operating pressure and the temperature-dependent dimensional stability of the 
seal material.

Diameter d Tolerance

 < 500 h8

> 500 h7

Tolerances

The tolerance for the diameters D and d2 is specified in connection with the gap dimension calculation. 
In typical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance fields f7 and f8 
or H7 and H8 are usually chosen.

Design notes
Please note our general design remarks in the Merkel Technical Manual. 

Installation & assembly
Please note our general remarks on hydraulic seal assembly in the Merkel Technical Manual.
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D d Profile H L C R1 Material Article No.

110 90 10 9,4 10 7,5 0,4 PTFE GM201 24351403

120 100 10 9,4 10 7,5 0,4 PTFE GM201 24380258

125 105 10 9,4 10 7,5 0,4 PTFE GM201 24351404

125 105 10 9,4 10 7,5 0,4 PTFE B602 49000473

130 110 10 9,4 10 7,5 0,4 PTFE GM201 531548

140 120 10 9,4 10 7,5 0,4 PTFE GM201 24351116

170 145 12,5 11,7 12,5 10 0,4 PTFE GM201 526064

160 135 12,5 11,7 12,5 10 0,4 PTFE GM201 24351168

170 145 12,5 11,7 12,5 10 0,4 PTFE B602 24334526

170 145 12,5 11,7 12,5 10 0,4 PTFE B602 24339183

180 155 12,5 11,7 12,5 10 0,4 PTFE B602 24298561

190 165 12,5 11,7 12,5 10 0,4 PTFE GM201 24351169

200 175 12,5 11,7 12,5 10 0,4 PTFE GM201 24380283

205 180 12,5 11,7 12,5 10 0,4 PTFE GM201 49029888

210 185 12,5 11,7 12,5 10 0,4 PTFE GM201 24351170

215 190 12,5 11,7 12,5 10 0,4 PTFE GM201 49029889

220 195 12,5 11,7 12,5 10 0,4 PTFE B602 24290616

225 200 12,5 11,7 12,5 10 0,4 PTFE GM201 49041159

240 210 15 14 15 12 0,8 PTFE B602 24343734

260 230 15 14 15 12 0,8 PTFE GM201 24227066

260 230 15 14 15 12 0,8 PTFE B602 24378105

280 250 15 14 15 12 0,8 PTFE GM201 24265687

280 250 15 14 15 12 0,8 PTFE B602 24339180

280 250 15 14 15 12 0,8 PTFE B602 49064588

300 270 15 14 15 12 0,8 PTFE GM201 24209307

300 270 15 14 15 12 0,8 PTFE B602 24290617

Further dimensions on request.
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300 270 15 14 15 12 0,8 PTFE B602 24339181

320 290 15 14 15 12 0,8 PTFE GM201 24265690

320 290 15 14 15 12 0,8 PTFE B602 24337541

320 290 15 14 15 12 0,8 PTFE B602 24339182

330 300 15 14 15 12 0,8 PTFE B602 24299775

330 300 15 14 15 12 0,8 PTFE B602 24339186

340 310 15 14 15 12 0,8 PTFE B602 24353070

350 320 15 14 15 12 0,8 PTFE GM201 24248305

380 350 15 14 15 12 0,8 PTFE GM201 526957

410 375 17,5 16,4 17,5 12 1,2 PTFE GM201 24213829

420 385 17,5 16,4 17,5 12 1,2 PTFE GM201 49035175

500 465 17,5 16,4 17,5 12 1,2 PTFE B602 24346901

500 465 17,5 16,4 17,5 12 1,2 PTFE GM201 49013401

520 485 17,5 16,4 17,5 12 1,2 PTFE GM201 24357903

540 505 16,40 17,5 17,5 12 1,2 PTFE B602 24353071

550 515 16,40 17,5 17,5 12 1,2 PTFE GM201 24372694

600 565 16,40 17,5 17,5 12 1,2 PTFE B602 24338042

620 585 16,40 17,5 17,5 12 1,2 PTFE GM201 530238

630 595 16,40 17,5 17,5 12 1,2 PTFE B602 24353072

660 625 16,40 17,5 17,5 12 1,2 PTFE B602 24291575

700 665 16,40 17,5 17,5 12 1,2 PTFE B602 24353073

720 685 16,40 17,5 17,5 12 1,2 PTFE GM201 24213578

740 705 16,40 17,5 17,5 12 1,2 PTFE GM201 24378497

750 710 18,70 20 20 15 1,2 PTFE GM201 49011384

       Piston Seal

Further dimensions on request.
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Merkel Roof-Shaped Seal Set EK/EKV

Multi-part piston seal set comprising one thrust 
ring, one or two roof-shaped seals and one sup-
port ring.

Field-proven under ultra-tough conditions long 
useful lifetime
Can be optimally matched to the application 
concerned
Functions for a certain period even on poor 
surfaces
Not susceptible to soiling
The leakage or friction behavior may alter, de-
pending on the application or design concened.

Material

Seal set for tough applications, predominantly for 
spares supply at old installations.
EK/EKV Roof-Shaped Seal Sets can be used for 
one-sided applications or back-to-back for pistons.

Material BI-NBR/85 NBR

Hydraulic oils HL, HLP -30 ... +100 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids -

Water +5 … +100 °C

HETG (rapeseed oil) –30 … +80 °C

HEES (synthetic ester) –30 … +80 °C

HEPG (glykol) –30 … +60 °C

Mineral greases –30 … +100 °C

Pressure 40 MPa

Sliding speed 0,5 m/s

Material BI-FKM/85 FKM

Hydraulic oils HL, HLP -15 ... +140 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids +5 … +60 °C

HFD fluids –15 … +140 °C

Water +5 … +80 °C

HETG (rapeseed oil) –15 … +80 °C

HEES (synthetic ester) –15 … +100 °C

HEPG (glykol) –15 … +80 °C

Mineral greases –15 … +140 °C

Pressure 40 MPa

Sliding speed 0,5 m/s

Support ring

Product description

Application

Roof-shaped-ring

Pressure ring

Support ring

Product advantages

Roof-shaped-ring

Pressure ring

Material

Operating conditions

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

The figures given are maximum values and must not 
be applied simultaneously.

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm
Type Material Designation

EK NBR 85 NBR

EKV FKM 85 FKM

Type Material Designation

EK Cotton fabric/NBR BI-NBR 

EKV Cotton fabric/FKM BI-FKM

Type Material Designation

EK Cotton fabric/NBR BI-NBR 

EKV Cotton fabric/FKM BI-FKM

Type Material Designation

EK Cotton/NBR or 
POM

BI-NBR or 
POM

EKV Cotton/FKM BI-FKM
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Piston Seal

Careful fitting is a prerequisite for the correct function of the seal. See also Merkel Technical Manual.

Peak-to-valley heights Ra Rmax

Sliding surface 0,05 … 0,3 µm ≤<2,5 µm

Groove base ≤1,6 µm ≤<6,3 µm

Groove sides ≤3,0 µm ≤<15,0 µm

Surface finish

Profile bearing length ratio M>50% up to max. 90% with average depth c = Rz/2 and reference line C ref = 0%.c = Rz/2 and reference 

The long-time behavior of a sealing element and its dependability against early failures are crucially influenced by the 
quality of the counterface.
A precise description and assessment of the surface is thus indispensable.
Based on recent findings, we recommend supplementing the above definition of surface finish for the sliding surface 
by the characteristics detailed in the table below. With these new characteristics derived from the material content, 
the hitherto merely general description of the material content is significantly improved, not least in regard to the 
abrasiveness of the surface.
See also Merkel Technical Manual. 

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently apply for ceramic or semi-ceramic counterfaces. 
See also Merkel Technical Manual.

Tolerances

Design notes

Diameter D Tolerance d1

< 500 H11 -0,3

> 500 H10 -0,3

Installation & assembly

Nominial-Ø D d

≤80 H9/f8

>80 … 120 H8/f8

>120 … 500 H8/f7

> 500 … 630 H8/f7

> 630 … 800 H8/f7

> 800 … 1000 H8/f7

>1000 … 1250 H8/f7

Please note our general design remarks in the Merkel Technical Manual. 
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D d d1 L H Profile C Material Type Article No.

40 25 39 11,5 11 7,5 5 BI-NBR EK 24070153

40 25 39 11,5 11 7,5 5 BI-FKM EKV 24101339

45 30 44 11,5 11 7,5 5 BI-NBR EK 24070155

45 30 44 11,5 11 7,5 5 BI-FKM EKV 24148048

50 35 49 11,5 11 7,5 5 BI-NBR EK 24070156

50 35 49 11,5 11 7,5 5 BI-FKM EKV 24139300

55 40 54 11,5 11 7,5 5 BI-NBR EK 24070157

55 40 54 11,5 11 7,5 5 BI-FKM EKV 24148049

56 41 55 11,5 11 7,5 5 BI-NBR EK 24070158

56 41 55 11,5 11 7,5 5 BI-FKM EKV 24148050

60 45 59 11,5 11 7,5 5 BI-NBR EK 24070159

60 45 59 11,5 11 7,5 5 BI-FKM EKV 24139297

63 48 62 12,5 12 7,5 5 BI-NBR EK 24076835

63 48 62 13 12,5 7,5 5 BI-NBR EK 24070160

63 48 62 13 12,5 7,5 5 BI-FKM EKV 24139361

65 50 64 13 12,5 7,5 5 BI-NBR EK 24138932

70 50 69 15,2 14,6 10 6 BI-NBR EK 24070161

70 50 69 15,2 14,6 10 6 BI-FKM EKV 24139314

80 60 79 15,2 14,6 10 6 BI-NBR EK 24070162

80 65 79 12,5 12 7,5 5 BI-FKM EKV 24248122

90 70 89 21,2 20,6 10 6 BI-NBR EK 24070163

90 70 89 21,2 20,6 10 6 BI-FKM EKV 24148051

100 80 99 21,2 20,6 10 6 BI-NBR EK 24070164

100 80 99 21,2 20,6 10 6 BI-FKM EKV 24139296

100 85 99 12,5 12 7,5 6 BI-NBR EK 24073568

110 90 109 21,2 20 10 6 BI-NBR EK 24070165

Further dimensions on request.
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Piston Seal

D d d1 L H Profile C Material Type Article No.

110 90 109 21,2 20,6 10 6 BI-FKM EKV 24144307

115 95 114 21,2 20,6 10 6 BI-NBR EK 24070166

115 95 114 21,2 20,6 10 6 BI-FKM EKV 24148052

120 95 119 25,3 24,5 12,5 7,5 BI-NBR EK 24071344

125 100 124 25,8 25 12,5 7,5 BI-NBR EK 24070167

125 100 124 25,8 25 12,5 7,5 BI-FKM EKV 24099512

140 115 139 25,8 25 12,5 7,5 BI-NBR EK 24070168

140 115 139 25,8 25 12,5 7,5 BI-FKM EKV 24139362

150 120 148,5 29 28 15 7,5 BI-NBR EK 24070169

150 120 148,5 29 28 15 7,5 BI-FKM EKV 24144511

160 130 158,5 29 28 15 7,5 BI-NBR EK 24070170

160 130 158,5 29 28 15 7,5 BI-FKM EKV 24099516

180 150 178,5 31,5 30,5 15 7,5 BI-NBR EK 24070171

180 150 178,5 31,5 30,5 15 7,5 BI-FKM EKV 24139365

200 170 198,5 33,5 32,5 15 7,5 BI-NBR EK 24266531

200 170 198,5 33,5 32,5 15 7,5 BI-FKM EKV 24139359

200 170 198,5 38,7 37,5 15 7,5 BI-NBR EK 24079621

220 190 218,5 33,5 32,5 15 7,5 BI-NBR EK 24085858

220 190 218,5 38,7 37,5 15 7,5 BI-NBR EK 24199656

225 195 223,5 33,5 32,5 15 7,5 BI-NBR EK 24266533

225 195 223,5 33,5 32,5 15 7,5 BI-FKM EKV 24148053

225 195 223,5 38,7 37,5 15 7,5 BI-NBR EK 24075180

240 210 238,5 33,5 32,5 15 7,5 BI-NBR EK 24121200

240 210 238,5 38,7 37,5 15 7,5 BI-NBR EK 24102695

250 220 248,5 25 24 15 7,5 BI-NBR EK 24248388

250 220 248,5 33,5 32,5 15 7,5 BI-NBR EK 24149616

Further dimensions on request.
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D d d1 L H Profile C Material Type Article No.

250 220 248,5 33,5 32,5 15 7,5 BI-FKM EKV 24139363

250 220 248,5 38,7 37,5 15 7,5 BI-NBR EK 24220077

260 230 258,5 33,5 32,5 15 7,5 BI-NBR EK 24266547

260 230 258,5 38,7 37,5 15 7,5 BI-NBR EK 24266548

280 250 278,5 33,5 32,5 15 7,5 BI-NBR EK 24266549

280 250 278,5 33,5 30 15 7,5 BI-FKM EKV 24182616

280 250 278,5 38,7 37,5 15 7,5 BI-NBR EK 24063522

300 270 298,5 33,5 32,5 15 7,5 BI-NBR EK 24266550

300 270 298,5 33,5 32,5 15 7,5 BI-FKM EKV 24148055

300 270 298,5 38,7 37,5 15 7,5 BI-NBR EK 24063954

310 280 308,5 33,5 32,5 15 7,5 BI-NBR EK 24266551

310 280 308,5 38,7 37,5 15 7,5 BI-NBR EK 24106772

320 280 318 41,5 40 20 7,5 BI-NBR EK 24068630

320 280 318 51,8 50 20 7,5 BI-NBR EK 24072341

320 290 318,5 33,5 32,5 15 7,5 BI-NBR EK 24266552

320 290 318,5 38,7 37,5 15 7,5 BI-NBR EK 24220080

340 300 338 41,5 40 20 10 BI-NBR EK 24089867

340 300 338 51,8 50 20 10 BI-NBR EK 24067213

340 310 338,5 33,5 32,5 15 7,5 BI-NBR EK 24266553

340 310 338,5 38,7 37,5 15 7,5 BI-NBR EK 24067366

350 310 348 41,5 40 20 10 BI-NBR EK 24266554

350 310 348 51,8 50 20 10 BI-NBR EK 24266555

360 320 358 41,5 40 20 10 BI-NBR EK 24073186

360 320 358 51,8 50 20 10 BI-NBR EK 24068309

380 340 378 41,5 40 20 10 BI-NBR EK 24063739

380 340 378 51,8 50 20 10 BI-NBR EK 24063609

390 350 388 41,5 40 20 10 BI-NBR EK 24096917

390 350 388 51,8 50 20 10 BI-NBR EK 24091905

400 360 398 41,5 40 20 10 BI-NBR EK 24061431

400 360 398 51,8 50 20 10 BI-NBR EK 24062353

410 370 407,5 41,5 40 20 10 BI-NBR EK 24076734

410 370 407,5 51,8 50 20 10 BI-NBR EK 24134434

420 380 417,5 41,5 40 20 10 BI-NBR EK 24078766

420 380 417,5 51,8 50 20 10 BI-NBR EK 24179322

440 400 437,5 41,5 40 20 10 BI-NBR EK 24088254

440 400 437,5 51,8 50 20 10 BI-NBR EK 24220081

450 410 447,5 41,5 40 20 10 BI-NBR EK 24108468

450 410 447,5 51,8 50 20 10 BI-NBR EK 24220082

460 420 457,5 41,5 40 20 10 BI-NBR EK 24113757

Further dimensions on request.
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Piston Seal

D d d1 L H Profile C Material Type Article No.

460 420 457,5 51,8 50 20 10 BI-NBR EK 24080149

480 440 477,5 41,5 40 20 10 BI-NBR EK 24073599

480 440 477,5 51,8 50 20 10 BI-NBR EK 24083862

490 450 487,5 41,5 40 20 10 BI-NBR EK 24082627

490 450 487,5 51,8 50 20 10 BI-NBR EK 24083228

500 460 497,5 41,5 40 20 10 BI-NBR EK 24220083

500 460 497,5 51,8 50 20 10 BI-NBR EK 24220084

510 470 507,5 41,5 40 20 10 BI-NBR EK 24091197

510 470 507,5 51,8 50 20 10 BI-NBR EK 24097617

520 480 517,5 41,5 40 20 10 BI-NBR EK 24087936

520 480 517,5 51,8 50 20 10 BI-NBR EK 24069860

540 500 537,5 41,5 40 20 10 BI-NBR EK 24085075

540 500 537,5 64,5 50 20 10 BI-NBR EK 24082317

550 510 547,5 41,5 40 20 10 BI-NBR EK 24343760

550 510 547,5 51,8 50 20 10 BI-NBR EK 24343761

560 510 557,5 51,8 50 25 12,5 BI-NBR EK 24083477

560 510 557,5 64,5 62,5 25 12,5 BI-NBR EK 24082090

570 530 567,5 41,5 40 20 10 BI-NBR EK 24287015

570 530 567,5 51,8 50 20 10 BI-NBR EK 24214286

580 530 577,5 51,8 50 25 12,5 BI-NBR EK 24113726

580 530 577,5 64,5 62,5 25 12,5 BI-NBR EK 24091357

580 540 577,5 41,5 40 20 10 BI-NBR EK 24220085

580 540 577,5 51,8 50 20 10 BI-NBR EK 24220086

590 550 587,5 51,8 50 20 10 BI-NBR EK 24087597

600 560 597,5 41,5 40 20 10 BI-NBR EK 24067724

600 560 597,5 51,8 50 20 10 BI-NBR EK 24077886

610 560 607,5 51,8 50 25 12,5 BI-NBR EK 24220087

610 560 607,5 64,5 62,5 25 12,5 BI-NBR EK 24099113

Further dimensions on request.
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D d d1 L H Profile C Material Type Article No.

620 580 617,5 41,5 40 20 10 BI-NBR EK 24090558

620 580 617,5 51,8 50 20 10 BI-NBR EK 24170779

630 580 627,5 51,8 50 25 12,5 BI-NBR EK 24141229

630 580 627,5 64,5 62,5 25 12,5 BI-NBR EK 24094418

630 590 627,5 41,5 40 20 10 BI-NBR EK 24068741

630 590 627,5 51,8 50 20 10 BI-NBR EK 24083633

640 600 637,5 51,8 50 20 10 BI-NBR EK 24247385

650 600 647,5 51,8 50 25 12,5 BI-NBR EK 24073080

650 600 647,5 64,5 62,5 25 12,5 BI-NBR EK 24082118

670 630 667,5 41,5 40 20 10 BI-NBR EK 24074848

670 630 667,5 51,8 50 20 10 BI-NBR EK 24074849

720 670 717,5 51,8 50 25 12,5 BI-NBR EK 24181627

720 670 717,5 64,5 62,5 25 12,5 BI-NBR EK 24077483

730 690 727,5 51,8 50 20 10 BI-NBR EK 24292823

740 700 737,5 41,5 40 20 10 BI-NBR EK 24142521

740 700 737,5 51,8 50 20 10 BI-NBR EK 24137458

750 710 747,5 41,5 40 20 10 BI-NBR EK 24105848

750 710 747,5 51,8 50 20 10 BI-NBR EK 24080694

760 710 757,5 64,5 62,5 25 12,5 BI-NBR EK 24339524

790 750 787,5 41,5 40 20 10 BI-NBR EK 24220088

790 750 787,5 51,8 50 20 10 BI-NBR EK 24149095

800 750 797,5 51,8 50 25 12,5 BI-NBR EK 24068701

800 750 797,5 64,5 62,5 25 12,5 BI-NBR EK 24068702

840 800 837,5 41,5 40 20 10 BI-NBR EK 24220089

840 800 837,5 51,8 50 20 10 BI-NBR EK 24220090

850 800 847,5 51,8 50 25 12,5 BI-NBR EK 24101686

850 800 847,5 64,5 62,5 25 12,5 BI-NBR EK 24085823

860 810 857,5 64,5 62,5 25 12,5 BI-NBR EK 24249193

870 820 867,5 51,8 50 25 12,5 BI-NBR EK 24097782

870 820 867,5 64,5 62,5 25 12,5 BI-NBR EK 24137668

890 850 887,5 41,5 40 20 10 BI-NBR EK 24143588

890 850 887,5 51,8 50 20 10 BI-NBR EK 24218572

900 850 897,5 51,8 50 25 12,5 BI-NBR EK 24181084

900 850 897,5 64,5 62,5 25 12,5 BI-NBR EK 24128505

950 900 947,5 64,5 62,5 25 12,5 BI-NBR EK 24081584

1000 950 997,5 51,8 50 25 12,5 BI-NBR EK 24068742

1000 950 997,5 64,5 62,5 25 12,5 BI-NBR EK 24068704

1050 1000 1047,5 51,8 50 25 12,5 BI-NBR EK 24311917

1050 1000 1047,5 64,5 62,5 25 12,5 BI-NBR EK 24069614

1100 1050 1097,5 64,5 62,5 25 12,5 BI-NBR EK 24133469

Further dimensions on request.



112

Wiper



113

Merkel Double Wiper PT 1

Product description 

O-ring

Applications

Double wiper, consisting of a PTFE profile 
ring with one sealing and one wiping edge, 
plus two O-rings as prestressing elements.

Double wiper with integrated sealing function for 
improving overall sealing capabilities. The PT 1 is 
preferably used in conjunction with our rod seals 

O-ring

PTFE profile ring

Material

PTFE profile ring

Material Designation Color

PTFE-bronze compound PTFE B602 brown

Material Designation

Nitrile rubber NBR

Fluoroelastomer  FKM

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Running speed 5 m/s

Operating conditions

Other material combinations are available on 
request.

Product advantages

enhanced functional reliability of the sealing 
system, due to additional sealing edge 
high operating reliability, due to sturdy profile 
ring made of PTFE compound (can briefly with-
stand the full operating pressure)
very good wiping capability for dirt adhering, 
due to dimensionally stable wiping edge
excellent control and positioning characteristics 
due to favorable frictional behavior (stick-slip-
free)
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The figures given are maximum values and must not 
be applied simultaneously. 

The long term behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface. The-
refore a precise description and assessment of the 
surface is critical.
Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed 
in the table below. With these new characteri-
stics derived from the material content, previous 
more general descriptions of the material content 
are significantly improved, especially in regard 
to surface roughness. See also Merkel Technical 
Manual. 

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently 
apply for ceramic or semi-ceramic counterfaces. 
See also Merkel Technical Manual.

Tolerances

Diameter Tolerance

D H9

D1 H10

The tolerance for the diameter d is specified in 
connection with the gap dimension calculation for 
the primary seal. In typical hydraulic applications 
up to a nominal dimension of 1,000 mm, the 
tolerance fields f7 and f8 are usually chosen.

Installation & assembly

Reliable seal function is dependent on correct 
installation. See also Merkel Technical Manual

Peak-to-valley 
heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 % We recommend a pressure-relief bore. In the case 

of upstream seals with a good return capability, a 
pressure-relief feature is not necessary. 

Design notes

Material PTFE B602/FKM

Hydraulic oils, HL, HLP -10 ... +200 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -10 ... +200 °C

Water -

HETG (rape-seed oil) –10 … +80 °C

HEES (synth. ester) –10 … +100 °C

HEPG (glycol) –10 … +80 °C

Mineral greases –10 … +200 °C

Running speed 5 m/s

Field of application
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Housing d D D1 H L L1 Profile C R1 Material Article No.

20,0 27,6 21,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 533331
20,0 27,6 21,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24269429
22,0 29,6 23,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24302484
24,0 31,6 25,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24357382
25,0 32,6 26,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24275331
25,0 32,6 26,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275423
25,4 33,0 26,4 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24360115
28,0 35,6 29,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24275334
28,0 35,6 29,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275426
30,0 37,6 31,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24275338
30,0 37,6 31,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275430
32,0 39,6 33,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24269656
32,0 39,6 33,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275434
35,0 42,6 36,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24275347
35,0 42,6 36,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275439
35,7 43,3 36,7 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24362324
36,0 43,6 37,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24275352
36,0 43,6 37,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275444
38,0 45,6 39,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / NBR 24275332
38,0 45,6 39,0 4,0 4,2 8,2 3,8 3 0,4 PTFE B602 / FKM 24275424

ISO 40,0 48,8 41,5 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / NBR 24261061
ISO 40,0 48,8 41,5 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / FKM 24275427

42,0 50,8 43,5 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / NBR 24275339
42,0 50,8 43,5 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / FKM 24275431
43,5 52,3 45,0 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / NBR 24380003

ISO 45,0 53,8 46,5 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / NBR 24275341
ISO 45,0 53,8 46,5 6,0 6,3 10,3 4,4 3 1,2 PTFE B602 / FKM 24275433
ISO 50,0 58,8 51,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24275345
ISO 50,0 58,8 51,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / FKM 24275437

52,0 60,8 53,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24343675
55,0 63,8 56,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24300395

ISO 56,0 64,8 57,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24275351

Further dimensions on request.
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Housing d D D1 H L L1 Profile C R1 Material Article No.

ISO 56,0 64,8 57,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / FKM 24275443
60,0 68,8 61,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24269451
60,0 68,8 61,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / FKM 24275425

ISO 63,0 71,8 64,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24275336
ISO 63,0 71,8 64,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / FKM 24275428

65,0 73,8 66,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24275348
65,0 73,8 66,5 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / FKM 24275440
66,7 75,4 68,2 6,0 6,3 10,3 4,4 4 1,2 PTFE B602 / NBR 24368072

ISO 70,0 82,2 72,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275343
ISO 70,0 82,2 72,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275435

75,0 87,2 77,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275346
75,0 87,2 77,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275438
76,2 88,4 78,2 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24342993
76,2 88,4 78,2 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24363334

ISO 80,0 92,2 82,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275350
ISO 80,0 92,2 82,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275442

81,0 93,2 83,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24369224
82,0 94,2 84,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24333837
85,0 97,2 87,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275337
85,0 97,2 87,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275429
88,9 101,1 90,9 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24352275
88,9 101,1 90,9 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24359948

ISO 90,0 102,2 92,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275340
ISO 90,0 102,2 92,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275432

95,0 107,2 97,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275344
95,0 107,2 97,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275436

ISO 100,0 112,2 102,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275349
ISO 100,0 112,2 102,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275441

105,0 117,2 107,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275353
105,0 117,2 107,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275445
107,0 119,2 109,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24264451

Further dimensions on request.
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Housing d D D1 H L L1 Profile C R1 Material Article No.

ISO 110,0 122,2 112,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275356
ISO 110,0 122,2 112,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275448

111,1 123,3 113,1 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24375982
112,8 125,0 114,8 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24362325
115,0 127,2 117,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / NBR 24275360
115,0 127,2 117,0 7,7 8,1 12,1 6,1 4 2,0 PTFE B602 / FKM 24275452
120,0 132,2 122,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24275364
120,0 132,2 122,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / FKM 24275456
120,5 132,7 122,5 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24363302

ISO 125,0 137,2 127,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24275365
ISO 125,0 137,2 127,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / FKM 24275461

127,0 139,2 129,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / FKM 24363335
130,0 142,2 132,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24275374
130,0 142,2 132,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / FKM 24275466
132,0 144,2 134,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24347997
133,4 145,5 135,4 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24362641
135,0 147,2 137,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / FKM 24275333
135,0 147,2 137,0 7,7 8,1 12,1 6,1 6 2,0 PTFE B602 / NBR 24275354
140,0 156,0 142,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24268086
140,0 156,0 142,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / FKM 24275449
145,0 161,0 147,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24314584
145,0 161,0 147,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24314584
150,0 166,0 152,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24275361
150,0 166,0 152,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / FKM 24275453
152,4 168,4 154,4 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24361506
155,0 171,0 157,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24331782
159,6 175,6 161,6 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24362326
160,0 176,0 162,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24275363
160,0 176,0 162,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / FKM 24275455
165,0 181,0 167,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24334733
170,0 186,0 172,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24275367
170,0 186,0 172,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / FKM 24275459
175,0 191,0 177,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24379250
177,8 193,8 179,8 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24362253
180,0 196,0 182,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24275373
180,0 196,0 182,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / FKM 24275465
190,0 206,0 192,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24275355
190,0 206,0 192,0 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / FKM 24275447
195,4 211,4 197,4 11,0 11,5 15,5 8,0 6 2,0 PTFE B602 / NBR 24362327
200,0 216,0 202,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275358
200,0 216,0 202,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275450
205,0 221,0 207,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24357227
210,0 226,0 212,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275370
210,0 226,0 212,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275462
215,0 231,0 217,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24356093
220,0 236,0 222,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24274581

Further dimensions on request.
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220,0 236,0 222,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275457
225,0 241,0 227,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24373104
228,6 244,6 230,6 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24360114
230,0 246,0 232,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275368
230,0 246,0 232,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275460
235,0 251,0 237,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24341611
240,0 256,0 242,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275372
240,0 256,0 242,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275464
241,3 257,3 243,3 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24358306
245,0 261,0 247,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24377708
250,0 266,0 252,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275359
250,0 266,0 252,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275451
255,0 271,0 257,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 49002906
260,0 276,0 262,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275362
260,0 276,0 262,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275454
265,0 281,0 267,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 49009902
265,0 281,0 267,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 49056151
270,0 286,0 272,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275366
270,0 286,0 272,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275458
275,0 291,0 277,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24314585
280,0 296,0 282,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275371
280,0 296,0 282,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275463
285,0 301,0 287,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 49000403
290,0 306,0 292,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275375
290,0 306,0 292,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275467
300,0 316,0 302,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24275376
300,0 316,0 302,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24275468
304,8 320,8 306,8 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24300423
308,0 324,0 310,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24300816
310,0 326,0 312,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24346809
310,0 326,0 312,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24348310

Wiper

Further dimensions on request.
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320,0 336,0 322,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24296543
320,0 336,0 322,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24342120
325,0 341,0 327,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 49003806
330,0 346,0 332,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24334734
340,0 356,0 342,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24338668
340,0 356,0 342,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24345965
345,0 361,0 347,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24367127
347,3 363,3 349,3 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 49045540
350,0 366,0 352,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24338259
350,0 366,0 352,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24342121
354,0 370,0 356,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24370685
355,0 371,0 357,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24377706
360,0 376,0 362,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24289854
360,0 376,0 362,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 49035735
370,0 386,0 372,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24342976
375,0 391,0 377,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24346725
380,0 396,0 382,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24343755
390,0 406,0 392,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 24351468
390,0 406,0 392,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 49054383
395,0 411,0 397,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / NBR 49027293
400,0 416,0 402,0 11,0 11,5 15,5 8,0 8 2,0 PTFE B602 / FKM 24338879
400,0 424,0 402,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24345418
410,0 434,0 412,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 532389
420,0 444,0 422,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24353639
430,0 454,0 432,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24348077
440,0 464,0 442,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24378393
450,0 474,0 452,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24345800
457,2 481,2 459,7 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24367529
460,0 484,0 462,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24344532
470,0 494,0 472,5 13,5 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24359422
470,0 494,0 472,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24370827
480,0 504,0 482,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24372747
489,0 513,0 491,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24372839
500,0 524,0 502,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24378394
510,0 534,0 512,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24372882
515,0 539,0 517,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 49003825
520,0 544,0 522,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24345673
530,0 554,0 532,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24344463
530,0 554,0 532,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / FKM 24370401
530,0 554,0 532,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 49015260
540,0 564,0 542,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24369294
550,0 574,0 552,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 49037157
558,8 582,8 561,3 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24361622
560,0 584,0 562,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24374220
580,0 604,0 582,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 49035875
590,0 614,0 592,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / FKM 24328251

Further dimensions on request.
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Housing d D D1 H L L1 Profile C R1 Material Article No.

590,0 614,0 592,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24377862
600,0 624,0 602,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24374052
610,0 634,0 612,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 49068066
620,0 644,0 622,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 24370196
630,0 654,0 632,5 14,8 15,5 19,5 12,0 8 2,0 PTFE B602 / NBR 49015994
640,0 664,0 642,5 14,8 15,5 19,5 12,0 8 2,5 PTFE B602 / NBR 49006165
650,0 677,3 652,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 49038729
650,0 677,3 652,5 17,2 18 22 13,7 11 2,0 PTFE B602 / FKM 49060582
680,0 707,3 682,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 49026184
690,0 717,3 692,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 528033
750,0 777,3 752,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 49066554
760,0 787,3 762,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 24380544
800,0 827,3 802,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 24348235
820,0 847,3 822,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 49056038
850,0 877,3 852,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 49067563
885,0 912,3 887,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 525928
900,0 927,3 902,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 526605
900,0 927,3 902,5 17,2 18 22 13,7 11 2,0 PTFE B602 / FKM 49046827
920,0 947,3 922,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 24378522
960,0 987,3 962,5 17,2 18 22 13,7 11 2,0 PTFE B602 / NBR 49067562

  

Wiper

C

D

D

d

2,5H

20°

45°

L
L

1
+0,2

R1

1 rounded and burr-free

Further dimensions on request.
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Merkel Double Wiper PT 2

Wiper

Product description

Product advantages

PTFE profile ring

Material Designation Color

PTFE bronze compound PTFE B602 brown

O-ring

Material Designation

Nitrile rubber NBR

Fluoroelastomer FKM

Application

Double wiper PT 2, consisting of one Profile ring 
with one sealing edge and one wiper edge, plus 
two O-rings as prestress elements

Other material combinations are available on 
request..

Material

Double wiper with optimum wiping effect due to 
the support of the two O-rings. No build up of dirt 
due to closed gap.

The PT 2 double wiper is principally used in 
conjunction with our OMS-S rod seals. A pressure 
relief borehole must be provided between the seal 
and the wiper.

O-rings

PTFE profile ring

Operating conditions

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Running speed 5 m/s

Material PTFE B602/FKM

Hydraulic oils, HL, HLP -10 ... +200 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -10 ... +200 °C

Water -

HETG (rape-seed oil) –10 … +80 °C

HEES (synth. ester) –10 … +100 °C

HEPG (glycol) –10 … +80 °C

Mineral greases –10 … +200 °C

Running speed 5 m/s

The figures given are maximum values and must not 
be applied simultaneously. 

The long term behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface. The-
refore a precise description and assessment of the 
surface is critical.
Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed in 
the table below. With these new characteristics 

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

Excellent controllability and positionability 
during operation 
Low friction, stick-slip-free
Material variants for short stroke and high 
frequency; available on request
Particularly well suited for large diameters
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Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently apply for ceramic or semi-ceramic counterfaces. See 
also Merkel Technical Manual.

Tolerances

Diameter Tolerance

D H8

D1 H8

derived from the material content, previous more general descriptions of the material content are signifi-
cantly improved, especially in regard to surface roughness. See also Merkel Technical Manual. 

The tolerance for the diameter D is specified in connection with the gap dimension calculation for the 
primary seal. In typical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance 
fields H7 and H8 are usually chosen.

Installation & assembly

Reliable seal function is dependent on correct installation. See also Merkel Technical Manual
See also Merkel Technical Manual.
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d D D1 H L L1 Profile R1 Material Article No.

100,00 122,20 110,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24359838
100,00 122,20 110,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 49025565
101,60 123,80 112,3 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24367430
105,00 127,20 115,70 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 529068
110,00 132,20 120,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24360999
110,00 132,20 120,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24361474
120,00 142,20 130,70 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 529656
120,00 142,20 130,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24357224
125,00 147,20 135,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24373115
125,00 147,20 135,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 49024812
130,00 152,20 140,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24358280
130,00 152,20 140,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24361475
139,70 161,90 150,4 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24361457
140,00 162,20 150,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 529583
140,00 162,20 150,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24344542
150,00 172,20 160,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24357793
150,00 172,20 160,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24360778
160,00 182,20 170,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24347042
160,00 182,20 170,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24348020
170,00 192,20 180,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24344540
170,00 192,20 180,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24357223
180,00 202,20 190,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24350643
180,00 202,20 190,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24357393
185,00 207,20 195,70 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 49054646
190,00 212,20 200,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24368087
190,00 212,20 200,70 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24372630
200,00 222,20 210,70 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 529582
200,00 222,20 210,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24353154
210,00 232,20 220,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24375895
210,00 232,20 220,70 13,50 6,3 4,2 11,1 1,2 PTFE B602 / FKM 24380714
220,00 242,20 230,7 13,50 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24353169

Wiper

Further dimensions on request.
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d D D1 H L L1 Profile R1 Material Article No.

228,60 250,80 239,3 13,5 6,3 4,2 11,1 1,2 PTFE B602 / NBR 24360117
230,00 254,20 240,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24355054
235,00 259,20 245,70 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 527661
240,00 264,20 250,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24356322
248,00 272,20 258,70 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24366896
250,00 274,20 260,70 13,5 6,3 4,2 12,1 1,2 PTFE B602 / FKM 24357667
250,00 274,20 260,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24371138
260,00 284,20 270,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24352166
270,00 294,20 280,70 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24374446
275,00 299,20 285,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24351463
280,00 304,20 290,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24360995
280,00 304,20 290,70 13,5 6,3 4,2 12,1 1,2 PTFE B602 / FKM 49046273
290,00 314,20 300,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 49026457
295,00 319,20 305,7 13,5 6,3 4,2 12,1 1,2 PTFE B602 / NBR 24359585
300,00 333,00 315,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24347079
300,00 333,00 315,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24348115
300,00 333,00 315,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24356968
310,00 343,00 325,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24373109
320,00 353,00 335,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 524609
330,00 363,00 345,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49047013
330,00 363,00 345,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 49057704
330,20 363,20 345,3 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24358312
340,00 373,00 355,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 526102
340,00 373,00 355,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24358735
350,00 383,00 365,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24337999
350,00 383,00 365,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49027323
355,60 388,60 370,70 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24375733
360,00 393,00 375,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24331443
360,00 393,00 375,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24372836
370,00 403,00 385,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24344424
380,00 413,00 395,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24346896
380,00 413,00 395,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49035995
385,00 418,00 400,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24353627
400,00 433,00 415,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24353007
400,00 433,00 415,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49016772
406,40 439,40 421,50 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24370145
410,00 443,00 425,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24373071
420,00 453,00 435,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 529495
420,00 453,00 435,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24331444
430,00 463,00 445,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24354755
431,80 464,80 446,9 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24342995
440,00 473,00 455,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24363240
440,00 473,00 455,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49067179
450,00 483,00 465,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 533202

Further dimensions on request.
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450,00 483,00 465,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24358970
458,00 491,00 473,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24370977
460,00 493,00 475,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24377679
465,00 498,00 480,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 529006
470,00 503,00 485,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24327546
470,00 503,00 485,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 49033427
480,00 513,00 495,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24338000
485,00 518,00 500,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24352066
500,00 533,00 515,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24347054
500,00 533,00 515,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24360955
510,00 543,00 525,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24372692
520,00 553,00 535,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24370787
530,00 563,00 545,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24363241
530,00 563,00 545,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49064209
540,00 573,00 555,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 24371034
550,00 583,00 565,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24362840
550,00 583,00 565,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 49044471
560,00 593,00 575,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / FKM 533488
560,00 593,00 575,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24339610
600,00 633,00 615,1 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24331445
620,00 653,00 635,10 18,4 8,1 6,3 16,5 1,2 PTFE B602 / NBR 24374233
620,00 656,50 635,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49014759
630,00 666,50 645,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24349708
640,00 676,50 655,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24348256
640,00 676,50 655,1 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24357491
660,00 696,50 675,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24349836
670,00 706,50 685,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24346164
673,10 709,60 688,20 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24370590
680,00 716,50 695,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24341038
700,00 736,50 715,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49035756

Wiper

Further dimensions on request.
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730,00 766,50 745,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 531292
740,00 776,50 755,1 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 529324
740,00 776,50 755,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24344400
748,00 784,50 763,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49035130
749,00 785,50 764,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49009337
750,00 786,50 765,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24367379
762,00 798,50 777,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24374119
770,00 806,50 785,1 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24353425
790,00 826,50 805,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24368078
790,00 826,50 805,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 49003912
795,00 831,50 810,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24344331
800,00 836,50 815,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24341037
800,00 836,50 815,1 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24358811
820,00 856,50 835,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24349213
820,00 856,50 835,1 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24357495
830,00 866,50 845,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24344384
850,00 886,50 865,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24314623
860,00 896,50 875,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24374444
860,00 896,50 875,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 49068354
890,00 926,50 905,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24343530
890,00 926,50 905,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FPM 49071088
899,00 935,50 914,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24359764
900,00 936,50 915,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24374392
920,00 956,50 935,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49060913
950,00 986,50 965,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24356339
950,00 986,50 965,1 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24357110
970,00 1.006,50 985,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24344539
970,00 1.006,50 985,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24359661

1.000,00 1.036,50 1.015,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49060888
1.020,00 1.056,50 1.035,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49064560
1.050,00 1.086,50 1.065,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 530269
1.050,00 1.086,50 1.065,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 24368079
1.070,00 1.106,50 1.085,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49056413
1.100,00 1.136,50 1.115,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24374393
1.100,00 1.136,50 1.115,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 49045435
1.130,00 1.166,50 1145,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 530018
1.150,00 1.186,50 1.165,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24357321
1.160,00 1.196,50 1175,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24371028
1.200,00 1.236,50 1.215,10 19,8 9,5 6,3 18,25 2 PTFE B602 / FKM 49040824
1.200,00 1.236,50 1.215,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49066358
1.320,00 1.356,50 1335,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 527134
1.350,00 1.386,50 1.365,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24360848
1.375,00 1.411,50 1390,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49004721

Further dimensions on request.
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1.400,00 1.436,50 1.415,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49059046
1.430,00 1.466,50 1.445,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49071937
1.500,00 1.536,50 1515,1 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49006761
1.600,00 1.636,50 1.615,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 49058994
1.650,00 1.686,50 1.665,10 19,8 9,5 6,3 18,25 2 PTFE B602 / NBR 24368080

Wiper

Further dimensions on request.
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Product description

Product advantages

O-ring

Application

Double wiper, consisting of a PTFE profile 
ring with one sealing and one wiping edge, 
plus two O-rings as prestressing elements.

Merkel Double Wiper PT 3

Double wiper with integrated sealing function 
towards the outside diameter to improve the 
sealing functionality of the complete sealing 
system. PT 3 ideally used in combination with 
our piston seals. 

O-ring

PTFE profile ring

PTFE profile ring

Material Designation Color

PTFE-bronze compound PTFE B602 brown

Material Designation

Nitrile rubber NBR

Fluoroelastomer  FKM

Material

Peak-to-valley 
heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

Material PTFE B602/FKM

Hydraulic oils, HL, HLP -10 ... +200 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -10 ... +200 °C

Water -

HETG (rape-seed oil) –10 … +80 °C

HEES (synth. ester) –10 … +100 °C

HEPG (glycol) –10 … +80 °C

Mineral greases –10 … +200 °C

Running speed 5 m/s

The figures given are maximum values and must not 
be applied simultaneously. 

Operating conditions

Material PTFE B602/NBR

Hydraulic oils, HL, HLP -30 ... +100 °C

HFA fluids -

HFB fluids -

HFC fluids -

HFD fluids -

Water -

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Running speed 5 m/s

Surface finish

Other material combinations are available on request.

enhanced functional reliability of the sealing 
system, due to additional sealing edge 
high operating reliability, due to sturdy profile 
ring made of PTFE compound (can briefly with-
stand the full operating pressure)
very good wiping capability for dirt adhering, 
due to dimensionally stable wiping edge
excellent control and positioning characteristics 
due to favorable frictional behavior (stick-slip-
free)
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Wiper

The long term behavior of a sealing element and its dependability against early failures are crucially in-
fluenced by the quality of the counterface. Therefore a precise description and assessment of the surface 
is critical.
Based on recent findings, we recommend supplementing the above definition of surface finish for the 
sliding surface by the characteristics detailed in the table below. With these new characteristics derived 
from the material content, previous more general descriptions of the material content are significantly 
improved, especially in regard to surface roughness. See also Merkel Technical Manual. 

Surface finish of the sliding surfaces

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

The limit values listed in the table do not currently apply for ceramic or semi-ceramic counterfaces. See 
also Merkel Technical Manual.

Tolerances

Diameter Tolerance

d h9

d1 h10

The tolerance for the diameter D is specified in connection with the gap dimension calculation for the 
primary seal. In typical hydraulic applications up to a nominal dimension of 1,000 mm, the tolerance 
fields H7 and H8 are usually chosen.

Installation & assembly

Reliable seal function is dependent on correct installation. See also Merkel Technical Manual

We recommend a pressure-relief bore. In the case of upstream seals with a good return capability, a 
pressure-relief feature is not necessary. 

Design notes
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Merkel Wiper P 6

Product description

Product advantages

Good seat in the outer diameter
Very good wiping action
Wiper can be used for a wide temperature 
range
No twisting in the housing and no pressure 
build-up between seal and wiper

Material Designation Hardness

Nitrile rubber 85 NBR B247 85 Shore A

Fluoroelastomer 85 FKM K664 85 Shore A

Applications

Single-acting elastomer dirt wiper with support 
segments to avoid twisting.

Material

The P 6 dirt wiper is principally used  in the large-
diameter range for standard applications.

Wiper lip

Support segment

Peak-to-valley heights Ra Rmax

Sliding surface  * *

Groove base ≤1,6 µm ≤6,3 µm

Groove sides ≤3,0 µm ≤15,0 µm

Material 85 NBR B247

Hydraulic oils, HL, HLP –30 … +100 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids –

Water +5 … +100 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +100 °C

Running speed 2 m/s

Material 85 FKM K664

Hydraulic oils, HL, HLP –10 … +200 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids -

HFD fluids -10 ... +200 °C

Water +5 … +80 °C

HETG (rape-seed oil) –10 … +80 °C

HEES (synth. ester) –10 … +100 °C

HEPG (glycol) –10 … +80 °C

Mineral greases –10 … +200 °C

Running speed 2 m/s

Operating conditions

The figures given are maximum values and must not 
be applied simultaneously. 

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

* Surface roughness of the sliding surface to suit the 
sealing component used.



132

Wiper

Tolerance recommendation

The tolerance for the diameter d is determined by the buffer seal.

Installation chamfers
Length and angle must be executed to suit the rod seal being used.

Nominal-Ø d D D1

20 ... 2900 H10 H11

Design notes
Please note our general design-related remarks in the Merkel Technical Manual.

Careful installation is a prerequisite for the correct function of the wiper P 6. Generally, wipers can be 
quickly and easily fitted by deforming into a kidney shape. Please note our general remarks on the 
installation of hydraulic seals in the Merkel Technical Manual, assembling hydraulic seals. 

Installation & assembly
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d D D1 H L Profile  R2 Material Article No.

20,0 28,6 23,0 7,0 5,3 4,3 1,0 85 FKM  K664 24038859

22,0 30,6 25,0 7,0 5,3 4,3 1,0 85 FKM  K664 24035806

24,0 32,6 27,0 7,0 5,3 4,3 1,0 85 FKM  K664 24138825

25,0 33,6 28,0 7,0 5,3 4,3 1,0 85 FKM  K664 24041104

28,0 36,6 31,0 7,0 5,3 4,3 1,0 85 FKM  K664 24032459

30,0 38,6 33,0 7,0 5,3 4,3 1,0 85 FKM  K664 24040159

32,0 40,6 35,0 7,0 5,3 4,3 1,0 85 FKM  K664 24050857

35,0 43,6 38,0 7,0 5,3 4,3 1,0 85 FKM  K664 24033859

42,0 50,6 45,0 7,0 5,3 4,3 1,0 85 FKM  K664 24044057

45,0 53,6 48,0 7,0 5,3 4,3 1,0 85 FKM  K664 24040959

45,0 55,6 48,0 7,0 5,3 5,3 1,0 85 FKM  K664 24056947

50,0 58,6 53,0 7,0 5,3 4,3 1,0 85 FKM  K664 24036259

50,0 60,6 53,0 7,0 5,3 5,3 1,0 85 FKM  K664 24045605

55,0 65,6 58,0 7,0 5,3 5,3 1,0 85 FKM  K664 24049905

56,0 64,6 59,0 7,0 5,3 4,3 1,0 85 FKM  K664 24050657

56,0 66,6 59,0 7,0 5,3 5,3 1,0 85 FKM  K664 24049005

60,0 68,6 63,0 7,0 5,3 4,3 1,0 85 FKM  K664 24033559

60,0 70,6 63,0 7,0 5,3 5,3 1,0 85 FKM  K664 24038207

60,0 75,0 67,6 13,0 8,2 7,5 1,5 85 NBR  B247 24004856

63,0 71,6 66,0 7,0 5,3 4,3 1,0 85 FKM  K664 24094549

63,0 73,6 66,0 7,0 5,3 5,3 1,0 85 FKM  K664 24040605

65,0 73,6 68,0 7,0 5,3 4,3 1,0 85 FKM  K664 24045857

65,0 75,6 68,0 7,0 5,3 5,3 1,0 85 FKM  K664 24040105

70,0 78,6 73,0 7,0 5,3 4,3 1,0 85 FKM  K664 24147620

70,0 80,6 73,0 7,0 5,3 5,3 1,0 85 FKM  K664 24046105

75,0 83,6 78,0 7,0 5,3 4,3 1,0 85 FKM  K664 24041204

H L
+0,2

R   0,41R 2

D 1D d

L >= H1

Ø Ø Ø
rounded and burr-free

Design notes
Please note our general design-related remarks in the Merkel Technical Manual.

Further dimensions on request.
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Wiper

d D D1 H L Profile  R2 Material Article No.

75,0 87,2 81,0 12,0 7,2 6,1 1,0 85 FKM  K664 24043206

80,0 88,6 83,0 7,0 5,3 4,3 1,0 85 FKM  K664 24044959

80,0 92,2 86,0 12,0 7,2 6,1 1,0 85 FKM  K664 24032405

85,0 97,2 91,0 12,0 7,2 6,1 1,0 85 FKM  K664 24031805

90,0 102,2 96,0 12,0 7,2 6,1 1,0 85 FKM  K664 24033905

100,0 108,6 103,0 7,1 5,3 4,3 1,0 85 FKM  K664 24051358

100,0 112,2 106,0 12,0 7,2 6,1 1,0 85 FKM  K664 24031905

105,0 117,2 111,0 12,0 7,2 6,1 1,0 85 FKM  K664 24046106

110,0 122,2 116,0 12,0 7,2 6,1 1,0 85 FKM  K664 24042306

115,0 127,2 121,0 12,0 7,2 6,1 1,0 85 FKM  K664 24041405

120,0 130,6 123,0 7,0 5,3 5,3 1,0 85 FKM  K664 24050006

120,0 132,2 126,0 12,0 7,2 6,1 1,0 85 FKM  K664 24047507

140,0 150,6 143,0 7,0 5,3 5,3 1,0 85 FKM  K664 24047958

140,0 155,0 147,6 16,0 10,2 7,5 1,5 85 FKM  K664 24043305

150,0 162,2 156,0 12,0 7,2 6,1 1,0 85 FKM  K664 24064625

150,0 165,0 157,6 16,0 10,2 7,5 1,5 85 FKM  K664 24048705

160,0 175,0 167,6 16,0 10,2 7,5 1,5 85 FKM  K664 24030705

180,0 200,0 190,0 18,0 10,2 10,0 3,0 85 FKM  K664 24072417

190,0 210,0 200,0 18,0 10,2 10,0 3,0 85 FKM  K664 24059854

200,0 220,0 210,0 18,0 10,2 10,0 3,0 85 FKM  K664 24031705

205,0 220,0 212,6 16,0 7,7 7,5 1,5 85 NBR  B247 24231362

210,0 220,6 213,0 7,0 5,3 5,3 1,0 85 NBR  B247 24005053

210,0 225,0 217,6 16,0 10,2 7,5 1,5 85 FKM  K664 24293787

215,0 235,0 225,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005057

220,0 235,0 227,6 16,0 10,2 7,5 1,5 85 FKM  K664 24072170

220,0 240,0 230,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005063

H L
+0,2

R   0,41R 2

D 1D d

L >= H1

Ø Ø Ø
rounded and burr-free

Further dimensions on request.
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d D D1 H L Profile  R2 Material Article No.

220,0 240,0 230,0 18,0 10,2 10,0 3,0 85 FKM  K664 24066033

225,0 245,0 235,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005067

230,0 245,0 237,6 16,0 10,2 7,5 1,5 85 NBR  B247 24005068

230,0 245,0 237,6 16,0 10,2 7,5 1,5 85 FKM  K664 24030607

230,0 250,0 240,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005069

230,0 250,0 240,0 18,0 10,2 10,0 3,0 85 FKM  K664 24089283

240,0 260,0 250,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005075

240,0 260,0 250,0 18,0 10,2 10,0 3,0 85 FKM  K664 24143309

250,0 270,0 260,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005077

250,0 270,0 260,0 18,0 10,2 10,0 3,0 85 FKM  K664 24064910

260,0 280,0 270,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005083

260,0 280,0 270,0 18,0 10,2 10,0 3,0 85 FKM  K664 24037504

265,0 280,0 272,6 16,0 10,2 7,5 1,5 85 NBR  B247 24005085

265,0 280,0 272,6 16,0 10,2 7,5 1,5 85 FKM  K664 24186957

270,0 290,0 280,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005089

270,0 290,0 280,0 18,0 10,2 10,0 3,0 85 FKM  K664 24339192

280,0 310,0 295,0 25,0 15,2 15,0 1,5 85 NBR  B247 49014353

290,0 305,0 297,6 13,5 7,7 7,5 1,5 85 FKM  K664 24145755

290,0 305,0 297,6 15,0 7,7 7,5 1,5 85 NBR  B247 24005096

300,0 320,0 310,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005100

300,0 320,0 310,0 18,0 10,2 10,0 3,0 85 FKM  K664 24170871

320,0 328,6 323,0 7,0 5,3 4,3 1,0 85 FPM  K664 24032806

320,0 340,0 330,0 18,0 10,2 10,0 3,0 85 FKM  K664 24123970

350,0 375,0 362,6 20,0 12,7 12,5 3,0 85 FKM  K664 24068245

350,0 380,0 365,0 25,0 15,2 15,0 3,0 85 NBR  B247 24108805

360,0 380,0 370,0 18,0 10,2 10,0 3,0 85 NBR  B247 24375894

362,0 382,0 372,0 18,0 10,2 10,0 3,0 85 NBR  B247 24342722

365,0 390,0 377,6 20,0 12,7 12,5 3,0 85 NBR  B247 24374800

370,0 390,0 380,0 18,0 10,2 10,0 3,0 85 NBR  B247 24327520

380,0 400,0 390,0 18,0 10,2 10,0 3,0 85 NBR  B247 24114551

380,0 410,0 395,0 25,0 15,2 15,0 3,0 85 NBR  B247 24005124

380,0 410,0 395,0 25,0 15,2 15,0 3,0 85 FKM  K664 24067592

381,0 401,0 391,0 18,0 10,2 10,0 3,0 85 NBR  B247 24361584

400,0 420,0 410,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005129

400,0 420,0 410,0 18,0 10,2 10,0 3,0 85 FKM  K664 24149417

420,0 440,0 430,0 18,0 10,2 10,0 3,0 85 NBR  B247 24090552

420,0 450,0 435,0 25,0 15,2 15,0 3,0 85 NBR  B247 24005133

430,0 455,0 442,6 20,0 12,7 12,5 3,0 85 NBR  B247 24073523

Further dimensions on request.



136

d D D1 H L Profile  R2 Material Article No.

440,0 460,0 450,0 18,0 10,2 10,0 3,0 85 NBR  B247 24197297

450,0 470,0 460,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005139

450,0 470,0 460,0 18,0 10,2 10,0 3,0 85 FKM  K664 24216086

460,0 480,0 470,0 15,0 10,2 10,0 3,0 85 NBR  B247 24082875

460,0 480,0 470,0 18,0 10,2 10,0 3,0 85 NBR  B247 24095767

500,0 520,0 510,0 18,0 10,2 10,0 3,0 85 NBR  B247 24005145

500,0 520,0 510,0 18,0 10,2 10,0 3,0 85 FKM  K664 24239807

510,0 540,0 525,0 25,0 15,2 15,0 3,0 85 FKM  K664 24350197

520,0 550,0 535,0 25,0 15,2 15,0 3,0 85 NBR  B247 24193087

530,0 560,0 545,0 25,0 15,2 15,0 3,0 85 NBR  B247 24005152

530,0 560,0 545,0 25,0 15,2 15,0 3,0 85 FKM  K664 24142006

555,0 580,0 567,6 20,0 12,7 12,5 3,0 85 NBR  B247 24092902

560,0 585,0 572,6 20,0 12,7 12,5 3,0 85 NBR  B247 24079694

575,0 600,0 587,6 20,0 12,7 12,5 3,0 85 NBR  B247 24085742

600,0 625,0 612,6 20,0 12,7 12,5 3,0 85 NBR  B247 24112281

610,0 635,0 622,6 20,0 12,7 12,5 3,0 85 NBR  B247 24138641

630,0 655,0 642,6 20,0 12,7 12,5 3,0 85 NBR  B247 24073341

640,0 665,0 652,6 20,0 12,7 12,5 3,0 85 NBR  B247 24133481

670,0 695,0 682,6 20,0 12,7 12,5 3,0 85 NBR  B247 24075321

680,0 705,0 692,6 20,0 12,7 12,5 3,0 85 NBR  B247 24170551

685,0 710,0 697,6 20,0 12,7 12,5 3,0 85 NBR  B247 24192795

700,0 725,0 712,6 20,0 12,7 12,5 3,0 85 NBR  B247 24356247

710,0 735,0 722,6 20,0 12,7 12,5 3,0 85 NBR  B247 24075142

720,0 745,0 732,6 20,0 12,7 12,5 3,0 85 NBR  B247 24181926

750,0 775,0 762,6 20,0 12,7 12,5 3,0 85 NBR  B247 24104001

770,0 795,0 782,6 20,0 12,7 12,5 3,0 85 NBR  B247 24343859

Wiper

H L
+0,2

R   0,41R 2

D 1D d

L >= H1

Ø Ø Ø
rounded and burr-free

Further dimensions on request.
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d D D1 H L Profile  R2 Material Article No.

780,0 805,0 792,6 20,0 12,7 12,5 3,0 85 NBR  B247 24100033

800,0 825,0 812,6 20,0 12,7 12,5 3,0 85 NBR  B247 24069967

800,0 830,0 815,0 25,0 15,2 15,0 3,0 85 FKM  K664 24362636

850,0 875,0 862,6 20,0 12,7 12,5 3,0 85 NBR  B247 24082304

865,0 890,0 877,6 20,0 12,7 12,5 3,0 85 NBR  B247 49002530

880,0 905,0 892,6 20,0 12,7 12,5 3,0 85 NBR  B247 24182227

900,0 925,0 912,6 20,0 12,7 12,5 3,0 85 NBR  B247 24005167

900,0 925,0 912,6 20,0 12,7 12,5 3,0 85 NBR  B247 24031004

900,0 925,0 912,6 20,0 12,7 12,5 3,0 85 FKM  K664 24353453

Further dimensions on request.
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Can replace current housings of type SB and SF
High radial load capacity
Very good guide-length utilization based on 
uniform stress distribution
Enhanced penetration of lubricating media 
based on optimized stress distribution within  the 
contact zone between the guide bush and the 
counter surface (favorable frictional behavior)
Reduced propensity for stick-slip 
Excellent sliding behavior over a short guiding 
distance (no jamming)

Product description 

Product advantages

Profiled rod-type guide bush made of resin bon-
ded fabric. Patented product design (patent No.: 
 PCT/EP95/03874)

Applications

Long-stroke cylinder (piston-rod deflection)
Short guiding distance (piston-rod tilting)
Short stroke (inappropriate lubrication)
Frictionally optimized sealing systems
Replacement for metallic guides

Merkel Guivex SBK Guide Bush 

Material Designation Color

Resin bonded fabric HGW HG650 red

 

Material

Guivex guide bushes can be used in all hydraulic 
fluids normally found in hydraulic systems such as 
oils and greases based on mineral oils, water, fire-
resistant hydraulic fluids (HFA, HFB, HFC, HFD) 
and biodegradable hydraulic fluids (HETG, HEES, 
HEPG).
The maximum permissible operating temperature 
is 120°C

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material content Mr >50% to max. 90% with cut depth  
c = Rz/2 and reference line Cref = 0%

Surface finish

Other materials are available on request.

Intended, among others, for standardized 
housings as per ISO 10766

Operating conditions
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The long term behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface. The-
refore a precise description and assessment of the 
surface is critical.

Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the sliding surface by the characteristics detailed 
in the table below. With these new characteristics 
derived from the material content, previous more 
general descriptions of the material content are 
significantly improved, especially in regard to 
surface roughness. See also Merkel Technical 
Manual. 
. (See section with additional information on sur-
faces and Merkel Technical Manual).

Guides

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

Manufacturing tolerances

Profile thickness

-0,01 ... -0,06

Surface finish of the sliding surfaces

The limit values listed in the table do not apply, 
at the present stage, to ceramic or partly ceramic 
counterfaces.

The value for the specific surface pressure depends 
on the operating temperature and the scope 
of elastic deformation (spring deflection) of the 
guiding element involved. The maximum possible 
spring deflection in a sealing system is limited by 
the minimum gap dimension downstream of the 
primary seal. (See Merkel Technical Manual)

e1 = 0,1 at s = 2,5

e1 = 0,15 at s = 4

e2 = 0,15 at s = 2,5

e2 = 0,2 at s = 4

Diameter D1

H9

The tolerance regarding diameters d and DF is 
determined in connection with the calculation of 
the gap dimension. Tolerance zones f7 (d) and 
f8 (d) and/or H7 (DF) and H8 (DF) are usually 
selected for typical hydraulic applications with a 
nominal size of up to 1,000mm and 0,1 mm (DF)
above 1000 mm.

Diameter D1 indicated in the article list should be 
viewed solely in connection with the guide bush. 
The corresponding diameter of the connected seal 
housing must be in tune with the sealing element 
involved.
Please note our general remarks on design in the 
Merkel Technical Manual

Assembly

Please note our general remarks on the assembly 
of hydraulic seals in the Merkel Technical Manual. 

Surface load

Spring deflection 

Design notes

Tolerances
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Guides

Spec. surface pressure under parallel loads
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Side load

Side loads within the contact area between the 
guide and the counter surface are not linear. The 
guiding width required can be calculated by ap-
plying the formulas indicated below on the basis 
of the projected area. The non-linear progression 

F = P x A
A =   d x H
H = F / (d x P)

H = Guide bandwidth [mm]
F = Radial loads [N]

A = Projected area [mm²]

Operating principle

Rectangular guide bushes:
Stress peaks within the edge area

Guivex guide bush:
uniform stress distribution

P = perm. surface pressure 
  [N/mm²]
d = Rod diameter [mm]

of side load pressures is taken into account in the 
contact pressure value. 
It may be advisable to reduce the loads by selec-
ting a broader guide in individual cases to obtain 
an extended service life.
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Additional product description – Guide strips

Side load

The use of guide elements makes it possible to 
achieve low-friction and low-wear between the 
moving components of a hydraulic cylinder. Any 
side loads emerging during operation are ab-
sorbed effectively and any metal to metal contact 
between the piston rod and/or the piston barrel 
and the surrounding housing components is 
precluded.
The scope of the maximum side load is essentially 
determined by the geometrical marginal con-
ditions and the properties of the guide element 
involved.

Excessive stresses

The guide play and elastic deformation of the ele-
ments under load results in an angular deviation 
between the piston rod and/or the piston barrel 
and the counter surfaceduring operation. Con-
sequently, guides inside hydraulic cylinders will 
not remain parallel, but primarily stressed at the 
edges.
In this case, the permissible side load of the guide 
is defined by the lower maximum load up to edge 
break and not by the maximum compressive 
strength of the material. Excessive stresses within 
the edge area (Figure 01) make the penetration of 
lubricating media more difficult, too. The hydraulic 
medium is wiped along the edge stressed on the 
guide element and the lubricating film is reduced 
to a minimum, thus leading to stick-slip effects 
and greater wear. 

Profiling

Guivex guide bushes are provided with a convex 
Profileing oriented towards the groove base. The 
side load applied is distributed evenly over the 
width of the guide element here. The maximum 
contact pressure value remains within the medium 
range and stress peaks on the edges are reduced 
(Figure 02).

Sliding properties

Guivex guide bushes made of HGW HG 650 ma-
terials are compounded with graphite and/or PTFE 
in order to achieve a better dry-running behavior. 
As a result, guide bushes made of resin bonded 
fabric exhibit excellent sliding properties, due to 
the material properties alone, even in the event of 
inappropriate lubrication. 
The absorption of lubricating media within the 
area comprised between the guide and the coun-
ter surfaceis greatly enhanced by the patented 
Profileing of Guivex guide bushes. Consequent-
ly, the sliding behavior is also improved by the 
Guivex geometry with correspondingly positive ef-
fects in terms of service life and stick-slip behavior.

Figure 01: Rectangular guide bush
Excessive stress within the edge area

Figure 02: Guivex guide bush
Uniform stress distribution

Guides
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Radial load capacity

Merkel resin bonded fabric materials are cha-
racterized by a high degree of load capacity.

The resin matrix of our material HGW HG650 in-
cludes both duroplastic and thermoplastic consti-
tuents. If permissible side loads are simultaneously 
less dependent on temperatures, the flexibility will 
be noticeably improved for assembly with small 
diameters. 

Purely thermoplastic basic materials like polyester, 
for example, exhibit a temperature-dependent 
material behavior. Permissible cross loads are gre-
atly reduced under the effect of rising operating 
temperatures. (See Figure 03).

Forces are always introduced within the medium 
range of the guide bush in conjunction with the 
patented Guivex geometry. The maximum per-
missible cross load is not reduced here by excess 
stress at the edges. Uniform movements along the 
stroke, coupled with a high radial load capacity, 
can be achieved even in conjunction with short 
guide lengths and long-stroke cylinders with high 
angular offset to be expected. 

The absorption of lubricating media within 
the area comprised between the guide and 
the counter surfaceis greatly enhanced by the 
patented Profileing of Guivex guide bushes. 
Consequently, Guivex guide bushes exhibit a 
favorable frictional behavior with correspondi-
ngly positive effects in terms of service life and 
stick-slip behavior.

Forces are always introduced within the mid-
section of the guide bush. Uniform move-
ments along the stroke, coupled with a high 
radial load capacity, can be achieved even in 
conjunction with short guide lengths and long-
stroke cylinders with the large angular offset to 
be expected. The system of guides inside the 
hydraulic cylinder will not be inclined to jam 
over a short guide distance either. 

The use of Guivex guide bushes makes a vital 
contribution to the functional reliability and 
dependability of hydraulic cylinders.

Figure 03: Resin bonded fabric materials in comparison of load 
capacity among plane-parallel guides depending on the opera-
ting temperature involved. 
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d D D1 H L Profile Material Article No.

30 35 31,6 9,5 9,7 2,5 HGW HG650 49006029

40 45 41,6 9,5 9,7 2,5 HGW HG650 49006608

40 45 41,6 14,8 15 2,5 HGW HG650 49006206

45 50 46,6 9,5 9,7 2,5 HGW HG650 49006207

50 55 51,6 9,5 9,7 2,5 HGW HG650 49001908

50 55 51,6 14,8 15 2,5 HGW HG650 49006209

55 60 56,6 9,5 9,7 2,5 HGW HG650 49001907

55 60 56,6 14,8 15 2,5 HGW HG650 49006210

60 65 61,6 9,5 9,7 2,5 HGW HG650 49002920

60 65 61,6 14,8 15 2,5 HGW HG650 49002006

60 68 62,5 14,8 15 4 HGW HG650 49005283

65 70 66,6 9,5 9,7 2,5 HGW HG650 49006214

65 70 66,6 14,8 15 2,5 HGW HG650 49006215

70 75 71,6 9,5 9,7 2,5 HGW HG650 49006216

70 75 71,6 14,8 15 2,5 HGW HG650 49002007

75 80 76,6 9,5 9,7 2,5 HGW HG650 49006217

75 80 76,6 14,8 15 2,5 HGW HG650 49006218

75 80 76,6 24,5 25 2,5 HGW HG650 49018480

80 85 81,6 9,5 9,7 2,5 HGW HG650 49006219

80 85 81,6 14,8 15 2,5 HGW HG650 49002010

80 85 81,6 24,5 25 2,5 HGW HG650 49030314

85 90 86,6 9,5 9,7 2,5 HGW HG650 49006220

85 90 86,6 14,8 15 2,5 HGW HG650 49006221

85 90 86,6 24,5 25 2,5 HGW HG650 49018481

90 95 91,6 9,5 9,7 2,5 HGW HG650 49006222

90 95 91,6 24,5 25 2,5 HGW HG650 49006223

Further dimensions on request.

Guides

L+0,2H

D
F

d
D1

Ø
Ø

Ø

1R <0,3

All non-dimensioned edges rounded and burr-free
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Further dimensions on request.

d D D1 H L Profile Material Article No.

95 100 96,6 9,5 9,7 2,5 HGW HG650 49006224

95 100 96,6 14,8 15 2,5 HGW HG650 49006225

100 105 101,6 9,5 9,7 2,5 HGW HG650 49006226

100 105 101,6 14,8 15 2,5 HGW HG650 49006227

105 110 106,6 9,5 9,7 2,5 HGW HG650 49006228

105 110 106,6 14,8 15 2,5 HGW HG650 49006229

110 115 111,6 9,5 9,7 2,5 HGW HG650 49006230

110 115 111,6 14,8 15 2,5 HGW HG650 49006231

110 118 112,5 39,5 40 4 HGW HG650 49009506

115 120 116,6 14,8 15 2,5 HGW HG650 49006232

120 125 121,6 9,5 9,7 2,5 HGW HG650 49006233

120 125 121,6 14,8 15 2,5 HGW HG650 49006234

120 125 121,6 24,5 25 2,5 HGW HG650 49018492

125 130 126,6 9,5 9,7 2,5 HGW HG650 49006235

125 130 126,6 14,8 15 2,5 HGW HG650 49006236

125 130 126,6 24,5 25 2,5 HGW HG650 49006237

130 135 131,6 14,8 15 2,5 HGW HG650 49006238

130 138 132,5 24,5 25 4 HGW HG650 49012430

135 140 136,6 14,8 15 2,5 HGW HG650 49006239

140 145 141,6 9,5 9,7 2,5 HGW HG650 49006240

140 145 141,6 14,8 15 2,5 HGW HG650 49006241

140 145 141,6 24,5 25 2,5 HGW HG650 49006242

140 145 141,6 39,5 40 2,5 HGW HG650 49009456

145 150 146,6 14,8 15 2,5 HGW HG650 49006243

150 155 151,6 14,8 15 2,5 HGW HG650 49006244

155 160 156,6 14,8 15 2,5 HGW HG650 49006245

160 165 161,6 14,8 15 2,5 HGW HG650 49006247

160 165 161,6 24,5 25 2,5 HGW HG650 49006248

170 175 171,6 14,8 15 2,5 HGW HG650 49006250

170 175 171,6 24,5 25 2,5 HGW HG650 49006249

180 185 181,6 9,5 9,7 2,5 HGW HG650 49006251

180 185 181,6 14,8 15 2,5 HGW HG650 49006253

180 185 181,6 24,5 25 2,5 HGW HG650 49006252

185 190 186,6 14,8 15 2,5 HGW HG650 49030377

190 195 191,6 14,8 15 2,5 HGW HG650 49006254

190 195 191,6 19,8 20 2,5 HGW HG650 49019432

200 205 201,6 14,8 15 2,5 HGW HG650 49006259

200 205 201,6 24,5 25 2,5 HGW HG650 49006258
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d D D1 H L Profile Material Article No.

210 215 211,6 14,8 15 2,5 HGW HG650 49006260

220 225 221,6 14,8 15 2,5 HGW HG650 49006281

220 225 221,6 24,5 25 2,5 HGW HG650 49006282

230 235 231,6 14,8 15 2,5 HGW HG650 49006283

235 240 236,6 14,8 15 2,5 HGW HG650 49023262

240 245 241,6 14,8 15 2,5 HGW HG650 49006285

250 255 251,6 14,8 15 2,5 HGW HG650 49006286

250 255 251,6 24,5 25 2,5 HGW HG650 49006287

270 275 271,6 24,5 25 2,5 HGW HG650 49006288

280 285 281,6 14,8 15 2,5 HGW HG650 49006290

280 285 281,6 24,5 25 2,5 HGW HG650 49006289

290 298 292,5 24,5 25 4 HGW HG650 49006291

310 315 311,6 14,8 15 2,5 HGW HG650 49078777

310 315 311,6 24,5 25 2,5 HGW HG650 49078778

320 325 321,6 14,8 15 2,5 HGW HG650 49078779

320 325 321,6 24,5 25 2,5 HGW HG650 49078775

320 325 321,6 29,5 30 2,5 HGW HG650 49078780

320 328 322,5 24,5 25 4 HGW HG650 49078781

320 328 322,5 29,5 30 4 HGW HG650 49078822

320 328 322,5 39,5 40 4 HGW HG650 49078823

330 335 331,6 24,5 25 2,5 HGW HG650 49078824

330 338 332,5 24,5 25 4 HGW HG650 49078825

340 345 341,6 14,8 15 2,5 HGW HG650 49078826

340 348 342,5 24,5 25 4 HGW HG650 49078827

340 348 342,5 39,5 40 4 HGW HG650 49063892

350 355 351,6 24,5 25 2,5 HGW HG650 49078828

Further dimensions on request.

Guides

L+0,2H
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All non-dimensioned edges rounded and burr-free
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Further dimensions on request.

d D D1 H L Profile Material Article No.

350 358 352,5 24,5 25 4  HGW HG650 49078829

350 358 352,5 39,5 40 4 HGW HG650 49078830

360 365 361,6 24,5 25 2,5 HGW HG650 49078831

360 365 361,6 39,5 40 2,5 HGW HG650 49078832

360 368 362,5 24,5 25 4 HGW HG650 49078833

360 368 362,5 39,5 40 4 HGW HG650 49059762

370 375 371,6 14,8 15 2,5 HGW HG650 49078834

370 378 372,5 24,5 25 4 HGW HG650 49078835

370 378 372,5 34,5 35 4 HGW HG650 49078836

380 385 381,6 24,5 25 2,5 HGW HG650 49078837

380 388 382,5 24,5 25 4 HGW HG650 49078838

380 388 382,5 39,5 40 4 HGW HG650 49078839

390 395 391,6 24,5 25 2,5 HGW HG650 49078840

400 405 401,6 14,8 15 2,5 HGW HG650 49078841

400 405 401,6 24,5 25 2,5 HGW HG650 49078843

400 405 401,6 29,5 30 2,5 HGW HG650 49078844

400 408 402,5 24,5 25 4 HGW HG650 49078845

410 415 411,6 14,8 15 2,5 HGW HG650 49078846

410 415 411,6 24,5 25 2,5 HGW HG650 49078847

410 418 412,5 24,5 25 4 HGW HG650 49078848

420 425 421,6 24,5 25 2,5 HGW HG650 49078849

420 428 422,5 24,5 25 4 HGW HG650 49078850

420 428 422,5 39,5 40 4 HGW HG650 49078851

440 445 441,6 24,5 25 2,5 HGW HG650 49078852

440 448 442,5 24,5 25 4 HGW HG650 49078853

440 448 442,5 39,5 40 4 HGW HG650 49078854

450 458 452,5 24,5 25 4 HGW HG650 49078855

450 458 452,5 39,5 40 4 HGW HG650 49078856

460 465 461,6 24,5 25 2,5 HGW HG650 49078857

460 468 462,5 24,5 25 4 HGW HG650 49078858

470 475 471,6 14,8 15 2,5 HGW HG650 49078859

470 478 472,5 39,5 40 4 HGW HG650 49078860

490 495 491,6 39,5 40 2,5 HGW HG650 49078861

500 508 502,5 19,8 20 4 HGW HG650 49078862

500 508 502,5 24,5 25 4 HGW HG650 49078863

500 508 502,5 34,5 35 4 HGW HG650 49078864

500 508 502,5 39,5 40 4 HGW HG650 49062931

510 515 511,6 24,5 25 2,5 HGW HG650 49078865
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d D D1 H L Profile Material Article No.

510 518 512,5 24,5 25 4 HGW HG650 49078866

520 525 521,6 29,5 30 2,5 HGW HG650 49078867

520 528 522,5 24,5 25 4 HGW HG650 49078868

520 528 522,5 39,5 40 4 HGW HG650 49078869

530 538 532,5 24,5 25 4 HGW HG650 49078871

530 538 532,5 39,5 40 4 HGW HG650 49078962

540 545 541,6 24,5 25 2,5 HGW HG650 49078963

540 548 542,5 39,5 40 4 HGW HG650 49078964

550 558 552,5 24,5 25 4 HGW HG650 49078965

550 558 552,5 39,5 40 4 HGW HG650 49078966

560 568 562,5 24,5 25 4 HGW HG650 49078967

570 578 572,5 24,5 25 4 HGW HG650 49078968

570 578 572,5 39,5 40 4 HGW HG650 49078969

580 588 582,5 39,5 40 4 HGW HG650 49078970

600 605 601,6 24,5 25 2,5 HGW HG650 49078971

600 608 602,5 24,5 25 4 HGW HG650 49078982

600 608 602,5 39,5 40 4 HGW HG650 49078983

620 625 621,6 14,8 15 2,5 HGW HG650 49078984

620 628 622,5 24,5 25 4 HGW HG650 49078985

630 638 632,5 24,5 25 4 HGW HG650 49078986

800 808 802,5 19,8 20 4 HGW HG650 49078987

800 808 802,5 39,5 40 4 HGW HG650 49061155

820 828 822,5 24,5 25 4 HGW HG650 49078988

820 828 822,5 39,5 40 4 HGW HG650 49078989

850 858 852,5 29,5 30 4 HGW HG650 49078990

850 858 852,5 39,5 40 4 HGW HG650 49062409

Further dimensions on request.

Guides

L+0,2H
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All non-dimensioned edges rounded and burr-free
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Further dimensions on request.

d D D1 H L Profile Material Article No.

890 898 892,5 19,8 20 4 HGW HG650 49078991

890 898 892,5 34,5 35 4 HGW HG650 49079002

900 905 901,6 24,5 25 2,5 HGW HG650 49079003

900 905 901,6 39,5 40 2,5 HGW HG650 49079004

900 908 902,5 24,5 25 4 HGW HG650 49079005

900 908 902,5 39,5 40 4 HGW HG650 49054648

910 918 912,5 39,5 40 4 HGW HG650 49079006

920 928 922,5 39,5 40 4 HGW HG650 49079007

950 958 952,5 19,8 20 4 HGW HG650 49079008

950 958 952,5 29,5 30 4 HGW HG650 49079009

950 958 952,5 39,5 40 4 HGW HG650 49077824

1000 1008 1002,5 24,5 25 4 HGW HG650 49079010

1050 1058 1052,5 39,5 40 4 HGW HG650 49074252

1100 1108 1102,5 39,5 40 4 HGW HG650 49066611

1150 1158 1152,5 39,5 40 4 HGW HG650 49079233

1200 1208 1202,5 39,5 40 4 HGW HG650 49066357

1250 1258 1252,5 39,5 40 4 HGW HG650 49079097

1300 1308 1302,5 39,5 40 4 HGW HG650 49079098

1350 1358 1352,5 39,5 40 4 HGW HG650 49079099

1400 1408 1402,5 39,5 40 4 HGW HG650 49079100

1450 1458 1452,5 39,5 40 4 HGW HG650 49079101

1500 1508 1502,5 39,5 40 4 HGW HG650 49044252
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Product description

Product advantages

Application

Design notes

Merkel Guide Ring SB

Material

Material Designation Color

Fabric base laminate HGW HG517 dark grey

Material Designation Color

Fabric base laminate HGW HG600 dark grey

Non metalic piston guide element

Nonmetalic guide element for rods, also for stan-
dardised housing as per ISO 10766

Metal/fabric based laminate material combi-
nation prevents „seizing“
High load-bearing capacity, elastic (not plastic)  
behaviour up to break point
Chamfers profile edges prevent pressing 
of edge into the corner radii of the housing 
groove
Simple snap in fitting (d<300)

< 300

> 300

Peak-to-valley heights Ra Rmax

Sliding surface  
0,05 … 0,3 

µm
<2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Surface finish

Material content Mr > 50 % to max. 90 %, with cut 
depth c = Rz/2 and reference line Cref = 0 %

Please observe our general design notes in the 
Merkel Technical Manual

Operating conditions

Merkel SB Guide Rings can be used in all hydrau-
lic fluids normally found in hydraulic systems such 
as oils and greases based on mineral oils, fire-
resistant hydraulic fluids (HFD) and biodegradable 
hydraulic fluids (HETG, HEES, HEPG). We do not 
recommend to used Guide Rings SB in water or 
water based fluids (HFA, HFB, HFC).
The maximum permissible operating temperature 
is 120 °C

As a non-metalic guide element for rod, also 
for standardised housing according to ISO 10766

Manufacturing tolerances

Profile thickness

-0,01 ... -0,06

Diameter D1

H9

The tolerance regarding diameters d and DF is 
determined in connection with the calculation of 
the gap dimension. Tolerance zones f7 (d) and 
f8 (d) and/or H7 (DF) and H8 (DF) are usually 
selected for typical hydraulic applications with a 
nominal size of up to 1,000mm and 0,1 mm (DF)
above 1000 mm.

Tolerances

        Guides
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Surface load

Surface force
Pressure within the contact area between the guide and the counterface is not linear. The guiding width 
required can be calculated by applying the formulas mentioned below on the basis of the projected area. 
The non-linear progression of the contact pressure process is taken into account in the surface pressure 
value. 
It may be advisable to reduce the loads by selecting a broader guide in individual cases to obtain an 
extended service life.

F = P x A
A =   d x H
H = F / (d x P)

H = Guide bandwidth [mm]
F = Radial loads [N]
A = Projected area [mm²]

P = perm. surface pressure 
  [N/mm²]
d = Rod diameter [mm]

p <50 N/mm² … 60 °C

p <25 N/mm² … 100 °C



152

d DF DF1 L H Profile Material Article No.

20 23 21,0 5,6 5,5 1,5 HGW HG 517 24269402

22 25 23,0 5,6 5,5 1,5 HGW HG 517 24288276

25 28 26,0 5,6 5,5 1,5 HGW HG 517 24226044

28 31 29,0 5,6 5,5 1,5 HGW HG 517 24226045

30 33 31,0 5,6 5,5 1,5 HGW HG 517 24226046

32 35 33,0 5,6 5,5 1,5 HGW HG 517 24226047

32 35 33,0 9,7 9,6 1,5 HGW HG 517 24306287

35 38 36,0 5,6 5,5 1,5 HGW HG 517 24226048

36 39 37,0 5,6 5,5 1,5 HGW HG 517 24226049

36 41 37,6 9,7 9,6 2,5 HGW HG 517 24131021

38 41 39,0 5,6 5,5 1,5 HGW HG 517 24226050

40 43 41,0 5,6 5,5 1,5 HGW HG 517 24226052

40 43 41,6 9,7 9,6 1,5 HGW HG 517 24131024

42 45 43,0 5,6 5,5 1,5 HGW HG 517 24131026

45 48 46,6 9,7 9,6 1,5 HGW HG 517 24131030

45 50 46,6 5,6 5,5 2,5 HGW HG 517 24131029

50 55 51,6 5,6 5,5 2,5 HGW HG 517 24131032

50 55 51,6 15 14,8 2,5 HGW HG 517 24237133

50 55 51,6 9,7 9,6 2,5 HGW HG 517 24131033

55 60 56,6 9,7 9,6 2,5 HGW HG 517 24131036

55 60 56,6 15 14,8 2,5 HGW HG 517 24275189

56 61 57,6 5,6 5,5 2,5 HGW HG 517 24131038

56 61 57,6 15 14,8 2,5 HGW HG 517 24290092

56 61 57,6 9,7 9,6 2,5 HGW HG 517 24131039

60 65 61,6 15 14,8 2,5 HGW HG 517 24194850

60 65 61,6 20 19,8 2,5 HGW HG 517 24237268

All non-dimensioned edges rounded and burr-free

        Guides

Further dimensions on request.
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d DF DF1 L H Profile Material Article No.

60 65 61,6 5,6 5,5 2,5 HGW HG 517 24131041

60 65 61,6 9,7 9,6 2,5 HGW HG 517 24131042

63 68 64,6 9,7 9,6 2,5 HGW HG 517 24131045

65 70 66,6 15 14,8 2,5 HGW HG 517 24341762

65 70 66,6 9,7 9,6 2,5 HGW HG 517 24131048

70 75 71,6 15 14,8 2,5 HGW HG 517 24180724

70 75 71,6 9,7 9,6 2,5 HGW HG 517 24131051

75 80 76,6 15 14,8 2,5 HGW HG 517 24351115

75 80 76,6 9,7 9,6 2,5 HGW HG 517 24131054

80 85 81,6 9,7 9,6 2,5 HGW HG 517 24131056

80 85 81,6 25 24,5 2,5 HGW HG 517 24345442

80 85 81,6 15 14,8 2,5 HGW HG 517 24138557

85 90 86,6 9,7 9,6 2,5 HGW HG 517 24131058

85 90 86,6 15 14,8 2,5 HGW HG 517 24346624

90 95 91,6 15 14,8 2,5 HGW HG 517 24232557

90 95 91,6 9,7 9,6 2,5 HGW HG 517 24131060

95 100 96,6 9,7 9,6 2,5 HGW HG 517 24148244

100 105 101,6 25 24,5 2,5 HGW HG 517 24294287

100 105 101,6 15 14,8 2,5 HGW HG 517 24174684

100 105 101,6 9,7 9,6 2,5 HGW HG 517 24131062

105 110 106,6 9,7 9,6 2,5 HGW HG 517 24197459

105 110 106,6 15 14,8 2,5 HGW HG 517 24191184

110 115 111,6 15 14,8 2,5 HGW HG 517 24193285

110 115 111,6 25 24,5 2,5 HGW HG 517 24306764

111,1 116,1 112,7 25,0 24,5 2,5 HGW HG 517 24375990

115 120 116,6 25 24,5 2,5 HGW HG 517 24311951

180 175 178,8 25 24,5 2,5 PTFE B500 24258396

190 185 188,8 9,7 9,6 2,5 PTFE B500 24300212

190 185 188,4 15 14,8 2,5 PTFE B500 24300213

200 195 198,4 9,7 9,6 2,5 PTFE B500 24300214

200 195 198,8 15 14,8 2,5 PTFE B500 24300215

200 195 198,8 20 19,5 2,5 PTFE B500 24227497

200 195 198,8 25 24,5 2,5 PTFE B500 24306765

210 205 208,8 9,7 9,6 2,5 PTFE B500 24301068

210 205 208,4 15 14,8 2,5 PTFE B500 24236228

220 215 218,8 9,7 9,6 2,5 PTFE B500 24300216

220 215 218,4 15 14,8 2,5 PTFE B500 24203911

220 215 218,4 20 19,5 2,5 PTFE B500 24340941

Further dimensions on request.
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d DF DF1 L H Profile Material Article No.

120 125 121,6 25 24,5 2,5 HGW HG 517 24240122

120 125 121,6 9,7 9,6 2,5 HGW HG 517 24136649

120 125 121,6 15 14,8 2,5 HGW HG 517 24174685

125 130 126,6 15 14,8 2,5 HGW HG 517 24131069

125 130 126,6 9,7 9,6 2,5 HGW HG 517 24131068

130 135 131,6 20 19,8 2,5 HGW HG 517 24375478

130 135 131,6 15 14,8 2,5 HGW HG 517 24172594

140 145 141,6 15 14,8 2,5 HGW HG 517 24131072

140 145 141,6 9,7 9,6 2,5 HGW HG 517 24131071

140 145 141,6 25 24,5 2,5 HGW HG 517 24143420

145 150 146,6 25 24,5 2,5 HGW HG 517 24349284

145 150 146,6 20 19,8 2,5 HGW HG 517 24342271

150 155 151,6 15 14,8 2,5 HGW HG 517 24131075

160 165 161,6 15 14,8 2,5 HGW HG 517 24131078

165 170 166,6 15 14,8 2,5 HGW HG 517 24183087

170 175 171,6 25 24,5 2,5 HGW HG 517 24375858

170 175 171,6 15 14,8 2,5 HGW HG 517 24190517

180 185 181,6 15 14,8 2,5 HGW HG 517 24131081

180 188 182,5 25 24,5 4,0 HGW HG 517 24354370

190 195 191,6 15 14,8 2,5 HGW HG 517 24216375

190 195 191,6 25 24,5 2,5 HGW HG 517 24262387

200 208 202,5 25 24,5 4,0 HGW HG 517 24227974

200 205 201,6 15 14,8 2,5 HGW HG 517 24131084

210 215 211,6 15 14,8 2,5 HGW HG 517 24226067

210 218 212,5 25 24,5 4,0 HGW HG 517 24263732

220 225 221,6 15 14,8 2,5 HGW HG 517 24209167

        Guides

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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d DF DF1 L H Profile Material Article No.

300 305 301,6 25 24,5 2,5 HGW HG600 24334866

310 318 312,5 25 24,5 4,0 HGW HG600 24294293

310 315 311,6 15 14,8 2,5 HGW HG600 24226075

310 315 311,6 25 24,5 2,5 HGW HG600 24343892

320 325 321,6 15 14,8 2,5 HGW HG600 24226076

320 328 322,5 25 24,5 4,0 HGW HG600 24308092

320 325 321,6 25 24,5 2,5 HGW HG600 24226077

330 335 331,6 25 24,5 2,5 HGW HG600 24187413

330 335 331,6 15 14,8 2,5 HGW HG600 24226078

340 345 341,6 15 14,8 2,5 HGW HG600 24226079

340 345 341,6 25 24,5 2,5 HGW HG600 24226080

350 355 351,6 15 14,8 2,5 HGW HG600 24226081

350 355 351,6 25 24,5 2,5 HGW HG600 24226082

350 358 352,5 25 24,5 4,0 HGW HG600 24337997

360 365 361,6 25 24,5 2,5 HGW HG600 24226084

360 365 361,6 15 14,8 2,5 HGW HG600 24226083

360 368 362,5 25 24,5 4,0 HGW HG600 24342012

370 375 371,6 25 24,5 2,5 HGW HG600 24327519

380 385 381,6 15 14,8 2,5 HGW HG600 24353459

380 385 381,6 25 24,5 2,5 HGW HG600 24250195

390 395 391,6 25 24,5 2,5 HGW HG600 24187414

390 395 391,6 15 14,8 2,5 HGW HG600 24375951

390 398 392,5 25 24,5 4,0 HGW HG600 24307327

400 405 401,6 25 24,5 2,5 HGW HG600 24333824

400 408 402,5 25 24,5 4,0 HGW HG600 24259182

400 405 401,6 15 14,8 2,5 HGW HG600 24345757

440 435 438,4 25 24,5 2,5 HGW HG600 24238056

445 440 443,4 25 24,5 2,5 HGW HG600 24169312

450 442 447,5 25 24,5 4 HGW HG600 24336064

450 445 448,4 15 14,8 2,5 HGW HG600 24295904

450 445 448,4 20 19,5 2,5 HGW HG600 24218386

450 445 448,4 25 24,5 2,5 HGW HG600 24339916

460 455 458,4 15 14,8 2,5 HGW HG600 24237495

460 455 458,4 20 19,5 2,5 HGW HG600 24216297

460 455 458,4 25 24,5 2,5 HGW HG600 24258000

480 472 477,5 25 24,5 4 HGW HG600 24298510

480 475 478,4 25 24,5 2,5 HGW HG600 24250182

500 492 497,5 15 14,8 4 HGW HG600 24344266

Further dimensions on request.
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d DF DF1 L H Profile Material Article No.

406,4 414,4 408,9 25 24,5 4,0 HGW HG600 24361390

410 415 411,6 25 24,5 2,5 HGW HG600 24294216

410 415 411,6 15 14,9 2,5 HGW HG600 24288046

420 425 421,6 25 24,5 2,5 HGW HG600 24329919

420 428 422,5 25 24,5 4,0 HGW HG600 24346468

420 425 421,6 15 14,8 2,5 HGW HG600 24356361

440 448 442,5 25 24,5 4,0 HGW HG600 24363242

450 458 452,5 25 24,5 4,0 HGW HG600 24294987

450 455 451,6 25 24,5 2,5 HGW HG600 24339926

450 455 451,6 15 14,8 2,5 HGW HG600 24265877

457,2 465,2 459,7 25 24,5 4,0 HGW HG600 24367537

460 465 461,6 25 24,5 2,5 HGW HG600 24339221

460 465 461,6 15 14,8 2,5 HGW HG600 24356363

460 468 462,5 25 24,5 4,0 HGW HG600 24269407

463,6 471,6 466,1 25 24,5 4,0 HGW HG600 24361809

470 475 471,6 25 24,5 2,5 HGW HG600 24359238

470 475 471,6 15 14,8 2,5 HGW HG600 24327589

475 483 477,5 25 24,5 4,0 HGW HG600 24334724

480 485 481,6 25 24,5 2,5 HGW HG600 24339373

480 488 482,5 25 24,5 4,0 HGW HG600 24291803

490 498 492,5 25 24,5 4,0 HGW HG600 24290172

500 505 501,6 15 14,8 2,5 HGW HG600 24356362

500 505 501,6 25 24,5 2,5 HGW HG600 24269675

500 508 502,5 25 24,5 4,0 HGW HG600 24269421

508 516 510,5 25 24,5 4,0 HGW HG600 24346656

510 518 512,5 25 24,5 4,0 HGW HG600 24299556

        Guides

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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d DF DF1 L H Profile Material Article No.

520 528 522,5 25 24,5 4,0 HGW HG600 24329460

520 525 521,6 25 24,5 2,5 HGW HG600 24345682

530 535 531,6 15 14,8 2,5 HGW HG600 24356360

530 538 532,5 25 24,5 4,0 HGW HG600 24363243

535 540 536,6 9,7 9,6 2,5 HGW HG600 24351386

540 548 542,5 25 24,5 4,0 HGW HG600 24274965

550 555 551,6 25 24,5 2,5 HGW HG600 24362838

558,8 566,8 561,3 25 24,5 4,0 HGW HG600 24361615

560 568 562,5 25 24,5 4,0 HGW HG600 24275169

570 575 571,6 25 24,5 2,5 HGW HG600 24250196

570 578 572,5 25 24,5 4,0 HGW HG600 24315103

580 588 582,5 25 24,5 4,0 HGW HG600 24307424

590 598 592,5 25 24,5 4,0 HGW HG600 24288148

590 595 591,6 25 24,5 2,5 HGW HG600 24316066

600 605 601,6 25 24,5 2,5 HGW HG600 24337098

600 608 602,5 25 24,5 4,0 HGW HG600 24340044

630 638 632,5 25 24,5 4,0 HGW HG600 24308091

640 648 642,5 25 24,5 4,0 HGW HG600 24298435

650 658 652,5 25 24,5 4,0 HGW HG600 24293966

650 655 651,6 25 24,8 2,5 HGW HG600 24302589

650 655 651,6 15 14,8 2,5 HGW HG600 24302588

660 665 661,6 25 24,5 2,5 HGW HG600 24336388

670 678 672,5 25 24,5 4,0 HGW HG600 24300401

670 675 671,6 25 24,5 2,5 HGW HG600 24353636

680 688 682,5 25 24,5 4,0 HGW HG600 24269484

700 705 701,6 15 14,8 2,5 HGW HG600 24257373

710 715 711,6 25 24,5 2,5 HGW HG600 24359709

720 728 722,5 25 24,5 4,0 HGW HG600 24295834

730 735 731,6 25 24,5 2,5 HGW HG600 24362406

740 748 742,5 25 24,5 4,0 HGW HG600 24243177

749,5 757,5 752,0 25 24,5 4,0 HGW HG600 24367124

750 758 752,5 25 24,5 4,0 HGW HG600 24306400

787,4 795,4 789,9 25 24,5 4,0 HGW HG600 24331518

790 798 792,5 25 24,5 4,0 HGW HG600 24351818

800 808 802,5 25 24,5 4,0 HGW HG600 24295217

820 828 822,5 25 24,5 4,0 HGW HG600 24335809

830 838 832,5 25 24,5 4,0 HGW HG600 24339267

850 858 852,5 25 24,5 4,0 HGW HG600 24269891

Further dimensions on request.
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d DF DF1 L H Profile Material Article No.

860 868 862,5 25 24,5 4,0 HGW HG600 24294618

880 888 882,5 25 24,5 4,0 HGW HG600 24336302

890 898 892,5 15 14,8 4,0 HGW HG600 24297567

890 898 892,5 25 24,5 4,0 HGW HG600 24338494

900 908 902,5 25 24,5 4,0 HGW HG600 24257240

950 958 952,5 25 24,5 4,0 HGW HG600 24294142

970 978 972,5 25 24,5 4,0 HGW HG600 24359657

975 983 977,5 25 24,5 4,0 HGW HG600 24293718

1000 1005 1001,6 25 24,5 2,5 HGW HG600 24352886

1050 1058 1052,5 25 24,5 4,0 HGW HG600 24296553

1150 1158 1152,5 25 24,5 4,0 HGW HG600 24357301

1295,4 1303,4 1297,9 25 24,5 4,0 HGW HG600 24363063

1650 1658 1652,5 25 24,5 4,0 HGW HG600 24335492

Guides

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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Product description 

Product advantages

Merkel SF Guide Ring

Material

Material Designation Color

PTFE-bronze compound PTFE B500 brown

Non-metallic guide ring, either cut to size and 
ready for installation, or supplied as yard ware.

Non-metallic guide element for rods, for standar-
dized housings as per ISO 10766, too
   Low friction, stick-slip-free

Design notes
Please note our general remarks on design in the 
Merkel Technical Manual.

L2 Manufacturing tolerance

>20 … 80 … 0,5

>80 … 250 … 1,0

>250 … 500 … 1,5

>500 … 1000 … 2,0

>1000 … 2000 … 3,0

>2000 … 4000 … 4,0

Peak-to-valley 
heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material content Mr >50% to max. 90% with cut 
depth c = Rz/2 and reference line Cref = 0%

Surface finish

Manufacturing tolerance

Operating conditions
Merkel SF Guide Ring can be used in all hydraulic 
fluids normally found in hydraulic systems such 
as oils and greases based on mineral oils, fire-
resistant hydraulic fluids (HFD) and biodegradable 
hydraulic fluids (HETG, HEES, HEPG). We do not 
recommend to used Guide Rings SF in water or 
water based fluids (HFA, HFB, HFC).
The maximum permissible operating temperature 
is 120 °C



160

Recommended tolerances

D1

H8

The tolerance for dimensions d and DF must be viewed in connection with the seal used. Diameter D1 
stated in the table of dimensions must be considered exclusively in conjunction with the
guide ring. The corresponding diameter of the connected seal housing has to be adapted to
the sealing element involved.

Profile thickness

Profile thickness S

–0,05

Surface load

p <15 N/mm² … 20 °C

p <7,5 N/mm² … 80 °C

p <5 N/mm² … 120 °C

Sliding speed, see sealing system.

Cutting rolls to size
The dimensions indicated below are available as rolls ware from stock. Stretched length L2 of sections 
cut to size must be determined in line with the formula of calculation. Gap k arising after assembly is re-
quired for thermal expansion purposes. We recommend therefore that the strips be cut straight. Butt joint 
tips may be damaged by fissures. Our cutter (article N. 507228) makes it possible to cut sections to size 
in a time-saving and accurate manner. 

Calculating stretched length L2 for pistons: L2 = (d + S) x 3,11 – 0,5

Groove length L Strip thickness S Article No.   

8 2,5 24226174

9,7 2,5 24102775

10 2,5 24102563

12 2,5 24099191

15 2,5 24102564

20 2,5 24076217

25 2,5 24107955

15 4 24160019

20 4 24238052

25 4 24148093

Guides
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Pressure distribution over guide rings is not linear. The non-linear pressure progression within the 
contact area has been duly taken into account when determining the permissible specific surface 
contact pressure value. Permissible loads for guide strips are calculated by multiplying the projected 
area with the permissible specific surface contact pressure value. However, the angular offset of the 
piston likely to arise when using the recommended guide elements is duly taken into consideration in 
the permissible specific surface contact pressure value mentioned here. 

F =    P x A
A =   d x H
H = F / (d x P)

H = Guide bandwidth [mm]
F = Radial loads [N]
A = Projected area [mm²]
P = Perm. surface pressing value 
  [N/mm²]
d = Rod diameter [mm]

Surface force
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Guides

Housing d DF D1 L H Profile Material Article No.

ISO 50 55 51,2 5,6 5,5 2,5 PTFE B500 24110082

ISO 50 55 51,2 9,7 9,6 2,5 PTFE B500 24169558

50 55 51,6 15 14,8 2,5 PTFE B500 24203345

55 60 56,2 9,7 9,6 2,5 PTFE B500 24160646

55 60 56,6 15 14,8 2,5 PTFE B500 24275190

56 61 57,2 5,6 5,5 2,5 PTFE B500 24300111

ISO 56 61 57,2 9,7 9,6 2,5 PTFE B500 24245671

56 61 57,6 15 14,8 2,5 PTFE B500 24316593

58 63 59,2 9,7 9,6 2,5 PTFE B500 24333829

60 65 61,2 9,7 9,6 2,5 PTFE B500 24165598

60 65 61,6 15 14,8 2,5 PTFE B500 24203612

ISO 63 68 64,2 9,7 9,6 2,5 PTFE B500 24300114

63 68 64,6 15 14,8 2,5 PTFE B500 24275191

65 70 66,2 9,7 9,6 2,5 PTFE B500 24300116

ISO 70 75 71,2 9,7 9,6 2,5 PTFE B500 24300118

75 80 76,2 9,7 9,6 2,5 PTFE B500 24300120

75 80 76,6 15 14,8 2,5 PTFE B500 24244742

ISO 80 85 81,2 9,7 9,6 2,5 PTFE B500 24300122

ISO 80 85 81,6 15 14,8 2,5 PTFE B500 24266958

80 85 81,6 25 25 2,5 PTFE B500 24265250

85 90 86,2 9,7 9,6 2,5 PTFE B500 24167352

85 90 86,6 15 14,8 2,5 PTFE B500 24244741

ISO 90 95 91,2 9,7 9,6 2,5 PTFE B500 24300125

ISO 90 95 91,6 15 14,8 2,5 PTFE B500 24291194

95 100 96,2 9,7 9,6 2,5 PTFE B500 24300127

ISO 100 105 101,2 9,7 9,6 2,5 PTFE B500 24300129

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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Housing d DF D1 L H Profile Material Article No.

ISO 100 105 101,6 15 14,8 2,5 PTFE B500 24250627

100 105 101,6 20 19,5 2,5 PTFE B500 24260605

100 105 101,6 25 24,5 2,5 PTFE B500 24342265

100 108 102,5 15 14,8 4 PTFE B500 24327233

105 110 106,2 9,7 9,6 2,5 PTFE B500 24300131

ISO 110 115 111,2 9,7 9,6 2,5 PTFE B500 24300133

ISO 110 115 111,6 15 14,8 2,5 PTFE B500 24293684

110 115 111,6 20 19,5 2,5 PTFE B500 24166931

110 115 111,6 25 25 2,5 PTFE B500 24292915

110 118 112,5 15 14,8 4 PTFE B500 24327234

115 120 116,2 9,7 9,6 2,5 PTFE B500 24300135

115 120 116,6 20 19,5 2,5 PTFE B500 24242172

120 125 121,2 9,7 9,6 2,5 PTFE B500 24300137

120 125 121,6 15 14,8 2,5 PTFE B500 24300138

ISO 125 130 126,2 9,7 9,6 2,5 PTFE B500 24300140

ISO 125 130 126,6 15 14,8 2,5 PTFE B500 24300141

125 130 126,6 20 19,5 2,5 PTFE B500 24230162

130 135 131,2 9,7 9,6 2,5 PTFE B500 24300143

130 135 131,6 15 14,8 2,5 PTFE B500 24300144

130 135 131,6 25 25 2,5 PTFE B500 24262562

135 140 136,2 9,7 9,6 2,5 PTFE B500 24300146

ISO 140 145 141,6 15 14,8 2,5 PTFE B500 24300149

140 145 141,6 20 19,5 2,5 PTFE B500 24328413

140 145 141,6 25 24,5 2,5 PTFE B500 24256885

140 148 142,5 15 14,8 4 PTFE B500 24327236

145 150 146,2 9,7 9,6 2,5 PTFE B500 24248043

150 155 151,6 15 14,8 2,5 PTFE B500 24300151

150 155 151,6 20 19,5 2,5 PTFE B500 24203276

150 155 151,6 25 24,5 2,5 PTFE B500 24168884

ISO 160 165 161,2 9,7 9,6 2,5 PTFE B500 24204644

ISO 160 165 161,6 15 14,8 2,5 PTFE B500 24204055

160 165 161,6 25 25 2,5 PTFE B500 24263903

170 175 171,6 15 14,8 2,5 PTFE B500 24300153

175 180 176,6 25 25 2,5 PTFE B500 24264758

ISO 180 185 181,2 9,7 9,6 2,5 PTFE B500 24300154

ISO 180 185 181,6 15 14,8 2,5 PTFE B500 24300155

185 190 186,2 9,7 9,7 2,5 PTFE B500 24291724

190 195 191,6 15 14,8 2,5 PTFE B500 24300157

Further dimensions on request.
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Guides

All non-dimensioned edges rounded and burr-free

Housing d DF D1 L H Profile Material Article No.

195 200 196,2 9,7 9,6 2,5 PTFE B500 24242182

ISO 200 205 201,6 15 14,8 2,5 PTFE B500 24154721

200 205 201,6 25 25 2,5 PTFE B500 24266925

200 208 202,5 25 24,5 4 PTFE B500 24299021

210 215 211,2 9,7 9,6 2,5 PTFE B500 24300159

210 215 211,6 15 14,8 2,5 PTFE B500 24300160

210 215 211,6 20 19,5 2,5 PTFE B500 24239042

ISO 220 225 221,2 9,7 9,6 2,5 PTFE B500 24300161

ISO 220 225 221,6 15 14,8 2,5 PTFE B500 24300162

220 225 221,6 20 19,5 2,5 PTFE B500 24157304

230 235 231,6 15 14,8 2,5 PTFE B500 24154716

230 235 231,6 20 19,5 2,5 PTFE B500 24342108

240 245 241,2 9,7 9,7 2,5 PTFE B500 24258216

240 245 241,6 15 14,8 2,5 PTFE B500 24223045

240 245 241,6 25 24,5 2,5 PTFE B500 24314554

245 250 246,6 25 24,5 2,5 PTFE B500 24311377

ISO 250 255 251,6 15 14,8 2,5 PTFE B500 24300163

260 265 261,6 15 14,8 2,5 PTFE B500 24300164

270 275 271,6 25 25 2,5 PTFE B500 24262561

ISO 280 285 281,6 15 14,8 2,5 PTFE B500 24300166

290 295 291,6 15 14,8 2,5 PTFE B500 24300167

300 305 301,6 15 14,8 2,5 PTFE B500 24300168

300 305 301,6 25 24,5 2,5 PTFE B500 24348072

310 315 311,6 15 14,8 2,5 PTFE B500 24300169

325 330 326,6 25 25 2,5 PTFE B500 24293821

330 335 331,6 15 14,8 2,5 PTFE B500 24300172

Further dimensions on request.



165

Housing d DF D1 L H Profile Material Article No.

330 335 331,6 25 24,5 2,5 PTFE B500 24300173

340 345 341,6 15 14,8 2,5 PTFE B500 24300174

340 345 341,6 25 24,5 2,5 PTFE B500 24162997

350 355 351,6 15 14,8 2,5 PTFE B500 24300175

350 355 351,6 25 24,5 2,5 PTFE B500 24300176

350 358 352,5 25 24,5 4 PTFE B500 24337998

ISO 360 365 361,6 15 14,8 2,5 PTFE B500 24300177

360 368 362,5 25 24,5 4 PTFE B500 24342011

390 395 391,6 15 14,8 2,5 PTFE B500 24350238

390 395 391,6 25 24,5 2,5 PTFE B500 24336658

390 398 392,5 25 24,5 4 PTFE B500 24355839

400 405 401,6 15 15 2,5 PTFE B500 24274959

400 408 402,5 25 24,5 4 PTFE B500 24269425

410 415 411,6 25 25 2,5 PTFE B500 24296901

420 425 421,6 20 19,5 2,5 PTFE B500 24230161

420 425 421,6 25 24,5 2,5 PTFE B500 24233817

420 428 422,5 25 24,5 4 PTFE B500 24269684

425 430 426,6 25 25 2,5 PTFE B500 24261535

430 435 431,6 20 19,5 2,5 PTFE B500 24203171

430 435 431,6 25 24,5 2,5 PTFE B500 24348071

435 440 436,6 25 24,5 2,5 PTFE B500 24162988

440 445 441,6 25 24,5 2,5 PTFE B500 24344261

450 455 451,6 15 14,8 2,5 PTFE B500 24265878

450 455 451,6 25 25 2,5 PTFE B500 24257338

450 458 452,5 25 24,5 4 PTFE B500 24294991

460 465 461,6 25 24,5 2,5 PTFE B500 24308715

460 468 462,5 25 24,5 4 PTFE B500 24269409

470 475 471,6 25 24,5 2,5 PTFE B500 24347036

470 478 472,5 25 24,5 4 PTFE B500 24274936

475 480 476,6 25 25 2,5 PTFE B500 24261562

480 485 481,6 25 25 2,5 PTFE B500 24261536

480 488 482,5 25 24,5 4 PTFE B500 24337938

490 495 491,6 15 14,8 2,5 PTFE B500 24366903

500 505 501,6 15 14,8 2,5 PTFE B500 24264832

500 505 501,6 25 25 2,5 PTFE B500 24263467

500 508 502,5 20 19,5 4 PTFE B500 24360925

500 508 502,5 25 24,5 4 PTFE B500 24269420

510 515 511,6 25 25 2,5 PTFE B500 24269186

Further dimensions on request.
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Guides

All non-dimensioned edges rounded and burr-free

Housing d DF D1 L H Profile Material Article No.

520 525 521,6 20 20 2,5 PTFE B500 24242786

540 545 541,6 0 24,5 2,5 PTFE B500 24358194

540 548 542,5 25 24,5 4 PTFE B500 24332687

550 555 551,6 25 24,5 2,5 PTFE B500 24344262

560 568 562,5 25 24,5 4 PTFE B500 24274998

570 575 571,5 25 25 2,5 PTFE B500 24263227

580 588 582,5 25 24,5 4 PTFE B500 24307426

590 595 591,6 25 25 2,5 PTFE B500 24290939

600 605 601,6 15 14,8 2,5 PTFE B500 24316132

600 605 601,6 20 19,5 2,5 PTFE B500 24300403

600 608 602,5 25 24,5 4 PTFE B500 24354936

620 625 621,6 20 19,5 2,5 PTFE B500 24291416

620 625 621,6 25 24,5 2,5 PTFE B500 24354129

630 635 631,6 20 19,5 2,5 PTFE B500 24361332

630 635 631,6 25 25 2,5 PTFE B500 24263904

640 648 642,5 25 24,5 4 PTFE B500 24298429

650 658 652,5 25 24,5 4 PTFE B500 24293967

670 675 671,6 25 24,5 2,5 PTFE B500 24162996

670 678 672,5 25 24,5 4 PTFE B500 24361116

675 680 676,6 25 25 2,5 PTFE B500 24261537

700 705 701,6 15 14,8 2,5 PTFE B500 24234909

700 705 701,6 25 24,5 2,5 PTFE B500 24223046

700 708 702,5 30 30 4 PTFE B500 24262945

710 718 712,5 15 14,8 4 PTFE B500 24216172

720 728 722,5 25 24,5 4 PTFE B500 24359660

730 738 732,5 25 24,5 4 PTFE B500 24263632

Further dimensions on request.
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Housing d DF D1 L H Profile Material Article No.

735 740 736,6 25 24,5 2,5 PTFE B500 24163718

740 748 742,5 20 19,5 4 PTFE B500 24344397

740 748 742,5 25 24,5 4 PTFE B500 24243175

750 755 751,6 25 24,5 2,5 PTFE B500 24227972

790 798 792,5 25 24,5 4 PTFE B500 24351827

800 808 802,5 25 24,5 4 PTFE B500 24295216

800 805 801,6 25 24,5 2,5 PTFE B500 24162994

820 828 822,5 20 19,5 4 PTFE B500 24238051

830 838 832,5 25 24,5 4 PTFE B500 24344381

850 858 852,5 25 24,5 4 PTFE B500 24314615

890 898 892,5 15 15 4 PTFE B500 24263607

890 898 892,5 25 24,5 4 PTFE B500 24263885

900 908 902,5 25 24,5 4 PTFE B500 24257241

950 958 952,5 25 24,5 4 PTFE B500 24233242

975 983 977,5 25 24,5 4 PTFE B500 24361413

Further dimensions on request.
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Merkel Guivex KBK Guide Bush

Product description 

Product advantages

Profiled piston guide bush made of resin bonded 
fabric. Patented product design (patent No.:  
PCT/EP95/03874)

intended, among others, for standardized housings 
as per ISO 10766
   Interchangeable with current housings of type KB  
   and KF
   High radial load capacity
   Very good guide-length utilization based on   
   uniform stress distribution
   Enhanced penetration of lubricating media  
   based on optimized stress distribution within  
   the contact zone between the guide bush and the 
   counterface (favorable frictional behavior)
   Reduced propensity for stick-slip 
   Excellent sliding behavior over a short guiding 
   distance (no jamming)

Applications

Long-stroke cylinder (piston-rod deflection)
Short guiding distance (piston tilting)
Short stroke (inappropriate lubrication)
Frictionally optimized sealing systems
Replacement for metallic guides

Material Designation Color

Resin bonded fabric HGW HG650 red

 

Operating conditions
Guivex guide bushes can be used in all hydraulic 
fluids normally found in hydraulic systems such as 
oils and greases based on mineral oils, water, fire-
resistant hydraulic fluids (HFA, HFB, HFC, HFD) 
and biodegradable hydraulic fluids (HETG, HEES, 
HEPG).
The maximum permissible operating tem-
perature is 120 °C

Material

Other materials are available on request.

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Material content Mr >50% to max. 90% with cut depth 
c = Rz/2 and reference line Cref = 0%

Surface finish

        Guides
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The limit values listed in the table do not apply, 
at the present stage, to ceramic or partly ceramic 
counterfaces.

Characteristic value Limit 

Ra > 0,05µm < 0,30µm

Rmax < 2,5µm

Rpkx < 0,5µm

Rpk < 0,5µm

Rk >0,25µm <0,7µm

Rvk >0,2µm <0,65µm

Rvkx >0,2µm <2,0µm

Surface finish of the sliding surfaces

Diameter d1 indicated in the table of dimensions 
should be viewed solely in connection with the 
guide bush. The corresponding diameter of the 
connected seal housing must be in tune with the 
sealing element involved.

Design notes

The value for the specific surface pressure depen-
ds on the operating temperature and the scope 
of elastic deformation (spring deflection) of the 
guiding element involved. The maximum possible 
spring deflection in a sealing system is limited by 
the minimum gap dimension downstream of the 
primary seal. (See also Merkel Technical Manual)

Spring deflection 

e1 = 0,1 at s = 2,5

e1 = 0,15 at s = 4

e2 = 0,15 at s = 2,5

e2 = 0,2 at s = 4

The long term behavior of a sealing element and 
its dependability against early failures are crucially 
influenced by the quality of the counterface. The-
refore a precise description and assessment of the 
surface is critical.

Based on recent findings, we recommend supple-
menting the above definition of surface finish for 
the dynamic surface by the characteristics detailed 
in the table below. With these new characteristics 
derived from the material content, previous more 
general descriptions of the material content are 
significantly improved, especially in regard to sur-
face roughness. See also Merkel Technical Manual. 

Manufacturing tolerances

Profile thickness

-0,01 ... -0,06

Ø d1

h9

The tolerance regarding diameters dF and D is 
determined in connection with the calculation of 
the gap dimension. Tolerance zones H7 (D) and 
H8 (D) and/or h7 (dF) and h8 (dF) are usually 
selected for typical hydraulic applications with a 
nominal size of up to 1,000 mm and -0,1 mm 
(dF) above 1000 mm.

Tolerances

Installation & assembly
Please note our general remarks on the 
installation of hydraulic seals in the Merkel 
Technical Manual. 
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Side load

Pressure within the contact area between the guide 
and the counterface is not linear. The guiding 
width required can be calculated by applying the 
formulas mentioned below on the basis of the 
projected area. The non-linear progression of the 
contact pressure process is taken into account in 

F = P x A
A =   D x H
H = F / (D x P)

H = Guide bandwidth [mm]
F = Radial loads [N]
A = Projected area [mm²]

Operating principle

Rectangular guide bushes:
Stress peaks within the edge area

Guivex guide bush:
uniform stress distribution

P = perm. surface pressure 
  [N/mm²]
D = Piston diameter [mm]

the surface pressure value. 
It may be advisable to reduce the loads by selec-
ting a broader guide in individual cases to obtain 
an extended service life.

Guides
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Profiling

Guivex guide bushes are provided with a convex 
Profileing oriented towards the groove base. The 
side load applied is distributed evenly over the 
width of the guide element here. The maximum 
contact pressure value remains within the medium 
range and stress peaks on the edges are reduced 
(Figure 02).

Sliding properties

Guivex guide bushes made of HGW HG 650 ma-
terials are compounded with graphite and/or PTFE 
in order to achieve a better dry-running behavior. 
As a result, guide bushes made of resin bonded 
fabric exhibit excellent sliding properties, due to 
the material properties alone, even in the event of 
inappropriate lubrication. 
The absorption of lubricating media within the 
area comprised between the guide and the coun-
terface is greatly enhanced by the patented Pro-
fileing of Guivex guide bushes. Consequently, the 
sliding behavior is also improved by the Guivex 
geometry with correspondingly positive effects in 
terms of service life and stick-slip behavior.

Additional product description – Guide strips

Side load

The use of guide elements makes it possible to 
achieve low-friction and low-wear between the 
moving components of a hydraulic cylinder. Any 
side loads emerging during operation are ab-
sorbed effectively and any metal to metal contact 
between the piston rod and/or the piston barrel 
and the surrounding housing components is 
precluded.
The scope of the maximum side load is essentially 
determined by the geometrical marginal con-
ditions and the properties of the guide element 
involved.

Excessive stresses

The guide play and elastic deformation of the 
elements under load results in an angular devi-
ation between the piston rod and/or the piston 
barrel and the counterface during operation. 
Consequently, guides inside hydraulic cylinders 
will not remain parallel, but primarily stressed at 
the edges.
In this case, the permissible side load of the guide 
is defined by the lower maximum load up to edge 
break and not by the maximum compressive 
strength of the material. Excessive stresses within 
the edge area (Figure 01) make the penetration of 
lubricating media more difficult, too. The hydraulic 
medium is wiped along the edge stressed on the 
guide element and the lubricating film is reduced 
to a minimum, thus leading to stick-slip effects 
and greater wear. 

Figure 01: Rectangular guide bush
Excessive stress within the edge area

Figure 02: Guivex guide bush
Uniform stress distribution
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The absorption of lubricating media within 
the area comprised between the guide and 
the counterface is greatly enhanced by the 
patented Profileing of Guivex guide bushes. 
Consequently, Guivex guide bushes exhibit a 
favorable frictional behavior with correspondi-
ngly positive effects in terms of service life and 
stick-slip behavior.

Forces are always introduced within the mid-
section of the guide bush. Uniform move-
ments along the stroke, coupled with a high 
radial load capacity, can be achieved even in 
conjunction with short guide lengths and long-
stroke cylinders with the large angular offset to 
be expected. The system of guides inside the 
hydraulic cylinder will not be inclined to jam 
over a short guide distance either. 

The use of Guivex guide bushes makes a vital 
contribution to the functional reliability and 
dependability of hydraulic cylinders.

Figure 03: Resin bonded fabric materials in comparison of load 
capacity among plane-parallel guides depending on the opera-
ting temperature involved. 

Radial load capacity
Merkel resin bonded fabric materials are cha-
racterized by a high degree of load capacity.

The resin matrix of our material HGW HG650 in-
cludes both duroplastic and thermoplastic consti-
tuents. If permissible side loads are simultaneously 
less dependent on temperatures, the flexibility will 
be noticeably improved for assembly with small 
diameters. 

Purely thermoplastic basic materials like polyester, 
for example, exhibit a temperature-dependent 
material behavior. Permissible cross loads are gre-
atly reduced under the effect of rising operating 
temperatures. (See Figure 03).

Forces are always introduced within the medium 
range of the guide bush in conjunction with the 
patented Guivex geometry. The maximum per-
missible cross load is not reduced here by excess 
stress at the edges. Uniform movements along the 
stroke, coupled with a high radial load capacity, 
can be achieved even in conjunction with short 
guide lengths and long-stroke cylinders with high 
angular offset to be expected. 

Guides
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D dF d1 L H Profile Material Article No.

40 35 38,4 9,7 9,5 2,5 HGW HG650 49005755

40 35 38,4 15 14,8 2,5 HGW HG650 49005756

45 40 43,4 9,7 9,5 2,5 HGW HG650 49005758

45 40 43,4 15 14,8 2,5 HGW HG650 49005759

50 45 48,4 9,7 9,5 2,5 HGW HG650 49005771

50 45 48,4 15 14,8 2,5 HGW HG650 49005772

55 50 53,4 9,7 9,5 2,5 HGW HG650 49005773

55 50 53,4 15 14,8 2,5 HGW HG650 49005774

60 55 58,4 9,7 9,5 2,5 HGW HG650 49005777

60 55 58,4 15 14,8 2,5 HGW HG650 49005778

65 60 63,4 9,7 9,5 2,5 HGW HG650 49005792

65 60 63,4 15 14,8 2,5 HGW HG650 49005793

70 65 68,4 9,7 9,5 2,5 HGW HG650 49005794

70 65 68,4 15 14,8 2,5 HGW HG650 49005795

75 70 73,4 9,7 9,5 2,5 HGW HG650 49005796

75 70 73,4 15 14,8 2,5 HGW HG650 49005797

80 75 78,4 9,7 9,5 2,5 HGW HG650 49002931

80 75 78,4 15 14,8 2,5 HGW HG650 49005798

80 75 78,4 20 19,8 2,5 HGW HG650 49018501

85 80 83,4 9,7 9,5 2,5 HGW HG650 49005812

85 80 83,4 15 14,8 2,5 HGW HG650 49005828

90 85 88,4 9,7 9,5 2,5 HGW HG650 49005829

90 85 88,4 15 14,8 2,5 HGW HG650 49005830

95 90 93,4 9,7 9,5 2,5 HGW HG650 49005832

95 90 93,4 15 14,8 2,5 HGW HG650 49005833

100 95 98,4 9,7 9,5 2,5 HGW HG650 49005835

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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Guides

All non-dimensioned edges rounded and burr-free

Further dimensions on request.

D dF d1 L H Profile Material Article No.

100 95 98,4 15 14,8 2,5 HGW HG650 49005581

105 100 103,4 9,7 9,5 2,5 HGW HG650 49005836

105 100 103,4 20 19,8 2,5 HGW HG650 49018503

110 105 108,4 9,7 9,5 2,5 HGW HG650 49005838

110 105 108,4 15 14,8 2,5 HGW HG650 49003729

110 105 108,4 25 24,5 2,5 HGW HG650 49026578

115 110 113,4 15 14,8 2,5 HGW HG650 49005839

120 115 118,4 9,7 9,5 2,5 HGW HG650 49038027

125 120 123,4 9,7 9,5 2,5 HGW HG650 49005841

125 120 123,4 15 14,8 2,5 HGW HG650 49003232

125 120 123,4 25 24,5 2,5 HGW HG650 49005842

130 125 128,4 9,7 9,5 2,5 HGW HG650 49005843

130 125 128,4 15 14,8 2,5 HGW HG650 49005844

130 125 128,4 25 24,5 2,5 HGW HG650 49005845

135 130 133,4 9,7 9,5 2,5 HGW HG650 49005846

135 130 133,4 15 14,8 2,5 HGW HG650 49005847

140 135 138,4 9,7 9,5 2,5 HGW HG650 49005899

140 135 138,4 15 14,8 2,5 HGW HG650 49005900

140 135 138,4 25 24,5 2,5 HGW HG650 49005898

145 140 143,4 25 24,5 2,5 HGW HG650 49020659

150 145 148,4 9,7 9,5 2,5 HGW HG650 49005911

155 150 153,4 9,7 9,5 2,5 HGW HG650 49015382

160 155 158,4 9,7 9,5 2,5 HGW HG650 49005912

160 155 158,4 15 14,8 2,5 HGW HG650 49005913

160 155 158,4 25 24,5 2,5 HGW HG650 49005914

170 165 168,4 15 14,8 2,5 HGW HG650 49005915
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Further dimensions on request.

D dF d1 L H Profile Material Article No.

170 165 168,4 25 24,5 2,5    HGW HG650 49005916

175 170 173,4 9,7 9,5 2,5 HGW HG650 49012836

175 170 173,4 25 24,5 2,5 HGW HG650 49018109

180 175 178,4 9,7 9,5 2,5 HGW HG650 49005917

180 175 178,4 15 14,8 2,5 HGW HG650 49005918

185 180 183,4 9,7 9,5 2,5 HGW HG650 49015383

190 185 188,4 25 24,5 2,5 HGW HG650 49006011

200 195 198,4 9,7 9,5 2,5 HGW HG650 49006013

200 195 198,4 15 14,8 2,5 HGW HG650 49006012

200 195 198,4 20 19,8 2,5 HGW HG650 49019433

210 205 208,4 15 14,8 2,5 HGW HG650 49037027

215 210 213,4 15 14,8 2,5 HGW HG650 49006014

220 215 218,4 9,7 9,5 2,5 HGW HG650 49006015

220 215 218,4 15 14,8 2,5 HGW HG650 49006016

225 220 223,4 15 14,8 2,5 HGW HG650 49037028

225 220 223,4 25 24,5 2,5 HGW HG650 49006017

230 225 228,4 9,7 9,5 2,5 HGW HG650 49006018

230 225 228,4 15 14,8 2,5 HGW HG650 49006019

240 235 238,4 15 14,8 2,5 HGW HG650 49006021

240 235 238,4 25 24,5 2,5 HGW HG650 49006020

250 245 248,4 9,7 9,5 2,5 HGW HG650 49006022

250 245 248,4 15 14,8 2,5 HGW HG650 49006023

255 250 253,4 15 14,8 2,5 HGW HG650 49030447

260 255 258,4 25 24,5 2,5 HGW HG650 49006024

280 275 278,4 15 14,8 2,5 HGW HG650 49006025

280 275 278,4 25 24,5 2,5 HGW HG650 49006026

300 295 298,4 15 14,8 2,5 HGW HG650 49079318

300 295 298,4 25 24,5 2,5 HGW HG650 49079319

310 305 308,4 15 14,8 2,5 HGW HG650 49079011

310 302 307,5 40 39,5 4 HGW HG650 49079022

320 315 318,4 30 29,5 2,5 HGW HG650 49079024

320 312 317,5 25 24,5 4 HGW HG650 49079023

320 312 317,5 40 39,5 4 HGW HG650 49079025

330 325 328,4 15 14,8 2,5 HGW HG650 49079026

330 325 328,4 25 24,5 2,5 HGW HG650 49079027

330 322 327,5 25 24,5 4 HGW HG650 49079028

330 322 327,5 30 29,5 4 HGW HG650 49079029

340 332 337,5 25 24,5 4 HGW HG650 49079030
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Guides

All non-dimensioned edges rounded and burr-free

Further dimensions on request.

D dF d1 L H Profile Material Article No.

340 332 337,5 30 29,5 4    HGW HG650 49079031

350 345 348,4 15 14,8 2,5 HGW HG650 49071520

350 342 347,5 25 24,5 4 HGW HG650 49079042

350 342 347,5 40 39,5 4 HGW HG650 49079043

360 352 357,5 25 24,5 4 HGW HG650 49078976

360 352 357,5 30 29,5 4 HGW HG650 49078977

360 352 357,5 40 39,5 4 HGW HG650 49078978

365 360 363,4 25 24,5 2,5 HGW HG650 49079044

365 357 362,5 25 24,5 4 HGW HG650 49078979

375 370 373,4 25 24,5 2,5 HGW HG650 49078980

375 367 372,5 25 24,5 4 HGW HG650 49078981

385 380 383,4 25 24,5 2,5 HGW HG650 49079054

380 372 377,5 25 24,5 4 HGW HG650 49079052

380 372 377,5 40 39,5 4 HGW HG650 49079053

390 385 388,4 15 14,8 2,5 HGW HG650 49079055

395 390 393,4 15 14,8 2,5 HGW HG650 49079056

400 392 397,5 40 39,5 4 HGW HG650 49079057

410 402 407,5 40 39,5 4 HGW HG650 49063894

420 415 418,4 25 24,5 2,5 HGW HG650 49079058

420 412 417,5 25 24,5 4 HGW HG650 49079059

420 412 417,5 40 39,5 4 HGW HG650 49079060

430 422 427,5 40 39,5 4 HGW HG650 49079061

435 430 433,4 15 14,8 2,5 HGW HG650 49079062

440 432 437,5 25 24,5 4 HGW HG650 49079063

440 432 437,5 40 39,5 4 HGW HG650 49059766

450 442 447,5 40 39,5 4 HGW HG650 49079064

455 447 452,5 25 24,5 4 HGW HG650 49079132

460 455 458,4 15 14,8 2,5 HGW HG650 49079133

460 455 458,4 25 24,5 2,5 HGW HG650 49079134
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Further dimensions on request.

D dF d1 L H Profile Material Article No.

460 452 457,5 25 24,5 4    HGW HG650 49079135

460 452 457,5 40 39,5 4 HGW HG650 49073281

465 460 463,4 40 39,5 2,5 HGW HG650 49079136

470 465 468,4 25 24,5 2,5 HGW HG650 49079137

475 470 473,4 25 24,5 2,5 HGW HG650 49079138

480 472 477,5 40 39,5 4 HGW HG650 49063895

480 475 478,4 25 24,5 2,5 HGW HG650 49079139

500 492 497,5 25 24,5 4 HGW HG650 49079140

500 492 497,5 40 39,5 4 HGW HG650 49079141

510 505 508,4 25 24,5 2,5 HGW HG650 49079143

510 502 507,5 25 24,5 4 HGW HG650 49079144

520 515 518,4 40 39,5 2,5 HGW HG650 49079145

530 522 527,5 25 24,5 4 HGW HG650 49079146

530 522 527,5 40 39,5 4 HGW HG650 49079147

540 535 538,4 25 24,5 2,5 HGW HG650 49079148

540 532 537,5 25 24,5 4 HGW HG650 49079149

540 532 537,5 40 39,5 4 HGW HG650 49079150

550 545 548,4 25 24,5 2,5 HGW HG650 49079152

560 552 557,5 40 39,5 4 HGW HG650 49079153

565 557 562,5 40 39,5 4 HGW HG650 49079154

580 572 577,5 20 19,8 4 HGW HG650 49079155

580 572 577,5 40 39,5 4 HGW HG650 49069801

590 585 588,4 25 24,5 2,5 HGW HG650 49079157

600 595 598,4 25 24,5 2,5 HGW HG650 49079065

600 592 597,5 25 24,5 4 HGW HG650 49079066

600 592 597,5 40 39,5 4 HGW HG650 49079067

610 602 607,5 40 39,5 4 HGW HG650 49079068

620 612 617,5 25 24,5 4 HGW HG650 49079069

630 625 628,4 25 24,5 2,5 HGW HG650 49079070

630 622 627,5 40 39,5 4 HGW HG650 49062927

640 632 637,5 25 24,5 4 HGW HG650 49079071

660 655 658,4 25 24,5 2,5 HGW HG650 49079072

660 652 657,5 25 24,5 4 HGW HG650 49079073

680 675 678,4 25 24,5 2,5 HGW HG650 49079074

680 672 677,5 25 24,5 4 HGW HG650 49079075

680 672 677,5 40 39,5 4 HGW HG650 49079076

690 685 688,4 15 14,8 2,5 HGW HG650 49079077

700 695 698,4 40 39,5 2,5 HGW HG650 49079079
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Guides

All non-dimensioned edges rounded and burr-free

Further dimensions on request.

D dF d1 L H Profile Material Article No.

730 722 727,5 40 39,5 4    HGW HG650 49073087

740 732 737,5 25 24,5 4 HGW HG650 49079080

740 732 737,5 35 34,5 4 HGW HG650 49079081

750 742 747,5 25 24,5 4 HGW HG650 49079048

750 742 747,5 25 24,5 4 HGW HG650 49079082

760 752 757,5 40 39,5 4 HGW HG650 49079049

800 792 797,5 20 19,8 4 HGW HG650 49079050

800 792 797,5 25 24,5 4 HGW HG650 49079051

830 822 827,5 25 24,5 4 HGW HG650 49079122

840 832 837,5 25 24,5 4 HGW HG650 49079123

850 842 847,5 25 24,5 4 HGW HG650 49079124

865 857 862,5 20 19,8 4 HGW HG650 49079125

865 857 862,5 40 39,5 4 HGW HG650 49079126

900 892 897,5 40 39,5 4 HGW HG650 49079127

950 942 947,5 25 24,5 4 HGW HG650 49079128

950 942 947,5 40 39,5 4 HGW HG650 49079129

965 957 962,5 25 24,5 4 HGW HG650 49079130

1000 992 997,5 40 39,5 4 HGW HG650 49079131

1050 1042 1047,5 40 39,5 4 HGW HG650 49063919

1100 1092 1097,5 40 39,5 4 HGW HG650 49079161

1150 1142 1147,5 40 39,5 4 HGW HG650 49079162

1200 1192 1197,5 40 39,5 4 HGW HG650 49066672

1250 1242 1247,5 40 39,5 4 HGW HG650 49079163

1300 1292 1297,5 40 39,5 4 HGW HG650 49079108

1350 1342 1347,5 40 39,5 4 HGW HG650 49079109

1400 1392 1397,5 40 39,5 4 HGW HG650 49079110

1450 1442 1447,5 40 39,5 4 HGW HG650 49079111

1500 1492 1497,5 40 39,5 4 HGW HG650 49066355
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Please observe our general design notes in the 
Merkel Technical Manual

Product description

Product advantages

Application

Tolerance

Design notes

Merkel Guide Ring KB

Material

Material Designation Color

Fabric base laminate HGW HG517 dark grey

Material Designation Color

Fabric base laminate HGW HG600 dark grey

Non metalic piston guide element

Nonmetalic guide element for pistons, also for 
standardised housing as per ISO 10766

Ø d1

h9

< 300

> 300

The tolerance recommendation for dimensions D 
and dF must be regarded in conjunction with the 
seal being used. The diameter d1 stated in the di-
mensional table must be seen solely with reference 
to the guide ring. The corresponding diameter of 
an adjacent seal installation space must be mat-
ched to the sealing element involved.

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Surface finish

Material content Mr > 50 % to max. 90 %, with cut depth 
c = Rz/2 and reference line Cref = 0 %

Operating conditions

Merkel KB Guide Rings can be used in all hydraulic 
fluids normally found in hydraulic systems such 
as oils and greases based on mineral oils, fire-
resistant hydraulic fluids (HFD) and biodegradable 
hydraulic fluids (HETG, HEES, HEPG). We do not 
recommend to used Guide Rings KB in water or 
water based fluids (HFA, HFB, HFC).
The maximum permissible operating temperature 
is 120 °C

Metal/fabric based laminate material combi-
nation prevents „seizing“
High load-bearing capacity, elastic (not plastic)  
behaviour up to break point
Chamfers profile edges prevent pressing 
of edge into the corner radii of the housing 
groove
Simple snap in fitting (d<300)

Non-metalic guide element for piston, also 
for standardised housing according to ISO 10766

Profile thickness

-0,01 ... -0,06

Manufacturing tolerances
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Surface load

p <50 N/mm² … 60 °C

p <25 N/mm² … 100 °C

Surface force
Pressure within the contact area between the guide and the counterface is not linear. The guiding width 
required can be calculated by applying the formulas mentioned below on the basis of the projected area. 
The non-linear progression of the contact pressure process is taken into account in the surface pressure 
value. 
It may be advisable to reduce the loads by selecting a broader guide in individual cases to obtain an 
extended service life.

F = P x A
A =   D x H
H = F / (D x P)

H = Guide bandwidth [mm]
F = Radial loads [N]

A = Projected area [mm²]

P = perm. surface pressure 
  [N/mm²]
D = Piston diameter [mm]

          Guides
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D dF d1 L H Profile Material Article No.

40,00 35,00 38,4 4,2 4,10 2,50 HGW  HG517 24351068

40,00 35,00 38,4 5,6 5,50 2,50 HGW  HG517 24130923

40,00 36,90 38,9 4,0 3,90 1,55 HGW  HG517 24213349

40,00 37,00 39,0 5,6 5,50 1,50 HGW  HG517 24300235

40,00 37,00 39,0 6,0 5,90 1,50 HGW  HG517 24130922

42,00 37,00 40,4 5,6 5,50 2,50 HGW  HG517 24130926

44,45 39,45 42,9 15,0 14,80 2,50 HGW  HG517 24370630

45,00 39,00 43,0 9,7 9,60 3,00 HGW  HG517 524020

45,00 40,00 43,4 5,6 5,50 2,50 HGW  HG517 24130929

45,00 40,00 43,4 9,7 9,60 2,50 HGW  HG517 521532

45,00 40,00 43,4 9,7 9,60 2,50 HGW  HG517 24130930

45,00 40,00 43,4 10,0 9,90 2,50 HGW  HG517 24330782

45,00 42,00 44,0 6,0 5,90 1,50 HGW  HG517 24130928

46,00 41,00 44,4 9,7 9,60 2,50 HGW  HG517 24343690

50,00 45,00 48,4 5,6 5,50 2,50 HGW  HG517 24130932

50,00 45,00 48,4 6,0 5,90 2,50 HGW  HG517 24349725

50,00 45,00 48,4 6,3 6,20 2,50 HGW  HG517 24351071

50,00 45,00 48,4 9,7 9,60 2,50 HGW  HG517 24130933

50,00 45,00 48,4 10,0 9,90 2,50 HGW  HG517 24374449

50,00 45,00 48,4 15,0 14,80 2,50 HGW  HG517 24233025

50,00 46,90 48,9 4,0 3,90 1,55 HGW  HG517 24213348

54,00 49,00 52,4 5,6 5,50 2,50 HGW  HG517 24356983

54,00 49,00 52,4 9,7 9,60 2,50 HGW  HG517 530025

55,00 50,00 53,4 5,6 5,50 2,50 HGW  HG517 24130935

55,00 50,00 53,4 9,7 9,60 2,50 HGW  HG517 24369301

55,00 50,00 53,4 15,0 14,80 2,50 HGW  HG517 24371109

H

d1D dF

L
+0,2

R <= 0,31

Ø Ø Ø

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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D dF d1 L H Profile Material Article No.

56,00 51,00 54,4 5,6 5,50 2,50 HGW  HG517 24130938

57,15 52,15 55,6 9,7 9,60 2,50 HGW  HG517 527345

60,00 55,00 58,4 5,6 5,50 2,50 HGW  HG517 24130941

60,00 55,00 58,4 9,7 9,60 2,50 HGW  HG517 24130942

60,00 55,00 58,4 10,0 9,90 2,50 HGW  HG517 24375278

60,00 55,00 58,4 15,0 14,80 2,50 HGW  HG517 24247237

63,00 55,00 60,5 25,0 24,50 4,00 HGW  HG517 24349233

63,00 58,00 61,4 5,6 5,50 2,50 HGW  HG517 24130944

63,00 58,00 61,4 6,0 5,90 2,50 HGW  HG517 24349726

63,00 58,00 61,4 6,3 6,20 2,50 HGW  HG517 24351072

63,00 58,00 61,4 9,7 9,60 2,50 HGW  HG517 24130945

63,00 58,00 61,4 10,0 9,90 2,50 HGW  HG517 24374452

63,00 58,00 61,4 20,0 19,80 2,50 HGW  HG517 49071475

63,30 55,30 60,8 25,0 24,50 4,00 HGW  HG517 24349235

64,00 59,00 62,4 9,7 9,60 2,50 HGW  HG517 24237131

65,00 60,00 63,4 5,6 5,50 2,50 HGW  HG517 24300236

65,00 60,00 63,4 9,7 9,60 2,50 HGW  HG517 24133632

65,00 60,00 63,4 15,0 14,80 2,50 HGW  HG517 24372905

65,00 60,00 63,4 20,0 19,80 2,50 HGW  HG517 24362040

66,00 61,00 64,4 5,6 5,50 2,50 HGW  HG517 532644

66,00 61,00 64,4 5,6 5,50 2,50 HGW  HG517 532644

66,00 61,00 64,4 5,6 5,50 2,50 HGW  HG517 532644

66,00 61,00 64,4 5,6 5,50 2,50 HGW  HG517 532644

66,00 61,00 64,4 9,7 9,60 2,50 HGW  HG517 24306338

67,00 62,00 65,4 9,7 9,60 2,50 HGW  HG517 49057552

70,00 62,00 67,5 15,0 14,80 4,00 HGW  HG517 24183313

          Guides

H
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L
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Ø Ø Ø
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70,00 62,00 67,5 20,0 19,80 4,00 HGW  HG517 521533

70,00 62,00 67,5 20,0 19,80 4,00 HGW  HG517 24376061

70,00 62,00 67,5 25,0 24,50 4,00 HGW  HG517 24298678

70,00 64,00 68,0 13,0 12,80 3,00 HGW  HG517 521538

70,00 64,00 68,0 13,0 12,80 3,00 HGW  HG517 24374901

70,00 64,00 68,0 20,0 19,80 3,00 HGW  HG517 24240337

70,00 65,00 68,4 5,6 5,50 2,50 HGW  HG517 24130947

70,00 65,00 68,4 9,7 9,60 2,50 HGW  HG517 24130948

70,00 65,00 68,4 15,0 14,80 2,50 HGW  HG517 24345783

70,00 65,00 68,4 20,0 19,80 2,50 HGW  HG517 24354510

75,00 67,00 72,5 25,0 24,50 4,00 HGW  HG517 528432

75,00 69,00 73,0 25,0 24,50 3,00 HGW  HG517 24350388

75,00 70,00 73,4 5,6 5,50 2,50 HGW  HG517 24300237

75,00 70,00 73,4 9,7 9,60 2,50 HGW  HG517 24220353

75,00 70,00 73,4 12,0 11,80 2,50 HGW  HG517 524877

75,00 70,00 73,4 15,0 14,80 2,50 HGW  HG517 24355519

76,00 70,00 74,0 38,0 37,50 3,00 HGW  HG517 24353962

76,20 71,20 74,6 4,0 3,90 2,50 HGW  HG517 24314545

76,20 71,20 74,6 9,7 9,60 2,50 HGW  HG517 24309819

76,20 71,20 74,6 20,0 19,80 2,50 HGW  HG517 24370628

80,00 72,00 77,5 20,0 19,80 4,00 HGW  HG517 521534

80,00 72,00 77,5 20,0 19,80 4,00 HGW  HG517 24376062

80,00 72,00 77,5 25,0 24,50 4,00 HGW  HG517 528542

80,00 74,00 78,0 20,0 19,80 3,00 HGW  HG517 24240338

80,00 75,00 78,4 5,6 5,50 2,50 HGW  HG517 24300238

80,00 75,00 78,4 8,0 7,90 2,50 HGW  HG517 24349727

80,00 75,00 78,4 9,7 9,60 2,50 HGW  HG517 24130950

80,00 75,00 78,4 15,0 14,80 2,50 HGW  HG517 24128202

80,00 75,00 78,4 20,0 19,80 2,50 HGW  HG517 24262426

80,00 75,00 78,4 25,0 24,50 2,50 HGW  HG517 24295841

82,55 77,55 81,0 20,0 19,80 2,50 HGW  HG517 24370474

82,55 77,55 81,0 25,0 24,50 2,50 HGW  HG517 24370473

85,00 77,00 82,5 25,0 24,50 4,00 HGW  HG517 528433

85,00 80,00 83,4 5,6 5,50 2,50 HGW  HG517 24300239

85,00 80,00 83,4 9,7 9,60 2,50 HGW  HG517 24135787

85,00 80,00 83,4 15,0 14,80 2,50 HGW  HG517 24351574

88,90 83,90 87,3 20,0 19,80 2,50 HGW  HG517 24370629

90,00 82,00 87,5 20,0 19,80 4,00 HGW  HG517 24352082

Further dimensions on request.
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90,00 82,00 87,5 25,0 24,50 4,00 HGW  HG517 24173391

90,00 84,00 88,0 13,0 12,80 3,00 HGW  HG517 49009812

90,00 85,00 88,4 5,6 5,50 2,50 HGW  HG517 24173395

90,00 85,00 88,4 9,7 9,60 2,50 HGW  HG517 24130952

90,00 85,00 88,4 15,0 14,80 2,50 HGW  HG517 24269687

90,00 85,00 88,4 20,0 19,80 2,50 HGW  HG517 24355775

90,10 87,00 89,0 5,0 4,90 1,55 HGW  HG517 523803

93,00 85,00 90,5 25,0 24,50 4,00 HGW  HG517 49031904

95,00 87,00 92,5 25,0 24,50 4,00 HGW  HG517 49014092

95,00 90,00 93,4 5,6 5,50 2,50 HGW  HG517 24300240

95,00 90,00 93,4 8,0 7,90 2,50 HGW  HG517 24356120

95,00 90,00 93,4 9,7 9,60 2,50 HGW  HG517 24300241

95,00 90,00 93,4 15,0 14,80 2,50 HGW  HG517 24337625

100,00 92,00 97,5 25,0 24,50 4,00 HGW  HG517 24133337

100,00 94,00 98,0 20,0 19,80 3,00 HGW  HG517 24240339

100,00 94,00 98,0 25,0 24,50 3,00 HGW  HG517 24354511

100,00 95,00 98,4 5,6 5,50 2,50 HGW  HG517 24198387

100,00 95,00 98,4 8,0 7,90 2,50 HGW  HG517 24351073

100,00 95,00 98,4 9,7 9,60 2,50 HGW  HG517 24130954

100,00 95,00 98,4 10,0 9,90 2,50 HGW  HG517 24316705

100,00 95,00 98,4 12,0 11,80 2,50 HGW  HG517 24308269

100,00 95,00 98,4 15,0 14,80 2,50 HGW  HG517 24132237

100,00 95,00 98,4 20,0 19,80 2,50 HGW  HG517 24353694

100,00 95,00 98,4 25,0 24,50 2,50 HGW  HG517 24374900

101,60 96,60 100,0 15,0 14,80 2,50 HGW  HG517 24361613

105,00 97,00 102,5 25,0 24,50 4,00 HGW  HG517 24232141

          Guides
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105,00 100,00 103,4 5,6 5,50 2,50 HGW  HG517 24300242

105,00 100,00 103,4 8,0 7,90 2,50 HGW  HG517 24356126

105,00 100,00 103,4 9,7 9,60 2,50 HGW  HG517 24209853

105,00 100,00 103,4 15,0 14,80 2,50 HGW  HG517 521535

105,00 100,00 103,4 15,0 14,80 2,50 HGW  HG517 24360178

105,00 100,00 103,4 20,0 19,80 2,50 HGW  HG517 49018535

105,00 100,00 103,4 25,0 24,50 2,50 HGW  HG517 24174686

105,00 100,00 103,4 30,0 29,50 2,50 HGW  HG517 24362308

108,00 103,00 106,4 15,0 14,80 2,50 HGW  HG517 49013842

110,00 102,00 107,5 25,0 24,50 4,00 HGW  HG517 24146909

110,00 104,00 108,0 13,0 12,80 3,00 HGW  HG517 521539

110,00 104,00 108,0 13,0 12,80 3,00 HGW  HG517 24375577

110,00 104,00 108,0 25,0 24,50 3,00 HGW  HG517 24354512

110,00 105,00 108,4 5,6 5,50 2,50 HGW  HG517 24300243

110,00 105,00 108,4 8,0 7,90 2,50 HGW  HG517 24356129

110,00 105,00 108,4 9,0 8,90 2,50 HGW  HG517 24380230

110,00 105,00 108,4 9,7 9,60 2,50 HGW  HG517 24130956

110,00 105,00 108,4 15,0 14,80 2,50 HGW  HG517 24245043

110,00 105,00 108,4 25,0 24,50 2,50 HGW  HG517 24312237

112,00 107,00 110,4 15,0 14,80 2,50 HGW  HG517 49068178

114,00 106,00 111,5 25,0 24,50 4,00 HGW  HG517 24298409

114,30 109,30 112,7 25,0 24,50 2,50 HGW  HG517 24299016

115,00 107,00 112,5 20,0 19,80 4,00 HGW  HG517 24137309

115,00 107,00 112,5 25,0 24,50 4,00 HGW  HG517 24138507

115,00 109,00 113,0 12,0 11,80 3,00 HGW  HG517 24307391

115,00 109,00 113,0 15,0 14,80 3,00 HGW  HG517 49018702

115,00 110,00 113,4 5,6 5,50 2,50 HGW  HG517 24300244

115,00 110,00 113,4 8,0 7,90 2,50 HGW  HG517 24356133

115,00 110,00 113,4 9,7 9,60 2,50 HGW  HG517 24130958

115,00 110,00 113,4 15,0 14,80 2,50 HGW  HG517 24245178

115,00 110,00 113,4 20,0 19,80 2,50 HGW  HG517 24352607

119,00 114,00 117,4 9,7 9,60 2,50 HGW  HG517 24352917

120,00 112,00 117,5 20,0 19,80 4,00 HGW  HG517 24360179

120,00 112,00 117,5 25,0 24,50 4,00 HGW  HG517 24302126

120,00 114,00 118,0 13,0 12,80 3,00 HGW  HG517 521540

120,00 114,00 118,0 13,0 12,80 3,00 HGW  HG517 24375578

120,00 114,00 118,0 15,0 14,80 3,00 HGW  HG517 24369564

120,00 114,00 118,0 20,0 19,80 3,00 HGW  HG517 24240340

Further dimensions on request.
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120,00 114,00 118,0 30,0 29,50 3,00 HGW  HG517 24354513

120,00 115,00 118,4 5,6 5,50 2,50 HGW  HG517 24300245

120,00 115,00 118,4 8,0 7,90 2,50 HGW  HG517 24356136

120,00 115,00 118,4 9,7 9,60 2,50 HGW  HG517 24300246

120,00 115,00 118,4 14,0 13,80 2,50 HGW  HG517 24380231

120,00 115,00 118,4 15,0 14,80 2,50 HGW  HG517 24144161

120,00 115,00 118,4 20,0 19,80 2,50 HGW  HG517 49018536

125,00 117,00 122,5 20,0 19,80 4,00 HGW  HG517 24360180

125,00 117,00 122,5 25,0 24,50 4,00 HGW  HG517 24137311

125,00 119,00 123,0 13,0 12,80 3,00 HGW  HG517 49009813

125,00 120,00 123,4 5,6 5,50 2,50 HGW  HG517 24198427

125,00 120,00 123,4 8,0 7,90 2,50 HGW  HG517 24356142

125,00 120,00 123,4 9,7 9,60 2,50 HGW  HG517 24130960

125,00 120,00 123,4 12,0 11,80 2,50 HGW  HG517 524878

125,00 120,00 123,4 15,0 14,80 2,50 HGW  HG517 24130961

125,00 120,00 123,4 20,0 19,80 2,50 HGW  HG517 521952

125,00 120,00 123,4 25,0 24,50 2,50 HGW  HG517 24174689

127,00 122,00 125,4 15,0 14,80 2,50 HGW  HG517 526700

130,00 122,00 127,5 20,0 19,80 4,00 HGW  HG517 24360181

130,00 122,00 127,5 25,0 24,50 4,00 HGW  HG517 24298682

130,00 124,00 128,0 13,0 12,80 3,00 HGW  HG517 521541

130,00 124,00 128,0 13,0 12,80 3,00 HGW  HG517 24375579

130,00 125,00 128,4 5,6 5,50 2,50 HGW  HG517 24300247

130,00 125,00 128,4 8,0 7,90 2,50 HGW  HG517 24356145

130,00 125,00 128,4 9,7 9,60 2,50 HGW  HG517 24135786

130,00 125,00 128,4 15,0 14,80 2,50 HGW  HG517 24136426

          Guides
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130,00 125,00 128,4 20,0 19,80 2,50 HGW  HG517 24355819

130,00 125,00 128,4 25,0 24,50 2,50 HGW  HG517 528521

133,40 128,40 131,8 10,0 9,90 2,50 HGW  HG517 24375988

133,40 128,40 131,8 15,0 14,80 2,50 HGW  HG517 24375989

135,00 127,00 132,5 25,0 24,50 4,00 HGW  HG517 24375591

135,00 129,00 133,0 13,0 12,80 3,00 HGW  HG517 24341424

135,00 130,00 133,4 8,0 7,90 2,50 HGW  HG517 24356151

135,00 130,00 133,4 9,7 9,60 2,50 HGW  HG517 24362405

135,00 130,00 133,4 15,0 14,80 2,50 HGW  HG517 24183086

135,00 130,00 133,4 30,0 29,50 2,50 HGW  HG517 24361928

139,70 134,70 138,1 15,0 14,80 2,50 HGW  HG517 24367429

140,00 132,00 137,5 20,0 19,80 4,00 HGW  HG517 24335709

140,00 132,00 137,5 25,0 24,50 4,00 HGW  HG517 24137312

140,00 134,00 138,0 13,0 12,80 3,00 HGW  HG517 24369244

140,00 135,00 138,4 5,0 4,90 2,50 HGW  HG517 24133243

140,00 135,00 138,4 5,6 5,50 2,50 HGW  HG517 24300248

140,00 135,00 138,4 8,0 7,90 2,50 HGW  HG517 24356155

140,00 135,00 138,4 9,7 9,60 2,50 HGW  HG517 24130963

140,00 135,00 138,4 14,0 13,80 2,50 HGW  HG517 24380233

140,00 135,00 138,4 15,0 14,80 2,50 HGW  HG517 521536

140,00 135,00 138,4 15,0 14,80 2,50 HGW  HG517 24130964

140,00 135,00 138,4 20,0 19,80 2,50 HGW  HG517 24349281

140,00 135,00 138,4 25,0 24,50 2,50 HGW  HG517 24195765

145,00 140,00 143,4 8,0 7,90 2,50 HGW  HG517 24356160

145,00 140,00 143,4 15,0 14,80 2,50 HGW  HG517 24219554

150,00 142,00 147,5 20,0 19,80 4,00 HGW  HG517 24335710

150,00 142,00 147,5 25,0 24,50 4,00 HGW  HG517 24146908

150,00 145,00 148,4 8,0 7,90 2,50 HGW  HG517 521537

150,00 145,00 148,4 9,7 9,60 2,50 HGW  HG517 24130966

150,00 145,00 148,4 15,0 14,80 2,50 HGW  HG517 24130967

150,00 145,00 148,4 20,0 19,80 2,50 HGW  HG517 24342275

150,00 145,00 148,4 25,0 24,50 2,50 HGW  HG517 24245817

152,40 147,40 150,8 25,0 24,50 2,50 HGW  HG517 24375987

155,00 150,00 153,4 8,0 7,90 2,50 HGW  HG517 24356167

155,00 150,00 153,4 9,7 9,60 2,50 HGW  HG517 24237342

155,00 150,00 153,4 15,0 14,80 2,50 HGW  HG517 24356169

155,00 150,00 153,4 25,0 24,50 2,50 HGW  HG517 528522

155,00 150,00 153,4 30,0 29,50 2,50 HGW  HG517 49033898
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160,00 152,00 157,5 25,0 24,50 4,00 HGW  HG517 24176821

160,00 154,00 158,0 20,0 19,80 3,00 HGW  HG517 49004987

160,00 155,00 158,4 8,0 7,90 2,50 HGW  HG517 24356170

160,00 155,00 158,4 9,7 9,60 2,50 HGW  HG517 24130969

160,00 155,00 158,4 14,0 13,80 2,50 HGW  HG517 24380232

160,00 155,00 158,4 15,0 14,80 2,50 HGW  HG517 24130970

160,00 155,00 158,4 20,0 19,80 2,50 HGW  HG517 24351443

160,00 155,00 158,4 25,0 24,50 2,50 HGW  HG517 24263520

165,00 157,00 162,5 20,0 19,80 4,00 HGW  HG517 24140087

165,00 157,00 162,5 25,0 24,50 4,00 HGW  HG517 24137310

165,00 160,00 163,4 8,0 7,90 2,50 HGW  HG517 24356176

165,00 160,00 163,4 9,7 9,60 2,50 HGW  HG517 24183088

165,00 160,00 163,4 15,0 14,80 2,50 HGW  HG517 24199261

166,60 161,60 165,0 15,0 14,80 2,50 HGW  HG517 529070

170,00 162,00 167,5 55,0 54,50 4,00 HGW  HG517 49017934

170,00 164,00 168,0 13,0 12,80 3,00 HGW  HG517 521542

170,00 164,00 168,0 13,0 12,80 3,00 HGW  HG517 24375580

170,00 165,00 168,4 8,0 7,90 2,50 HGW  HG517 24356179

170,00 165,00 168,4 9,7 9,60 2,50 HGW  HG517 24130972

170,00 165,00 168,4 15,0 14,80 2,50 HGW  HG517 24130973

170,00 165,00 168,4 20,0 19,80 2,50 HGW  HG517 24344859

170,00 165,00 168,4 25,0 24,50 2,50 HGW  HG517 24339191

171,00 165,00 169,0 25,0 24,50 3,00 HGW  HG517 24377450

175,00 170,00 173,4 9,7 9,60 2,50 HGW  HG517 24237343

175,00 170,00 173,4 15,0 14,80 2,50 HGW  HG517 24379388

175,00 170,00 173,4 25,0 24,50 2,50 HGW  HG517 49006998

          Guides
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177,80 172,80 176,2 25,0 24,50 2,50 HGW  HG517 24368402

180,00 172,00 177,5 20,0 19,80 4,00 HGW  HG517 24140088

180,00 172,00 177,5 25,0 24,50 4,00 HGW  HG517 24290191

180,00 172,00 177,5 45,0 44,50 4,00 HGW  HG517 24354518

180,00 174,00 178,0 13,0 12,80 3,00 HGW  HG517 24369243

180,00 175,00 178,4 8,0 7,90 2,50 HGW  HG517 24356182

180,00 175,00 178,4 9,7 9,60 2,50 HGW  HG517 24130975

180,00 175,00 178,4 12,0 11,80 2,50 HGW  HG517 24130974

180,00 175,00 178,4 15,0 14,80 2,50 HGW  HG517 24130976

180,00 175,00 178,4 20,0 19,80 2,50 HGW  HG517 24245586

180,00 175,00 178,4 25,0 24,50 2,50 HGW  HG517 24132235

185,50 180,50 183,9 25,0 24,50 2,50 HGW  HG517 24349510

190,00 185,00 188,4 9,7 9,60 2,50 HGW  HG517 24130978

190,00 185,00 188,4 15,0 14,80 2,50 HGW  HG517 24130979

190,00 185,00 188,4 20,0 19,80 2,50 HGW  HG517 24342276

190,00 185,00 188,4 20,0 19,80 2,50 HGW  HG517 24342276

190,00 185,00 188,4 20,0 19,80 2,50 HGW  HG517 24342276

190,00 185,00 188,4 20,0 19,80 2,50 HGW  HG517 24342276

190,00 185,00 188,4 25,0 24,50 2,50 HGW  HG517 24341395

190,50 185,50 188,9 15,0 14,80 2,50 HGW  HG517 24361471

195,00 190,00 193,4 9,7 9,60 2,50 HGW  HG517 49031557

200,00 192,00 197,5 25,0 24,50 4,00 HGW  HG517 24290195

200,00 194,00 198,0 13,0 12,80 3,00 HGW  HG517 24369242

200,00 195,00 198,4 5,0 4,90 2,50 HGW  HG517 24133242

200,00 195,00 198,4 9,7 9,60 2,50 HGW  HG517 24130981

200,00 195,00 198,4 12,0 11,80 2,50 HGW  HG517 24130980

200,00 195,00 198,4 14,0 13,80 2,50 HGW  HG517 24380234

200,00 195,00 198,4 15,0 14,80 2,50 HGW  HG517 24130982

200,00 195,00 198,4 20,0 19,80 2,50 HGW  HG517 24350641

200,00 195,00 198,4 25,0 24,50 2,50 HGW  HG517 24344891

200,00 195,00 198,4 30,0 29,50 2,50 HGW  HG517 49071655

200,00 195,00 198,4 35,0 34,50 2,50 HGW  HG517 532978

203,20 198,20 201,6 25,0 24,50 2,50 HGW  HG517 24370631

210,00 202,00 207,5 25,0 24,50 4,00 HGW  HG517 528796

210,00 205,00 208,4 9,7 9,60 2,50 HGW  HG517 24301067

210,00 205,00 208,4 12,0 11,80 2,50 HGW  HG517 24137516

210,00 205,00 208,4 15,0 14,80 2,50 HGW  HG517 24334874

210,00 205,00 208,4 25,0 24,50 2,50 HGW  HG517 49035934
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211,00 206,00 209,4 15,0 14,80 2,50 HGW  HG517 24351254

215,00 210,00 213,4 12,0 11,80 2,50 HGW  HG517 24173779

215,00 210,00 213,4 15,0 14,80 2,50 HGW  HG517 24366765

215,00 210,00 213,4 25,0 24,50 2,50 HGW  HG517 525038

215,90 210,90 214,3 15,0 14,80 2,50 HGW  HG517 24247173

220,00 212,00 217,5 25,0 24,50 4,00 HGW  HG517 49003832

220,00 212,00 217,5 30,0 29,50 4,00 HGW  HG517 24334289

220,00 215,00 218,4 5,6 5,50 2,50 HGW  HG517 24373673

220,00 215,00 218,4 9,7 9,60 2,50 HGW  HG517 24130984

220,00 215,00 218,4 15,0 14,80 2,50 HGW  HG517 24300249

220,00 215,00 218,4 25,0 24,50 2,50 HGW  HG517 24143328

220,00 215,00 218,4 30,0 29,50 2,50 HGW  HG517 49071656

224,00 216,00 221,5 25,0 24,50 4,00 HGW  HG517 49020308

224,00 216,00 221,5 35,0 34,50 4,00 HGW  HG517 49017935

224,00 219,00 222,4 15,0 14,80 2,50 HGW  HG517 24274961

225,00 217,00 222,5 15,0 14,80 4,00 HGW  HG517 24339297

225,00 217,00 222,5 25,0 24,50 4,00 HGW  HG517 24330488

225,00 217,00 222,5 45,0 44,50 4,00 HGW  HG517 24354519

225,00 219,00 223,0 13,0 12,80 3,00 HGW  HG517 24370465

225,00 219,00 223,0 25,0 24,50 3,00 HGW  HG517 24377449

225,00 220,00 223,4 9,7 9,60 2,50 HGW  HG517 24259938

225,00 220,00 223,4 15,0 14,80 2,50 HGW  HG517 24212963

225,00 220,00 223,4 25,0 24,50 2,50 HGW  HG517 24142350

230,00 222,00 227,5 15,0 14,80 4,00 HGW  HG517 24349607

230,00 222,00 227,5 25,0 24,50 4,00 HGW  HG517 49070028

230,00 225,00 228,4 15,0 14,80 2,50 HGW  HG517 24334044

          Guides

H

d1D dF

L
+0,2

R <= 0,31

Ø Ø Ø

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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230,00 225,00 228,4 25,0 24,50 2,50 HGW  HG517 24355950

235,00 230,00 233,4 15,0 14,80 2,50 HGW  HG517 24315952

237,00 232,00 235,4 15,0 14,80 2,50 HGW  HG517 24299073

240,00 232,00 237,5 25,0 24,50 4,00 HGW  HG517 49003853

240,00 235,00 238,4 9,7 9,60 2,50 HGW  HG517 49070486

240,00 235,00 238,4 12,0 11,80 2,50 HGW  HG517 24339187

240,00 235,00 238,4 15,0 14,80 2,50 HGW  HG517 24147696

240,00 235,00 238,4 20,0 19,80 2,50 HGW  HG517 24342277

240,00 235,00 238,4 25,0 24,50 2,50 HGW  HG517 24349511

241,00 236,00 239,4 20,0 19,80 2,50 HGW  HG517 24349617

245,00 240,00 243,4 15,0 14,80 2,50 HGW  HG517 24355518

250,00 242,00 247,5 25,0 24,50 4,00 HGW  HG517 24299851

250,00 244,00 248,0 50,0 49,50 3,00 HGW  HG517 24355569

250,00 245,00 248,4 9,7 9,60 2,50 HGW  HG517 24342021

250,00 245,00 248,4 12,0 11,80 2,50 HGW  HG517 24130986

250,00 245,00 248,4 15,0 14,80 2,50 HGW  HG517 24130988

250,00 245,00 248,4 25,0 24,50 2,50 HGW  HG517 24144514

260,00 252,00 257,5 25,0 24,50 4,00 HGW  HG517 24299314

260,00 255,00 258,4 9,7 9,60 2,50 HGW  HG517 24370321

260,00 255,00 258,4 12,0 11,80 2,50 HGW  HG517 24339188

260,00 255,00 258,4 15,0 14,80 2,50 HGW  HG517 24131488

270,00 262,00 267,5 25,0 24,50 4,00 HGW  HG517 528795

270,00 265,00 268,4 15,0 14,80 2,50 HGW  HG517 24336389

270,00 265,00 268,4 20,0 19,80 2,50 HGW  HG517 49011425

275,00 270,00 273,4 15,0 14,80 2,50 HGW  HG517 24239433

275,00 270,00 273,4 25,0 24,50 2,50 HGW  HG517 24239956

280,00 272,00 277,5 25,0 24,50 4,00 HGW  HG517 24373118

280,00 275,00 278,4 12,0 11,80 2,50 HGW  HG517 24130989

280,00 275,00 278,4 15,0 14,80 2,50 HGW  HG517 24130991

280,00 275,00 278,4 25,0 24,50 2,50 HGW  HG517 24350273

290,00 285,00 288,4 9,7 9,60 2,50 HGW  HG517 49007341

290,00 285,00 288,4 15,0 14,80 2,50 HGW  HG517 24375938

295,00 290,00 293,4 15,0 14,80 2,50 HGW  HG517 24334045

300,00 292,00 297,5 25,0 24,50 4,00 HGW  HG517 24370633

300,00 294,00 298,0 40,0 39,50 3,00 HGW  HG517 24362819

300,00 295,00 298,4 9,7 9,60 2,50 HGW  HG517 49007309

300,00 295,00 298,4 12,0 11,80 2,50 HGW  HG517 24339189

300,00 295,00 298,4 15,0 14,80 2,50 HGW  HG517 24137782

Further dimensions on request.



192

D dF d1 L H Profile Material Article No.

300,00 295,00 298,4 20,0 19,80 2,50 HGW  HG517 24342278

300,00 295,00 298,4 25,0 24,50 2,50 HGW  HG517 24143070

300,00 295,00 298,4 25,0 24,50 2,50 HGW  HG600 49044244

305,00 300,00 303,4 15,0 14,80 2,50 HGW  HG600 24142162

310,00 305,00 308,4 25,0 24,50 2,50 HGW  HG600 24353021

310,00 305,00 308,4 40,0 39,50 2,50 HGW  HG600 49008591

315,00 310,00 313,4 15,0 14,80 2,50 HGW  HG600 24351270

315,00 310,00 313,4 25,0 24,50 2,50 HGW  HG600 49017846

320,00 315,00 318,4 9,7 9,60 2,50 HGW  HG600 24370322

320,00 315,00 318,4 15,0 14,80 2,50 HGW  HG600 24130993

320,00 315,00 318,4 25,0 24,50 2,50 HGW  HG600 24130994

320,00 315,00 318,4 35,0 34,50 2,50 HGW  HG600 49024813

325,00 320,00 323,4 9,7 9,60 2,50 HGW  HG600 49007310

330,00 325,00 328,4 20,0 19,80 2,50 HGW  HG600 24358986

330,00 325,00 328,4 25,0 24,50 2,50 HGW  HG600 24260227

340,00 335,00 338,4 15,0 14,80 2,50 HGW  HG600 24300250

340,00 335,00 338,4 25,0 24,50 2,50 HGW  HG600 24300251

350,00 342,00 347,5 25,0 24,50 4,00 HGW  HG600 24300936

350,00 345,00 348,4 9,7 9,60 2,50 HGW  HG600 49027500

350,00 345,00 348,4 15,0 14,80 2,50 HGW  HG600 24338667

350,00 345,00 348,4 20,0 19,80 2,50 HGW  HG600 24358987

350,00 345,00 348,4 25,0 24,50 2,50 HGW  HG600 24330500

355,00 350,00 353,4 25,0 24,50 2,50 HGW  HG600 24215447

360,00 352,00 357,5 25,0 24,50 4,00 HGW  HG600 24331493

360,00 355,00 358,4 15,0 14,80 2,50 HGW  HG600 24130996

360,00 355,00 358,4 25,0 24,50 2,50 HGW  HG600 24130997

          Guides

H

d1D dF

L
+0,2

R <= 0,31

Ø Ø Ø

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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372,00 364,00 369,5 25,0 24,50 4,00 HGW  HG600 49040954

380,00 372,00 377,5 25,0 24,50 4,00 HGW  HG600 24294294

380,00 375,00 378,4 9,7 9,60 2,50 HGW  HG600 24370323

380,00 375,00 378,4 15,0 14,80 2,50 HGW  HG600 24333136

380,00 375,00 378,4 25,0 24,50 2,50 HGW  HG600 24352259

380,00 375,00 378,4 35,0 34,50 2,50 HGW  HG600 49024814

390,00 382,00 387,5 25,0 24,50 4,00 HGW  HG600 24344183

390,00 385,00 388,4 15,0 14,80 2,50 HGW  HG600 24338260

390,00 385,00 388,4 25,0 24,50 2,50 HGW  HG600 24256744

400,00 392,00 397,5 25,0 24,50 4,00 HGW  HG600 24307328

400,00 395,00 398,4 15,0 14,80 2,50 HGW  HG600 24300252

400,00 395,00 398,4 25,0 24,50 2,50 HGW  HG600 24300253

410,00 402,00 407,5 25,0 24,50 4,00 HGW  HG600 24263733

410,00 402,00 407,5 40,0 39,50 4,00 HGW  HG600 49033815

410,00 405,00 408,4 15,0 14,80 2,50 HGW  HG600 24375939

414,00 406,00 411,5 25,0 24,50 4,00 HGW  HG600 49032313

415,00 407,00 412,5 25,0 24,50 4,00 HGW  HG600 49055767

420,00 412,00 417,5 25,0 24,50 4,00 HGW  HG600 49045716

420,00 415,00 418,4 15,0 14,80 2,50 HGW  HG600 24259239

420,00 415,00 418,4 25,0 24,50 2,50 HGW  HG600 24261300

425,00 417,00 422,5 25,0 24,50 4,00 HGW  HG600 533444

430,00 425,00 428,4 15,0 14,80 2,50 HGW  HG600 24296973

430,00 425,00 428,4 25,0 24,50 2,50 HGW  HG600 24339689

433,00 425,00 430,5 25,0 24,50 4,00 HGW  HG600 49071204

440,00 432,00 437,5 25,0 24,50 4,00 HGW  HG600 24289887

440,00 435,00 438,4 9,7 9,60 2,50 HGW  HG600 24370324

440,00 435,00 438,4 15,0 14,80 2,50 HGW  HG600 24338261

440,00 435,00 438,4 25,0 24,50 2,50 HGW  HG600 24368282

450,00 442,00 447,5 25,0 24,50 4,00 HGW  HG600 24259181

450,00 445,00 448,4 25,0 24,50 2,50 HGW  HG600 24250199

460,00 455,00 458,4 15,0 14,80 2,50 HGW  HG600 24341856

460,00 455,00 458,4 20,0 19,50 2,50 HGW  HG600 24341855

460,00 455,00 458,4 25,0 24,50 2,50 HGW  HG600 24339270

470,00 465,00 468,4 25,0 24,50 2,50 HGW  HG600 24294215

480,00 472,00 477,5 25,0 24,50 4,00 HGW  HG600 24331494

480,00 472,00 477,5 40,0 39,50 4,00 HGW  HG600 49064254

480,00 475,00 478,4 25,0 24,50 2,50 HGW  HG600 24250198

490,00 482,00 487,5 25,0 24,50 4,00 HGW  HG600 24262693

Further dimensions on request.
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490,00 485,00 488,4 15,0 14,80 2,50 HGW  HG600 49055991

500,00 492,00 497,5 25,0 24,50 4,00 HGW  HG600 24294986

500,00 495,00 498,4 15,0 14,80 2,50 HGW  HG600 24184185

500,00 495,00 498,4 25,0 24,50 2,50 HGW  HG600 24302073

508,00 500,00 505,5 25,0 24,50 4,00 HGW  HG600 24360120

510,00 505,00 508,4 25,0 24,50 2,50 HGW  HG600 24359433

520,00 515,00 518,4 15,0 14,80 2,50 HGW  HG600 24274934

530,00 522,00 527,5 25,0 24,50 4,00 HGW  HG600 24290173

530,00 525,00 528,4 15,0 14,80 2,50 HGW  HG600 24294259

532,80 527,80 531,2 25,0 24,50 2,50 HGW  HG600 532812

540,00 532,00 537,5 25,0 24,50 4,00 HGW  HG600 24299558

540,00 535,00 538,4 15,0 14,80 2,50 HGW  HG600 24359735

540,00 535,00 538,4 25,0 24,50 2,50 HGW  HG600 24359576

550,00 545,00 548,4 15,0 14,80 2,50 HGW  HG600 49000402

550,00 545,00 548,4 25,0 24,50 2,50 HGW  HG600 24302134

555,00 547,00 552,5 25,0 24,50 4,00 HGW  HG600 49057839

560,00 552,00 557,5 25,0 24,50 4,00 HGW  HG600 24332680

560,00 555,00 558,4 15,0 14,80 2,50 HGW  HG600 24185838

560,00 555,00 558,4 25,0 24,50 2,50 HGW  HG600 24336491

570,00 562,00 567,5 25,0 24,50 4,00 HGW  HG600 49009837

570,00 565,00 568,4 25,0 24,50 2,50 HGW  HG600 24351059

580,00 572,00 577,5 25,0 24,50 4,00 HGW  HG600 24298400

575,00 570,00 573,4 25,0 24,50 2,50 HGW  HG600 24289831

580,00 575,00 578,4 15,0 14,80 2,50 HGW  HG600 528231

580,00 575,00 578,4 25,0 24,50 2,50 HGW  HG600 24345487

600,00 592,00 597,5 25,0 24,50 4,00 HGW  HG600 24275141

          Guides

H

d1D dF
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+0,2

R <= 0,31

Ø Ø Ø

All non-dimensioned edges rounded and burr-free

Further dimensions on request.
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600,00 595,00 598,4 15,0 14,80 2,50 HGW  HG600 24274937

600,00 595,00 598,4 25,0 24,50 2,50 HGW  HG600 24362837

610,00 602,00 607,5 25,0 24,50 4,00 HGW  HG600 24344890

620,00 612,00 617,5 25,0 24,50 4,00 HGW  HG600 24291804

620,00 615,00 618,4 25,0 24,50 2,50 HGW  HG600 24309946

625,00 620,00 623,4 9,7 9,60 2,50 HGW  HG600 24351384

625,00 620,00 623,4 25,0 24,50 2,50 HGW  HG600 24337099

630,00 622,00 627,5 25,0 24,50 4,00 HGW  HG600 24340041

640,00 632,00 637,5 25,0 24,50 4,00 HGW  HG600 24275165

650,00 642,00 647,5 25,0 24,50 4,00 HGW  HG600 24358966

660,00 652,00 657,5 25,0 24,50 4,00 HGW  HG600 24315102

670,00 662,00 667,5 25,0 24,50 4,00 HGW  HG600 49046154

670,00 665,00 668,4 20,0 19,80 2,50 HGW  HG600 49023335

680,00 672,00 677,5 20,0 19,80 4,00 HGW  HG600 49045942

680,00 672,00 677,5 25,0 24,50 4,00 HGW  HG600 24298436

680,00 675,00 678,4 25,0 24,50 2,50 HGW  HG600 24344258

700,00 692,00 697,5 25,0 24,50 4,00 HGW  HG600 24314495

700,00 695,00 698,4 15,0 14,80 2,50 HGW  HG600 24275184

705,00 700,00 703,4 15,0 14,80 2,50 HGW  HG600 49018516

710,00 702,00 707,5 25,0 24,50 4,00 HGW  HG600 24340042

710,00 705,00 708,4 15,0 14,80 2,50 HGW  HG600 24287808

710,00 705,00 708,4 25,0 24,50 2,50 HGW  HG600 528066

720,00 715,00 718,4 15,0 14,80 2,50 HGW  HG600 24302590

720,00 715,00 718,4 25,0 24,50 2,50 HGW  HG600 24250197

730,00 722,00 727,5 25,0 24,50 4,00 HGW  HG600 24269481

740,00 732,00 737,5 25,0 24,50 4,00 HGW  HG600 24263271

750,00 742,00 747,5 25,0 24,50 4,00 HGW  HG600 24293965

753,00 748,00 751,4 25,0 24,50 2,50 HGW  HG600 49071517

760,00 752,00 757,5 25,0 24,50 4,00 HGW  HG600 49026244

760,00 755,00 758,4 25,0 24,50 2,50 HGW  HG600 532205

770,00 765,00 768,4 25,0 24,50 2,50 HGW  HG600 24344259

780,00 775,00 778,4 15,0 14,80 2,50 HGW  HG600 24358669

790,00 782,00 787,5 25,0 24,50 4,00 HGW  HG600 49017847

800,00 792,00 797,5 25,0 24,50 4,00 HGW  HG600 24243178

800,00 795,00 798,4 15,0 14,80 2,50 HGW  HG600 24257374

813,30 805,30 810,8 25,0 24,50 4,00 HGW  HG600 24346654

820,00 812,00 817,5 25,0 24,50 4,00 HGW  HG600 24341040

830,00 822,00 827,5 25,0 24,50 4,00 HGW  HG600 24295835

Further dimensions on request.
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840,00 832,00 837,5 40,0 39,50 4,00 HGW  HG600 49000615

850,00 842,00 847,5 25,0 24,50 4,00 HGW  HG600 24293544

870,00 862,00 867,5 25,0 24,50 4,00 HGW  HG600 24359019

878,00 870,00 875,5 25,0 24,50 4,00 HGW  HG600 24358857

880,00 872,00 877,5 25,0 24,50 4,00 HGW  HG600 24339269

890,00 882,00 887,5 30,0 29,50 4,00 HGW  HG600 49002922

900,00 892,00 897,5 20,0 19,80 4,00 HGW  HG600 49003382

900,00 892,00 897,5 25,0 24,50 4,00 HGW  HG600 24344382

914,40 906,40 911,9 25,0 24,50 4,00 HGW  HG600 24358613

920,00 915,00 918,4 25,0 24,50 2,50 HGW  HG600 49070245

950,00 942,00 947,5 25,0 24,50 4,00 HGW  HG600 49003953

965,00 957,00 962,5 20,0 19,80 4,00 HGW  HG600 24374434

965,00 957,00 962,5 25,0 24,50 4,00 HGW  HG600 24263886

965,20 957,20 962,7 25,0 24,50 4,00 HGW  HG600 24331519

1.000,00 992,00 997,5 40,0 39,50 4,00 HGW  HG600 49000296

1.020,00 1.012,00 1.017,5 25,0 24,50 4,00 HGW  HG600 49012502

1.030,00 1.025,00 1.028,4 25,0 24,50 2,50 HGW  HG600 529664

1.050,00 1.042,00 1.047,5 20,0 19,80 4,00 HGW  HG600 49023587

1.050,00 1.042,00 1.047,5 25,0 24,40 4,00 HGW  HG600 24257239

1.080,00 1.072,00 1.077,5 25,0 24,50 4,00 HGW  HG600 49065739

1.120,00 1.112,00 1.117,5 25,0 24,50 4,00 HGW  HG600 49017848

1.140,00 1.132,00 1.137,5 20,0 19,80 4,00 HGW  HG600 530263

1.150,00 1.142,00 1.147,5 20,0 19,80 4,00 HGW  HG600 49060890

1.150,00 1.142,00 1.147,5 25,0 24,50 4,00 HGW  HG600 49064949

1.160,00 1.155,00 1.158,4 25,0 24,50 2,50 HGW  HG600 529897

1.200,00 1.192,00 1.197,5 20,0 19,80 4,00 HGW  HG600 49060915

Guides

H

d1D dF

L
+0,2

R <= 0,31

Ø Ø Ø

All non-dimensioned edges rounded and burr-free

Further dimensions on request.



197

Merkel KF Guide Ring

Product description 

Product advantages

Material

Material Designation Color

PTFE-bronze 
compound

PTFE B500 brown

Non-metallic guide ring, either cut to size and 
ready for installation, or supplied as rolls.

Non-metallic guide element for pistons, for stan-
dardized housings as per ISO 10766, too
   Low friction, stick-slip-free

Design notes
Please note our general remarks on design in the 
Merkel Technical Manual.

Manufacturing tolerance

L2 Manufacturing tolerances

>20 … 80 … 0,5

>80 … 250 … 1,0

>250 … 500 … 1,5

>500 … 1000 … 2,0

>1000 … 2000 … 3,0

>2000 … 4000 … 4,0

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 
µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm
Material content Mr >50% to max. 90% with cut 
depth c = Rz/2 and reference line Cref = 0%

Surface finish

Operating conditions

Merkel KF Guide Rings can be used in all hydraulic 
fluids normally found in hydraulic systems such 
as oils and greases based on mineral oils, fire-
resistant hydraulic fluids (HFD) and biodegradable 
hydraulic fluids (HETG, HEES, HEPG). We do not 
recommend to used Guide Rings KF in water or 
water based fluids (HFA, HFB, HFC).
The maximum permissible operating temperature 
is 120 °C.
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Calculating stretched length L2 for pistons: L2 = (D – S) x 3,11 – 0,5

Groove length L Strip thickness S Article No.   

8 2,5 24226174

9,7 2,5 24102775

10 2,5 24102563

12 2,5 24099191

15 2,5 24102564

20 2,5 24076217

25 2,5 24107955

15 4 24160019

20 4 24238052

25 4 24148093

Recommended tolerances

d1

h8

The tolerance for dimensions D and  dF must be viewed in connection with the seal used. Diameter d1
stated in the table of dimensions must be considered exclusively in conjunction with theguide ring. The
corresponding diameter of the connected seal housing has to be adapted to the sealing element invol
ved.

Profile thickness

Profile thickness S

–0,05

Surface load

p <15 N/mm² … 20 °C

p <7,5 N/mm² … 80 °C

p <5 N/mm² … 120 °C

Sliding speed, see sealing system.

Cutting rolls to size
The dimensions indicated below are available as rolls from stock. Stretched length L2 of sections cut to 
size must be determined in line with the formula of calculation. Gap k arising after assembly is required 
for thermal expansion purposes. We recommend therefore that the strips be cut straight. Butt joint tips 
may be damaged by fissures. Our cutter (article N. 507228) makes it possible to cut sections to size in a 
time-saving and accurate manner. 

Guides
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Surface force
Pressure within the contact area between the guide and the counterface is not linear. The guiding width 
required can be calculated by applying the formulas mentioned below on the basis of the projected 
area. The non-linear progression of the contact pressure process is taken into account in the surface 
pressure value. 
It may be advisable to reduce the loads by selecting a broader guide in individual cases to obtain an 
extended service life.

F = P x A
A =   D x H
H = F / (D x P)

H = Guide bandwidth [mm]
F = Radial loads [N]
A = Projected area [mm²]

P = perm. surface pressure 
  [N/mm²]
D = Piston diameter [mm]
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Housing D dF d1 L H Profile Material Article No.

55 50 53,8 5,6 5,5 2,5 PTFE B500 24300190

56 51 54,8 5,6 5,5 2,5 PTFE B500 24260615

60 55 58,8 5,6 5,5 2,5 PTFE B500 24210205

60 55 58,8 9,7 9,6 2,5 PTFE B500 24163238

ISO 63 58 61,8 9,7 9,6 2,5 PTFE B500 24169847

65 60 63,8 9,7 9,6 2,5 PTFE B500 24300192

70 65 68,8 9,7 9,6 2,5 PTFE B500 24165146

70 65 68,8 15 14,8 2,5 PTFE B500 24338058

75 70 73,8 9,7 9,6 2,5 PTFE B500 24300193

ISO 80 75 78,8 9,7 9,6 2,5 PTFE B500 24217207

85 80 83,8 9,7 9,6 2,5 PTFE B500 24169641

85 80 83,8 15 14,8 2,5 PTFE B500 24258738

90 85 88,8 9,7 9,6 2,5 PTFE B500 24165145

90 85 88,8 15 14,8 2,5 PTFE B500 24164295

90 85 88,8 20 19,5 2,5 PTFE B500 24229424

95 90 93,8 9,7 9,6 2,5 PTFE B500 24300197

95 90 93,8 15 14,8 2,5 PTFE B500 24343224

ISO 100 95 98,8 9,7 9,6 2,5 PTFE B500 24153611

100 95 98,8 15 14,8 2,5 PTFE B500 24165294

100 95 98,8 25 24,5 2,5 PTFE B500 24311931

105 100 103,8 9,7 9,6 2,5 PTFE B500 24216699

105 100 103,8 25 24,5 2,5 PTFE B500 24333282

110 105 108,8 9,7 9,6 2,5 PTFE B500 24165147

110 105 108,8 15 14,8 2,5 PTFE B500 24291125

110 105 108,8 20 19,5 2,5 PTFE B500 24243431

115 110 113,8 9,7 9,6 2,5 PTFE B500 24153613

All non-dimensioned edges rounded and burr-free

Further dimensions on request.

Guides
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120 115 118,8 9,7 9,6 2,5 PTFE B500 24166736

120 115 118,4 15 14,8 2,5 PTFE B500 24300203

ISO 125 120 123,4 9,7 9,6 2,5 PTFE B500 24204056

125 120 123,8 15 14,8 2,5 PTFE B500 24165043

130 125 128,8 9,7 9,6 2,5 PTFE B500 24153612

130 125 128,4 15 14,8 2,5 PTFE B500 24300206

130 125 128,8 20 19,5 2,5 PTFE B500 24166634

135 130 133,8 9,7 9,6 2,5 PTFE B500 24203611

135 130 133,8 15 14,8 2,5 PTFE B500 24340099

ISO 140 135 138,8 9,7 9,6 2,5 PTFE B500 24102436

ISO 140 135 138,8 15 14,8 2,5 PTFE B500 24236467

140 135 138,8 20 19,5 2,5 PTFE B500 24339882

140 135 138,8 25 24,5 2,5 PTFE B500 24338745

150 145 148,8 9,7 9,6 2,5 PTFE B500 24300208

150 145 148,8 15 14,8 2,5 PTFE B500 24169689

150 145 148,8 20 19,5 2,5 PTFE B500 24336312

150 145 148,8 25 24,5 2,5 PTFE B500 24243485

155 150 153,8 9,7 9,6 2,5 PTFE B500 24169405

ISO 160 155 158,8 9,7 9,6 2,5 PTFE B500 24168887

ISO 160 155 158,8 15 14,8 2,5 PTFE B500 24300209

160 155 158,8 20 19,5 2,5 PTFE B500 24217554

170 165 168,8 9,7 9,6 2,5 PTFE B500 24300210

170 165 168,4 15 14,8 2,5 PTFE B500 24300211

170 165 168,8 20 19,5 2,5 PTFE B500 24336310

ISO 180 175 178,8 9,7 9,6 2,5 PTFE B500 24203474

ISO 180 175 178,4 15 14,8 2,5 PTFE B500 24219351

180 175 178,8 25 24,5 2,5 PTFE B500 24258396

190 185 188,8 9,7 9,6 2,5 PTFE B500 24300212

190 185 188,4 15 14,8 2,5 PTFE B500 24300213

ISO 200 195 198,4 9,7 9,6 2,5 PTFE B500 24300214

ISO 200 195 198,8 15 14,8 2,5 PTFE B500 24300215

200 195 198,8 20 19,5 2,5 PTFE B500 24227497

200 195 198,8 25 24,5 2,5 PTFE B500 24306765

210 205 208,8 9,7 9,6 2,5 PTFE B500 24301068

210 205 208,4 15 14,8 2,5 PTFE B500 24236228

ISO 220 215 218,8 9,7 9,6 2,5 PTFE B500 24300216

ISO 220 215 218,4 15 14,8 2,5 PTFE B500 24203911

220 215 218,4 20 19,5 2,5 PTFE B500 24340941

Further dimensions on request.
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220 215 218,4 25 24,5 2,5 PTFE B500 24290417

225 220 223,4 9,7 9,6 2,5 PTFE B500 24259939

225 220 223,4 15 14,8 2,5 PTFE B500 24169846

225 220 223,4 20 19,5 2,5 PTFE B500 24260604

225 220 223,4 25 24,5 2,5 PTFE B500 24298509

230 225 228,4 20 19,5 2,5 PTFE B500 24233567

240 235 238,4 15 14,8 2,5 PTFE B500 24167876

ISO 250 245 248,4 9,7 9,6 2,5 PTFE B500 24344263

ISO 250 245 248,4 15 14,8 2,5 PTFE B500 24300217

250 245 248,4 20 19,5 2,5 PTFE B500 24338719

260 255 258,4 15 14,8 2,5 PTFE B500 24300218

260 255 258,4 25 24,5 2,5 PTFE B500 24293567

270 265 268,4 15 14,8 2,5 PTFE B500 24238840

270 265 268,4 25 24,5 2,5 PTFE B500 24332002

ISO 280 275 278,4 15 14,8 2,5 PTFE B500 24300219

280 275 278,4 20 19,5 2,5 PTFE B500 24153362

ISO 280 275 278,4 25 24,5 2,5 PTFE B500 24203990

300 295 298,4 20 19,5 2,5 PTFE B500 24328393

300 295 298,4 15 14,8 2,5 PTFE B500 24137238

300 295 298,4 25 24,5 2,5 PTFE B500 24134951

305 300 303,4 15 14,8 2,5 PTFE B500 24350592

310 305 308,4 25 24,5 2,5 PTFE B500 24237194

320 312 317,5 20 19,5 4 PTFE B500 24245663

ISO 320 315 318,4 15 14,8 2,5 PTFE B500 24300220

320 315 318,4 20 19,5 2,5 PTFE B500 24231223

ISO 320 315 318,4 25 24,5 2,5 PTFE B500 24300221

All non-dimensioned edges rounded and burr-free

Further dimensions on request.

Guides
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330 325 328,4 15 14,8 2,5 PTFE B500 24296714

330 325 328,4 25 24,5 2,5 PTFE B500 24314011

340 335 338,4 15 14,8 2,5 PTFE B500 24300222

340 335 338,4 25 24,5 2,5 PTFE B500 24300223

350 345 348,4 9,7 9,6 2,5 PTFE B500 24316713

350 345 348,4 15 14,8 2,5 PTFE B500 24234725

355 350 353,4 25 24,5 2,5 PTFE B500 24336608

360 352 357,5 15 14,8 4 PTFE B500 24266168

ISO 360 352 357,5 25 24,5 4 PTFE B500 24298511

ISO 360 355 358,4 15 14,8 2,5 PTFE B500 24300224

ISO 360 355 358,4 25 24,5 2,5 PTFE B500 24164558

380 375 378,4 20 19,5 2,5 PTFE B500 24257157

380 375 378,4 25 24,5 2,5 PTFE B500 24299555

390 382 387,5 25 24,5 4 PTFE B500 24344184

390 385 388,4 20 19,5 2,5 PTFE B500 24248042

390 385 388,4 25 24,5 2,5 PTFE B500 24215936

ISO 400 392 397,5 25 24,5 4 PTFE B500 24353170

ISO 400 395 398,4 15 14,8 2,5 PTFE B500 24300225

400 395 398,4 20 19,5 2,5 PTFE B500 24241924

ISO 400 395 398,4 25 24,5 2,5 PTFE B500 24237477

410 405 408,4 25 24,5 2,5 PTFE B500 24292267

420 415 418,4 20 19,5 2,5 PTFE B500 24246829

420 415 418,4 25 24,5 2,5 PTFE B500 24298563

430 425 428,4 15 14,8 2,5 PTFE B500 24274579

430 425 428,4 25 24,5 2,5 PTFE B500 24356343

440 435 438,4 15 14,8 2,5 PTFE B500 24362293

440 435 438,4 25 24,5 2,5 PTFE B500 24238056

445 440 443,4 25 24,5 2,5 PTFE B500 24169312

ISO 450 442 447,5 25 24,5 4 PTFE B500 24336064

ISO 450 445 448,4 15 14,8 2,5 PTFE B500 24295904

450 445 448,4 20 19,5 2,5 PTFE B500 24218386

ISO 450 445 448,4 25 24,5 2,5 PTFE B500 24339916

460 455 458,4 15 14,8 2,5 PTFE B500 24237495

460 455 458,4 20 19,5 2,5 PTFE B500 24216297

460 455 458,4 25 24,5 2,5 PTFE B500 24258000

480 472 477,5 25 24,5 4 PTFE B500 24298510

480 475 478,4 25 24,5 2,5 PTFE B500 24250182

500 492 497,5 15 14,8 4 PTFE B500 24344266

Further dimensions on request.



204

Housing D dF d1 L H Profile Material Article No.

ISO 500 492 497,5 25 24,5 4 PTFE B500 24261230

ISO 500 495 498,4 15 14,8 2,5 PTFE B500 24274580

ISO 500 495 498,4 25 24,5 2,5 PTFE B500 24263977

510 505 508,4 15 14,8 2,5 PTFE B500 24291161

510 505 508,4 25 24,5 2,5 PTFE B500 24360396

520 515 518,4 20 19,5 2,5 PTFE B500 24230163

530 525 528,4 15 14,8 2,5 PTFE B500 24258834

540 535 538,4 25 24,5 2,5 PTFE B500 24339008

545 540 543,4 25 24,5 2,5 PTFE B500 24250579

550 545 548,4 25 24,5 2,5 PTFE B500 24257339

560 552 557,5 25 24,5 4 PTFE B500 24359710

560 555 558,4 15 14,8 2,5 PTFE B500 24351466

560 555 558,4 25 24,5 2,5 PTFE B500 24269185

570 562 567,5 15 14,8 4 PTFE B500 24352095

570 562 567,5 25 24,5 4 PTFE B500 24351060

580 572 577,5 15 14,8 4 PTFE B500 24344267

580 575 578,4 25 24,5 2,5 PTFE B500 24339500

600 592 597,5 25 24,5 4 PTFE B500 24275000

600 595 598,4 15 14,8 2,5 PTFE B500 24234910

600 595 598,4 20 19,5 2,5 PTFE B500 24329803

600 595 598,4 25 24,5 2,5 PTFE B500 24234912

625 620 623,4 15 14,8 2,5 PTFE B500 24352637

630 625 628,4 15 14,8 2,5 PTFE B500 24161640

630 625 628,4 25 24,5 2,5 PTFE B500 24263466

640 632 637,5 25 24,5 4 PTFE B500 24275167

650 642 647,5 25 24,5 4 PTFE B500 24358984

All non-dimensioned edges rounded and burr-free

Further dimensions on request.

Guides
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720 712 717,5 25 24,5 4 PTFE B500 24355876

720 715 718,4 15 14,8 2,5 PTFE B500 24348252

720 715 718,4 20 19,5 2,5 PTFE B500 24291417

720 715 718,4 25 24,5 2,5 PTFE B500 24240256

725 720 723,4 25 24,5 2,5 PTFE B500 24340198

750 742 747,5 25 24,5 4 PTFE B500 24293964

760 752 757,5 15 14,8 4 PTFE B500 24216171

760 752 757,5 20 19,5 4 PTFE B500 24216170

760 755 758,4 25 24,5 2,5 PTFE B500 24162992

770 762 767,5 15 14,8 4 PTFE B500 24344270

775 770 773,4 25 24,5 2,5 PTFE B500 24245794

780 775 778,4 15 14,8 2,5 PTFE B500 24358668

800 792 797,5 15 14,8 4 PTFE B500 24348279

800 792 797,5 25 24,5 4 PTFE B500 24243176

820 812 817,5 25 24,5 4 PTFE B500 24341042

830 822 827,5 25 24,5 4 PTFE B500 24354856

830 825 828,4 25 24,5 2,5 PTFE B500 24353637

850 842 847,5 25 24,5 4 PTFE B500 24300402

850 845 848,4 20 19,5 2,5 PTFE B500 24265124

850 845 848,4 25 24,5 2,5 PTFE B500 24163721

900 892 897,5 20 19,5 4 PTFE B500 24238053

900 892 897,5 25 24,5 4 PTFE B500 24344380

900 895 898,4 25 24,5 2,5 PTFE B500 24162990

920 915 918,4 25 24,5 2,5 PTFE B500 24258318

940 932 937,5 25 24,5 4 PTFE B500 24352164

940 935 938,4 25 24,5 2,5 PTFE B500 24163720

965 957 962,5 15 14,8 4 PTFE B500 24263608

965 957 962,5 25 24,5 4 PTFE B500 24295215

1000 995 998,4 25 24,5 2,5 PTFE B500 24162989

Further dimensions on request.
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    A special reinforced fabric adhesive part of    
    robust design
    Constant radial force
    High wear resistance
    Also available in split version

Product description

Product advantages

Sealing lip Adhesive part Tension spring

80 NBR B241
Impregnated 
cotton fabric 

ST 1.4571

75 HNBR U467
Impregnated 

aramide fabric 
ST 1.4571

80 FKM K670
Impregnated 

aramide fabric
ST 1.4571

Rotary shaft seals consiting of a fabric reinforced 
section of sturdy design, firmly bonded to the 
rubber sealing lip. 
A helical tension spring assists radial contact pres-
sure of the lip on the shaft.

Merkel Radial Shaft Seal Radiamatic R 35

Material

Application

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases -30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p 0,05 MPa

Sliding speed 20 m/s

Material 80 FKM K670
Mineral oils -10 ... +150 °C

Water +5 ... +80 °C

Lubricating greases -10 ... +150 °C

Rolling oil emulsion on enquiry

Pressure p 0,05 MPa

Sliding speed v 25 m/s

Material 75 HNBR U467
Mineral oils -20 ... +120 °C

Water +5 ... +100 °C

Lubricating greases -20 ... +120 °C

Rolling oil emulsion on enquiry

Pressure p 0,05 MPa

Sliding speed v 25 m/s

Adhesive part

Tension spring

Sealing lip

Other media on demand. Operating limits are guidelines, do not use 

all parameters at the same time.

Operating conditions

Shaft seals Radiamatic R 35 are mainly used for 
rolling mills and gear boxes in heavy duty machi-
ne design
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Design notes

Installation chamfers
See dimension „C“ in table of dimensions.

Please note our general design-related remarks in 
the Merkel Technical Manual.

Overall eccentricity
The permissible overall eccentricity (static and dynamic eccentricity) between shaft and housing is depen-
dent on the seal Profile and circumferential speed. If necessary we will provide recommended values.

An axially accessible housing is necessary for radial shaft seal Radiamatic R 35, as a clamping force 
must be applied to the rings.
The rotary shaft seals are delivered with an over-sized height. To ensure reliable operation the seals 
must be axially pressed to the dimension „L“. An open housing with a cover plate and tightening screws 
is necessary. Certain deformation forces are necessary for pressing, and the cover plate and tightening 
screws should be designed accordingly. Please ask us for guide values.

Tolerances

Installation & assembly

ØD Tolerances

< 500 H8

> 500 +0,0004 x D

Ød S (Profile) L

> 100 20 16

> 250 22 20

> 450 25 22

> 750 32 25

Housing recommendations for new designs

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,6 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

Machining is carried out most effectively by plunge 
grinding, i. e. without forward feed. The surface 
hardness should be approx. 60 HRC (min. depth of 
hardness 0.5 mm).
The higher the peripheral speed the lower should be 
the surface roughness Ra of the mating surface. In 
order to ensure a sufficient lubricating film the surface 
should not be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 
% at average depth c = Rz/2 and reference line C ref 
= 0 %.
Abrasive surfaces, ridges, scratches and blow-holes 
are to be avoided

All edges rounded and burr-free.



209

d D L D1     D2 C Material Article No.

100 125 10 112,5 104 8 80 NBR B241 24019355

100 125 12,5 112,5 104 8 80 NBR B241 24019354

100 130 16 115 105 8 80 NBR B241 24084477

100 132 12,5 116 105 8 80 NBR B241 24019356

100 140 16 120 107 8 80 NBR B241 24199219

105 145 16 125 112 8 80 NBR B241 24091749

110 135 10 122,5 114 8 80 NBR B241 24019358

110 135 12,5 122,5 114 8 80 NBR B241 24019357

110 140 13 125 115 8 80 FKM K670 24294262

110 140 13 125 115 8 80 NBR B241 24019359

110 140 16 125 115 8 80 NBR B241 24084489

110 150 16 130 117 8 80 NBR B241 24029888

115 140 15 127,5 119 8 80 FKM K670 24335415

120 150 16 135 125 8 80 NBR B241 24084491

120 160 16 140 127 8 80 NBR B241 24019360

125 155 12 140 130 8 80 FKM K670 24197677

125 155 12 140 130 8 80 NBR B241 24019361

125 165 15,8 145 132 8 80 NBR B241 24127755

130 160 15 145 135 8 80 NBR B241 24019362

130 170 16 150 137 8 80 NBR B241 24019363

140 170 16 155 145 8 80 NBR B241 24111679

140 180 16 160 147 8 80 NBR B241 24019364

146 177,8 15,9 161,9 151 8 80 NBR B241 24019365

150 180 12,7 165 155 8 80 NBR B241 24099375

150 180 13 165 155 8 80 FKM K670 24296764

150 180 16 165 155 8 80 NBR B241 24084493

All edges rounded and burr-free.

Further dimensions on request.
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150 190 16 170 157 8 80 NBR B241 24019366

152,4 190,5 16 171,45 157,4 8 80 FKM K670 24119515

160 190 16 175 165 8 80 NBR B241 24111683

160 200 16 180 167 8 80 NBR B241 24019367

170 200 16 185 175 8 80 FKM K670 24235848

170 200 16 185 175 8 80 NBR B241 24119486

170 210 16 190 177 8 80 FKM K670 24224263

170 210 16 190 177 8 80 NBR B241 24019368

177,8 215,9 15,9 196,85 182,8 8 80 NBR B241 24099675

180 215 18 197,5 185 8 80 FKM K670 24301711

180 215 18 197,5 185 8 80 NBR B241 24111687

180 220 16 200 187 8 80 NBR B241 24080078

184,2 215,9 16 200,05 189,2 8 80 NBR B241 24089569

185 225 16 205 192 8 80 NBR B241 24019369

190 225 18 207,5 195 8 80 NBR B241 24084495

190 230 16 210 197 8 80 NBR B241 24093226

190 234 20 212 197 8 80 FKM K670 24343975

190,5 215,9 15,9 203,2 194,5 8 80 FKM K670 24193482

195 235 16 215 202 8 80 NBR B241 24019370

200 235 18 217,5 205 8 80 NBR B241 24111691

200 240 16 220 207 8 80 FKM K670 24332515

200 240 16 220 207 8 80 NBR B241 24019371

205 245 16 225 212 10 80 NBR B241 24075437

210 245 18 227,5 215 10 80 NBR B241 24111695

210 250 16 230 217 10 80 NBR B241 24056190

220 255 18 237,5 225 10 80 NBR B241 24109573

 Radial Shaft 
            Seals

All edges rounded and burr-free.

Further dimensions on request.
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220 260 16 240 227 10 80 FKM K670 24180731

220 260 16 240 227 10 80 NBR B241 24019373

225 265 16 245 232 10 80 NBR B241 24076590

230 260 15,7 245 235 10 80 NBR B241 24107871

230 270 16 250 237 10 80 FKM K670 24260047

230 270 16 250 237 10 80 NBR B241 24019374

230 280 20 255 238 10 80 NBR B241 24019375

235 265 15 250 240 10 80 NBR B241 24082534

235 266,7 15,9 250,87 240 10 80 NBR B241 24099927

235 275 16 255 242 10 80 NBR B241 24055526

240 275 18 257,5 245 10 80 NBR B241 24084497

240 280 16 260 247 10 80 NBR B241 24019376

240 290 25 265 248 10 80 FKM K670 24343976

245 285 16 265 252 10 80 NBR B241 24019377

247,7 292,1 18,7 269,9 254,7 10 80 NBR B241 24170759

250 285 18 267,5 255 10 80 NBR B241 24199595

250 290 16 270 257 10 80 NBR B241 24019378

250 294 20 272 257 10 80 NBR B241 24019379

260 290 16 275 265 10 80 NBR B241 24019380

260 300 18 280 267 10 80 NBR B241 24111702

260 304 20 282 267 10 80 NBR B241 24029887

260 305 16 282,5 267 10 80 NBR B241 24224497

270 310 20 290 277 10 80 NBR B241 24084499

270 314 20 292 277 10 80 FKM K670 24306057

270 314 20 292 277 10 80 NBR B241 24019381

272 304 15,8 288 277 10 80 NBR B241 24107874

273,1 317,5 19,1 295,32 280,1 10 80 FKM K670 24088545

275,8 307,6 13,5 291,68 280,8 10 80 NBR B241 24019382

280 320 16 300 287 10 80 FKM K670 24330886

280 320 16 300 287 10 80 NBR B241 24030348

280 320 18 300 287 10 80 NBR B241 24084515

280 320 20 300 287 10 80 NBR B241 24084500

280 324 20 302 287 10 80 FKM K670 24343977

280 324 20 302 287 10 80 NBR B241 24019383

285 329 20 307 292 10 80 NBR B241 2.402.844

290 330 20 310 297 10 80 NBR B241 24111392

292,1 342,9 22,6 317,5 300,1 10 80 NBR B241 24175057

295 339.0 20 317 302 10 80 NBR B241 24030425

Further dimensions on request.
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300 340 16 320 307 10 80 NBR B241 24019386

300 340 20 320 307 10 80 NBR B241 24019385

300 344 20 322 307 10 80 NBR B241 24019387

304 348 20 326 311 10 80 NBR B241 24019388

305 355 22,5 330 313 10 80 NBR B241 24019389

310 354 20 332 317 10 80 NBR B241 24019390

311 345 18 328 316 10 80 NBR B241 24019391

315 343 14 329 320 10 80 NBR B241 24019392

315 355 16 335 322 10 80 NBR B241 24019395

317,5 355,6 15,9 336,55 322,5 10 80 NBR B241 24019396

320 350 15 335 325 10 80 NBR B241 24056225

320 360 18 340 327 10 80 NBR B241 24019397

320 360 20 340 327 10 80 NBR B241 24111395

320 364 20 342 327 10 80 NBR B241 24019398

325 369 20 347 332 10 80 NBR B241 24019399

330 374 20 352 337 10 80 NBR B241 24019401

340 372 20 356 345 10 80 NBR B241 24224500

340 380 20 360 347 10 80 NBR B241 24084501

340 384 20 362 347 10 80 NBR B241 24019402

350 380 20 365 355 10 80 NBR B241 24093956

350 390 20 370 357 10 80 NBR B241 24109577

350 394 20 372 357 10 80 NBR B241 24019403

355 399 20 377 362 10 80 NBR B241 24107203

355,6 400,1 22 377,85 362,6 10 80 NBR B241 24183951

360 400 20 380 367 10 80 NBR B241 24119489

360 404 20 382 367 10 80 NBR B241 24019407

 Radial Shaft 
            Seals

All edges rounded and burr-free.

Further dimensions on request.
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362 406 19,5 384 369 10 80 FKM K670 24230599

362 406 19,5 384 369 10 80 NBR B241 24019408

368,3 406,2 17,5 387,25 373,3 10 80 NBR B241 24123882

370 414 20 392 377 10 80 NBR B241 24019409

370 420 20 395 378 10 80 NBR B241 24019410

374,6 419,1 21,8 396,83 381,6 10 80 NBR B241 24019411

380 420 20 400 387 10 80 NBR B241 24197026

380 424 20 402 387 10 80 NBR B241 24019413

385 429 20 407 392 10 80 NBR B241 24083793

385 435 22 410 393 10 80 NBR B241 24076585

390 430 20 410 393 10 80 NBR B241 24250523

390 434 20 412 397 10 80 NBR B241 24019416

393,7 444,5 23,3 419,1 401,7 10 80 NBR B241 24175061

395 432 18,5 413,5 400 10 80 NBR B241 24097899

395 439 20 417 402 10 80 NBR B241 24019417

400 440 20 420 407 10 80 NBR B241 24136765

400 444 20 422 407 10 80 NBR B241 24056607

400 450 22 425 408 10 80 NBR B241 24019418

406,4 457,2 20,5 431,8 414,4 10 80 NBR B241 24069922

406,4 457,2 20,6 431,8 414,4 10 80 NBR B241 24019419

406,4 457,2 23 431,8 414,4 10 80 NBR B241 24019420

410 454 20 432 417 10 80 NBR B241 24078041

410 460 22 435 418 10 80 NBR B241 24029878

415 465 22 440 423 10 80 NBR B241 24019422

416 466 21,5 441 424 10 80 NBR B241 24019423

420 460 20 440 427 10 80 NBR B241 24074999

420 464 20 442 427 10 80 NBR B241 24027234

420 470 22 445 428 10 80 NBR B241 24019424

420 470 25 445 428 10 80 NBR B241 24084503

430 480 22 455 438 10 80 FKM K670 24335749

430 480 22 455 438 10 80 NBR B241 24019425

432 470 21,5 451 437 10 80 NBR B241 24096514

435 485 22 460 443 10 80 NBR B241 24019427

440 480 26 460 447 10 80 NBR B241 24019428

440 490 22 465 448 10 80 NBR B241 24019429

443 493 22 468 451 10 80 NBR B241 24080040

445 485 18 465 452 10 80 NBR B241 24019430

450 500 22 475 458 10 80 NBR B241 24019431

450 500 25 475 458 10 80 NBR B241 24084467

Further dimensions on request.
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454 500 18 477 461 10 80 NBR B241 24030097

467 510 25 488,5 474 10 80 NBR B241 24019432

469,9 520,7 23 495,3 477,9 10 80 NBR B241 24019433

479,5 518 15 498,75 484,5 10 80 NBR B241 24300361

480 524 20 502 487 10 80 NBR B241 24027235

480 530 22 505 488 10 80 FKM K670 24335750

480 530 22 505 488 10 80 NBR B241 24084513

485 535 22 510 493 10 80 NBR B241 24019435

493 543 26 518 501 10 80 NBR B241 24056443

500 544 20 522 507 10 80 NBR B241 24073973

500 550 22 525 508 10 80 NBR B241 24019436

510 554 19,5 532 517 13 80 NBR B241 24019437

510 560 22 535 518 13 80 NBR B241 24237637

520 570 22 545 528 13 80 FKM K670 24335752

520 570 22 545 528 13 80 NBR B241 24019438

525 575 22 550 533 13 80 NBR B241 24023845

530 580 22 555 538 13 80 NBR B241 24019439

535 585 22 560 543 13 80 NBR B241 24056753

540 585 18 562,5 547 13 80 NBR B241 24030244

540 590 22 565 548 13 80 NBR B241 24224493

550 600 23,5 575 558 13 80 NBR B241 24019440

560 610 22 585 568 13 80 NBR B241 24019441

565 615 22 590 573 13 80 NBR B241 24083897

570 620 22 595 578 13 80 NBR B241 24019442

571,5 622,3 21,8 596,9 579,5 13 80 NBR B241 24183131

580 620 25 600 587 13 80 NBR B241 24193985

 Radial Shaft 
            Seals

All edges rounded and burr-free.

Further dimensions on request.
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d D L D1     D2 C Material Article No.

580 630 22 605 588 13 80 NBR B241 24019443

585 635 22 610 593 13 80 NBR B241 24074892

590 640 22 615 598 13 80 NBR B241 24098918

600 650 22 625 608 13 80 NBR B241 24083894

600 660 30 630 610 13 80 NBR B241 24209235

605 655 22 630 613 13 80 NBR B241 24057736

610 674 25 642 620 13 80 NBR B241 24019445

615 687 25 651 625 13 80 NBR B241 24127601

620 684 25 652 630 13 80 NBR B241 24019446

625 655 20 640 630 13 80 NBR B241 24069422

636 692 30,5 664 646 13 80 NBR B241 24019447

640 684 20 662 647 13 80 NBR B241 24019448

640 704 25 672 650 13 80 NBR B241 24079885

660 704 20 682 667 13 80 NBR B241 24079888

660,4 711,2 25,4 685,8 668,4 13 80 NBR B241 24019449

670 734 25 702 680 13 80 NBR B241 24019450

680 730 20 705 688 13 80 FKM K670 24335413

680 730 20 705 688 13 80 NBR B241 24056485

685 737 22 711 693 13 80 NBR B241 24288861

690 740 22 715 698 13 80 NBR B241 24109964

690 754 25 722 700 13 80 NBR B241 24060652

695 745 20 720 703 13 80 NBR B241 24292274

698,5 749,3 22,2 723,9 706,5 13 80 NBR B241 24019451

700 764 25 732 710 13 80 NBR B241 24086435

706 770 26 738 716 13 80 NBR B241 24224503

710 760 20 735 718 13 80 NBR B241 24080021

710 770 30 740 720 13 80 NBR B241 24193124

730 770 20 750 737 13 80 NBR B241 24214616

730 794 25 762 740 13 80 NBR B241 24019452

735 799 25 767 745 13 80 NBR B241 24019453

750 810 25 780 760 13 80 NBR B241 24058322

760 800 20 780 767 13 80 NBR B241 24114592

760 804 20 782 767 13 80 NBR B241 24027238

760 820 25 790 770 13 80 NBR B241 24257072

761,8 803,2 25,4 782,5 768,8 13 80 NBR B241 24136843

770 834 25 802 780 13 80 NBR B241 24019454

776 820 20 798 783 13 80 FKM K670 24335414

780 844 25 812 790 13 80 NBR B241 24030498

Further dimensions on request.
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d D L D1     D2 C Material Article No.

799 860 26 829,5 809 13 80 NBR B241 24023846

800 860 30 830 810 13 80 NBR B241 24193123

800 864 25 832 810 13 80 NBR B241 24019456

805 869 25 837 815 16 80 NBR B241 24019457

830 894 25 862 840 16 80 NBR B241 24130473

835 899 25 867 845 16 80 NBR B241 24019458

840 904 25 872 850 16 80 NBR B241 24078229

860 920 25 890 870 16 80 NBR B241 24130477

860 924 25 892 870 16 80 NBR B241 24063681

880 940 30 910 890 16 80 NBR B241 24209239

880 944 25 912 890 16 80 NBR B241 24019459

890 954 25 922 900 16 80 NBR B241 24023847

900 960 27,.0 930 910 16 80 NBR B241 24177298

910 974 25 942 920 16 80 NBR B241 24019460

930 994 25 962 940 16 80 NBR B241 24027236

950 1014 25 982 960 16 80 NBR B241 24266520

955 1019 25 987 965 16 80 NBR B241 24300376

970 1020 30 995 978 16 80 NBR B241 24056637

970 1034 25 1002 980 16 80 NBR B241 24019462

1000 1060 30 1030 1010 16 80 NBR B241 24209243

1000 1064 25 1032 1010 16 80 NBR B241 24109960

1020 1084 25 1052 1030 16 80 NBR B241 24019464

1060 1124 25 1092 1070 16 80 NBR B241 24121892

1110 1174 25 1142 1120 16 80 NBR B241 24060654

 Radial Shaft 
            Seals

All edges rounded and burr-free.

Further dimensions on request.
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d D L D1     D2 C Material Article No.

1130 1194 25 1162 1140 16 80 NBR B241 24065116

1200 1264 25 1232 1210 16 80 NBR B241 24027475

1435 1499 25 1467 1445 20 80 NBR B241 24121165

1480 1544 25 1512 1490 20 80 NBR B241 24052248

Further dimensions on request.
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    A special reinforced fabric adhesive part   
    of robust design   
    Constant radial force    
    High wear resistance
    Radiamatic R 35 LD is jointed and can  
    cover a large diameter range without 
    mould cost

Rotary shaft seals consiting of a fabric reinforced 
section of sturdy design, firmly bonded to the 
rubber sealing lip. A helical tension spring assists 
radial contact pressure 
of the lip on the shaft. 

Further material combinations on request.

Merkel Radial Shaft Seal Radiamatic R 35 LD

Material

Radiamatic R 35 LD are mainly used for large di-
ameters rolling mills, gear boxes and other heavy 
duty large machine design.

     Radial Shaft 
                 Seal

Product description

Product advantages

Sealing lip Adhesive part Tension spring

80 NBR B241
Impregnated 
cotton fabric 

B4 B248
ST 1.4571

75 HNBR U467
Impregnated 

aramide fabric 
C2 U464

ST 1.4571

Application

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases -30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p 0,05 MPa

Sliding speed 20 m/s

Material 75 HNBR U467
Mineral oils -20 ... +120 °C

Water +5 ... +100 °C

Lubricating greases -20 ... +120 °C

Rolling oil emulsion on enquiry

Pressure p 0,05 MPa

Sliding speed v 25 m/s

Adhesive part

Tension spring

Sealing lip

Operating conditions

Other media on demand. Operating limits are guidelines, do not use 

all parameters at the same time.

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,6 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

Machining is carried out most effectively by plunge 
grinding, i. e. without forward feed. The surface 
hardness should be approx. 60 HRC (min. depth of 
hardness 0.5 mm).
The higher the peripheral speed the lower should be 
the surface roughness Ra of the mating surface. In 
order to ensure a sufficient lubricating film the surface 
should not be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 
% at average depth c = Rz/2 and reference line C ref 
= 0 %.
Abrasive surfaces, ridges, scratches and blow-holes 
are to be avoided.
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Design notes

Sizes available

Profile S x L Diameter range

32 x 25 d > 1100 ... 3000

Please note our general design-related remarks in the Merkel Technical Manual.

All edges rounded and burr-free
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    A special reinforced fabric adhesive part of    
    robust design
    Constant radial force
    High wear resistance
    Also available in split version
.    

Rotary shaft seals with radial lubrication grooves 
consiting of a fabric reinforced section of sturdy 
design, firmly bonded to the rubber sealing lip. 
A helical tension spring assists radial contact pres-
sure of the lip on the shaft

Merkel Radial Shaft Seal Radiamatic R 36

Lubrication groove

Shaft seals Radiamatic R 36 are mainly used for 
rolling mills and gear boxes in heavy duty machi-
ne design.

Product description

Product advantages

Sealing lip Adhesive part Tension spring

80 NBR B241
Impregnated 
cotton fabric 

ST 1.4571

75 HNBR U467
Impregnated 

aramide fabric 
ST 1.4571

80 FKM K670
Impregnated 

aramide fabric
ST 1.4571

Material

Application

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases +30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 20 m/s

Material 80 FKM K670
Mineral oils -10 ... +150 °C

Water +5 ... +80 °C

Lubricating greases -10 ... +150 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 25 m/s

Material 75 HNBR U467
Mineral oils -20 ... +120 °C

Water +5 ... +100 °C

Lubricating greases -20 ... +120 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 25 m/s

Adhesive part

Tension spring

Sealing lip

Other media on demand. Operating limits are 
guidelines, do not use all parameters at the same 
time.

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,6 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

Machining is carried out most effectively by plunge grin-
ding, i. e. without forward feed. The surface hardness 
should be approx. 60 HRC (min. depth of hardness 0.5 
mm).
The higher the peripheral speed the lower should be the 
surface roughness Ra of the mating surface. In order to 
ensure a sufficient lubricating film the surface should not 
be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 % 
at average depth c = Rz/2 and reference line C ref = 
0 %.
Abrasive surfaces, ridges, scratches and blow-holes are 
to be avoided

     Radial Shaft 
                 Seal



221

Design notes

An axially accessible housing is necessary for Radial shaft seal Radiamatic R 36, as a clamping force 
must be applied to the rings.
The rotary shaft seals are delivered with an over-sized height. To ensure reliable operation the seals 
must be axially pressed to the dimension „L“. An open housing with a cover plate and tightening screws 
is necessary. Certain deformation forces are necessary for pressing, and the cover plate and tightening 
screws should be designed accordingly. Please ask us for guide values.

Ø d S (Profile) L

> 100 20 16

> 250 22 20

> 450 25 22

> 750 32 25

Installation chamfers
See dimension „C“ in table of dimensions.

Please note our general design-related remarks in the Merkel Technical Manual.

Overall eccentricity
The permissible overall eccentricity (static and dynamic eccentricity) between shaft and housing is depen-
dent on the seal Profile and circumferential speed. If necessary we will provide recommended values.

Tolerance

Ø D Tolerances

< 500 H8

> 500 +0,0004 x D

Installation & assembly

Housing recommendations for new designs

All edges rounded and burr-free
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     Radial Shaft 
                 Seal

d D L D1 D2 C Material ArtikelNr.

156 196 16 176 163 8 80 NBR B241 24060486

200 240 16 220 207 8 80 NBR B241 24292849

220 260 16 240 227 10 80 NBR B241 24145056

260 290 16 275 265 10 80 NBR B241 24019466

275 319,5 19 297,25 282 10 80 NBR B241 24120742

280 320 16 300 287 10 80 NBR B241 24119507

320 355 16 337,5 325 10 80 NBR B241 24019468

330 374 20 352 337 10 80 NBR B241 24088367

335 375 15 355 342 10 80 NBR B241 24060450

350 394 20 372 357 10 80 NBR B241 24099447

380 424 20 402 387 10 80 NBR B241 24019469

400 440 21,9 420 407 10 80 NBR B241 24136768

400 450 22 425 408 10 80 NBR B241 24054744

400,1 438,2 19,1 419,15 405,1 10 80 FKM K670 24332164

400,1 438,2 19,1 419,15 405,1 10 80 NBR B241 24019470

430 480 22 455 438 10 80 NBR B241 24019471

445 495 22 470 453 10 80 NBR B241 24019472

460 510 22 485 468 10 80 NBR B241 24019473

470 520 22 495 478 10 80 NBR B241 24019474

515 565 22 540 523 13 80 NBR B241 24019475

570 620 22 595 578 13 80 NBR B241 24054745

592 642 22 617 600 13 80 NBR B241 24019476

610 660 22 635 618 13 80 NBR B241 24077194

625 689 25 657 635 13 80 NBR B241 24054746

648 700 22 674 656 13 80 NBR B241 24058300

650 700 22 675 658 13 80 NBR B241 24019477

rounded and burr-free

Further dimensions on request.
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d D L D1 D2 C Material ArtikelNr.

650 714 25 682 660 13 80 NBR B241 24019478

655 719 25 687 665 13 80 NBR B241 24245432

676 740 25 708 686 13 80 NBR B241 24019480

698,5 762 25 730,25 708,5 13 80 NBR B241 24174315

710 760 25 735 718 13 80 NBR B241 24019481

710 774 25 742 720 13 80 NBR B241 24095916

735 799 25 767 745 13 80 NBR B241 24075431

820 884 28 852 830 16 80 NBR B241 24019482

830 894 28 862 840 16 80 NBR B241 24019483

835 894 28 864,5 845 16 80 NBR B241 24340276

840 904 28 872 850 16 80 NBR B241 24056636

850 910 25 880 860 16 80 NBR B241 24019484

990 1050 25 1020 1000 16 80 NBR B241 24089227

1020 1084 25 1052 1030 16 80 NBR B241 24059867

1100 1160 25 1130 1110 16 80 NBR B241 24019487

Further dimensions on request.
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     Radial Shaft 
                 Seal

Circumferential groove

    A special reinforced fabric adhesive part of    
    robust design
    Constant radial force
    High wear resistance
    Also available in split version

Rotary shaft seals with radial lubrication grooves 
consiting of a fabric reinforced section of sturdy 
design, firmly bonded to the rubber sealing lip. 
A helical tension spring assists radial contact pres-
sure of the lip on the shaft

Merkel Radial Shaft Seal Radiamatic R 37

Lubrication groove

Shaft seals Radiamatic R 37 are mainly used for 
rolling mills and gear boxes in heavy duty machi-
ne design

Product description

Product advantages

Material

Application

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases -30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 20 m/s

Material 80 FKM K670
Mineral oils -10 ... +150 °C

Water +5 ... +80 °C

Lubricating greases -10 ... +150 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 25 m/s

Material 75 HNBR U467
Mineral oils -20 ... +120 °C

Water +5 ... +100 °C

Lubricating greases -20 ... +120 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 25 m/s

Adhesive part

Tension spring

Sealing lip

Other media on demand. Operating limits are 
guidelines, do not use all parameters at the same 
time.

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,6 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

Machining is carried out most effectively by plunge grin-
ding, i. e. without forward feed. The surface hardness 
should be approx. 60 HRC (min. depth of hardness 0.5 
mm).
The higher the peripheral speed the lower should be the 
surface roughness Ra of the mating surface. In order to 
ensure a sufficient lubricating film the surface should not 
be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 % 
at average depth c = Rz/2 and reference line C ref = 
0 %.
Abrasive surfaces, ridges, scratches and blow-holes are 
to be avoided

Sealing lip Adhesive part Tension spring

80 NBR B241
Impregnated 
cotton fabric 

ST 1.4571

75 HNBR U467
Impregnated 

aramide fabric 
ST 1.4571

80 FKM K670
Impregnated 

aramide fabric
ST 1.4571
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Design notes

An axially accessible housing is necessary for Radial shaft seal Radiamatic R 37, as a clamping force 
must be applied to the rings.
The rotary shaft seals are delivered with an over-sized height. To ensure reliable operation the seals 
must be axially pressed to the dimension „L“. An open housing with a cover plate and tightening screws 
is necessary. Certain deformation forces are necessary for pressing, and the cover plate and tightening 
screws should be designed accordingly. Please ask us for guide values.

Ø d S (Profile) L

> 100 20 16

> 250 22 20

> 450 25 22

> 750 32 25

Installation chamfers
See dimension „C“ in table of dimensions.

Please note our general design-related remarks in the Merkel Technical Manual.

Overall eccentricity
The permissible overall eccentricity (static and dynamic eccentricity) between shaft and housing is depen-
dent on the seal Profile and circumferential speed. If necessary we will provide recommended values.

Tolerance

Ø D Tolerances

< 500 H8

> 500 +0,0004 x D

Installation & assembly

Housing recommendations for new designs

All edges rounded and burr-free
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d D L D1     D2 C Material Article No.

101,6 133,3 11,9 117,5 106,6 8,0 80 NBR  B241 24019488

127,0 158,8 12,3 142,9 134,0 8,0 80 NBR  B241 24084424

127,0 158,8 12,5 142,9 134,0 8,0 80 FKM  K670 24316571

132,5 172,5 16,0 152,5 139,5 8,0 80 NBR  B241 24102306

133,0 165,0 12,5 149,0 138,0 8,0 80 NBR  B241 24029891

160,0 190,0 14,3 175,0 165,0 10,0 80 NBR  B241 24233697

160,0 200,0 18,0 180,0 167,0 10,0 80 NBR  B241 24019489

170,0 200,0 13,0 185,0 175,0 10,0 80 NBR  B241 24039649

170,0 210,0 18,0 190,0 177,0 10,0 80 NBR  B241 24128280

175,0 205,0 14,5 190,0 180,0 10,0 80 NBR  B241 24242046

175,0 215,0 16,0 195,0 182,0 10,0 80 NBR  B241 24027243

180,0 210,0 14,0 195,0 185,0 10,0 80 NBR  B241 24051648

185,0 225,0 16,0 205,0 192,0 10,0 80 FKM  K670 24264958

195,0 225,0 14,5 210,0 200,0 10,0 80 NBR  B241 24242055

200,0 230,0 14,0 215,0 205,0 10,0 80 NBR  B241 24051248

200,0 230,0 14,0 215,0 205,0 10,0 80 FKM  K670 24292790

220,0 250,0 16,0 235,0 225,0 10,0 80 NBR  B241 24051448

220,0 260,0 16,0 240,0 227,0 10,0 80 NBR  B241 24035849

230,0 260,0 16,0 245,0 235,0 10,0 80 NBR  B241 24234870

230,0 270,0 16,0 250,0 237,0 10,0 80 NBR  B241 24181867

230,0 280,0 22,5 255,0 238,0 10,0 80 NBR  B241 24019490

235,0 265,0 15,0 250,0 240,0 10,0 80 NBR  B241 24339504

245,0 285,0 16,0 265,0 252,0 10,0 80 NBR  B241 24352034

250,0 280,0 16,0 265,0 255,0 10,0 80 NBR  B241 24051548

250,0 290,0 16,0 270,0 257,0 10,0 80 NBR  B241 24035749

260,0 300,0 14,0 280,0 267,0 10,0 80 NBR  B241 24051348

     Radial Shaft 
                 Seal

All edges rounded and burr-free

Further dimensions on request.
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d D L D1     D2 C Material Article No.

270,0 310,0 18,0 290,0 277,0 10,0 80 NBR  B241 24030228

275,0 315,0 18,0 295,0 282,0 10,0 80 NBR  B241 24142291

290,0 334,0 20,0 312,0 297,0 10,0 80 NBR  B241 24052348

292,1 330,2 19,4 312,7 299,1 10,0 80 NBR  B241 24180004

300,0 340,0 16,0 320,0 307,0 10,0 80 NBR  B241 24230747

300,0 344,0 20,0 322,0 307,0 10,0 80 NBR  B241 24055100

320,0 360,0 17,7 340,0 327,0 10,0 80 NBR  B241 24141749

320,0 364,0 20,0 342,0 327,0 10,0 80 NBR  B241 24237636

325,0 375,0 22,5 350,0 333,0 10,0 80 NBR  B241 24019493

330,0 374,0 20,0 352,0 337,0 10,0 80 NBR  B241 24143075

330,2 368,3 22,2 349,3 337,2 10,0 80 NBR  B241 24170623

345,0 389,0 20,0 367,0 352,0 10,0 80 NBR  B241 24143071

350,0 394,0 20,0 372,0 357,0 10,0 80 NBR  B241 24264183

350,0 394,0 20,0 372,0 357,0 10,0 80 FKM  K670 24292794

360,0 404,0 20,0 382,0 367,0 10,0 80 NBR  B241 24090860

360,0 404,0 20,0 382,0 367,0 10,0 80 FKM  K670 24343978

370,0 414,0 20,0 392,0 377,0 10,0 80 NBR  B241 24183874

370,0 414,0 20,0 392,0 377,0 10,0 80 FKM  K670 24302799

380,0 424,0 20,0 402,0 387,0 10,0 80 NBR  B241 24143083

385,0 425,0 18,0 405,0 392,0 10,0 80 NBR  B241 24306581

387,0 431,0 22,0 409,0 394,0 10,0 80 NBR  B241 24019494

395,0 439,0 22,0 417,0 402,0 10,0 80 NBR  B241 24030420

400,0 444,0 20,0 422,0 407,0 10,0 80 NBR  B241 24090862

400,0 450,0 22,0 425,0 408,0 10,0 80 NBR  B241 24085941

406,2 444,5 19,1 425,4 411,2 10,0 80 NBR  B241 24097361

420,0 470,0 22,0 445,0 428,0 10,0 80 NBR  B241 24019496

430,0 480,0 22,0 455,0 438,0 10,0 80 NBR  B241 24019497

435,0 485,0 22,0 460,0 443,0 10,0 80 NBR  B241 24080564

440,0 490,0 28,0 465,0 448,0 10,0 80 NBR  B241 24080542

445,0 485,0 18,0 465,0 452,0 10,0 80 NBR  B241 24316607

446,0 486,0 16,0 466,0 453,0 10,0 80 NBR  B241 24055680

454,0 504,8 21,0 479,4 462,0 10,0 80 NBR  B241 24023848

455,0 505,0 25,0 480,0 463,0 10,0 80 NBR  B241 24019499

470,0 520,0 22,0 495,0 478,0 10,0 80 NBR  B241 24030349

480,0 530,0 22,0 505,0 488,0 10,0 80 NBR  B241 24346715

480,0 530,0 25,0 505,0 488,0 10,0 80 NBR  B241 24019500

500,0 545,0 20,0 522,5 507,0 10,0 80 NBR  B241 24073136

500,0 550,0 22,0 525,0 508,0 10,0 80 NBR  B241 24029886

All edges rounded and burr-free

Further dimensions on request.
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     Radial Shaft 
                 Seal

d D L D1     D2 C Material Article No.

500,0 550,0 22,0 525,0 508,0 10,0 80 FKM  K670 24351569

525,0 575,0 22,0 550,0 533,0 13,0 80 NBR  B241 24241447

530,0 580,0 22,0 555,0 538,0 13,0 80 NBR  B241 24079020

530,0 580,0 22,0 555,0 538,0 13,0 80 FKM  K670 24330883

535,0 585,0 22,0 560,0 543,0 13,0 80 NBR  B241 24377408

540,0 590,0 22,0 565,0 548,0 13,0 80 NBR  B241 24027244

540,0 590,0 25,0 565,0 548,0 13,0 80 NBR  B241 24019502

560,0 604,0 20,0 582,0 567,0 13,0 80 NBR  B241 24019503

560,0 610,0 22,0 585,0 568,0 13,0 80 FKM  K670 24142097

565,0 615,0 22,0 590,0 573,0 13,0 80 NBR  B241 24377407

580,0 630,0 22,0 605,0 588,0 13,0 80 NBR  B241 24241448

590,0 640,0 22,0 615,0 598,0 13,0 80 NBR  B241 24029885

596,0 652,0 29,5 624,0 606,0 13,0 80 NBR  B241 24030419

600,0 650,0 22,0 625,0 608,0 13,0 80 NBR  B241 24092311

600,0 650,0 28,0 625,0 608,0 13,0 80 NBR  B241 24086417

609,6 660,4 22,0 635,0 617,6 13,0 80 NBR  B241 24183145

616,0 666,8 22,0 641,4 624,0 13,0 80 NBR  B241 24296689

620,0 684,0 25,0 652,0 630,0 13,0 80 NBR  B241 24173794

640,0 684,0 20,0 662,0 647,0 13,0 80 NBR  B241 24019505

650,0 714,0 25,0 682,0 660,0 13,0 80 NBR  B241 24019506

660,0 700,0 18,0 680,0 667,0 13,0 80 NBR  B241 24147946

670,0 714,0 22,0 692,0 677,0 13,0 80 NBR  B241 24019507

670,0 734,0 25,0 702,0 680,0 13,0 80 NBR  B241 24238536

680,0 730,0 22,0 705,0 688,0 13,0 80 NBR  B241 24143002

685,8 749,3 25,0 717,6 695,8 13,0 80 NBR  B241 24179979

700,0 750,0 25,0 725,0 708,0 13,0 80 NBR  B241 24144899

All edges rounded and burr-free

Further dimensions on request.
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d D L D1     D2 C Material Article No.

710,0 760,0 25,0 735,0 718,0 13,0 80 NBR  B241 24030492

710,0 774,0 25,0 742,0 720,0 13,0 80 NBR  B241 24138786

720,0 780,0 25,0 750,0 730,0 13,0 80 NBR  B241 24138770

720,0 780,0 25,0 750,0 730,0 13,0 80 FKM  K670 24335751

735,0 799,0 25,0 767,0 745,0 13,0 80 FKM  K670 24335411

750,0 814,0 25,0 782,0 760,0 13,0 80 NBR  B241 24239267

750,0 814,0 28,0 782,0 760,0 13,0 80 NBR  B241 24019508

760,0 804,0 20,0 782,0 767,0 13,0 80 NBR  B241 24092067

775,0 825,0 25,0 800,0 783,0 13,0 80 NBR  B241 24138782

775,0 839,0 25,0 807,0 785,0 13,0 80 NBR  B241 24078227

780,0 820,0 17,7 800,0 787,0 13,0 80 NBR  B241 24141753

780,0 844,0 25,0 812,0 790,0 13,0 80 NBR  B241 24102054

800,0 864,0 25,0 832,0 810,0 13,0 80 NBR  B241 24139749

810,0 874,0 25,0 842,0 820,0 16,0 80 NBR  B241 24019509

820,0 870,0 25,0 845,0 828,0 16,0 80 NBR  B241 24138778

860,0 920,0 22,0 890,0 870,0 16,0 80 NBR  B241 24019510

860,0 920,0 22,0 890,0 870,0 16,0 80 FKM  K670 24260998

870,0 930,0 20,5 900,0 880,0 16,0 80 NBR  B241 24074541

870,0 930,0 27,0 900,0 880,0 16,0 80 NBR  B241 24077687

870,0 934,0 25,0 902,0 880,0 16,0 80 NBR  B241 24030422

880,0 944,0 25,0 912,0 890,0 16,0 80 NBR  B241 24039949

970,0 1030,0 21,5 1000,0 980,0 16,0 80 NBR  B241 24019511

985,0 1045,0 24,5 1015,0 995,0 16,0 80 NBR  B241 24066979

1080,0 1140,0 25,0 1110,0 1090,0 16,0 80 FKM  K670 24335407

1220,0 1284,0 25,0 1252,0 1230,0 20,0 80 NBR  B241 24060650

1250,0 1314,0 25,0 1282,0 1260,0 20,0 80 NBR  B241 24090489

1250,0 1314,0 25,0 1282,0 1260,0 20,0 80 FKM  K670 24215196

1320,0 1420,0 49,0 1370,0 1340,0 20,0 80 NBR  B241 24193130

1330,0 1394,0 25,0 1362,0 1340,0 20,0 80 NBR  B241 24290261

1608,5 1670,0 20,0 1639,3 1618,5 20,0 80 NBR  B241 24055983

1610,0 1670,0 20,0 1640,0 1620,0 20,0 80 NBR  B241 24027477

1740,0 1800,0 20,0 1770,0 1750,0 20,0 80 NBR  B241 24055944

Further dimensions on request.
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Merkel Radial Shaft Seal Radiamatic R 58

Rotary shaft seals consiting of a fabric reinforced 
section of sturdy design, firmly bonded to the 
rubber sealing lip. 
A helical tension spring assists radial contact pres-
sure of the lip on the shaft. Radial shaft seal with 
a groove around the circum-ference to facilitate 
additional lubrication from the outside.

Other materials on request.

The Radiamatic R 58 was developed for the spe-
cial requirements of grease-lubricated bearings in 
rolling mill manufacture.

    A special reinforced fabric adhesive part of    
    robust design
    Constant radial force
    High wear resistance
    Also available in split version

Lubrication groove

Product description

Product advantages

Sealing lip Adhesive part Tension spring

80 NBR B241
Impregnated 
cotton fabric 

ST 1.4571

Material

Application

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases -30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 15 m/s

Adhesive part

Tension spring

Sealing lip

Other media on demand. Operating limits are gui-
delines, do not use all parameters at the same time.

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,6 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

Machining is carried out most effectively by plunge grin-
ding, i. e. without forward feed. The surface hardness 
should be approx. 60 HRC (min. depth of hardness 0.5 
mm).
The higher the peripheral speed the lower should be the 
surface roughness Ra of the mating surface. In order 
to ensure a sufficient lubricating film the surface should 
not be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 % 
at average depth c = Rz/2 and reference line C ref = 
0 %.
Abrasive surfaces, ridges, scratches and blow-holes are 
to be avoided

     Radial Shaft 
                 Seal
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Design notes

An axially accessible housing is necessary for Radial shaft seal Radiamatic R 58, as a clamping force 
must be applied to the rings.
The rotary shaft seals are delivered with an over-sized height. To ensure reliable operation the seals 
must be axially pressed to the dimension „L“. An open housing with a cover plate and tightening screws 
is necessary. Certain deformation forces are necessary for pressing, and the cover plate and tightening 
screws should be designed accordingly. Please ask us for guide values.

Ø d S (Profile) L

> 100 20 16

> 250 22 20

> 450 25 22

> 750 32 25

Installation chamfers
See dimension „C“ in table of dimensions.

Please note our general design-related remarks in the Merkel Technical Manual.

Overall eccentricity
The permissible overall eccentricity (static and dynamic eccentricity) between shaft and housing is depen-
dent on the seal Profile and circumferential speed. If necessary we will provide recommended values.

Tolerance

Ø D Tolerances

< 500 H8

> 500 +0,0004 x D

Installation & assembly

Housing recommendations for new designs

All edges rounded and burr-free
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d D L D1     D2 C Material Article No.

345 389 20 367 352 10 80 NBR B241 24330193

360 404 20 382 367 10 80 NBR B241 24349035

400 444 20 422 407 10 80 NBR B241 24349036

430 480 22 455 438 10 80 NBR B241 24349033

435 485 22 460 443 10 80 NBR B241 24313903

440 480 20 465 438 10 80 NBR B241 24351547

440 490 28 465 448 10 80 NBR B241 24330194

455 505 25 480 463 10 80 NBR B241 24330195

455 505 22 480 463 10 80 NBR B241 24346279

480 530 25 505 488 10 80 NBR B241 24313904

485 535 22 510 493 10 80 NBR B241 24313920

500 550 22 525 508 10 80 NBR B241 24315279

525 575 22 550 533 13 80 NBR B241 24313919

530 580 22 555 538 13 80 NBR B241 24315505

550 600 22 575 558 13 80 NBR B241 24315506

560 604 20 582 567 13 80 NBR B241 24349034

560 610 22 585 568 13 80 NBR B241 24315507

600 640 20 625 638 13 80 NBR B241 24375708

620 684 25 652 630 13 80 NBR B241 24315278

650 714 25 682 650 13 80 NBR B241 49002644

750 814 28 782 760 13 80 NBR B241 24315280

880 944 25 912 890 16 80 NBR B241 24315287

       Radial Shaft 
                   Seal

All edges rounded and burr-free

Further dimensions on request.
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Sealing 
lip

Adhesive 
part

Steel
band

Tension 
spring

80 NBR B241 NBR ST 1.4310 ST 1.4571

75 HNBR U467 HNBR ST 1.4310 ST 1.4571

80 FKM K670 FKM ST 1.4310 ST 1.4571

Self-retaining shaft seal consisting of two diffe-
rentrubber compounds and an intergrated steel 
band. The tension spring supports the radial force 
on to the shaft.

Steel band

Self-retaining shaft seal for rolling mills and large 
gear boxes in heavy duty machine design. 
For installation purposes an open housing design 
is required. When pressurised the seal has to be 
axially supported on the pressureless side. If there 
is no pressure a support is not necesseray. 
Self-retaining shaft seals Radiamatic RS 85 are 
supplied endless.

    A special reinforced fabric adhesive part of    
    robust design
    Constant radial force
    High wear resistance

Merkel Radial Shaft Seal Radiamatic RS 85

Product description

Product advantages

Material

Application

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases -30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 20 m/s

Material  80 FKM K670
Mineral oils -10 ... +150 °C

Water +5 ... +80 °C

Lubricating greases -10 ... +150 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 25 m/s

Material 75 HNBR U467 
Mineral oils -20 ... +120 °C

Water +5 ... +100 °C

Lubricating greases -20 ... +120 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,05 MPa

Sliding speed v in m/s 25 m/s

Adhesive part

Tension spring

Sealing lip

Other media on demand. Operating limits are guide-
lines, do not use all parameters at the same time.

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,6 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

Machining is carried out most effectively by plunge grin-
ding, i. e. without forward feed. The surface hardness 
should be approx. 60 HRC (min. depth of hardness 0.5 
mm).
The higher the peripheral speed the lower should be the 
surface roughness Ra of the mating surface. In order to 
ensure a sufficient lubricating film the surface should not 
be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 % 
at average depth c = Rz/2 and reference line C ref = 
0 %.
Abrasive surfaces, ridges, scratches and blow-holes are 
to be avoided
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     Radial Shaft 
                 Seal

Please note our general design-related remarks in the Merkel Technical Manual.

Installation & assembly

For installation purposes an open housing design is required. 
Self-retaining shaft seals Radiamatic RS 85 are supplied endless.

Diameter S (Profile) L a

200 ... 450
20 20 4

22 20 4

>450 ... 750
22 22 4

25 22 4

> 750

25 25 5

30 25 5

32 25 5

Diameter d c
<200 8

>200 ... 500 10

>500 ... 800 13

>800 ... 1200 16

>1200 20

Design notes

Installation chamfers

Please note our general design-related remarks in the Merkel Technical Manual.

Housing recommendations for new designs

All edges rounded and burr-free
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Merkel Radial Shaft Seal Radiamatic RHS 51

    Press-fit axially into open housing
    Constant radial force
    High wear resistance
    High degree of shaft deflection
    Proven performance at high sliding speeds

Sealing 
lip

Adhesive 
part

Steel
band

Tension 
spring

80 NBR B241 85 NBR B247 ST 1.4310 ST 1.4571

75 HNBR U467 85 HNBR 10040 ST 1.4310 ST 1.4571

80 FKM K670 90 FKM K683 ST 1.4310 ST 1.4571

Radiamatic high speed shaft seal consisting of 
two different rubber compounds and an integra-
ted steel band. A new spring system exerts evenly 
radial force over the whole circumference of the 
sealing lip, even at high misalignment of the 
shaft. 

Material 80 NBR B241
Mineral oils -30 ... +100 °C

Water +5 ... +100 °C

Lubricating greases -30 ... +100 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,02 MPa

Sliding speed v in m/s 25 m/s

Material 80 FKM K670
Mineral oils -10 ... +150 °C

Water +5 ... +80 °C

Lubricating greases -10 ... +150 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,02 MPa

Sliding speed v in m/s 35 m/s

Material 75 HNBR U467
Mineral oils -20 ... +120 °C

Water +5 ... +100 °C

Lubricating greases -20 ... +120 °C

Rolling oil emulsion on enquiry

Pressure p in MPa 0,02 MPa

Sliding speed v in m/s 30 m/s

Steel band

Self-retaining shaft seal for rolling mills and large 
gear boxes in heavy duty machine design. In order 
to guarantee additional lubrication from outside 
the seal is designed with radial grooves. 
When pressurised the seal has to be axially 
supported on the pressureless side. If there is no 
pressure a support is not necesseray. 
Self-retaining shaft seals Radiamatic RHS 51 can 
only be supplied in endless form. 

Product description

Product advantages

Material

Application

Adhesive part

Tension spring

Sealing lip

Other media on demand. Operating limits are guide-
lines, do not use all parameters at the same time.

Operating conditions

Surface finish

Machining is carried out most effectively by plunge grin-
ding, i. e. without forward feed. The surface hardness 
should be approx. 60 HRC (min. depth of hardness 0.5 
mm).
The higher the peripheral speed the lower should be the 
surface roughness Ra of the mating surface. In order to 
ensure a sufficient lubricating film the surface should not 
be too smooth.
Standard value: Ra min. = 0.1 µm.
Profile bearing length ratio tp > 50 % up to max. 90 % 
at average depth c = Rz/2 and reference line C ref = 
0 %.
Abrasive surfaces, ridges, scratches and blow-holes are 
to be avoided

Peak-to-valley heights Ra Rmax

Sliding surface 0,15 ... 0,3 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm
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     Radial Shaft 
                 Seal

Design notes Typical Seal Arrangement
The permissible shaft misalignment (static shaft-to-
bore eccentricity) is dependent on the shaft dia-
meter.

Installation & assembly

Diameter S (Profile) L C a

200 ... 450
20 20 12 4

22 20 12 4

>450 ... 750
22 22 15 4

25 22 15 4

> 750
25 25 18 5

32 25 18 5

Housing recommendations for new designs

Shaft diameter d Admissible shaft deflection
200 ... 320 2,00 mm

>320 ... 450 2,5 mm

>450 3,0 mm

The permissible shaft run-out (dynamic eccentricity) 
is dependent on the seal Profile and the peripheral 
speed. Please ask for guide values

Lead-in chamfers
See dimension „C“ in table of dimensions.

For installation purposes an open housing design is required. 
Self-retaining shaft seals Radiamatic RHS 51 are supplied endless. 
Please note our general design-related remarks in the Merkel Technical Manual.

All edges rounded and burr-free
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Water Guard
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Very low friction
Large axial operating movement
Easy installation

Product description

Product advantages

Material Designation
Nitrile rubber NBR 

Fluoroelastomer FKM 

The seal function is produced by an axial, wear-
resistant sealing lip. Type A is the standard version 
for small housings.

Merkel Water Guard Type WA-A

Material

Application

Material  NBR 
Mineral oils -

Water +5 ... +100 °C

Lubricating greases -40 ... +100 °C

Rolling oil emulsion -

Pressure 0,03 MPa

Sliding speed 20 m/s*

Material FKM 
Mineral oils -

Water +5 ... +80 °C

Lubricating greases -20 ... +150 °C

Rolling oil emulsion -

Pressure 0,03 MPa

Sliding speed 20 m/s*

Adhesive part

Sealing lip

* The indication is based on stationary water guards. 
Rotary seals have different limits.

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,8 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

The surface hardness of the sliding surface should 
be approx. 30 HRC.
Profile bearing length ratio tp > 50 % up to max. 
90 % at average depth c = Rz/2 and reference 
line C ref = 0 %.

Water guard seals for use with roll mill bearings 
for grease retention and exclusion of dust, scale, 
water, water/oil emulsions and similar media.
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Water Guard

    
Very low friction
Large axial operating movement
Easy installation

Product description

Product advantages

Material Designation
Nitrile rubber NBR 

Fluoroelastomer  FKM 

The seal function is produced by an axial, wear-
resistant sealing lip. Typ AX is for heavy loads
and large movements.

Merkel Water Guard Type WA-AX

Material

Application

Material NBR 
Mineral oils -

Water +5 ... +100 °C

Lubricating greases -40 ... +100 °C

Rolling oil emulsion -

Pressure 0,03 MPa

Sliding speed 20 m/s*

Material  FKM
Mineral oils -

Water +5 ... +80 °C

Lubricating greases -20 ... +150 °C

Rolling oil emulsion -

Pressure 0,03 MPa

Sliding speed 20 m/s*

Adhesive part

Sealing lip

* The indication is based on stationary water 
guards. Rotary seals have different limits.

Operating conditions

Peak-to-valley heights Ra Rmax

Sliding surface ≤0,8 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm

Surface finish

The surface hardness of the sliding surface should 
be approx. 30 HRC.
Profile bearing length ratio tp > 50 % up to max. 
90 % at average depth c = Rz/2 and reference 
line C ref = 0 %.

Water guard seals for use with roll mill bearings 
for grease retention and exclusion of dust, scale, 
water, water/oil emulsions and similar media. 
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Peak-to-valley heights Ra Rmax

Sliding surface ≤0,8 µm ≤2,5 µm

Housing ≤4 µm ≤15 µm
Product description

Product advantages

Material Designation Color
Polyurethane 95 AU V142 dark blue

Polyurethane 94 AU 925 blue

The seal function is produced by an axial, 
wear-resistant sealing lip.

Merkel Water Guard Type 8074

Material

Application

Adhesive part

Sealing lip

Operating conditions

Water guard seals for use with roll mill bearings 
for grease retention and exclusion of dust, scale, 
water, water/oil emulsions and similar media. 

Other materials like NBR, FKM or HNBR on 
request.

Highly wear-resistant
Fitting on existing housings
Adjusted size for customised solutions
For applications with high tolerances
Increase the liftime of the radial shaft sealind 
system

Surface finish

The surface hardness of the sliding surface should 
be approx. 30 HRC.
Profile bearing length ratio tp > 50 % up to max. 
90 % at average depth c = Rz/2 and reference 
line C ref = 0 %.

Please consult us so as to settle the choice and 
configuration of the seal to suit the particular 
application involved.
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Seals for 
pivoting motions
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Merkel Rotomatic M 17

   Wear-resistant
   Reliable static seal

Material Designation
Nitrile elastomer 80 NBR/BI-NBR

Material 80 NBR /BI-NBR

Hydraulic oils, HL, HLP –30 … +80 °C

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids –

Water +5 … +80 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C 

Mineral greases –30 … +80 °C

Pressure 20 MPa

Running speed 0,1 m/s

Single-piece seal made of a bilaterally held fabric 
blocks furnished with an oil groove on the running 
surface.

Material

Elastomer component

fabric block

Double-action rod seal for pivoting motion in hy-
draulic plant, preferably for use in hydraulic joints 
and rotary transmissions

Other materials are available on request.

If the seal sets are to be used in situations in which they 
are subject to permanent movement, please consult us 
first.

Bearing length ratio Mr >50% to a max. of 90% at cut 
depth c = Rz/2 and reference line C ref = 0%. Abrasive 
surface, scores, scratches and cavities should be avo-
ided.
The surface hardness should be 45-60 HRC (hardness 
depth at least 0.5 mm)

Nominal-Ø d d D
… 60 f8/H8 H9

>60 f7/H7 H9

Tolerance recommendation

Design notes
Please observe our general design notes. See also 
in the Merkel Technical Manual.

Product description

Product advantages

Application

Operating conditions

Surface finish

Recommended fit for pressures up to 20 MPa.

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm
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d D Profile H L C Material Article No.

10 18 4 6,00 6,50 2,5 80 NBR/BI-NBR 24024279
16 24 4 6,00 6,50 2,5 80 NBR/BI-NBR 24024283
20 28 4 6,00 6,50 2,5 80 NBR/BI-NBR 24024285
22 30 4 6,00 6,50 2,5 80 NBR/BI-NBR 24024286
25 35 5 7,50 8,00 3,0 80 NBR/BI-NBR 24024287
28 38 5 7,50 8,00 3,0 80 NBR/BI-NBR 24024288
30 40 5 7,50 8,00 3,0 80 NBR/BI-NBR 24024289
32 42 5 7,50 8,00 3,0 80 NBR/BI-NBR 24024290
35 45 5 7,50 8,00 3,0 80 NBR/BI-NBR 24024291
36 46 5 7,50 8,00 3,0 80 NBR/BI-NBR 24024292
40 52 6 7,50 8,00 3,0 80 NBR/BI-NBR 24024212
42 54 6 7,50 8,00 3,0 80 NBR/BI-NBR 24024293
45 57 6 7,50 8,00 3,0 80 NBR/BI-NBR 24024294
50 62 6 7,50 8,00 3,0 80 NBR/BI-NBR 24024295
55 67 6 7,50 8,00 3,0 80 NBR/BI-NBR 24024296
56 68 6 7,50 8,00 3,0 80 NBR/BI-NBR 24024297
60 75 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024298
63 78 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024299
65 80 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024300
70 85 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024301
75 90 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024302
80 95 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024303
85 100 7,5 10,00 11,00 3,5 80 NBR/BI-NBR 24024304
90 110 10 12,00 13,00 5,0 80 NBR/BI-NBR 24024305
100 120 10 12,00 13,00 5,0 80 NBR/BI-NBR 24024306
110 130 10 12,00 13,00 5,0 80 NBR/BI-NBR 24024307
115 135 10 12,00 13,00 5,0 80 NBR/BI-NBR 24024308

125 145 10 12,00 13,00 5,0 80 NBR/BI-NBR 24026976

140 160 10 12,00 13,00 5,0 80 NBR/BI-NBR 24024310

150 175 12,5 15,00 16,00 5,5 80 NBR/BI-NBR 24024311

H

rounded and burr-free

Seals for 
pivoting motions

Further dimensions on request.
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d D Profile H L C Material Article No.

160 185 12,5 15,00 16,00 5,5 80 NBR/BI-NBR 24024312
170 190 10 12,00 13,00 5,0 80 NBR/BI-NBR 24024266
180 205 12,5 15,00 16,00 5,5 80 NBR/BI-NBR 24024313
200 225 12,5 15,00 16,00 5,5 80 NBR/BI-NBR 24024314
225 255 15 17,50 19,00 6,0 80 NBR/BI-NBR 24127447
250 270 10 16,00 17,00 5,0 80 NBR/BI-NBR 24024270
310 340 15 17,50 19,00 6,0 80 NBR/BI-NBR 24035509
320 345 12,5 12,00 13,00 5,5 80 NBR/BI-NBR 24078636
360 378 9 12,00 13,00 5,0 80 NBR/BI-NBR 24029629
380 400 10 15,00 16,00 5,0 80 NBR/BI-NBR 24174996
440 460 10 12,00 13,00 5,0 80 NBR/BI-NBR 24137980
500 520 10 15,00 16,00 5,0 80 NBR/BI-NBR 24063830
680 720 20 24,00 25,00 7,0 80 NBR/BI-NBR 24143612
750 790 20 24,00 26,00 7,0 80 NBR/BI-NBR 24136568

Further dimensions on request.
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Merkel Rotomatic M 19

Seals for 
pivoting motions

   Extrusion-secured via an activated backup ring
   Wear-resistant

Material Designation
Nitrile elastomer/POM 80 NBR/BI-NBR/POM

Three-piece seal set consisting of an elastomer 
component with fabric reinforcement on the 
running surface arranged such that two seal edges 
form an oil groove, plus two activated backup 
rings.

Material

Elastomer component

Fabric block

Backup ring

Double-action rod seal for pivoting motion in hy-
draulic plant, preferably for use in hydraulic joints 
and rotary transmissions

Recommended fit for pressures up to 20 MPa

Profile D2 Tolerance D2 d D

7,5
d +0,2*
d +0,3

H8 f8 H9

10
d +0,3*
d +0,5

H8 f8 H9

12,5
d +0,5*
d +0,7

H8 f8 H9

* Recommended diameter D2 depending on dimension 
H of the back-up ring.

Material 80 NBR/BI-NBR/POM
Hydraulic oils, HL, HLP –30 … +80 °C 

HFA fluids +5 … +60 °C

HFB fluids +5 … +60 °C

HFC fluids –30 … +60 °C

HFD fluids –

Water +5 … +80 °C

HETG (rape-seed oil) –30 … +80 °C

HEES (synth. ester) –30 … +80 °C

HEPG (glycol) –30 … +60 °C

Mineral greases –30 … +80 °C

Pressure 40 MPa

Running speed 0,2 m/s

If the seal sets are to be used in situations in which they 
are subject to permanent movement, please consult us 
first.

Bearing length ratio Mr >50% to a max. of 90% at cut 
depth c = Rz/2 and reference line C ref = 0%. Abrasive 
surface, scores, scratches and cavities should be avo-
ided.
The surface hardness should be 45-60 HRC (hardness 
depth at least 0.5 mm)

Tolerance recommendationDesign notes
Please observe our general design notes. See also 
in the Merkel Technical Manual.

Product description

Product advantages

Application

Operating conditions

Surface finish

Peak-to-valley heights Ra Rmax

Sliding surface  0,05 … 0,3 µm <2,5 µm

Groove base <1,6 µm <6,3 µm

Groove sides <3,0 µm <15,0 µm

Recommended fit for pressures up to 40 MPa
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d D Profile H L C Material Article No.

60 72 6 9,00 10.00 5,5 80 NBR/BI-NBR/POM 24069210
70 85 7,5 10,00 11,00 5,5 80 NBR/BI-NBR/POM 24067432
80 95 7,5 10,00 11,00 5,5 80 NBR/BI-NBR/POM 24235577
90 110 10 12,00 13,00 7,5 80 NBR/BI-NBR/POM 24103500
95 112 8,5 10,00 11,00 7,0 80 NBR/BI-NBR/POM 24065060
95 112 8,5 9,80 10,80 7,0 80 NBR/BI-NBR/POM 24308835

100 120 10 12,00 13,00 7,5 80 NBR/BI-NBR/POM 24103501
110 130 10 12,00 13,00 7,5 80 NBR/BI-NBR/POM 24103502
125 145 10 12,00 13,00 7,5 80 NBR/BI-NBR/POM 24103504
130 150 10 10,00 11,00 7,5 80 NBR/BI-NBR/POM 24091083
140 160 10 12,00 13,00 7,5 80 NBR/BI-NBR/POM 24103505
150 170 10 12,00 13,00 7,5 80 NBR/BI-NBR/POM 24139281
160 185 12,5 15,00 16,00 8,0 80 NBR/BI-NBR/POM 24080888
180 205 12,5 15,00 16,00 8,0 80 NBR/BI-NBR/POM 24068319
200 225 12,5 15,00 16,00 8,0 80 NBR/BI-NBR/POM 24103506
290 320 15 18,00 19,00 8,0 80 NBR/BI-NBR/POM 24195361
365 390 12,5 15,00 16,00 8,0 80 NBR/BI-NBR/POM 24362038
400 425 12,5 15,00 16,00 8,0 80 NBR/BI-NBR/POM 49018945

H

2

rounded and burr-free

rounded and burr-free

Further dimensions on request.
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Gearbox - Spindle drive joint 
(o. d. sealing)

Special seals for tilting motions on drive joints 
against gearbox oil and air with Merkel Omegat 
OMK-E and lipring LRA-2804

Gearbox - Spindle drive joint 
(i. d. sealing)

Special seals for tilting motions on drive joints 
against gearbox oil and air with Merkel Omegat
axial sealing set type DW and lipring LRI-2803

Gearbox - Spindle drive joint 
(combined)

Special seals for tilting motions on drive joints 
against gearbox oil and air with Merkel Omegat 
seal set OKDS-0168, Omegat seal set OSDS-
0169 and special guide profiles

Special Solutions for the Ferrous & Non-ferrous 
Processing Industries
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Continiuous caster

Special rotary seals for support roller bearings 
with Merkel U-ring NRRW and water guard 
WADB-9460 for heavy duty conditions.

Continiuous caster

Special rotary seals for support roller bearings 
with Merkel U-ring in a special design for medium 
duty conditions

Continiuous caster

Special rotary seals for support roller bearings 
with Merkel U-ring in a special design single 
arrangment.
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Hydraulic Automatic Gauge Control
in case of no pressure relief bore with
Merkel Wiper ASOS-0243

Hydraulic Automatic Gauge Control
modernization for existing seal housing without 
pressure relief bore with Merkel Wiper Type 0239

Hydraulic Automatic Gauge Control
modernization for existing seal housing with 
pressure relief bore and the Merkel Wiper 0241
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Sealing arrangement for back-up rolls

Modernization for existing seal housing with 
Merkel special profilrings, special U-rings and 
rotary shaft seal Merkel Radiamatic RHS 51

Modern seal arrangement for 
coiler cylinder (o. s.)

Low friction seal arrangement with Merkel double 
wiper PT 3, Omegat piston seals OMK-MR, 
OMK-E and the Merkel guide bush Guivex KBK

Existing seal arrangement for 
coiler cylinder (i. s.)

Seal arrangement with Merkel wiper P 6 and the 
Merkel compact seal type CSES-0272

Stripping device for bearings 
(hydraulic quick change)

Modernizing for existing seal housing with Merkel 
rod seals Omegat OMS-S and 
Omegat OMS-SD
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Sectoral solutions

In order to live up to this aspiration Merkel 
has specialised in providing seals and sealing 
systems for heavy industry. The individual 
components are optimally matched to each 
other in terms of material and functionality, 

as all individual seals are also developed as 
integral solutions. Long service lives and high 
media resistance are ensured by a choice of 
material and profile design selected to suit 
the respective industry.

Merkel Freudenberg Fluidtechnic aspires to develop and produce seals 
and to offer them with comprehensive service in order to fulfill current 
customer requirements to the greatest extent possible.

Merkel seals and sealing systems in
press manufacture:
high compressive strength with relatively
large diameters

Merkel seals and sealing systems in
the plastics processing industry:
high dependability, even with more than
2.5 million load alternations per year
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Merkel seals and sealing systems in steel 
hydraulics engineering or shipbuilding:
high dependability, even with long
maintenance intervals

Merkel seals and sealing systems in
special machine-building:
high reliability under extreme demands
and harsh environmental influences

Merkel seals and sealing systems in
the paper manufacture:
high dependability under high speeds
and abrasive media
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 Rotary seals1

 Hydraulic seals2

 Stuffing-box packings3

 Gaskets4

Hot Rolling Strip Mill

Legend

2

432
Furnace/Converter

Rotary Distributor

Continuous Caster

Edger
Roughing  Stand

1 2

1 2

1 2

Merkel supplies the full range of seals 
and sealing systems for all applications 
in the metal processing industy (e. g. 
hydraulic seals, radial and axial shaft 
seals, stuffing box packings, gaskets, 
o-rings and bellows).
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Gearbox

Gearbox

Coiler

1 2

1 2

2

Roughing  Stand
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Take advantage of our excellent services  
worldwide:

  120,000 widely diversified products

  Very high degree of availability,  

prompt worldwide supplies

  Built-to-order; rapid, tailor-made,  

economical

  Optimum solutions for challenging         

special applications

  Individual test series under genuine        

conditions

  Immediate assistance in the event of 

  repairs

Boost your success with our sealing 
expertise:

 Perfect sealing technology for top  

productivity

 Leading material know-how

 Extrusion-proof products with a long 

service life and extended service  

 intervals

 Absolute functional reliability of the 

seals under the most diversified and 

 extremely stringent conditions

 Experience gathered in sealing  

technology since 1899

Merkel - by your side around the globe

Merkel ServiceMerkel Quality & Value

Phone.: +49 (0)40/75306-0

Mills@Freudenberg-ds.com

www.merkel-heavy-industry.com

Please feel free to 

contact our Mills product 

management:

Asia 
Merkel Freudenberg Fluidtechnic GmbH
c/o EKK Eagle Industry Asia Pacific Pte. Ltd.
52 Serangoon North Avenue 4
# 03-02, Ever Tech Building
Singapore 555853
E-Mail: merkel.asia@freudenberg-ds.com

Americas 
Freudenberg-NOK
Merkel Heavy Industry
11617 State Route 13
Milan, OH 44846/USA
E-Mail: merkel.americas@freudenberg-ds.com

Headquarter Europa 
Merkel Freudenberg Fluidtechnic GmbH
Industriestrasse 64 
21107 Hamburg
Germany
E-Mail: merkel@freudenberg-ds.com

www.merkel-heavy-industry.com

Freudenberg Group

Merkel
Heavy Industry


